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*** First change ***
7.4.3.1
General
The IRI-POI detects the SIP messages that are related to a target subscriber and then generates and delivers the related xIRI to the MDF2 over LI_X2.
The following IMS Network Functions (i.e. IMS Signalling Functions) that handle SIP signalling for IMS sessions may provide the IRI-POI functions:

-
S-CSCF.

-
E-CSCF.

-
P-CSCF.

-
IBCF.

-
MGCF.

-
AS.

Clause 7.4.6 gives more information from network topology/session perspective how different IMS Network Functions are to be used in providing the IRI-POI functions.

*** Next change ***
7.4.4.1
General
The CC-TF detects the SIP messages that are related a target and then generates and sends a trigger to the CC-POI over the LI_T3 reference point.

The CC-POI based on the trigger detects the media to be intercepted, generates the xCC and delivers the same to the MDF3.

The following IMS Network Functions (i.e. IMS Media Functions and IMS Signalling Functions) may provide the CC-POI and CC-TF functions:

-
IMS-AGW with CC-TF in P-CSCF.

-
TrGW with CC-TF in IBCF.

-
IM-MGW with CC-TF in MGCF.

-
MRFP with CC-TF in S-CSCF.

-
MRFP with CC-TF in AS.

Clause 7.4.6 gives more information from network topology/session perspective how different IMS Network Functions are to be used in providing the CC-TF/CC-POI functions.

** End of all changes **

