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	Reason for change:
	Access Traffic Steering, Switching, Splitting (ATSSS) functionality has been introduced in Rel-16 for Hybrid access over NG-RAN and W-5GAN in TS 23.316 clause 4.12 and the corresponding flows need to be introduced.


	
	

	Summary of change:
	Introduce flows for ATSSS Hybrid access over NG-RAN and W-5GAN.
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[bookmark: _Toc36045458][bookmark: _Toc36049338][bookmark: _Toc36112559]5.2.2.15.x	Hybrid Access with Multi-Access PDU Session connectivity over NG-RAN and W-5GAN
The following flow describes the charging procedure for MA PDU Session establishment over NG-RAN and W-5GAN requested by 5G-RG, based on figure 5.2.2.15.2.1 description with the following differences identified in clause 4.12.2 TS 23.316 [203]: 
-	The UE is replaced by 5G-RG.
-	Non-3GPP access(es) is specifically referred to wireline access. 
When PDU Session Establishment Request message is sent over the 3GPP access (i.e. NG-RAN), or sent over the non-3GPP access (i.e. W-5GAN):
9ch-a.	The SMF sends Charging Data Request [initial] to CHF for authorization for the 5G-RG to start the MA PDU session.
9ch-b.	The CHF opens CDR for this MA PDU session.
9ch-c.	The CHF acknowledges by sending Charging Data Response [Initial] to the SMF.
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