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	First change


[bookmark: _Toc36045459][bookmark: _Toc36049344][bookmark: _Toc36112563]5.2.2.16.x	Handover procedure
5.2.2.16.x.1		5G RG handover of a PDU Session procedure from W-5GAN access to 3GPP access
Following figure 5.2.2.16.x.1.1 describes charging when 5G-RG handover of a PDU Session procedure from W-5GAN access to 3GPP access. 


Figure 5.2.2.16.x.1.1: Handover of PDU session from W-5GAN access to 3GPP access
As described in clause 7.6.2.1 in TS 23.316 [203], the handover of a PDU session from W-5GAN access to 3GPP access is as following.
1-2. The steps are described in clause 7.6.2.1 in TS 23.316 [203], 5G-RG peforms registeration via 3GPP access and PDU session establishmeng procedure. 
2ch-a-c. SMF may interact with CHF with Charging Data Request [Update]. 
NOTE: The access network change trigger, if enabled, applied during the PDU session establishment via the 3GPP access network before SMF executes the release of W-5GAN access resource.
3. The step that the SMF executes the release of resources in W-5GAN access is same as step 3 as described in clause 7.6.3.1 of TS 23.316 [203].
Editor’s note: If the trigger used in 5G-RG handover is same as the trigger for handover from non-3GPP access to 3GPP access in clause 5.2.2.13.4 is FFS.

5.2.2.16.x.2		5G RG handover of a PDU Session procedure from 3GPP to W-5GAN access
Following figure 5.2.2.16.x.2.1 describes charging when 5G-RG handover of a PDU Session procedure from 3GPP to W-5GAN access. 


Figure 5.2.2.16.x.2.1: Handover of a PDU Session procedure from 3GPP to W-5GAN access
As described in clause 7.6.3.2 in TS 23.316 [203], the handover of a PDU session from 3GPP access to W-5GAN access is as following.
1. The 5G-RG initiates Reigistration procedure via W-5GAN as defined in clause 7.2.1.1 of TS 23.316 [203].
2. The 5G-RG performs PDU Session Establishment procedure via W-5GAN access as described in 7.6.3.2 of TS 23.316 [203].
2ch-a-c. SMF may interact with CHF with Charging Data Request [Update]. 
NOTE: The access network change trigger, if enabled, applied during the PDU session establishment via the W-5GAN before SMF performs the release of 3GPP access resource.
3. The step that the SMF executes the release of resource via 3GPP access is same as step 3 as described in clause 7.6.3.2 of TS 23.316 [203].
Editor’s note: If the trigger used in 5G-RG handover is same as the trigger for handover from non-3GPP access to 3GPP access in clause 5.2.2.13.4 is FFS.

	End of change
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