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	Reason for change:
	In Rel-16, only 5G-RG can establish 3GPP access leg in EPC. In Rel-17, however, all type of UEs can establish 3GPP access leg in EPC. But Rel-16 limitation is not completed removed.

	
	

	Summary of change:
	Remove desctiption that Multi-access connectivity using ATSSS via both EPC and 5GC may be supported for the scenario with 5G-RG.

	
	

	Consequences if not approved:
	Not clear whether normal UEs can establish 3GPP access leg in EPC.
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* * * * Start of 1st Change * * * * 

[bookmark: _Toc20150147][bookmark: _Toc27846949][bookmark: _Toc36188080][bookmark: _Toc45183985][bookmark: _Toc47342827][bookmark: _Toc51769529][bookmark: _Toc75440967]5.32.7	Interworking with EPS
[bookmark: _Toc20150148][bookmark: _Toc27846950][bookmark: _Toc36188081][bookmark: _Toc45183986][bookmark: _Toc47342828][bookmark: _Toc51769530][bookmark: _Toc75440968]5.32.7.1	General
Multi-access connectivity using ATSSS via EPC only is not supported. Multi-access connectivity using ATSSS via both EPC and 5GC may be supported as defined in TS 23.316 [84] for the scenario with 5G-RG.
Interworking for MA PDU Session, if allowed by the network, is based on the interworking functionality specified in clause 5.17.2, with the differences and clarifications described in the following clauses.
A PDN Connection in EPS may be modified into a MA PDU Session when transferred to 5GS if the UE and the SMF+PGW-C support the ATSSS feature.

* * * * End of Changes * * * *

