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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc75411911][bookmark: _Toc51835110][bookmark: _Toc47593023][bookmark: _Toc45193391][bookmark: _Toc36192278][bookmark: _Toc27895181][bookmark: _Toc20204482]5.2.5.3.2	Npcf_PolicyAuthorization_Create service operation
Service operation name: Npcf_PolicyAuthorization_Create
Description: Authorize the request, and optionally determines and installs SM Policy Control Data according to the information provided by the NF Consumer or provides Port Management Information Container for ports on DS-TT or NW-TT.
Inputs, Required: UE (IP or MAC) address, identification of the application session context.
Inputs, Optional: UE identity if available, DNN if available, S-NSSAI if available, Media type, Media format, bandwidth requirements, sponsored data connectivity if applicable, flow description, Application Identifier, AF Communication Service Identifier, AF Record Identifier, Flow status, Priority indicator, emergency indicator, Application service provider, resource allocation outcome, AF Application Event Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information, AF Transaction Id, Early and/or late notifications about UP path management events, temporal validity condition, spatial validity condition, Information for EAS IP Replacement in 5GC and EAS deployment information as described in clause 5.6.7 in 23.501 [2], Background Data Transfer Reference ID, priority sharing indicator as described in clause 6.1.3.15 in TS 23.503 [20], pre-emption control information as described in clause 6.1.3.15 in TS 23.503 [20], Port Management Information Container and related port number, TSN AF parameters provided by the TSN AF to the PCF as described in clause 6.1.3.23 of TS 23.503 [20], Alternative QoS Related parameter set(s), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20], Alternative Service Requirements (containing one or more QoS reference parameters in a prioritized order), MPS for Data Transport Service indicator as described in clause 6.1.3.11 of TS 23.503 [20].
Outputs, Required: Success or Failure (reason for failure, e.g. as defined in clauses 6.1.3.16 and clause 6.1.3.10 of TS 23.503 [20]).
Outputs, Optional: The service information that can be accepted by the PCF.
* * * * Second change * * * *
[bookmark: _Toc75411912][bookmark: _Toc51835111][bookmark: _Toc47593024][bookmark: _Toc45193392][bookmark: _Toc36192279][bookmark: _Toc27895182][bookmark: _Toc20204483]5.2.5.3.3	Npcf_PolicyAuthorization_Update service operation
Service operation name: Npcf_PolicyAuthorization_Update
Description: Provides updated information to the PCF.
Inputs, Required: Identification of the application session context.
Inputs, Optional: Media type, Media format, bandwidth requirements, sponsored data connectivity if applicable, flow description, Application Identifier, AF Communication Service Identifier, AF Record Identifier, Flow status, Priority indicator, Application service provider, resource allocation outcome, AF Application Event Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information, AF Transaction Id, Early and/or late notifications about UP path management events, temporal validity condition, spatial validity condition, Information for EAS IP Replacement in 5GC and EAS deployment information as described in clause 5.6.7 of TS 23.501 [2], Background Data Transfer Reference ID, priority sharing indicator as described in clause 6.1.3.15 of TS 23.503 [20], pre-emption control information as described in clause 6.1.3.15 of TS 23.503 [20], Port Management Information Container and related port number, TSN AF parameters provided by the TSN AF to the PCF as described in clause 6.1.3.23 of TS 23.503 [20], individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20], Alternative QoS Related parameter set(s), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], MPS for Data Transport Service indicator as described in clause 6.1.3.11 of TS 23.503 [20].
Outputs, Required: Success or Failure (reason for failure, e.g. as defined in clause 6.1.3.16 of TS 23.503 [20]).
Outputs, Optional: The service information that can be accepted by the PCF.
Provides updated application level information and communicates with Npcf_SMPolicyControl service to determine and install the policy according to the information provided by the NF Consumer. Updates an application context in the PCF.
[bookmark: _Toc75411993][bookmark: _Toc51835184][bookmark: _Toc47593097][bookmark: _Toc45193465][bookmark: _Toc36192352][bookmark: _Toc27895255]* * * * Third change * * * *
5.2.6.9.2	Nnef_AFsessionWithQoS_Create service operation
Service operation name: Nnef_AFsessionWithQoS Create
Description: The consumer requests the network to provide a specific QoS for an AF session.
Inputs, Required: AF Identifier, UE address (i.e. IP address or MAC address), Flow description(s) or External Application Identifier, QoS Reference.
Inputs, Optional: time period, traffic volume, Alternative Service Requirements (containing one or more QoS reference parameters in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], Requested 5GS delay, Requested GFBR, Requested MFBR, Flow Direction, Burst Size, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Survival Time, Time domain, DNN if available, S-NSSAI if available, Alternative QoS Related parameter sets.
Outputs, Required: Transaction Reference ID, result.
Output (optional): None.
* * * * Fourth change * * * *
[bookmark: _Toc75411996][bookmark: _Toc51835187][bookmark: _Toc47593100][bookmark: _Toc45193468][bookmark: _Toc36192355]5.2.6.9.5	Nnef_AFsessionWithQoS_Update service operation
Service operation name: Nnef_AFsessionWithQoS Update
Description: The consumer requests the network to update the Service Requirement(s) and/or additional Alternative Service Requirement(s) for an AF session.
Inputs, Required: Transaction Reference ID.
Inputs, Optional: Flow description, QoS reference, time period, traffic volume, Alternative Service Requirements (containing one or more QoS reference parameters in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], Requested 5GS delay, Requested GFBR, Requested MFBR, Flow Direction, Burst Size, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Time domain, Alternative QoS Related parameter sets.
Outputs, Required: Result.
Output (optional): None.
* * * * End of changes * * * *


