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	Reason for change:
	The current Naf_EventExposure services allows for subscribing to changes in data for a group of UEs, to be identified with an External Group ID, assuming that NEF will translate between Internal Group ID to External Group Id. However, if the AF is deployed within the Trust domain of the MNO, there is no need for a NEF, and therefore, the AF should be able to handle Internal Group IDs itself in the subscriptions and notifications.
Additionally, the Naf_EventExposure_Notify includes “anyUE” as a possible UE identification, however, the notification always contain a list of affected UEs, therefore, “any UE” is just available in the Subscribe request.

	
	

	Summary of change:
	Added Internal Group ID and SUPI to the Naf_EventExposure services.
Clarified that UE ID refers to SUPI or GPSI.
Removed “anyUE” in Naf_EventExposure_Notify.
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	AF deployed within the Trust Domain would require a NEF for translating internal to external group ID
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[bookmark: _Toc517103956][bookmark: _Hlk524620323][bookmark: _Toc517103917]* * * Start of Changes * * *
[bookmark: _Toc45193656][bookmark: _Toc47593288][bookmark: _Toc51835375][bookmark: _Toc68062616]5.2.19.2.2	Naf_EventExposure_Subscribe service operation
Service operation name: Naf_EventExposure_Subscribe
Description: The consumer NF subscribes the event to collect AF data for UE(s), group of UEs, or any UE, or updates the subscription which is already defined in AF.
Input, Required: Target of Event Reporting: either external UE ID(s), or UE IP v4 address(es), or UE IP v6 prefix(es), or Internal/or External Group Identifier, or indication that any UE is targeted, (set of) Event ID(s), Notification Target Address (+ Notification Correlation ID) and Event Reporting Information as defined in Table 4.15.1-1, Expiry time.
NOTE 1: UE ID includes GPSI or SUPI.
Input, Optional: NF ID, Event Filter(s) associated with each Event ID, (set of) External Application Identifier(s), Subscription Correlation ID (in the case of modification of the existing subscription).
NOTE 2:	In the case of untrusted AF, NEF ID is used as NF ID.
Output, Required: Operation execution result indication. When the subscription is accepted: Subscription Correlation ID.
Output, Optional: First corresponding event report is included, if corresponding information is available (see clause 4.15.1).
[bookmark: _Toc20204738][bookmark: _Toc27895452][bookmark: _Toc36192556][bookmark: _Toc45193658][bookmark: _Toc47593290][bookmark: _Toc51835377][bookmark: _Toc68062618]* * * Next Change * * *
5.2.19.2.4	Naf_EventExposure_Notify service operation
Service operation name: Naf_EventExposure_Notify
Description: The AF provides the previously subscribed event information to the consumer NF which has subscribed to that event before.
Input, Required: Notification Correlation Information, Event ID, corresponding UE ID(s) (either external UE ID(s), or Internal/External Group Identifier, or UE IP v4 address(es) or UE IP v6 prefix(es), or indication of any UE), time stamp.
NOTE 1: UE ID includes GPSI or SUPI.
Input, Optional: Event specific parameter list.
Output, Required: None.
Output, Optional: None.
* * * End Of Changes * * *
