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* * * * First change * * * *
[bookmark: _Toc61540604][bookmark: _Toc66692693][bookmark: _Toc66701872][bookmark: _Toc69883542][bookmark: _Toc73625556][bookmark: _Toc83206664]5.11	Communication path selection between PC5 and Uu reference points
The "communication path selection between PC5 and Uu reference points" refers to the procedure on how a UE selects a communication path between PC5 reference point and Uu reference point before it communicates with another UE. The communication path over PC5 reference point means that the communication with another UE is performed by using 5G ProSe Direct Communication only. The communication path over Uu reference point means that the communication with another UE is performed via the network.
NOTE 1:	The communication via 5G ProSe UE-to-Network Relay (Layer-2 or Layer-3) can be considered as the communication path over Uu reference point, as it involves communication via the network.
Path selection policy is provided to the UE to indicate which path(s) is preferred for all or specific ProSe services (i.e. PC5 preferred, Uu preferred or no preference indicated) as specified in clause 5.1.3.1.
The ProSe Application Server can provide a path preference for ProSe Services to UDR as specified in clause 6.2.5 and this may be used by PCF for path selection policy generation and update as specified in clause 6.2.2.
NOTE 2:	ProSe Application Server can use QoS Sustainability analytics defined in TS 23.288 [8] to determine the path preference.
[bookmark: _GoBack]The UE may use the provisioned path selection policy to select the appropriate communication path for all or specific ProSe services.
UE operation related to the path selection for ProSe service is as follows:
-	The UE evaluates the path selection policy in the policy and parameters for ProSe Direct Communication applicable to the ProSe service and selects the communication path as below:
-	If PC5 preferred is indicated, the UE should prefer to use the PC5 for communication path for the ProSe service.
-	If Uu preferred is indicated, the UE should prefer to use the Uu for communication path for the ProSe service.
-	If no preference is indicated or no path selection policy is provisioned, the UE selects either a Uu or PC5 communication path based on its pre-configuration or implementation for the ProSe service.
NOTE 3:	When either PC5 preferred or Uu preferred is indicated, the UE can still select the other non-preferred path, e.g. because the peer UE is not in proximity. 
* * * * End of change(s) * * * *
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