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	Reason for change:
	Currently, it is misleading that UE can move its 3GPP access between SNPN and PLMN only by performing initial registration. Because for example, when UE is set for SNPN access mode, it only can select SNPN(s), not allow to select PLMN; vice versa. So in this case the access mode shall be also changed accordingly. And the network selection as specified in TS 23.122 is also needed.
5.30.2.11
UE Mobility support for SNPN

If the UE moves its 3GPP access between SNPN and PLMN the UE performs initial registration as specified in clause 4.2.2.2.2 of TS 23.502 [3].

If the UE moves its 3GPP access between SNPNs, then the UE performs initial or mobility registration as specified in clause 4.2.2.2.2 of TS 23.502 [3].

NOTE:
When the UE moves its 3GPP access between SNPNs, it is up to UE implementation whether and when to establish again PDU Sessions using existing mechanism.



	
	

	Summary of change:
	· For Switch between SNPN and PLMN, to add description for “network selection is performed as specified in TS 23.122[17]”with one NOTE “NOTE:
When the UE moves its 3GPP access between SNPN and PLMN, it is up to UE implementation to activate/deactivate SNPN access mode”
 

· For switch between SNPNs, to add description for“network selection is performed as specified in TS 23.122[17]”
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1st CHANGE

5.30.2.11
UE Mobility support for SNPN

If the UE moves its 3GPP access between SNPN and PLMN, the network selection is performed as specified in TS 23.122 [17] and UE performs initial registration as specified in clause 4.2.2.2.2 of TS 23.502 [3].

NOTE:
When the UE moves its 3GPP access between SNPN and PLMN, it is up to UE implementation to activate/deactivate SNPN access mode.
If the UE moves its 3GPP access between SNPNs, the network selection is performed as specified in TS 23.122 [17], then the UE performs initial or mobility registration as specified in clause 4.2.2.2.2 of TS 23.502 [3].

NOTE:
When the UE moves its 3GPP access between SNPNs, it is up to UE implementation whether and when to establish again PDU Sessions using existing mechanism.
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