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	Reason for change:
	Change 1:

The following is stated in section 5.40.1 regarding when a UE can get disaster roaming service:

‘ the UE cannot get service over non-3GPP access“

However, it is not clear what that exactly means, for example it can be:
a) the UE is registered over non-3gpp access regardless of the UE being in CM-CONNECTED state or CM-IDLE state

b) the UE is registered over non-3GPP access but is in CM-IDLE state

The issue with option a) is that if the UE is in CM-IDLE state which means UE is not in coverage of non-3GPP access, then the UE can remain out of service for a long time. As such, it is better to clarify that bullet b) is what is intended by the existing text so that a UE can at least get disaster roaming service and not remain out of service for a long time even though it can find PLMNs that provide disaster roaming service.

After discussion if SA2 prefers option “a” is OK, this should be fine with source company but its better to be clear in the specification.
Change 2:

“UE's forbidden PLMNs list”  is not defined term in SA2 specs at least this term needs to be referenced to CT1 specs in 23.501 if this term needs to be retained. TS 24.501 defined two Forbidden PLMNs list - 3GPPA and N3GPPA which one this has to be applied also is not clear.
Its proposed to use the exact terminology used in 23.122  for disaster roaming selection procedure. i.e. “there is no available PLMN which is allowable” instead of undefined SA2 terminology.


	
	

	Summary of change:
	1) Clarify the meaning of below text: 
the UE cannot get service over non-3GPP access;
2) Use exact terminology used in TS 23.122 for disaster roaming instead of forbidden PLMN lists term which is not defined in 23.501.

 

	
	

	Consequences if not approved:
	1) Not clear teminology. Some implementers may interpret “connected state” UE is not allowed for disaster roaming”, some others may interpret connected state or IDLE state UE is not allowed for disaster roaming. 
2) Undefined terminology “UE's forbidden PLMNs list” is used in TS 23.501.
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FIRST  CHANGE
5.40.1
General

Subject to operator policy and national/regional regulations, 5GS provides Disaster Roaming service (e.g. voice call and data service) for the UEs from PLMN(s) with Disaster Condition. The UE shall attempt Disaster Roaming only if:

-
there is no available PLMN which is allowable (see 3GPP TS 23.122 [17]);

-
the UE is not in RM-REGISTERED and CM-CONNECTED state over non-3GPP access connected to 5GCN;
-
the UE cannot get service over non-3GPP access through ePDG;
-
the UE has been configured by the HPLMN with a non-empty list of PLMN(s) to be used in Disaster Condition; and

-
a PLMN without Disaster Condition is able to accept Disaster Inbound Roamers from the PLMN with Disaster Condition.

In this Release of the specification, the Disaster Condition only applies to NG-RAN nodes, which means the rest of the network functions except one or more NG-RAN nodes of the PLMN with Disaster Condition can be assumed to be operational.
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