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	1st modified section



[bookmark: _Toc20132490][bookmark: _Toc27473560][bookmark: _Toc35956238][bookmark: _Toc44492246][bookmark: _Toc51690173][bookmark: _Toc51750865][bookmark: _Toc51775125][bookmark: _Toc51775739][bookmark: _Toc51776355][bookmark: _Toc58515741][bookmark: _Toc83138142]5.5.x	SM policy authorization related measurements
5.5.x.1	Creation of SM policy authorization
5.5.x.1.1	Number of SM policy authorization creation requests
a)	This measurement provides the number of SM policy authorization creation requests received by the PCF.
b)	CC
c)	Receipt of an Npcf_PolicyAuthorization_Create request by the PCF from an NF consumer (e.g., AF) (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	PAU.SmCreateReq
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.1.2	Number of successful SM policy authorization creations
a)	This measurement provides the number of successful SM policy authorization creations at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Create response by the PCF to an NF consumer indicating a successful SM policy authorization creation (see TS 29.507 [39]).
d)	An integer value
e)	PAU.SmCreateSucc
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.1.3	Number of failed SM policy authorization creations
a)	This measurement provides the number of failed SM policy authorization creations at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Create response by the PCF to an NF consumer indicating a failed SM policy authorization creation (see TS 29.507 [39]), each message increments the relevant subcounter per failure cause by 1.
d)	An integer value
e)	PAU.SmCreateFail.cause
Where cause indicates the failure cause of the SM policy authorization creation.
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2	Update of SM policy authorization
5.5.x.2.1	Number of SM policy authorization update requests
a)	This measurement provides the number of SM policy authorization update requests received by the PCF.
b)	CC
c)	Receipt of an Npcf_PolicyAuthorization_Update request by the PCF from an NF consumer (e.g., AF) (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	PAU.SmUpdateReq
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2.2	Number of successful SM policy authorization updates
a)	This measurement provides the number of successful SM policy authorization updates at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Update response by the PCF to an NF consumer indicating a successful SM policy authorization update (see TS 29.507 [39]).
d)	An integer value
e)	PAU.SmUpdateSucc
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.2.3	Number of failed SM policy authorization updates
a)	This measurement provides the number of failed SM policy authorization updates at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Update response by the PCF to an NF consumer indicating a failed SM policy authorization update (see TS 29.507 [39]), each message increments the relevant subcounter per failure cause by 1.
d)	An integer value
e)	PAU.SmUpdateFail.cause
Where cause indicates the failure cause of the SM policy authorization update.
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.3	Deletion of SM policy authorization
5.5.x.3.1	Number of SM policy authorization deletion requests
a)	This measurement provides the number of SM policy authorization deletion requests received by the PCF.
b)	CC
c)	Receipt of an Npcf_PolicyAuthorization_Delete request by the PCF from an NF consumer (e.g., AF) (see 3GPP TS 23.502 [7]).
d)	An integer value
e)	PAU.SmDeleteReq
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.3.2	Number of successful SM policy authorization deletions
a)	This measurement provides the number of successful SM policy authorization deletions at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Delete response by the PCF to an NF consumer indicating a successful SM policy authorization deletion (see TS 29.507 [39]).
d)	An integer value
e)	PAU.SmDeleteSucc
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
5.5.x.3.3	Number of failed SM policy authorization deletions
a)	This measurement provides the number of failed SM policy authorization deletions at the PCF.
b)	CC
c)	Transmission of an Npcf_PolicyAuthorization_Delete response by the PCF to an NF consumer indicating a failed SM policy authorization deletion (see TS 29.507 [39]), each message increments the relevant subcounter per failure cause by 1.
d)	An integer value
e)	PAU.SmDeleteFail.cause
Where cause indicates the failure cause of the SM policy authorization deletion.
f)	PCFFunction
g)	Valid for packet switched traffic
h)	5GS
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