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[bookmark: _Toc72506661][bookmark: _Toc83391497][bookmark: _Hlk86356940]7.7	PIN Management
Table 7.7-1 – PIN Provisioning Consolidated Requirements

	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 7.7-1
	A PIN shall include at least one PIN Element with Management Capability
	PR.5.1.5-8, 
PR.5.1.5-9
	

	CPR 7.7-2
	The 5G system shall support mechanisms for a PIN User, network operator or authorized 3rd party to create and manage a PIN, including:
-	Authorizing/deauthorizing PIN Elements;
-	Authorizing/deauthorizing PIN Elements with Management Capability;
-	Authorizing/deauthorizing PIN Elements with Gateway Capability;
-	Establishing duration of the PIN;
-	Configure PIN Elements to enable service discovery of other PIN Elements;
-	Authorize/deauthorise if a PIN Element can use a PEGC to communicate with the 5GS;
-	Authorize/deauthorise for a PIN Element(s):
-		which other PIN Element it can communicate with, 
-		which applications/service or service in that PIN it can access’
-		which PIN Element it can use as a relay.
-	Authorize/deauthorise a UE to perform service discovery of PIN Elements over the 5G network;
-	Configure a PIN Element for external connectivity e.g. via 5G system;
NOTE: 	The authorization can include the consideration of the location and time validity of the PIN and its PIN elements.
	PR 5.1.5-1, 
PR 5.2.6-2, 
PR 5.7.6-2, 
PR 5.13.6-2, 
PR 5.8.6-1a, 
PR 5.11.6-1 
PR 5.11.6-6, 
PR 5.11.6-7, 
PR 5.12.6-1
	

	CPR 7.7-3
	The 5G system shall support mechanisms for a network operator to configure the following policies in a PIN: 
-	Configure the connectivity type (e.g. licensed or unlicensed PIN direct connection) a PIN Element can use.
	
	

	CPR 7.7-4
	5G system shall be able to support mechanism to provide life span information of the PIN to the authorized 3rd party or the PIN elements when the PIN is created for limited time span
	PR-5.11.6-5
	

	CPR 7.7-5
	The 5G system shall support a mechanism to enable a UE or a non-3GPP device that is not a PIN element of the PIN to request to join the PIN.
	PR 5.13.6-7
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