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[bookmark: _Toc72481685][bookmark: _Toc8531139][bookmark: _Toc503534323][bookmark: _Toc498348616][bookmark: _Toc493157739][bookmark: _Toc408371059]8	Consolidated potential requirements
[bookmark: OLE_LINK41][bookmark: OLE_LINK40]Following are consolidated potential requirements.
[CPR 8.1] An MCX Service shall provide a mechanism to allow an authorised MCX User to request MCX User configuration changes in one or more Partner MCX Service Systems.
[CPR 8.2] An MCX Service shall provide a mechanism to allow an authorised MCX User to evaluate and respond to requests for configuration changes from Partner MCX Service Systems.
[CPR 8.3] An MCX Service shall provide a mechanism to allow an authorised MCX User to configure automatic responses to categories of requests for configuration changes from Partner MCX Service Systems.
[CPR 8.4] An MCX Service shall provide a mechanism to allow an authorised MCX User to request configuration information from Partner MCX Service Systems.
[CPR 8.5] An MCX Service shall provide a mechanism to allow an authorised MCX User to send configuration information to Partner MCX Service Systems.
[CPR 8.6] An MCX Service shall provide a mechanism to allow an authorised MCX User to exchange operational MCX User relevant information, e.g. MCX User capability information, with Partner MCX Service Systems.
NOTE:	Capability information could include, but not limited to, information, such as chemical, biohazard, medical or equipment handling capabilities for a specific MCX User. 
[CPR 8.7] Exchange of administrative and security related information between MCX Service systems shall not compromise the integrity and security of either MCX Service System.
[CPR 8.8] Exchange of administrative and security related information shall not expose the internal structure or configuration of either MCX Service System.
[CPR 8.9] Exchange of administrative and security related information between interconnected MCX Service systems shall be secure.


8	Consolidated Potential Requirements
[bookmark: _Toc355779204][bookmark: _Toc354586742][bookmark: _Toc354590101]8.1	Changing group membership in a Partner MCX Service System
[bookmark: _Toc355779205][bookmark: _Toc354586743][bookmark: _Toc354590102]Table 8.1-1 – Changing group membership in a Partner MCX Service System - Consolidated Requirements
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 8.1
	An MCX Service shall provide a mechanism to allow an authorised MCX User to request MCX User configuration changes in one or more Partner MCX Service Systems.
	PR 5.1.6.1
	CPR 8.1 identical to PR 5.1.6.1

	CPR 8.2
	An MCX Service shall provide a mechanism to allow an authorised MCX User to evaluate and respond to requests for configuration changes from Partner MCX Service Systems.
	PR 5.1.6.2
	CPR 8.2 identical to PR 5.1.6.2

	CPR 8.3
	An MCX Service shall provide a mechanism to allow an authorised MCX User to configure automatic responses to categories of requests for configuration changes from Partner MCX Service Systems.
	PR 5.1.6.3
	CPR 8.3 identical to PR 5.1.6.3



8.2	Incident response involving multiple countries
Table 8.2-1 – Incident response involving multiple countries - Consolidated Requirements
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 8.4
	An MCX Service shall provide a mechanism to allow an authorised MCX User to request configuration information from Partner MCX Service Systems.
	PR 5.2.6.1
	CPR 8.4 identical to PR 5.2.6.1

	CPR 8.5
	An MCX Service shall provide a mechanism to allow an authorised MCX User to send configuration information to Partner MCX Service Systems.
	PR 5.2.6.2
	CPR 8.5 identical to PR 5.2.6.2

	CPR 8.6
	An MCX Service shall provide a mechanism to allow an authorised MCX User to exchange operational MCX User relevant information, e.g. MCX User capability information, with Partner MCX Service Systems.
	PR 5.2.6.3
	Original PR: An MCX Service shall provide secure mechanisms to allow an authorised MCX User to exchange MCX User relevant information with Partner MCX Service Systems.



8.3	Security Aspects
Table 8.3-1 – Security Aspects - Consolidated Requirements
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 8.7
	Exchange of administrative and security related information between MCX Service systems shall not compromise the integrity and security of either MCX Service System.
	PR 6.2.001
	CPR 8.7 identical to PR 6.2.001

	CPR 8.8
	Exchange of administrative and security related information shall not expose the internal structure or configuration of either MCX Service System.
	PR 6.2.002
	CPR 8.8 identical to PR 6.2.002

	CPR 8.9
	Exchange of administrative and security related information between interconnected MCX Service systems shall be secure.
	PR 6.2.003
	Original PR: MCX Service Systems shall detect and prevent unauthorized connection attempts

	CPR 8.9
	Merged into [CPR 8.9]
	PR 6.2.004
	

	CPR 8.9
	Merged into [CPR 8.9]
	PR 6.2.005
	

	CPR 8.9
	Merged into [CPR 8.9]
	PR 6.2.006
	

	CPR 8.9
	Merged into [CPR 8.9]
	PR 6.2.007
	

	CPR 8.9
	Merged into [CPR 8.9]
	PR 6.2.008
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