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Abstract of document:

As the first deliverable of the 5MBUSA Work Item, TS 26.502 defines the stage 2 User Services architecture for 5G multicast–broadcast services. It builds on the foundations of the recently completed MBS System specification defined by SA2 in TS 23.247.

Definitions of the following features can be found in TS 26.502 V1.0.0:

1.
An MBS User Services network architecture placing the scope of this specification in the context of the TS 23.247 reference model.
2.
Two distribution methods for the multicast/broadcast transport of objects and packets respectively.
3.
The announcement of MBS User Services.

4.
An architectural reference model for MBS User Services, including descriptions of the roles of the principal network and UE functions involved, and the reference points between them.
5.
A high-level baseline procedure for the interactions between the system actors.
6.
An informative annex documenting common collaboration models.

Changes since last presentation to SA Meeting #93-e:

This is the first presentation.
Outstanding Issues:

Static domain model, including baseline parameters for User Service Announcements.

Dynamic life-cycle model for User Services and sessions.

Stage 2 procedures for User Service announcement/discovery, service initiation/termination and data transfer.
Stage 2 definitions for the Nmbsf service at reference point Nmb10/Nmb5, and for the Nmbstf service at Nmb2.

Collaboration model for the Group Communication System (GCS).
Contentious Issues:

The delivery of User Service Announcements via MBS Sessions is not yet agreed.
