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*** Start of 1st Change ***
[bookmark: _Toc42174461][bookmark: _Toc42175471][bookmark: _Toc42176939][bookmark: _Toc91002416]5.1.1.4	KM-UU and KM-S
The KM-UU reference point is used between and the KM-S are direct HTTP connections between the Key Management Server Client and Key Management Client Server. The security mechanism of SEAL-UU shall also be used for KM-UU. and shall be protected using HTTP over TLS as defined in [3], [4] and [5]. The profile for TLS implementation and usage shall follow the provisions given in 3GPP TS 33.310 [6], annex E.
The security established between the KM Server and the KM client should be end-to-end. When this is not possible, then all client related material transferred between the KM server and KM client should be end-to-end protected with a mechanism that is out of scope of this specification.

*** End of 1st Change ***

*** Start of 2nd Change ***
[bookmark: _Toc42174462][bookmark: _Toc42175472][bookmark: _Toc42176940][bookmark: _Toc91002417]5.1.1.5	SEAL-UU
A SEAL client interacts with a SEAL server over the generic SEAL-UU reference point as defined in 3GPP TS 23.434 [2]. The protection of this interface shall be supported according to NDS/IP as specified in TS 33.210 [14]. This interface shall be protected using HTTPS as defined in [3], [4] and [5] when using HTTP. The profile for TLS implementation and usage shall follow the provisions given in 3GPP TS 33.310 [6], annex E. 
*** End of 2nd Change ***

*** Start of 3rd Change ***
[bookmark: _Toc42174463][bookmark: _Toc42175473][bookmark: _Toc42176941][bookmark: _Toc91002418]5.1.1.6	VAL-UU
The VAL client interacts with VAL server over VAL-UU reference point as defined in 3GPP TS 23.434 [2]. The protection of this interface shall be supported according to NDS/IP as specified in TS 33.210 [14]. 
NOTE:	Security mechanism for the VAL-UU reference point is out of scope of present document.
*** End of 3rd Change ***
