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	Reason for change:
	CT1 has agreed below principle, SA2 specs needs to align with this.

“When the AMF determines that the disaster condition has ended and the UE which is registered for disaster roaming services has an emergency PDU session, the AMF shall initiate the generic UE configuration update procedure to indicate that the UE is registered for emergency services”

[bookmark: _GoBack]Further, as discussed during last meeting, when disaster situation has ended its good to have HPLMN also option to move the UE back to PLMN providing normal service, i.e. UDM also can initiated network initiated deregistraiton procedure is clarified. 


	
	

	Summary of change:
	When the AMF determines that the disaster condition has ended and the UE which is registered for disaster roaming services has an emergency PDU session, the AMF shall initiate the generic UE configuration update procedure to indicate that the UE is registered for emergency services

UDM also can initiate network initiated deregistraiton procedure is clarified. 


	
	

	Consequences if not approved:
	Not aligned with CT1 specs and its not clear if UDM can also initiate deregistration procedure.
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***** Start of changes *****
[bookmark: _Toc98857343]5.40.5	Handling when a Disaster Condition is no longer applicable
When a UE detects a Disaster Condition is no longer applicable, the UE performs PLMN selection as described in TS 23.122 [17] and TS 24.501 [47] and may return to the PLMN previously with Disaster Condition.
A PLMN providing Disaster Roaming:
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition when the Disaster Inbound Roamers attempt to transit to 5GMM-CONNECTED mode.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by triggering Deregistration procedure.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by rejecting Registration Request message.
-	May trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by rejecting Service Request message.
-	Shall organise the return of the Disaster Roaming UEs in a manner that does not cause overload (e.g. of signalling) in the PLMN that previously had the Disaster Condition.
-	Stop broadcasting of providing Disaster Roaming service as specified in clause 5.40.3.
-	may determine that the disaster condition has ended and the UE which is registered for disaster roaming services has an emergency PDU session, the AMF initiates the UE configuration update procedure to indicate that the UE is registered for emergency services as described in TS 24.501 [47].
NOTE:	Whether and how long the PLMN waits before paging the Disaster Inbound Roamers upon being notified that a Disaster Condition no longer applies is up to operator's policy.
The HPLMN i.e. the UDM may trigger the Disaster Inbound Roaming UEs to return to the PLMN previously with Disaster Condition by triggering Deregistration procedure.

***** End of changes *****


