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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc98843511][bookmark: _Toc91144474][bookmark: _Toc98843655]6.2B.2	Historical Data and Analytics storage
The procedure depicted in figure 6.2B.2-1 is used by consumers (e.g. NWDAF, DCCF or MFAF) to store historical data and/or analytics, i.e. data and/or analytics related to past time period that has been obtained by the consumer. After the consumer obtains data and/or analytics, consumer may store historical data and/or analytics in an ADRF. Whether the consumer directly contacts the ADRF or goes via the DCCF or via the Messaging Framework is based on configuration.

[bookmark: _GoBack]
Figure 6.2B.2-1: Historical Data and Analytics storage
1.	The consumer sends data and/or analytics to the ADRF by invoking the Nadrf_DataManagement_StorageRequest (collected data, analytics, Service Operation, Analytics Specification or Data Specification and Time Window) service operation.
2.	The ADRF stores the data and/or analytics sent by the consumer. The ADRF may, based on implementation, determines whether the same data and/or analytics is already stored or being stored based on the information sent in step 1 by the consumer NF and, if the data and/or analytics is already stored or being stored in the ADRF, the ADRF decides to not store again the data and/or analytics sent by the consumer.
3.	The ADRF sends Nadrf_DataManagement_StorageRequest Response message to the consumer indicating that data and/or analytics is stored, including when the ADRF may have determined at step 2 that data or analytics is already stored.
* * * * Next change * * * *
10.2.2	Nadrf_DataManagement_StorageRequest service operation
Service operation name: Nadrf_DataManagement_StorageRequest
Description: The consumer NF uses this service operation to request the ADRF to store data or analytics. Data or analytics are provided to the ADRF in the request message.
Inputs, Required: Data or Analytics to be stored, Service operation, Analytics Specification or Data Specification and Time Window.
"Service Operation" identifies the service used to obtain the data or analytics from a Data Source (e.g. Namf_EventExposure_Subscribe or Nnwdaf_AnalyticsSubscription_Subscribe).
"Analytics Specification or Data Specification" is the "Service Operation" specific required and optional input parameters that identify the data that was stored (e.g. Analytics ID(s) / Event ID (s), Target of Analytics Reporting or Target of Event Reporting, Analytics Filter or Event Filter, etc.). Service Operations and input parameters are defined in clause 7 for NWDAF and in TS 23.502 [3], clause 5.2 for the other NFs.
"Time Window" is the start and stop time when the data or analytics was collected from the Data Source.
Inputs, Optional: None.
Outputs Required: Result Indication.
Outputs, Optional: Storage Transaction Identifier.

* * * * End of changes * * * *


image1.emf
NWDAF

1. Nadrf_DataManagement_StorageRequest

DCCF ADRF

3. Nadrf_DataManagement_StorageRequest Response

MFAF

2. ADRF stores data


oleObject1.bin
NWDAF


1. Nadrf_DataManagement_StorageRequest


DCCF


ADRF


3. Nadrf_DataManagement_StorageRequest Response


2. ADRF stores data


MFAF



