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[bookmark: _Toc516654928][bookmark: _Toc28278119][bookmark: _Toc36134394][bookmark: _Toc44686879]5.4	List of NE types (M)
This conditional mandatory parameter defines the Network Element types where Trace Session activation is needed. The condition of this parameter is that signalling based activation mechanism is used except in IMS. This parameter determines whether the Trace Session Activation shall be propagated further to other Network Elements. In the management based activation mechanism, and in the signalling based activation mechanism for IMS, this parameter is not needed.
The following list contains the Network Element types:
-	MSC Server
-	MGW
-	RNC
-	SGSN
-	GGSN
-	BM-SC
-	MME
-	SGW
-	PDN GW
-	eNB
-	AMF
--	PCF
-	SMF
--	UPF
-	gNB-CU-CP
-	gNB-CU-UP 
-	gNB-DU 
-	AUSF
-	SMSF
-	ng-eNB 
	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	SGW
	MME
	BM-SC
	RNC
	GGSN
	SGSN
	MGW
	MSC-S

	gNB-CU-UP 
	gNB-CU-CP 
	UPF
	PCF
	SMF
	AMF
	eNB
	PDN GW

	spare
	spare
	spare
	spare
	spareSMSF
	spareAUSF
	ng-eNB
	gNB-DU



If a bit is set to 1, Trace Session to that Network Element shall be activated.
If a bit is set to 0, Trace Session is not needed in that Network Element.

