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Abstract: This contribution proposes a new use case of supporting service-level energy efficiency analysis for verticals.


* * * First Change * * * *
[bookmark: _Toc108086219]5.Y	Use case on supporting service-level energy efficiency analysis for verticals
[bookmark: _Toc103966501][bookmark: _Toc108086220]5.y.1	Description
Company A is located in an industrial campus. There are three internal applications used by employees for daily work which are based on two network slices. App A is for internal communication. App B is for production control. App C is for office automation. A and C are running on one slice, while B running on a separate slice. The data of these three applications are all dealt with a locally deployed UPF in this campus. The operator provides the additional service of exposing energy consumption of locally deployed UPF. Company A find that energy consumption of the UPF become higher recently, but cannot find out the cause, hope that 5G system can help to analysis which users or application are abnormal.
5G system analysis the data volume on this UPF and energy consumption of each app periodically.
[image: ]
[bookmark: _Toc103966502][bookmark: _Toc108086221]5.y.2	Pre-conditions
5G system support energy consumption analysis based on data volume and energy consumption of network functions, which can be done by UPF.
[bookmark: _Toc103966503][bookmark: _Toc108086222]5.y.3	Service Flows
1.Company A finds abnormal energy consumption on the local network entity and request 5G system to report data usage of app A, B and C in past 3 days.
2.5G system analyses data volume and energy consumption of each app in every 2 hours. 
3.5G system report shows that app B has a large data usage during 3am-5am every day.
4.Company A finds that app B has an abnormal setting which lead to system update repeatedly and large energy consumption.
[bookmark: _Toc103966504][bookmark: _Toc108086223]5.y.4	Post-conditions
Company A located the abnormal app and machine. They reset the setting and fix the problem.
[bookmark: _Toc355779209][bookmark: _Toc354586747][bookmark: _Toc354590106]5.y.5	Existing features partly or fully covering the use case functionality
Requirements for DV measurement control and Power, Energy and Environmental (PEE) measurement has been defined to support for 5G NF measurement control.
In SA5 TS 28.554 [12], clause 6.7.3.3 Network Slice Energy Consumption are introduced. 
In SA2, quota for PDU sessions per network slice and user numbers are already defined.
5.y.6	Potential New Requirements needed to support the use case
[PR 5.Y.6-1] The 5G system shall support service level energy consumption measurement of network functions and exposure to authorised 3rd party.
Note: The granularity of service level energy consumption measurement could be vary according to different situations, for example, sub-slice level while several services share a same network slice, or user level based on average calculation, etc.
Editor's Note: This potential requirement is FFS.


* * * End of Changes * * * *
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