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Abstract: The document proposes a new definition to clarify UE-Satellite-UE communication in TR22.865.
1. Introduction
With the study on the topic “Communication between UEs under the same satellite’s coverage”, 6 use cases and several potential requirements are identified. This contribution propose a new term to clarify what service or operation are meant for in this topic and align the understanding on UE-Satellite-UE, UE-to-UE between satellites and UE using satellite access without going through the ground network in order to support the consolidation work.
2. Reason for Change
The following use cases are identified for “the communication between UEs under the same satellite’s coverage” with the wording like UE-satellite-UE, UE-to-UE communication, UE using satellite access without going through the ground network in the service flow and requirements. The meaning could be aligned with the help of unified definition.
5.6   Use case on Information Exchange between Ships at sea
5.7   Use case on the support of UE-satellite-UE phone call
5.8   Use case for enabling multiple communication services between UEs
5.10  Use case on vehicle fleet management in the desert
5.14   Use case on service continuity for UE-to-UE communication between satellites
5.15   Use case on service continuity for UE-to-UE communication in case of mobility between satellite and terrestrial network
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.865 v0.3.0.

* * * First Change * * * *
[bookmark: _Toc128981620][bookmark: _Toc128981621]3	Definitions of terms, symbols and abbreviations
3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
direct network connection: one mode of network connection, where there is no relay UE between a UE and the 5G network.
indirect network connection: one mode of network connection, where there is a relay UE between a UE and the 5G network.
NOTE: 	The above definitions were taken from TS 22.261 [2].
satellite access: direct connectivity between the UE and the satellite.
NOTE: 	This definition was taken from TS 22.261 [2].
serving satellite: a satellite providing the satellite access to an UE. In the case of NGSO (Non-Geostationary Satellite Orbit), the serving satellite is always changing due to the nature of the constellation.

Store & Forward Satellite operation: in the context of this study, it is an operation mode of a 5G system offering satellite-access where the 5G system can provide some level of service (in storing and forwarding the data) when satellite connectivity is intermittently/temporarily unavailable, e.g. to provide communication service for UEs under satellite coverage without a simultaneous active feeder link connection to the ground segment.
S&F data retention period: it is the data storage validity period for the 5G system with satellite access supporting store and forward operation (e.g. after which undelivered data stored is being discarded).
UE-Satellite-UE Communication: one operation mode of the 5G system offering communication services among UEs under the coverage of the same serving satellite or satellite constellation, and performed on the satellite(s) without going through the ground segment.
* * * End of Change * * * *
3GPP
