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1. Overall Description:

From 3GPP Release 7 onwards the technical specifications allow for the possibility for the home network of allocating to a service an IMS Communication Service Identifier (ICSI). The ICSI can be used as an input to the policy control and charging rules so that a bearer with the appropriate characteristics for the service can be set up.
As a result of the attached liaison statement from 3GPP TSG CT WG1 (CT1) (S2-112931), TSG SA WG2 (SA2) has discussed the use of the ICSI for the case of roaming when the P-CSCF is located in the visited network (local breakout). In particular, it was discussed whether the serving visited PLMN (originating P-CSCF, originating IBCF) should be made aware of the IMS Communication Service Identifier (ICSI) asserted by the home PLMN of a roaming subscriber.
If the ICSI is not known in the VPLMN, then the VPLMN can rely on the analysis of the media descriptor (SDP) to determine the service being invoked. However such determination may fail in the case of two services that have the same or similar media descriptor. 

If the adequate exchange of the information on the service being used by the roaming subscriber takes place, this can enable mobile operators to set up roaming agreements on a per service basis in line with state of the art in CS domain.
If S9 is deployed then the H-PCRF is able to align QoS resources across operators. 
This discussion led to a more general discussion on whether it is required that the VPLMN receive information on the type and characteristics of the service that the HPLMN provides to a roaming subscriber in order to apply the appropriate inter-operator charging as well as to set up the most appropriate bearer for the delivery of the service. 

If such information is required, then a description on what level of detail is needed would help SA2 to make sure that the architecture can support this exchange. 
2. Actions:

To SA1, GSMA CPWP groups
ACTION: 
SA2 asks SA1 and GSMA CPWP to clarify if, in the case of roaming, it is needed that the serving visited PLMN is made aware of the IMS Service asserted by the HPLMN of the roaming subscriber. 
ACTION: 
SA2 asks GSMA CPWP to make SA2 aware of what type of information is needed in the VPLMN about the service consumed by a roaming subscriber in order to apply the appropriate service-based inter-operator charging.
3. Date of Next TSG SA WG 2 Meetings:

TSG SA WG 2 Meeting 87
10 - 14 Oct 2011    
Jeju Island  
South Korea  
TSG SA WG 2 Meeting 88 
14 - 18 Nov 2011    
San Francisco  
USA  
