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********************************************************************************************
Start of 1st change

********************************************************************************************
6.2.3
Communication termination

[R-6.2.3-001] The MCData Service shall enable an authorized MCData User to terminate the transmission of a transmitting participant at any time.

[R-6.2.3-002] A transmitting participant shall be able to indicate to the MCData Service that the participant no longer wants to transmit.

[R-6.2.3-003] If a transmitting participant of an MCData Service Group Communication is pre-empted, the MCData Service shall terminate the communication.

[R-6.2.3-004] If MCData User(s) are pre-empted from an on-going MCData Service communication as there is insufficient capacity to support their on-going participation, the MCData Service shall provide the MCData User(s) with a notification that they have been removed from the communication for reasons of lack of capacity.

[R-6.2.3-005] The MCData Service shall have a configurable limit for the maximum amount of data or time that a Participant transmits from a single request to transmit.

NOTE:
Infinite is a valid setting for the transmit data limit.

[R-6.2.3-006] The MCData Service shall enable an MCData Administrator to configure the limits for a transmission that a Participant transmits from a single request to transmit.

[R-6.2.3-007] The MCData Service may provide a notification of intent to terminate a communication e.g. to give the user time to request an extension.

[R-6.2.3-008] The MCData Service may terminate a communication without previously sending a notification.

[R-6.2.3-009] The MCData Service may include an indication of termination reason (e.g. data volume limit, administrator action, time limit expiry) with any notification of intent to terminate or actual termination.

[R-6.2.3-010] An MCData UE shall provide, to the User, a notification of termination or intent to terminate including any reason given.

[R-6.2.3-011] The MCData Service may include a request for more information with any notification of intent to terminate communication. For example to allow the UE to indicate the remaining data volume to send if known.

[R-6.2.3-012] An MCData UE shall respond to a request for more information. The response may include indication of amount of data still to be transmitted, etc.

[R-6.2.3-013] The MCData Service shall terminate an MCData Service Group Communication if any termination condition occurs.
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