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	Summary of change:
	Replace anonymity with pseudonymity. Clarify the two instances of the “and/or” to state that neither the operator nor a third party should be able to track a UE. Clarify that the UE should not be tracked by any of its identifiers- service layer, network layer, or 3GPP layer identity.  Also clarify that this requirement is applicable for V2V applications.
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=================================Start of change=====================================
5.3
Security Requirements

[R.5.3-001] 
The 3GPP network shall provide a means for the MNO to authorize a UE supporting V2X application to perform V2X communication when served by E-UTRAN supporting V2X communication.

[R.5.3-002]
The 3GPP network shall provide a means (e.g., pre-authorization) for the MNO to authorize a UE supporting V2X application to perform V2X communication when not served by E-UTRAN supporting V2X communication.

[R.5.3-003]
The 3GPP network shall provide a means for the MNO to authorize UEs supporting V2X application separately to perform V2N communication.

[R.5.3-004]
The 3GPP system shall support the pseudonymity of UE supporting V2X application and the integrity protection of the transmission.

[R.5.3-005]
The 3GPP system should be able to support UE privacy for V2V communications, by ensuring that a UE cannot be tracked or identified by any other UE beyond a certain short time-period required by the application.

[R.5.3-006]
Subject to regulatory requirements and/or operator policy for a V2V application, the 3GPP system shall support UE pseudonymity and privacy for V2V communication, such that neither the operator nor any other third party can track the UEs over long time-periods, whether  by their service layer identities, 3GPP layer identities, or both.
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