[bookmark: _Toc408371045][bookmark: _Toc435851905]3GPP TSG-SA WG1 Meeting #76	S1-163433
Tenerife Spain, 7-11 November 2016	(revision of S1-163246)
	(revision of S1-163080)

Title:	FS_PLeaSe - Overview
[bookmark: _GoBack]Agenda Item:	5
Source:				Nokia, Alcatel-Lucent Shanghai Bell, Verizon, Qualcomm, Sprint
Contact:			Betsy Covell betsy.covell@nokia.com

Abstract: This document proposes text for the FS_PLeaSe TR Overview. Based on that text, the references clause is also updated.


First Change
[bookmark: _Toc462392190]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
 …
[x]	Code of Federal Regulations (CFR) Title 7; https://www.fcc.gov/general/rules-regulations-title-47<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".


Second Change
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Provision of restricted local operator services enables UEs to access operator provided restricted local operator services without being authenticated. This need is based on FCC regulations in the U.S. related to manual roaming as noted in the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.3 and the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.12 (Resale and Roaming) Subparagraph c.  
The capability to access restricted local operator services, as mandated by the FCC, can also be used to provide access to other operator specific restricted local operator services.  The services themselves are out of scope of 3GPP. Access to any local services is completely under the operator's control; the set of local services can be specified by the operator such that no other service is allowed for these UEs.  Three examples of restricted local operator services are provided below.
Restricted local operator services can support a number of use cases. The first example is the temporary manual roaming use case.  An end user travels to a region where their home operator does not have a roaming agreement with the local service provider.  The end user is able to contact the local service provider’s roaming care service and arrange for service in the region on a temporary basis. The end user cannot access any other service until this arrangement is established. 
Another example of a restricted local operator service is customer care for subscribers who have questions about their subscription. In this case, an end user can access the operator’s customer care center.  The customer care center service is able to answer questions for the end user.
A third example of a restricted local operator service is access to a local service by an unlocked UE that contacts a customer subscription center in order to initiate a subscription with the network operator. In this case, the UE is not able to be authenticated in any network until the subscription has been established with the local service provider. 
An operator can choose to offer access to a specific set of restricted local operator services.  The operator can choose to allow unauthenticated UEs to have access to these restricted local operator services. 
The ability to provide access to such restricted local operator services has been available to U.S. operators on a proprietary basis. However, the wide deployment of LTE and corresponding introduction of VoLTE creates demand for a standardized mechanism to allow a UE to access these restricted local operator services (e.g., dialing a particular digit string, accessing a captive portal) without being successfully authenticated for access. The leading provider of these services today processes over 23 million such local service attempts each month, indicating the widespread use of the capability.
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