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Abstract: This document proposes one of the use case for the technical report 22.824 “Feasibility study on 5G message service for MIoT” to be drafted in the frame of the 5GMSG Study Item.
---------- Use Case template ----------
5.1
Remote control based on attribute file
5.1.1
Description

In residential buildings, some electrical devices contain relatively advanced functions. For example, some electrical equipment can set the turn-on time. Others need some diverse attributes. For instance, Ryder needs to set his air conditioner to cool the room before he go back home in the hot summer. Ryder need his multifunctional electric rice cooker to stew soup.
5.1.2
Pre-conditions

· A terminal sends instructions and a terminal receives instructions are needed. 
· And the terminal that receives instructions is the terminal of MIoT, which can be any terminal product. 
· The terminal A sends instructions can be any kind of portable mobile terminal, like Mobile phone, watch, pad, which may be MIoT terminal or not. 

· Terminal receives instructions may under WLAN and attach to MIoT network.

· Terminal A may attach to macro network as well as MIoT network.
5.1.3
Service Flows

Terminal A is for initiating instruction. The acceptance of the terminal B is an air conditioner. Terminal C is rice cooker. B and C are different manufacturers of equipment.
· Terminal A sends power on instruction with an attribute file of “heat” to B.
· B power on immediately after receiving instructions and begin to heat.

· Terminal A sends power on instruction with an attribute file of “stew soup” and “time” to C.

· C power on according to the attribute file “time” ,after receiving instructions and execute the procedure of cook soup.
5.1.4
Post-conditions

Terminal B and C can be executed according to the attribute file carried in the instruction from terminal A.
5.1.5
Potential Impacts or Interactions with Existing Services/Features
None identified.
5.1.6
[Potential] Requirements

The 5G network shall be able to authorize the initiator and recipient UE to support attribute file.
