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	Reason for change:
	For the requirement [R-6.13.2-002] in 6.13 of TR 22.889, 
[R-6.13.2-002] The FRMCS System shall setup the monitoring of critical infrastructure communication with an operator defined QoS and priority and setup time as defined in clause 12.10.
QoS and priority of mission critical are already supported by 3GPP QoS. But there is a gap related to setup time that not covered by existing spec. so to add new requirement for setup time.

	
	

	Summary of change:
	Add a new requirement for setup time, 
1) less than 1 second for immediate setup of a data communication.
2) less than 3 second for normal setup of a data communication. 
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[bookmark: _Toc510795266]5.4	Data streaming capability
[bookmark: _Toc510795267]5.4.1	General
Data streaming is a fundamental capability of the MCData Service. Data streaming can be used to provide a standalone data streaming capability or can be invoked by a controlling application to support the purpose of the application.
[bookmark: _Toc510795268]5.4.2	Requirements
[R-5.4.2-001] The MCData Service shall provide a data streaming capability. 
[R-5.4.2-002] The MCData data streaming capability shall provide an option that allows each recipient to choose to receive the data stream or not (e.g. by sending a link (URL) to all relevant members). 
[R-5.4.2-003] The MCData data streaming capability shall allow a user to reject to receive the datastream. 
[R-5.4.2-004] The MCData data streaming capability shall provide a sending user selectable indication for automatic reception by the UE. 
[R-5.4.2-005] The MCData data streaming capability shall provide start and stop records to the sender for each recipient successfully receiving the data stream. 
[R-5.4.2-006] The MCData data streaming capability shall make use of available system delivery efficiencies for streaming of common information to users within the same relevant area and able to receive at the same time. 
[R-5.4.2-007] The MCData data streaming capability shall allow a user to cancel streaming of data they have initiated including data remaining buffered in the system waiting to be streamed. 
[R-5.4.2-008] The MCData data streaming capability shall allow an authorised user to terminate streaming of data being sent and cancel streaming of data remaining buffered in the system waiting to be streamed. 
[R-5.4.2-009] The MCData data streaming capability shall provide setup time of:
· Less than 1 second for immediate setup of a data communication.
· Less than 3 second for normal setup of a data communication.
NOTE 1:	Setup time of a communication is essential because of their safety related character. 
NOTE 2:	Communication setup encompasses the value of the elapsed time between the communication establishment request and the indication of successful communication establishment.
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