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****************************************1st Change***********************************************

6.17.3
Interworking with non-MCX Service systems

6.17.3.1
GSM-R

[R-6.17.3.1-001] The MCX Service system shall enable bilateral interworking for MCX User positioning information and location information provided for a GSM-R mobile station [9], [10]. 
[R-6.17.3.1-002] The MCX Service system shall enable interworking with a GSM-R system that is compliant with the UIC GSM-R (EIRENE) standards [9] and EN 301 515 [10].
NOTE:
The impact on GSM-R needs to be minimised. 
[R-6.17.3.1-003] The MCX Service system shall enable interworking between functional alias and alternative addressing scheme used in GSM-R.
[R-6.17.3.1-004] A GSM-R user shall be reachable using the corresponding functional alias activated by the MCX Service system.
[R-6.17.3.1-005] The MCX Service shall allow an MCX User to be reachable by a functional alias on the MCX Service system or on the GSM-R system.
[R-6.17.3.1-006] The MCX Service shall provide a mechanism for authorized MCX Users to query whether a particular GSM-R User is present on the GSM-R network, and vice-versa.
[R-6.17.3.1-007] The MCX Service shall provide a mechanism by which an authorized MCX User determines that a particular receiving GSM-R member(s) is present for an MCX Service Group, and vice-versa.
6.17.3.2
External systems

[R.6.17.3.2-001] The MCX Service system shall support a mechanism for the MCX Service Administrator to also allow the usage of functional alias and/or MCX User Identity as addressing scheme for use by non-MCX services (e.g. Machine Type Communication).
*************************************End of Change***********************************************
