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	Reason for change:
	When operators intigrates satellite access into their 5G system, it is a valid and valuable requirement from the market that 5G system is able to provide service both for new satellite UE supporting 5G NAS signalling and legacy satellite UE not supporting 5G NAS singlling. However, it is not clear in current stage 1 specification whether a 5G system needs to support non-3GPP access for legacy satellite UE not supporting 5G NAS singlling. Without clear stage 1 requirement, stage 2 didn’t implement solution for this requirement in Rel-17.  
It is proposed to update stage 1 specification to clarify that 5G system needs to support non-3GPP access for legacy satellite UE not supporting 5G NAS singlling in Rel-18 to fulfill upcoming market requirement.
The contribution doesn’t tend to extend the requirement to general non-3GPP access, but only for satellite access.

	
	

	Summary of change:
	A 5G system supporting non-3GPP satellite access network shall support access of satellite UE supporting or not supporting 5G NAS signalling.
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[bookmark: _Toc45387646][bookmark: _Toc52638691][bookmark: _Toc59116776][bookmark: _Toc61885595][bookmark: _Toc68279156]6.3.2.3	Satellite access
The 5G system shall be able to provide services using satellite access.
A 5G system with satellite access shall support different configurations where the radio access network is either a satellite NG-RAN or a non-3GPP satellite access network, or both.
A 5G system supporting non-3GPP satellite access network shall support access of satellite UE supporting or not supporting 5G NAS signalling.
A UE supporting satellite access shall be able to provide or assist in providing its location to the 5G network.
A 5G system with satellite access shall be able to determine a UE's location in order to provide service (e.g. route traffic, support emergency calls) in accordance with the governing national or regional regulatory requirements applicable to that UE. 
The 5G system with satellite access shall be able to support low power MIoT type of communications.
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