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=========================== Start of first change =======================================

6
Categories of features for Machine-Type Communications

Machine Type Communication (MTC) applications do not all have the same characteristics. This implies that not every system optimisation is suitable for every MTC application. Therefore, MTC Features are defined to provide structure for the different system optimisation possibilities that can be invoked. MTC Features provided to a particular subscriber are identified in the subscription. MTC Features can be individually activated.

The following MTC Features have been defined:

-
Low Mobility

-
Time Controlled

-
Small Data Transmissions


-
Infrequent Mobile Terminated

-
MTC Monitoring

-
Priority Alarm

-
Secure Connection

-
Group Based MTC Features

-
Group Based Policing

-
Group Based Addressing

=========================== End of first change =======================================

=========================== End of second change =======================================

7.2.6
Void




7.2.7
Infrequent mobile terminated

The MTC Feature Infrequent Mobile Terminated is intended for use with MTC Devices that mainly utilize mobile originated communications.
For the Infrequent Mobile Terminated MTC Feature:
-
The network operator shall be able to reduce the frequency of mobility management procedures per MTC Device. 
-
The network shall be able to maintain information on when the MTC Device is not reachable for mobile terminated communications. The network shall not trigger the MTC Device when it is known to be unreachable, and instead may inform the MTC Server that the MTC Device is not reachable. 
NOTE: 
With the Infrequent Mobile Terminated MTC Feature, the network operator should be able to minimize mobility management due to MTC Device movement .
=========================== End of second change =======================================
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