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--------------------------------------------------------------------------------------------------------

Introduction
This contribution contains the results from the ad-hoc drafting group discussing R´00 roaming issues.

--------------------------------------------------------------------------------------------------------


 X 
Roaming

x.1
Assumptions

In order to roam, the following applies:

· Mobile terminal can connect to the radio access network.

· Authentication (charging/billing network) must occur in order to get access to services (except for emergency calls).

· The services offered to a roaming subscriber may be restricted by the capabilities of the visited network, and the roaming agreement betweeen the visited and the home operator.

x.2 Principle

Long term evolution of the IM CN subsystem shall not be restricted by the short/mid term inter-domain roaming requirements.

x.3
Requirements.
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· The personalised services & capabilities available in a visited network are dependant upon the subsription options in the home network.  This does not pre-clude the visited network offering additional services, or access to content providers.

· Roaming from R’00 home to CS (R´00 or earlier) visited is required

· Roaming from R’00 home to IM CN subsystem visited is required

· Roaming from R’00 home to PS (R´00 or earlier) visited is required

· Roaming from R’99 home (or earlier) to R’00 CS visited is required

· Roaming from R’99 home (or earlier) to R’00 PS visited is required

· The support of access to wired IP networks with a mobile terminal, using a variety of access technologies (e.g. Bluetooth and Hiperlan) shall not be precluded in future releases.

Note: When an operator allows a subscriber to roam to different domains, the home network operator needs provide the subsciption data that the visited network expects.  The mapping between service data of the different domain is not standardised; it is determined by the home network operator and may be influenced by roaming agreements.
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