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Following contributions to the previous two TSG S2 meetings, Marconi Communications propose modifications to UMTS 23.01 General UMTS Architecture and to UMTS 23.30 Iu Principles to include aspects related to Fixed and Cordless Applications. Some background and an outline of the proposals is provided below.


1.	The Terms of Reference of TSG SA, as agreed at the first TSG SA Meeting in December, include Fixed and Cordless Applications.


TSG SA S1 (Services) agreed to the revision of UMTS 22.00, at its second meeting (March 10-12), to include the requirements for: fixed and mobile access to UMTS networks, including Mobile Terminals that can be used in different radio access environments, including those provided by: public and private radio access networks connected to public and private networks using paired and unpaired radio bands in licensed and licence exempt spectrum. All fixed and mobile terminals will include a UMTS USIM. This is in line with TSG S2#3(99) 99 120.


3.	This and a companion contribution propose changes to 23.01 and 23.30 to reflect the above requirements.


4.	Proposed changes to UMTS 23.01 are presented in a separate contribution, TSGS2#4(99) 99 169.


This contribution proposes modifications to UMTS 23.30 and consists of two parts: a and b. Part a is this front sheet and part b is a marked up version of UMTS 23.30 version 1.2.0.


In line with the proposed changes to 23.01contained in the companion document, which added the Fixed/Portable Terminal, Private Access Network and Private Network Domains to the Architecture, this document proposes to add three new sub-sections to UMTS 23.30 to identify the Iu reference point requirements corresponding to the three new domains, the proposed new sub-sections are:


4.5 Fixed UMTS Access Network,


4.6 Private UMTS Access Network connected via Fixed UMTS Access Network,


4.7 Private UMTS Network connected via Fixed UMTS Access Network.


In addition, a paragraph has been added to sub-section 4.2 to distinguish between the UTRAN aspects included in section 4.2 for public access and those in section 4.6 and 4.7 for cordless applications.


Although the lists of requirements included in the new sections 4.5, 4.6 and 4.7 are described in different terms to those used in the list in section 4.2, it is not intended to indicate completely different requirements. The terms used were selected to express the new requirements in the simplest way. It is expected that the majority of the requirements for the different access configurations will be the same, or very similar, and that it will be possible to use optional parameters or elements of procedures to handle the differences. The biggest difference is in the case of Private Networks, section 4.7. In that case much of the interworking will be carried transparently over the Iu Reference Point and only a basic set of traffic and signalling bearers will need to be provided at that point.











�styleref ZA �Error! No text of specified style in document.�


�page �1�


�styleref ZGSM �Error! No text of specified style in document.�














ETSI























