SA WG2 Temporary Document

Page 1

SA WG2 Meeting #125
S2-180492
January 22 – 26, 2018, Gothenburg, Sweden
(revision of S2-18xxxx)
Source:
T-Mobile USA INC
Title:
Key Issues for FS_eIMS5G Localized UPF
Document for:
Approval
Agenda Item:
6.14
Work Item / Release:
FS_eIMS5G / Release 16
Abstract of the contribution: Proposes two key issues related to localized UPF and IMS 
Discussion

It is proposed that 2 key issues are used to address interactions between IMS and localized UPF deployments; one key issue would address the issues related to traffic and signalling using the localized UPF, and a second key issue would address the issues of IMS functions existing in the local environment close to the edge.
Proposal
It is proposed to add the following key issues to the FS_eIMS5G TR document:

Start of Changes

5.x
Key Issue X: Routing of IMS traffic via a localized UPF

5.x.1
Description:

The 5GC enables traffic to route via localized UPF close to the edge of the network (in some cases adjacent to the RAN nodes).  Some IMS services may be able to benefit from the lower latency and/or lower backhaul requirements that such deployments can enable, however current IMS applications and services are not able to leverage these capabilities.  This key issue investigates the interactions required to leverage localized routing of IMS media and signalling traffic, the changes to enable effective control and management of such routing, and impacts of mobility and roaming. 

5.x.2
Requirements:
Solutions to this key issue need to address the following requirements:
· How can the IMS network control how the 5GC routes traffic to select localized routing or routing via a core node?

· Which IMS node interacts with the 5GC (i.e. IMS AS, CSCF, or other IMS node)?
· How does an application server request traffic to route using a local UPF?

· How does IMS request traffic to route using (or prevent routing using) a local UPF?

· How is the mobility of the UE considered, and how is service continuity ensured?
· If the UE is roaming, how can the localized routing be extended into the vPLMN (if supported)?

· What are the impacts on billing and charging?
5.y
Key Issue Y: Placement of IMS application server in localized environments

5.y.1
Description:
The 5GC in release 15 defined some functionality to enable “mobile edge computing” (i.e. computing resources located close to the edge of the network) to enable enhanced services to users.  The functionality defined in release 15 focused on general compute applications, and did not analyse the special case of IMS applications.  This key issue investigates the enhancements to current capabilities of IMS and 5GC to enable the operation of IMS servers in the mobile edge space.
5.y.2
Requirements:
Solutions to this key issue need to address the following requirements:

· How can IMS leverage Mobile Edge computing?
· What additions to IMS and MEC capabilities are required?

· What restrictions are there (if any) on IMS applications in the edge network?

· How are the localized IMS applications identified?

· How are IMS applications outside the local PLMN impacted (e.g. roaming)

In addition to the routing solutions investigated in response to key issue X, the solutions may need to address further requirements related to the following: 
· What impacts does the solution have on mobility?
· What impacts does the solution have on service, and application continuity?
· Is there any further impact on routing of IMS media and IMS signalling?
End of Changes
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