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* * * New Text (4.4.x.y) * * * *
4.4.X
5G LAN service
4.4.X.Y
Centralized architectures to support 5G LAN service
5G LAN-type service is provided by the 5G system based on the architecture described in clause 4.2 with the following aspects for the centralized user plane architecture:

-
A single SMF and a single PSA UPF is responsible for all the PDU Sessions for 5GLAN group communication.

-
The SMF is responsible for managing the PDU sessions belonging to the 5GLAN group, it includes the management for example the total number of established and activated PDU Sessions.

-
All the traffic of participating 5GLAN group member (i.e. UE) traverses the PSA UPF. PSA-UPF should support the enforcement of QoS per R15 QoS architecture.

-
In the centralized architecture, PSA-UPF is responsible for enforcement of group AMBR, Group Quota as well as individual UE's AMBR or QoS enforcement. PSA-UPF can be functionally collocated with I-UPF.
An example of a centralized user plane architecture is shown as the Fig 4.4.X.Y-1.
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Fig 4.4.X.Y-1: Centralized User Plane Architecture for 5G LAN service
The granularity of the 5G LAN service restriction is achieved by restricting the PDU Session establishment for the tuple of S-NSSAI, DNN. In addition, the area restriction of the 5G LAN service is done by configuring the DNN as the LADN DNN with LADN service area.
* * * End of Changes * * * *
