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Abstract of the contribution: This contribution proposes an update to the Network Performance Analytics Procedures in TS 23.288 (as captured in Clause 6.6.4).
Background and proposal
This document proposes an update and clarification to the procedure within TS 23.288 on Network Performance Analytics Procedures considering the procedure and steps agreed in SA2 #131 for data collection from OAM.  
Currently, the steps to be followed for data collection from OAM have been agreed and captured in Clause 6.2.3.3, TS 23.288. 

To ensure that all other procedures and corresponding solutions follow a harmonised and consistent interaction with OAM services across different Clauses, this contribution adds an update to the figure and steps taken for Network Performance Analytics Procedures as captured in Clause 6.6.4, TS 23.288. 
Proposal: Please approve the following proposed update to the TS.
* * * * Start of the Changes * * * * 

6.6.4
Procedures


 
Figure 6.6.4-1: Procedure for subscription to network performance analytics
1.
The NF sends Nnwdaf_AnalyticsSubscription_Subscribe Request (AnalyticsId="Network Performance", AnalyticsFilter="Area of interest" or "Area of interest" and "Internal Group Identifier", Observation Period(s)) to the NWDAF.

2.
The NWDAF subscribes to NF load information from NRF.

3.
The NWDAF subscribes to OAM to get the load information on the Area of Interest, following the procedure captured in Clause 6.2.3.3.

Editor's note:
The exact SA5 counters that are used are FFS.
4.
The NWDAF derives the number of UEs located in the Area of Interest at the time indicated in the Observation period, input data from AMF is requested using Namf_EventExposure service including the Internal Group Identifier.

5.
The NWDAF sends Nnwdaf_AnalyticsSubscribe_Response (one or more instances of the n-tuple (Load in Area of Interest and number of UEs, timestamp) SubscriptionCorrelationId, Probability of assertion).

6.
A change of network performance information, i.e. change in the load in the area of interest at the observed period is detected by OAM, or a change in the NF load information is reported by NRF, and is notified to NWDAF.

7.
The NWDAF derives new analytics.

8.
The NWDAF provides a notification using Nnwdaf_AnalyticsNotify_Response (one or more instances of the n-tuple (Load in Area of Interest and number of UEs, timestamp) SubscriptionCorrelationId, Probability of assertion.

* * * * End of the Changes * * * * 
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