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1	Overall description
As defined in clause 5.28.1 of TS 23.501, when the SMF detects a new 5GS Bridge, the SMF reports the 5GS Bridge information to the PCF and then the PCF reports the 5GS Bridge information to the TSN AF. After that, in order to retrieve port management information of the 5GS Bridge and provision the TSCAI, the TSN AF sends the request the PCF.
CT3 has following questions to ask SA2:
1) What’s the criteria in the PCF to select the TSN AF that receives the first Npcf_PolicyAuthorization_Notify service operation? Is it bound to the 5GS Bridge Identity handling the PDU session? Is there only one TSN AF shall be selected for all the PDU sessions corresponding to a 5GS bridge?
2) After receiving the first Npcf_PolicyAuthorization_Notify service operation with new 5GS Bridge information, the TSN AF triggers an Npcf_PolicyAuthorization_Create service operation. How does the TSN AF find the PCF? Is the PCF Discovery and Selection function modified?

2	Actions
To SA2 
ACTION: 	CT3 asks SA2 to answer above questions and update their specification if necessary.

3	Dates of next TSG CT WG 3 meetings
3GPP TSG CT3#110e	02nd – 11th June 2020	E-Meeting
3GPP TSG CT3#111	24th – 29th August 2020	US, US

