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Foreword
[bookmark: spectype3]This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In the present document, modal verbs have the following meanings:
shall	indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should	indicates a recommendation to do something
should not	indicates a recommendation not to do something
may	indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can	indicates that something is possible
cannot	indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will	indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not	indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.
[bookmark: introduction][bookmark: scope][bookmark: _Toc2086435][bookmark: _Toc25918773][bookmark: _Toc31011389][bookmark: _Toc43297386][bookmark: _Toc43733084][bookmark: _Toc50192835][bookmark: _Toc50466980]
1	Scope
This Technical Report studies and evaluates architectural enhancements to the 5G System to address the following objective.
Objective A: Enabling general MBS services over 5GS.
Support general multicast and broadcast communication services, e.g., transparent IPv4/IPv6 multicast delivery, IPTV, software delivery over wireless, group communications and IoT applications, V2X applications, public safety.
[bookmark: references][bookmark: _Toc2086436][bookmark: _Toc25918774][bookmark: _Toc31011390][bookmark: _Toc43297387][bookmark: _Toc43733085][bookmark: _Toc50192836][bookmark: _Toc50466981]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: definitions][bookmark: _Toc2086437][2]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
[3]	3GPP TS 22.101: "Service aspects; Service principles".
[4]	3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".
[5]	3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE)".
[6]	3GPP TS 26.348: "Northbound Application Programming Interface (API) for Multimedia Broadcast/Multicast Service (MBMS) at the xMB reference point".
[7]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".
[8]	3GPP TS 23.502: "Procedures for the 5G System (5GS)".
[9]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[10]	3GPP TS 38.300: "NR; Overall description; Stage-2".
[11]	3GPP TR 23.748: "Study on enhancement of support for Edge Computing in 5G Core network (5GC)".
[12]	RP-193248: "New Work Item on NR support of Multicast and Broadcast Services", RAN#86.
[13]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[14]	3GPP TS 23.280: "Common functional architecture to support mission critical services; Stage 2".
[15]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control; Protocol specification".
[16]	3GPP TS 23.003: "Numbering, addressing and identification".
[17]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes; Stage 3".
[bookmark: _Toc25918775][bookmark: _Toc31011391][bookmark: _Toc43297388][bookmark: _Toc43733086][bookmark: _Toc50192837][bookmark: _Toc50466982]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc2086438][bookmark: _Toc25918776][bookmark: _Toc31011392][bookmark: _Toc43297389][bookmark: _Toc43733087][bookmark: _Toc50192838][bookmark: _Toc50466983]3.1	Terms
For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Broadcast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to all UEs in a geographical area (i.e., all UEs in the broadcast coverage area are authorized to receive the data).
NOTE 1:	For the broadcast communication service, the content provider and network may not be aware whether the authorized UEs are actually receiving the data being delivered.
Broadcast service area: The area within which data of one or multiple Broadcast session(s) are sent.
Broadcast session: A session to deliver the broadcast communication service. A broadcast session is characterised by the content to send and the geographical area where to distribute it.
Multicast service area: The area within which data of one or multiple Multicast session(s) are sent.
Editor's note:	The definitions of broadcast service area and multicast service area may be updated further according to 5MBS study.
MBS session: A multicast session or a broadcast session.
Multicast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to a dedicated set of UEs (i.e., not all UEs in the multicast coverage are authorized to receive the data).
NOTE 2:	For multicast communication service, the content provider and network can be aware whether the authorized UEs are actually receiving the data being delivered.
NOTE 31:	The transport in the 5GC for broadcast and multicast services will be determined as part of this study. A multicast communication service could for instance use a lower layer unicast or multicast transfer in the 5GC and the access interfaces.
Multicast session: A session to deliver the multicast communication service. A multicast session is characterised by the content to send, by the list of UEs that may receive the service and optionally by a multicast area where to distribute it.
Receive Only Mode: A UE configuration option that allows a UE to receive only broadcast service without the need to access and register with the PLMN offering the MBS service. Use of Receive Only Mode does not require USIM for the UE.
Shared MBS Network: A network shared by multiple PLMNs that provides multicast or broadcast services. At least the northbound data entrance point in the 5GS is shared.
[bookmark: _Hlk42639614]5GC Individual MBS traffic delivery: 5G CN receives a single copy of MBS data packets and delivers separate copies of those MBS data packets to individual UEs via per-UE PDU session.
NOTE 42:	It will be determined based on the selected solutions whether the 5GC Individual delivery method is supported.
5GC shared MBS traffic delivery: 5G CN receives a single copy of MBS data packets and delivers a single copy of those MBS data packets to a RAN node.
NOTE 53:	For 5GC shared MBS traffic delivery the RAN node either delivers a single copy of MBS data packets over radio to a set of UEs (PTM) or delivers separate copies of MBS data packets over radio to individual UEs (PTP).
[bookmark: _Toc22552190][bookmark: _Toc22930354][bookmark: _Toc22987222][bookmark: _Toc23256808][bookmark: _Toc25353531][bookmark: _Toc25918777][bookmark: _Toc31011393][bookmark: _Toc43297390][bookmark: _Toc43733088][bookmark: _Toc50192839][bookmark: _Toc50466984]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
MBS	Multicast/Broadcast Service.

[bookmark: _Toc22552191][bookmark: _Toc22930355][bookmark: _Toc22987223][bookmark: _Toc23256809][bookmark: _Toc25353532][bookmark: _Toc25918778][bookmark: _Toc31011394][bookmark: _Toc43297391][bookmark: _Toc43733089][bookmark: _Toc50192840][bookmark: _Toc50466985]4	Architectural Assumptions and Principles
[bookmark: _Toc468687762][bookmark: _Toc22930356][bookmark: _Toc22987224][bookmark: _Toc23256810][bookmark: _Toc25353533][bookmark: _Toc25918779][bookmark: _Toc31011395][bookmark: _Toc43297392][bookmark: _Toc43733090][bookmark: _Toc50192841][bookmark: _Toc50466986]4.1	Common architectural requirements and principles
The following common architectural requirements and principles apply:
[bookmark: _Toc22552192][bookmark: _Toc22930357][bookmark: _Toc22987225]-	Solutions shall build on the 5G System architectural principles as in TS 23.501 [2], including flexibility and modularity for newly introduced functionalities.
-	The system shall provide an efficient transport for a variety of multicast and broadcast services.
-	Solutions shall minimize impact to existing external services.
-	Only NR of NG-RAN connected to 5GC is considered as RAT.
-	Architecture reference models defined in TS 23.501 [2] clause 4.2 are used as the baseline architecture for supporting multicast and broadcast services in this study. In particular, Figure 4.1-1 shows the MBS architecture with 5G UE, NG-RAN and 5GC.
NOTE:	Whether a solution supports IP traffic and/or other types of traffic will be analysed in Evaluation and Conclusions stage.


Figure 4.1-1: High level MBS architecture
Editor's note:	The impact on RAN is to be analysed by and coordinated with the relevant RAN WGs.
[bookmark: _Toc25353534][bookmark: _Toc25918780][bookmark: _Toc31011396][bookmark: _Toc43297393][bookmark: _Toc43733091][bookmark: _Toc50192842][bookmark: _Toc50466987]4.2	Specific architectural requirements and principles
The following IPTV requirements and principles apply:
-	Solutions to IPTV shall minimize the impact to IPTV network and STB.
-	Solutions to IPTV STB shall reuse IGMP/MLD message via user plane to join/leave an IPTV channel group as Release 16.
-	Solutions to IPTV shall provide an efficient mechanism for the UE to join/leave an IP channel group, including reducing latency and signalling.
[bookmark: _Toc31011397][bookmark: _Toc43297394][bookmark: _Toc43733092][bookmark: _Toc50192843][bookmark: _Toc50466988]4.3	Baseline functionality
The sequence to establish and deliver an MBS session is assumed as follows:
1.	Optional dDelivery of 5G MBS service info from application/service layer to 5GC.
NOTE 1: A framework to deliver 5G MBS service info to 5G CN is available. However, this step may be replaced by pre-agreements without explicit signalling.

2.	UEs participate in receiving MBS flow i.e. UE requests to join an MBS session (for Multicast session).
3.	Establishment of MBS flow transport (what used to be session start).
NOTE 2:	Step 3 may happen before step 2 for individual UEs joining an MBS session which is already started.
4.	MBS data delivery to UEs.
5.	UEs stop receiving MBS flow (for Multicast session).
6.	Release of MBS flow transport (what used to be session stop).
[bookmark: _Toc43297395][bookmark: _Toc43733093][bookmark: _Toc50192844][bookmark: _Toc50466989]4.4	MBS Traffic delivery methods
MBS traffic needs to be delivered from a single data source (Application Service Provider) to multiple UEs. Depending on many factors, multiple delivery methods may be used to deliver MBS traffic in the 5GS. For clarity, delivery methods are not referred to as unicast/multicast/broadcast but as described below.
From the view point of 5G CN, two delivery methods are possible:
-	5GC Individual MBS traffic delivery method: 5G CN receives a single copy of MBS data packets and delivers separate copies of those MBS data packets to individual UEs via per-UE PDU sessions.
NOTE 1:	It will be determined based on the selected solutions whether the Individual delivery method is supported.
-	5GC Shared MBS traffic delivery method: 5G CN receives a single copy of MBS data packets and delivers a single copy of those MBS packets packet to a RAN node, which then delivers them to one or multiple UEs
If 5GC Individual MBS traffic delivery method is supported, a same received single copy of MBS data packets by the CN may be delivered via both 5GC Individual MBS traffic delivery method for some UE(s) and 5GC Shared MBS traffic delivery method for other UEs.
From the viewpoint of RAN, (in the case of the shared delivery) two delivery methods are available for the transmission of MBS packet flows over radio:
-	Point-to-Point (PTP) delivery method: a RAN node delivers separate copies of MBS data packet over radio to individual UE.
-	Point-to-Multipoint (PTM) delivery method: a RAN node delivers a single copy of MBS data packets over radio to a set of UEs.
A RAN node may use a combination of PTP/PTM to deliver an MBS packet to UEs.
NOTE 12: The PTP and PTM delivery methods are defined in RAN WGs and they are listed here for reference only.
As depicted in the following figure, Shared PTP or PTM delivery method and Individual delivery method may be used at the same time for a 5G MBS session depending on selected solution.


Figure 4.4‑1: Schematic showing delivery methods
[bookmark: _Toc43297396][bookmark: _Toc43733094][bookmark: _Toc50192845][bookmark: _Toc50466990]5	Key Issues
[bookmark: _Toc22552193][bookmark: _Toc22930358][bookmark: _Toc22987226][bookmark: _Toc23256812][bookmark: _Toc25353536][bookmark: _Toc25918782][bookmark: _Toc31011399][bookmark: _Toc43297397][bookmark: _Toc43733095][bookmark: _Toc50192846][bookmark: _Toc50466991]5.1	Key Issue #1: MBS session management
[bookmark: _Toc22552194][bookmark: _Toc22930359][bookmark: _Toc22987227][bookmark: _Toc23256813][bookmark: _Toc25353537][bookmark: _Toc25918783][bookmark: _Toc31011400][bookmark: _Toc43297398][bookmark: _Toc43733096][bookmark: _Toc50192847][bookmark: _Toc50466992]5.1.1	Description
To transfer the service data flow of multicast and broadcast communication services, MBS sessions need to be established and maintained. This key issue will study the following aspects:
-	When and how to trigger the establishment of an MBS session?
-	When and how to trigger deactivation of an MBS session?
-	Which network function(s) is/are responsible for establishing and maintaining the MBS session (including interaction between 5GC and 3rd party)?
-	Which information/parameters are used to establish an MBS session (e.g., session related IDs, QoS information, broadcast service area or multicast service area, etc.)?
-	Which information is provided to the gNB when a UE joins a MBS multicast Session? How does the gNB associate the UE with the established MBS multicast session?
-	Which information/parameters can be updated for an established MBS session (e.g. QoS information, broadcast service area or multicast service area, etc.)?
-	Which network function(s) is/are responsible for determining the broadcast service area or multicast service area used for MBS sessions? How is the broadcast service area or the multicast service area determined (e.g. pre-defined, determined during an on-going MBS session, etc.)?
[bookmark: _Toc22930360][bookmark: _Toc22987228][bookmark: _Toc23256814][bookmark: _Toc25353538][bookmark: _Toc25918784][bookmark: _Toc31011401][bookmark: _Toc43297399][bookmark: _Toc43733097][bookmark: _Toc50192848][bookmark: _Toc50466993][bookmark: _Toc22930362][bookmark: _Toc22987230]5.2	Key Issue #2: Definition of Service Levels
[bookmark: _Toc22930361][bookmark: _Toc22987229][bookmark: _Toc23256815][bookmark: _Toc25353539][bookmark: _Toc25918785][bookmark: _Toc31011402][bookmark: _Toc43297400][bookmark: _Toc43733098][bookmark: _Toc50192849][bookmark: _Toc50466994]5.2.1	Description
5G system is envisioned to address different use cases. In some of these use cases, a complete 5G system becomes a part of another system, for instance the support of IPTV where 5G system is integrated into an IPTV network from which it receives multicast, where the role of the 5GS is primarily to provide an efficient "transparent" transport of a broadcast/multicast service. Other use cases offering for multicast or broadcast services are in vertical domains, for which the "transparent" mode is not possible or feasible and a full-service mode should be defined.
This key issue will study the service levels for the broadcast and multicast support of the 5GS.
NOTE:	For different service levels, different solution proposals can be provided as part of other key issues.
[bookmark: _Toc23256816][bookmark: _Toc25353540][bookmark: _Toc25918786][bookmark: _Toc31011403][bookmark: _Toc43297401][bookmark: _Toc43733099][bookmark: _Toc50192850][bookmark: _Toc50466995][bookmark: _Toc22930364][bookmark: _Toc22987232]5.3	Key Issue #3: Levels of authorization for Multicast communication services
[bookmark: _Toc20224670][bookmark: _Toc22930363][bookmark: _Toc22987231][bookmark: _Toc23256817][bookmark: _Toc25353541][bookmark: _Toc25918787][bookmark: _Toc31011404][bookmark: _Toc43297402][bookmark: _Toc43733100][bookmark: _Toc50192851][bookmark: _Toc50466996]5.3.1	Description
The 5GS is expected to support different use cases of multicast services. The mobile network operators (MNO) and/or application service providers (ASP) may want to provide different levels of authorization (e.g. at session or service level) for the UE to access multicast communication services.
This key issue will study the following aspects:
-	Define and study how to support the necessary level(s) of authorization for UEs to access multicast communication services.
-	How can a UE join/leave (including authorised or revoked to access) a multicast communication service?
NOTE:	No separate solution will be developed for the key issue#3 as part of this study, while the basic authorization procedures (i.e., UE is allowed to join an MBS session) could be addressed in the associated solutions to KI#1.
[bookmark: _Toc23256818][bookmark: _Toc25353542][bookmark: _Toc25918788][bookmark: _Toc31011405][bookmark: _Toc43297403][bookmark: _Toc43733101][bookmark: _Toc50192852][bookmark: _Toc50466997][bookmark: _Toc22930366][bookmark: _Toc22987234]5.4	Key Issue #4: QoS level support for Multicast and Broadcast communication services
[bookmark: _Toc22930365][bookmark: _Toc22987233][bookmark: _Toc23256819][bookmark: _Toc25353543][bookmark: _Toc25918789][bookmark: _Toc31011406][bookmark: _Toc43297404][bookmark: _Toc43733102][bookmark: _Toc50192853][bookmark: _Toc50466998]5.4.1	Description
Different multicast and broadcast communication services have potentially different QoS requirements. For this key issue the QoS framework of TS 23.501 [2] clause 5.7 is taken as baseline. This key issue aims at studying:
-	QoS requirements, including packet error rate, delay budget, MBR or GBR;
-	If a need for different QoS levels is determined by the QoS requirement analysis:
-	how to provide a means to support the identified QoS levels;
-	which NF determines the QoS levels of multicast and broadcast services;
-	which entity enforces the required QoS and how.
[bookmark: _Toc23256820][bookmark: _Toc25353544][bookmark: _Toc25918790][bookmark: _Toc31011407][bookmark: _Toc43297405][bookmark: _Toc43733103][bookmark: _Toc50192854][bookmark: _Toc50466999][bookmark: _Toc22987236]5.5	Key Issue #5: Support of Broadcast TV Video and Radio communication services
[bookmark: _Toc22930367][bookmark: _Toc22987235][bookmark: _Toc23256821][bookmark: _Toc25353545][bookmark: _Toc25918791][bookmark: _Toc31011408][bookmark: _Toc43297406][bookmark: _Toc43733104][bookmark: _Toc50192855][bookmark: _Toc50467000]5.5.1	Description
This key issue aims at addressing:
-	E-UTRA of NG-RAN based support of broadcast TV, video and radio communication;
-	Allow Video/TV/Radio broadcast communication services to devices with no MNO subscription (e.g., "Free to air TV").
A solution to this key issue shall provide means for MNO to enable this service based on policy.
A solution for this key issue shall provide:
-	Support of Free-to-Air service via Receive Only Mode device support.
-	Support of Shared MBS functionality to allow dedicated MBS network.
-	Exposure of MBS service and transport (similar to support of xMB external reference point).
NOTE:	This key issue is not addressed within the Rel-17 timeframe.
[bookmark: _Toc23256822][bookmark: _Toc25353546][bookmark: _Toc25918792][bookmark: _Toc31011409][bookmark: _Toc43297407][bookmark: _Toc43733105][bookmark: _Toc50192856][bookmark: _Toc50467001][bookmark: _Toc22552195][bookmark: _Toc22930368][bookmark: _Toc22987238]5.6	Key Issue #6: Local MBS service
[bookmark: _Toc22987237][bookmark: _Toc23256823][bookmark: _Toc25353547][bookmark: _Toc25918793][bookmark: _Toc31011410][bookmark: _Toc43297408][bookmark: _Toc43733106][bookmark: _Toc50192857][bookmark: _Toc50467002]5.6.1	Description
For V2X, Public Safety and other service provided locally, there may be a multicast or broadcast communication services only available in a local service area (e.g., per cell, TA or other geographic metric) and for a specific time (e.g., during event hours, emergency situation, or operation hours).
In this situation, it is also expected that different application servers can be assigned to control the multicast or broadcast communication service(s) in each service area. UEs may need to be configured to receive information about available multicast or broadcast service in the area where they are residing.
Therefore, for supporting local multicast and broadcast communication services, the following aspects will be studied:
-	Whether additional specific functionality and information (e.g. geographical range for broadcast service area/multicast service area) is required to provide local multicast and broadcast communication services in 5G system in a resource efficient manner, and if so, how.
-	How to support UEs if necessary, to discover and receive multicast and broadcast communication services which is available locally in 5G system in a resource efficient manner.
[bookmark: _Toc25353548][bookmark: _Toc25918794][bookmark: _Toc31011411][bookmark: _Toc43297409][bookmark: _Toc43733107][bookmark: _Toc50192858][bookmark: _Toc50467003]5.7	Key Issue #7: Reliable delivery method switching between unicast and multicast
[bookmark: _Toc25353549][bookmark: _Toc25918795][bookmark: _Toc31011412][bookmark: _Toc43297410][bookmark: _Toc43733108][bookmark: _Toc50192859][bookmark: _Toc50467004]5.7.1	Description
This key issue aims at providing support for dynamic delivery method switching between unicast and multicast in the 5GS. Depending on the number of devices receiving a specific content, their location, and RAN considerations, it may be necessary to support reliable and efficient delivery method switching between unicast and multicast. In addition, when a UE is receiving a multicast session, it may move across NG-RAN nodes and it is possible that the UE moves from a NG-RAN node that supports MBS to one that does not support MBS, or vice versa.
The following aspects will be studied:
-	Triggers for delivery method switching between unicast and multicast.
-	How switching between unicast delivery method and multicast delivery method is performed in the 5GS (including the UE) while supporting service continuity.
NOTE 1:	The terms unicast delivery and multicast delivery methods may have different meaning depending on which part of the 5G system a solution is referring to as defined in clause 4.4, e.g. over-the-air it may mean PTP vs. PTM, between UPF and RAN it may mean shared tunnel vs unicast tunnel, etc.
NOTE 2:	Towards application, the terms unicast delivery and multicast delivery methods may also the application is using multicast session vs PDU session, which is in SA6 scope.
NOTE 3:	During the study of this key issue, RAN WGs, SA4 and SA6 will be involved, if needed.
[bookmark: _Toc25353550][bookmark: _Toc25918796][bookmark: _Toc31011413][bookmark: _Toc43297411][bookmark: _Toc43733109][bookmark: _Toc50192860][bookmark: _Toc50467005]5.8	Key Issue #8: Reliable switching between unicast and broadcast delivery methods
[bookmark: _Toc25353551][bookmark: _Toc25918797][bookmark: _Toc31011414][bookmark: _Toc43297412][bookmark: _Toc43733110][bookmark: _Toc50192861][bookmark: _Toc50467006]5.8.1	Description
When a UE is receiving a session, it may move from a NG-RAN node that supports MBS to a NG-RAN node that does not support MBS, or vice versa.
The following aspect will be studied:
-	Triggers for switching between unicast and broadcast delivery methods.
-	How switching between unicast and broadcast delivery methods is performed in the 5GS while supporting service continuity.
NOTE:	This key issue is not addressed within Rel-17 timeframe.
[bookmark: _Toc31011415][bookmark: _Toc43297413][bookmark: _Toc43733111][bookmark: _Toc50192862][bookmark: _Toc50467007]5.9	Key Issue #9: Minimizing the interruption of public safety services upon transition between NR/5GC and E-UTRAN/EPC
[bookmark: _Toc31011416][bookmark: _Hlk21032560][bookmark: _Toc43297414][bookmark: _Toc43733112][bookmark: _Toc50192863][bookmark: _Toc50467008]5.9.1	Description
The approved RAN WID on NR Multicast Broadcast and Multicast (RP-193248 [12]) states in the objectives: "Architecture: it is the one in Figure 4.1-1 in TR 23.757 v0.2.0: High level MBS architecture, with the further restriction that only NR in NG-RAN (i.e. connected to 5GC) is considered as RAT". This means that there is no planned support for MBS over E-UTRA connected to 5GC.
This KI applies to PLMNs that have E-UTRAN/EPC based eMBMS deployments and 5G MBS over NR/5GC, with Public Safety services.
There may be UEs receiving a service subject to multicast delivery over NR/5GC that move to E-UTRAN/EPC and use eMBMS, and vice versa. How to handle these services via both EPC and 5GC, and how to handle mobility across RATs should be considered.
Therefore, solutions that address this key issue focused on public safety services only should:
-	Allow an AF (Public Safety GCS AS) to provide the same Multicast/Broadcast service to UEs camping on E-UTRAN (eMBMS), and UEs over NR connected to 5GC (via 5G MBS solution).
-	Define procedures for UEs performing inter-CN type mobility between EPC and 5GC during a multicast session.
The goal is to minimize service interruption and packet loss and achieve rapid re-connection during transitions between various systems, as much as possible.
NOTE 1:	For the impacts to Public Safety services, work is expected to be done mainly in SA WG6.
NOTE 2:	Scheduling time to discuss solutions for this key issue will take place after concluding Key Issues #1, #2, and #7 that will define basic architecture and procedures for MBS in 5GS.
[bookmark: _Toc23256824][bookmark: _Toc25353552][bookmark: _Toc25918798][bookmark: _Toc31011417][bookmark: _Toc43297415][bookmark: _Toc43733113][bookmark: _Toc50192864][bookmark: _Toc50467009]6	Solutions
[bookmark: _Toc22552196][bookmark: _Toc22930369][bookmark: _Toc22987239][bookmark: _Toc23256825][bookmark: _Toc25353553][bookmark: _Toc25918799][bookmark: _Toc31011418][bookmark: _Toc43297416][bookmark: _Toc43733114][bookmark: _Toc50192865][bookmark: _Toc50467010][bookmark: _Toc500949097]6.0	Mapping of solutions to key issues
Editor's note:	This clause describes the mapping between solutions and key issues.
Table 6.0-1: Mapping of solutions to key issues
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MBS session management
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Service levels definition
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Levels of authorization for MC
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QoS for MC and BC
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BC TV and Radio services
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Local MBS
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MC-UC delivery mode switch
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BC-UC delivery method switch
	9
IWK with EPC/eMBMS for Public Safety
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[bookmark: _Toc22552197][bookmark: _Toc22930370][bookmark: _Toc22987240][bookmark: _Toc23256826][bookmark: _Toc25353554][bookmark: _Toc25918800][bookmark: _Toc31011419][bookmark: _Toc43297417][bookmark: _Toc43733115][bookmark: _Toc50192866][bookmark: _Toc50467011]6.1	Solution #1: Multicast service levels
[bookmark: _Toc500949099][bookmark: _Toc22552199][bookmark: _Toc22930372][bookmark: _Toc22987242][bookmark: _Toc23256828][bookmark: _Toc25353555][bookmark: _Toc25918801][bookmark: _Toc31011420][bookmark: _Toc43297418][bookmark: _Toc43733116][bookmark: _Toc50192867][bookmark: _Toc50467012]6.1.1	Functional description
[bookmark: _Toc500949101][bookmark: _Toc22552200][bookmark: _Toc22930373][bookmark: _Toc22987243]The following service levels for the multicast communication service are defined:
NOTE 1:	Transport Only mode and Full-Service mode of operation as defined in TS 23.246 [4] differ from the service levels defined here.
Basic Service Level
Requirements for the basic service level are mandatory to be supported. The following requirements are defined:
-	Media are transported transparently through the 5GS;
-	Request to receive the multicast service;
-	Efficient packet distribution from the 5GS ingress to (R)AN node(s).
-	Efficient data delivery from (R)AN node(s) to the UE.
Editor's note:	It is FFS if the list is complete.
Enhanced Service Level
The requirements for the Basic service level also apply for the Enhanced Service Level. Additional requirements for the Enhanced Service Level are listed below. Different requirements out of this set may be necessary to address specific use cases.
-	Local MBS service;
-	User authentication and authorization;
NOTE 2:	User authentication and authorization can be done by 5GS or AF or both, or even not needed for a multicast communication service.
-	Explicit configuration of multicast session by network function external to the 5GS including:
-	Group member management;
-	Enhanced QoS support;
-	Content security protection.
Editor's note:	It is FFS if the list is complete.
[bookmark: _Toc23256829][bookmark: _Toc25353556][bookmark: _Toc25918802][bookmark: _Toc31011421][bookmark: _Toc43297419][bookmark: _Toc43733117][bookmark: _Toc50192868][bookmark: _Toc50467013]6.1.2	Procedures
[bookmark: _Toc500949102][bookmark: _Toc22552201][bookmark: _Toc22930374][bookmark: _Toc22987244]It is expected that procedures to address the requirements for the service levels defined in this solution proposal are proposed as part of other solution proposals.
[bookmark: _Toc23256830][bookmark: _Toc25353557][bookmark: _Toc25918803][bookmark: _Toc31011422][bookmark: _Toc43297420][bookmark: _Toc43733118][bookmark: _Toc50192869][bookmark: _Toc50467014]6.1.3	Impacts on services, entities and interfaces
[bookmark: _Toc22552202][bookmark: _Toc22930375][bookmark: _Toc22987245]It is expected that an impact analysis to address the requirements for the service levels defined in this solution proposal are proposed as part of other solution proposals.
[bookmark: _Toc31011423][bookmark: _Toc43297421][bookmark: _Toc43733119][bookmark: _Toc50192870][bookmark: _Toc50467015]6.2	Solution #2: MBS Session setup using flexible radio resources
[bookmark: _Toc31011424][bookmark: _Toc43297422][bookmark: _Toc43733120][bookmark: _Toc50192871][bookmark: _Toc50467016]6.2.1	Functional Description
This Solution assumes the architectural alternative 2 (see Annex A, clause A.2).
This solution addresses Key Issue #1. The solution focuses on IP based communication.
NOTE 1:	The solution assumes that the UE can notify the network of the MBS Session it is interested in.
In this solution for Multicast:
-	When no MBS Session context exists in AMF for an MBS service:
-	If a UE is interested in an MBS service, the UE notifies AMF of the interested MBS service. An AMF may also become aware of a new MBS service when a UE using an MBS service is moved from an old serving AMF to a new serving AMF;
-	For the first UE initiating the MBS service, the (new) AMF notifies the MB-SMF for MBS service be able to later receive to initiation of the MBS Session.
-	When MBS Session context exists in NG-RAN for an MBS service:
-	NG-RAN detects that no UE is using the MBS service (e.g. due to UE moving to a different NG-RAN), NG RAN releases its resources for the MBS service.
Based on the proposal above that NG-RAN can dynamically allocate the radio resource for MBS service, when UE moves from one NG-RAN to another, the multicast service can continue without switching to the unicast. Service, which results in that radio resources being used dynamically moves from the cells within the dotted circle to the cells within the solid circle.


Figure 6.2.1-1: Dynamic use of radio resources
NOTE 2:	Further interaction with RAN WGs, and SA WG4 and SA WG6 will be triggered, as needed.
The figure below illustrates an architecture that the procedures in this solution applies to.


Figure 6.2.1-2: Architecture
If the 5GC determines to apply 5GC Individual MBS traffic delivery, then:
-	the AMF will request the UE to establish PDU Session if not already established towards the same DNN and slice;
-	then the AMF informs SMF of the LL MC and Source host addresses of MB-UPF so that the PSA-UPF can join the multicast tree of MB-UPF (like NG-RAN) and receive MBS session data from MB-UPF;
Figure 6.2.1-3 below illustrates the association between the PDU Session and MBS Session to apply 5GC Individual MBS traffic delivery (note that not all NFs are shown):



Figure 6.2.1-3: MBS data injected into PDU Session
Editor’s note: It is FFS whether HL MC address can also be used by PSA-UPF for receiving MBS session data.

[bookmark: _Toc20473560][bookmark: _Toc31011425][bookmark: _Toc43297423][bookmark: _Toc43733121][bookmark: _Toc50192872][bookmark: _Toc50467017]6.2.2	Procedures
[bookmark: _Toc43297424][bookmark: _Toc43733122][bookmark: _Toc50192873][bookmark: _Toc50467018][bookmark: _Toc31011426]6.2.2.0	General
NOTE:	The message names in the procedures below are descriptive. It is assumed that the names are updated with corresponding SBI based names where applicable during the normative phase. N2, N3 messages are dependent on RAN3 decisions.
[bookmark: _Toc43297425][bookmark: _Toc43733123][bookmark: _Toc50192874][bookmark: _Toc50467019]6.2.2.1	Session Join
The Session Join procedure is used by UEs to inform the 3GPP network of the UE interest in an MB Session. During the Session Join procedure, the distribution area of the multicast session is adjusted if needed. As such, the Session Join procedure together with other procedures, e.g. Session Leave procedure and Handover procedure, enables the dynamic and efficient use of radio resources.
When the multicast transport is described below, source specific multicasting is assumed. That is, the parameter "LL MC Address" is assumed to be accompanied by a "Source host address" parameter in the descriptions below.



Figure 6.2.2.1-1: Session Join
0.	The UE registers and a PDU Session is established. The UE and the AF uses the PDU Session e.g. to signal and establish a group on application level (see TS 23.468 [5]).
NOTE 1:	If a PDU session is used for application level signalling in steps 0 and 5, it is managed independently from the MB Session. That is, the PDU Session does for example not need to be maintained while the UE is receiving multicast content.
1.	AF sends Allocate TMGI Request () message to NEF/MBSF to request allocation of a TMGI to identify a new group.
	Optionally TMGIs may be pre-allocated in the AF and the 5GC. When a pre-allocated TMGI is used, the pre-allocated TMGI shall be included in the Allocate TMGI Request (TMGI) message.
NOTE 2:	A combined TMGI allocation and Session start on an N33 API is assumed to use Allocate TMGI Request/Response + MB Session Start messages on the N29 interface.
The AF may include a new indication DisableIndividualDelivery to indicate if 5GC Individual MBS traffic delivery should not be applied for a specific MB Session e.g. due to application characteristics.
2.	NEF/MBSF selects based on local configuration an MB-SMF (if there are multiple) to handle the group and sends an Allocate TMGI Request () message to the MB-SMF. Optionally, the MBSF makes the TMGI allocation, stores in the MB Session Context and includes the allocated TMGI in the message to the MB-SMF. The MBSF may have a pre-configured TMGI range for each MB-SMF. The TMGI range should also be configured/registered in the NRF to allow AMFs to discover which MB-SMF is controlling an MB Session identified by a TMGI.
	Optionally TMGIs may be pre-allocated in the AF and the 5GC e.g. based on SLA. When a pre-allocated TMGI is used, the pre-allocated TMGI shall be included in the Allocate TMGI Request (TMGI) message. The MB SMF or optionally the MBSF shall after local checks (e.g. that it is allowed for pre-allocation and has not already been used) use the provided TMGI if present, and proceed as normal (i.e. store it in the MB Session Context, etc.).
NEF/MBSF pass the indication DisableIndividualDelivery (if received) to the MB-SMF. 
3.	MB-SMF allocates a TMGI (optionally pre-allocated TMGI may be used, see step 2), a Lower Layer Multicast IP Address (LL MC address) for N3, and N6 tunnel information and stores the information in a new MB Session Context set to 'inactive' state. MB-SMF returns the TMGI and the N6 tunnel information to the NEF/MBSF. If MB-SMF makes the TMGI allocation, it may e.g. allocate a TMGI from a pre-configured TMGI range.
NOTE 3:	For large networks or for redundancy reasons, the NEF/MBSF might use multiple MB-SMFs (and MB-UPFs).
[bookmark: OLE_LINK1]Editor's note:	Support of unicast transport on N3 is FFS.
NOTE 4:	Since the N3 LL MC address is used for 5GS internal transport, it is considered sufficient to allocate the N3 LL MC address at Session Start i.e. when resources for the MB Session is allocated in different nodes. A one-to-one relationship between N3 LL MC Address and MB Session is used.
4.	The NEF/MBSF establishes a new MB Session Context set to 'inactive' state, stores received information and responds to the AF by sending a Allocate TMGI Response (TMGI) message.
5.	MB Session Announcement (see e.g., TS 23.468 [5]). The AF informs the members in the group of various group info e.g. TMGI, HL MC Address. The HL MC address may be allocated by the AF for the group/TMGI.
6.	UE indicates its interest to join an MB Session by sending an UL NAS MB Session Join Request (TMGI) message. NG-RAN forwards the NAS message to the AMF. The AMF stores the TMGI in its UE Context.
NOTE 5:	The UE always joins the MB Session as such. For an MB Session (i.e. a TMGI) that has several media streams, the UE may choose to process and present all or a selected set of media streams.
NOTE 6:	This solution does for the moment not use AF based authorization of UE at Session Join (e.g. in step 7). Such authorization could potentially cause heavy signalling in the system without being motivated from a security point of view.
NOTE 7: 	For the moment, it is unclear whether authorization of UE to join the MB session in 5GC is needed. Authorization on the application layer is considered sufficient. If the requirement to have additional authorization in 5GC becomes clear in the future, then a solution can be proposed, e.g. the AF provisions the UDR with the necessary info and UDR provides such info to the UDM as subscription data for AMF to check.
Editor's note:It is FFS how IPTV procedures to enable the AF to authorize the usage of 5GC resources for individual UEs as described in TS 23.316 [7], subclause 7.7.1.1.4 can be supported.
Editor's note:	It is FFS if an authorization of the UE to join the MB session is needed.
Editor's note:	If a user plane based join procedure is needed and how to handle it is FFS.
7.	If the AMF does not already have a MB Session Context for the received TMGI (in step 6), the AMF selects an MB SMF for the TMGI by querying the NRF. A MB Session Request (TMGI, AMF ID) message is sent to the MB SMF to announce the AMF's interest in the MB Session. When the MB-SMF has returned a MB Session Response () message, the AMF creates a MB Session Context in 'inactive' state for the TMGI.
7a. If the AMF knows that the NG-RAN does not support 5MBS, and in step 2 the MB-SMF has not received DisableIndividualDelivery from the AF, the AMF may decide to apply 5GC Individual MBS traffic delivery when the MBS Session is started later.
NOTE 8:	The AMF can know if NG-RAN supports 5MBS based on the configuration.  If the AMF determines that 5GC Individual MBS traffic delivery should not be applied to the MBS session, and NG-RAN does not support 5MBS, the AMF will reject the UE Session Join request. In this case, N2 MB Session Join message in step 8 will be skipped.
8.	The AMF stores the TMGI and the NG RAN ID of the originating node of the N2 message in step 6 in the AMF MB Session Context. The AMF creates a DL NAS MB Session Join Response () message and piggy backs that on an N2 MB Session Join (NGAP ID, TMGI) message. The NG-RAN stores the TMGI in the UE context in NG-RAN.
NOTE 7:	NG-RAN does only keep active MB Session Contexts, i.e. created during Session Start procedures.
NOTE 8:	The primary purpose of the MB Session Context in the AMF is for the AMF to be able to manage forwarding of Session Start messages to NG-RAN nodes where members of the group are camping and to initiate Group paging for CM-IDLE group members.
[bookmark: _Toc43297426][bookmark: _Toc43733124][bookmark: _Toc50192875][bookmark: _Toc50467020]6.2.2.2	Session Start
The Session Start procedure is used by the AF to activate an MB Session and start transmission of multicast/broadcast data. During the Session Start procedure, resources for the MB Session are setup in the MB-UPF and in the NG-RAN.
When the multicast transport is described below, source specific multicasting is assumed. That is, the parameter "LL MC address" is assumed to be accompanied by a "Source host address" parameter in the descriptions below.
This section assumes that 5MBS is supported by NG-RAN. For NG-RAN not supporting 5MBS, 5GC Individual MBS traffic delivery may be applied for the MBS session, please refer to section 6.2.2.2a.

[bookmark: _Hlk40971630]
Figure 6.2.2.2-1: Session Start
1.	The AF requests activation of an MB Session by sending an Activate MBS Bearer Request (TMGI, HL MC Address, Service Requirement) message to the NEF/MBSF. AF has allocated a Higher Layer IP Multicast Address (HL MC Address). Service Requirement for the MB Session may be included.
NOTE 1:	A combined TMGI allocation and Session start on an N33 API is assumed to use Allocate TMGI Request/Response + MB Session Start messages on the N29 interface.
2	The NEF/MBSF checks if the input parameters e.g. HL MC address are valid. NEF/MBSF sets the MB Session Context to active. NEF/MBSF sends a MB Session Start (TMGI, Service Requirement) message to the MB-SMF.
3.	MB-SMF sends the TMGI for the MB Session and the Service Requirement to the PCF. The PCF returns a 5G QoS Profile, which the MB-SMF uses as the 5G Authorized QoS Profile for the MB Session.
4.	MB-SMF sets up the N6 resources for the MB Session in the MB-UPF and the N3 resources for transport multicast tunnelling using the LL MC address allocated for the TMGI.
Editor's note:	Support of unicast transport on N3 is FFS.
	Optionally Media reception in MB-UPF is un-tunnelled, in which case the MB-SMF also provides the HL MC Address so that the MB-UPF can send IGMP/MLD join and receive the (un-tunnelled) IP Multicast Media stream.
	If N6 tunnelling is used, the MB-UPF allocates N6 tunnel information (e.g. UDP port and IP address) and returns to the MB-SMF. MB-SMF stores the received info in the MB Session Context.
5.	MB-SMF sets the MB Session Context to active and sends MB Session Start (TMGI, LL MC Address or Tunnel Info, 5G Authorized QoS Profile) messages to all AMFs that has earlier joined the MB Session.
	When the AMF receives the MB Session Start message, AMF sets its MB Session Context to active state. The AMF proceeds with step 6 and step 10 onwards in parallel.
NOTE 1: Tunnel info of MB-UPF is provided if point-to-point tunnel is required between the NG-RAN and MB-UPF.
Editor's note:It is FFS if Tunnel-Info can also be used to transport LL MC Address for multicast transport. This could be required if GTP-U is used.
6.	If the AMF has CM-IDLE UEs that have joined the MB Session (i.e. any CM-IDLE UE with the specific TMGI of a MB Session in stored in the UE Context of the AMF), the AMF performs group paging including the Group Paging Identity (TMGI) in the Paging message in the registration areas of the CM-IDLE UEs. The NG-RAN node triggers group paging.
Editor's note:	How to handle group paging and how to efficiently listen for both unicast paging and group paging etc. are to be studied by RAN WGs.
7-9.	UEs respond to the Group paging e.g. by sending UL NAS MB Session Join Request (TMGI) to AMF (see clause 6.2.2.1 step 6 to 8).
10.	The AMF sends a MB Session Resource Setup Request (TMGI, LL MC or Tunnel Info, 5G Authorized QoS Profile) message to all RAN nodes where CM CONNECTED UEs that has joined the TMGI resides. NG-RAN creates a MB Session Context (if it not already exists), sets it to 'active' state, stores the TMGI, the QoS Profile and a list of AMF IDs in the MB Session Context. If a NG RAN node receives multiple MB Session Resource Setup Request messages for the same TMGI (e.g. from several AMFs the NG-RAN is connected to) (and even if the LL MCs are different in the case of multiple MB-UPFs), NG-RAN stores each sender AMF ID in the MB Session Context, but only performs step 11 once (instead continues at step 12).
11.	The NG-RAN joins the multicast group (i.e. LL MC Address) and establishes PTM or PTP DL resources for the MB Session. If there are UEs in CM-Connected with RRC_INACTIVE state with the TMGI in their UE Contexts, NG-RAN performs the Network triggered transition from RRC_INACTIVE to RRC_CONNECTED procedure for those UEs (see TS 38.300 [10]).
Editor's note:Updates to text and/or figure to reflect that this step only relates to multicast transport are required.
12.	The NG-RAN reports successful establishment of the MB Session resources by sending MB Session Resource Setup Response (TMGI) message(s) to the AMF. NG-RAN provides its Tunnel Info if point-to-point tunnel is required between the NG-RAN and MB-UPF.
13.	The AMF sends MB Session Start Ack (TMGI) to the MB-SMF.
NOTE 2:	The AMF may send an Ack for each response it receives from NG-RAN nodes (e.g. useful for small MCPTT areas). That is, steps 13 to 15 may be repeated multiple times (once for each involved NG‑RAN node). The AMF may also use an upper limit for the number of Acks sent and fall-back to aggregated Acks if the number of RAN Acks go beyond the limit (to reduce signalling load). That is, collect status from all or a number of downstream nodes (with time out) and then make an aggregated report. An MCPTT server may want to start an MCPTT call (i.e. to transmit media) as soon as possible, e.g. already when a few members of a group can successfully receive the media. In such cases it is reasonable to be able to send intermediate and multiple acknowledgements to the AF.
14-15.	The MB-SMF sends the MB Session Start Ack (TMGI) message to the NEF/MBSF. N6 Tunnel info is included in the response if not already provided to the AF. The NEF/MBSF sends an Activate MBS Bearer Response including the N6 Tunnel Info to the AF.
16.	The MB Session is now active. The AF starts transmitting the DL media stream using the N6 Tunnel Info, or optionally un-tunnelled i.e. as an IP multicast stream using the HL MC address.
17.	The NG-RAN transmits the received DL media stream using DL PTM or PTP resources.
[bookmark: _Toc50192876][bookmark: _Toc50467021]6.2.2.2a	Session Start with NG-RAN not supporting 5MBS and 5GC Individual MBS traffic delivery applied to the MBS session
This section assumes NG-RAN does not support 5MBS, and the AMF decides to apply 5GC Individual MBS traffic delivery for the MBS session.

Figure 6.2.2.2a-1: Session Start with 5GC Individual MBS traffic delivery applied
1.	MBS session is started as in steps 1-5 in clause 6.2.2.2.
2.	Either step 2a or step 2b applies below:
2a.	This step applies if UE joins the MBS session before MBS session is started. The AMF determines that 5GC Individual MBS traffic delivery is to be applied as described in step 7a of clause 6.2.2.1.
2b.	This step applies if the UE joins the MBS session after the MBS session is started as in step 7 of clause 6.2.2.2 and the AMF determines that 5GC Individual MBS traffic delivery is to be applied.
3.	The AMF completes the MBS Session start procedure as in steps 13-15 of clause 6.2.2.2.
4. Two options (i.e. 4a and 4b) are described how the MBS data stream can be injected to the PSA UPF.
4a-1. AMF request the SMF to apply 5GC individual MBS traffic delivery by providing MB-UPF the LL MC and Source host address and the MBS QoS profile.
4a-2. SMF instructs the PSA-UPF to join the multicast tree of MB-UPF (like NG-RAN joining the multicast tree of MB-UPF). The PSA-UPF sends an IGMP/MLD Join unless this has already been done (e.g. for other UE).
OR
4b-1. AMF request the SMF to apply 5GC individual MBS traffic delivery by providing the MB-SMF info and MBS QoS profile.
4b-2. SMF request the PSA UPF to allocate tunnel for receiving MBS stream.
4b-3: SMF provides the allocated tunnel to MB-SMF;
4b-4: MB-SMF provides the UPF tunnel info to MB-UPF, and requests the MB-UPF to allocate the tunnel for replicated MBS stream;
4b-5. MB-SMF provides SMF the tunnel info of MB-UPF. The SMF then provides the tunnel info of MB-UPF to PSA UPF. Till now, the tunnel between PSA UPF and MB-UPF is established.
	Between PSA UPF and MB-UPF, only one tunnel for the replicated MBS stream is necessary.
5.	Depending on the MBS QoS profile, the SMF may trigger PDU Session modification to create additional QoS Flow for the MBS stream.
6.	MBS stream is sent to the MB-UPF.
7.	MBS stream is received by PSA-UPF and forwarded on PDU Session(s) as 5GC Individual MBS traffic delivery.
[bookmark: _Toc50192877][bookmark: _Toc50467022]6.2.2.2b	Session Join using user plane Join
Compared to Session Join using NAS signalling described in clauses 6.2.2.1 and 6.2.2.2, the difference is as follows:
-	UE establishes a PDU Session;
-	UE sends an IGMP/MLD JOIN in the user plane and the PSA-UPF detects it. It’s assumed that the SMF has provided proper packet detection rule based on PCC rule to detect the IGMP/MLD JOIN message.
-	When the PSA-UPF detects a UE join, it notifies the SMF which then forward the request to the AMF. The AMF then continues as in clause 6.2.2.1 and 6.2.2.2.
[bookmark: _Toc43297427][bookmark: _Toc43733125][bookmark: _Toc50192878][bookmark: _Toc50467023]6.2.2.3	MCPTT: New Group Call
This procedure is an example of the typical sequence when a new Mission Critical Puch-To-Talk call is established. It includes group affiliation and session announcement using application level signalling, TMGI allocation, first UE joining the group call, and the start of MBS session media transmission by the application server (AF). Transport Only mode is used as an example in the flows.


Figure 6.2.2.3-1: MCPTT: New Group Call
1-8.	The upper part steps 1 to 8 corresponds to the steps in the Session Join procedure clause 6.2.2.1.
1-17.	The bottom part steps 1 to 17 corresponds to the steps in the Session Start procedure clause 6.2.2.2.
[bookmark: _Toc43297428][bookmark: _Toc43733126][bookmark: _Toc50192879][bookmark: _Toc50467024][bookmark: _Toc31011427][bookmark: _Toc20473561]6.2.2.4	MCPTT: Ongoing Group Call
This procedure shows two figures, the first in figure 6.2.2.4-1 shows the second (or subsequent) UE in a cell joining an ongoing group call. That is, when another UE in the cell has already joined the same group call. This is probably the most common sequence for mission critical group calls. The second figure in 6.2.2.4-2 shows the sequence for the first UE in a cell, i.e. when the MB Session resources has to be established in the cell before reception can commence. This requires slightly more signalling, but is probably a bit less frequent than the first for normal group calls.
See also the Session Join and Session Start procedures in clauses 6.2.2.1 and 6.2.2.2.


Figure 6.2.2.4-1: MCPTT: Ongoing Group Call – Second UE in a cell
0.	A PTM or PTP transmission of media is ongoing to other UE in the cell.
1.	The new UE indicates its interest to join the MB Session by sending an UL NAS MB Session Join Request (TMGI) message. The AMF stores the TMGI in its UE Context.
2.	If the AMF does not already have a MB Session Context for the received TMGI (the first UE in the cell for this group may be served by a different AMF), the AMF selects an MB SMF for the TMGI by querying the NRF. A MB Session Request (TMGI, AMF ID) message is sent to the MB SMF to announce the AMF's interest in the MB Session. When the MB-SMF has returned a MB Session Response (active) message, the AMF creates a MB Session Context in 'active' state for the TMGI.
3.	The AMF stores the TMGI and the NG RAN ID of the originating node of the N2 message in step 6 in the AMF MB Session Context. The AMF creates a DL NAS MB Session Join Response () message and piggy backs that on an N2 MB Session Join (NGAP ID, TMGI) message. The NG-RAN stores the TMGI in the UE context in NG RAN.
4.	NG-RAN determines that it has an MB Session Context in active state for the TMGI. Therefore NG-RAN establishes PTM or PTP DL resources for the UE.
5.	The transmission of the DL media stream to the UE commences.


Figure 6.2.2.4-2: MCPTT: Ongoing Group Call – First UE in a cell
0-3.	Corresponds to step 0-3 in figure 6.2.2.4-1.
4.	When the NG-RAN has received the N2: MB Session Join (NGAP ID, TMGI) message, the NG-RAN determines that it does not have any MB Session Context (in active state) for the TMGI. However, after having sent the N2 MB Session Join message to NG-RAN, the AMF determines that the MB Session is in active state and that AMF has not already requested NG-RAN to setup resources for the MB Session. Therefore, AMF sends an MB Session Resource Setup Request (TMGI, LL MC, 5G Authorized QoS Profile) message to the NG-RAN node. If a NG RAN node receives multiple MB Session Resource Setup Request messages for the same TMGI (e.g. for an MB Session Context in active state), the NG-RAN only performs the resource setup once.
5-6.	Corresponds to step 11 & 12 in Session Start procedure in clause 6.2.2.2.
NOTE:	After step 6, the AMF does not send any MB Session Start Ack to MB-SMF (like in clause 6.2.2.2).
7.	Corresponds to step 17 in Session Start procedure in clause 6.2.2.2.
[bookmark: _Toc43297429][bookmark: _Toc43733127][bookmark: _Toc50192880][bookmark: _Toc50467025]6.2.2.5	Session Leave
The Session Join procedure is used by UEs to inform the 3GPP network that the UE interest in an MB Session has ceased. During the Session Leave procedure, the distribution area of the multicast session is adjusted if needed. This enables a dynamic and efficient use of radio resources.


Figure 6.2.2.5-1: Session Leave
0.	Potential decision on application level for UE to leave the group.
1.	There may be a media stream before the UE has left. UE receives the media by PTM or PTP.
2.	The UE sends a UL NAS MB Session Leave Request (TMGI) message to the AMF. The AMF removes the TMGI from the UE Context.
3.	The AMF creates a DL NAS MB Session Leave Response () message and piggy backs that on an N2 MB Session Leave (NGAP ID, TMGI) message. The NG-RAN removes the TMGI from the UE context in NG-RAN.
4.	The NG-RAN adjusts the PTM/PTP transmission if necessary.
5.	If this UE is the last UE in this NG-RAN using the MB Session (i.e. the TMGI not stored in any more UE Context in the NG-RAN node), the NG-RAN sends a Leave message (LL MC Address) to stop the media stream to this NG-RAN node and then deletes the MB Session Context.
6.	If this UE is the last UE in this AMF being part of the MB Session, the AMF sends an MB Session Release Request (TMGI, AMF ID) to the MB-SMF, for AMF to unsubscribe to the MB Session. The MB-SMF removes the AMF in the MB-SMF MB Session Context.
	If 5GC Individual MBS traffic delivery is applied for the UE, the AMF informs the SMF that 5GC Individual MBS traffic delivery for the MBS Session shall be stopped on the PDU Session. The SMF instructs the PSA-UPF to stop forwarding the MBS data stream onto the PDU Session. If this is the last UE for which 5GC Individual MBS traffic delivery was applied in the PSA-UPF, the SMF also instructs the PSA-UPF to leave the multicast tree of the MB-UPF.
7.	The MB-SMF sends an MB Session Release Response message to the AMF. AMF deletes its MB Session Context.
[bookmark: _Toc43297430][bookmark: _Toc43733128][bookmark: _Toc50192881][bookmark: _Toc50467026]6.2.2.6	Session Stop
The Session Stop is used to stop media delivery for a MB Session i.e. to all UEs in a group defined by a TMGI. Afterwards the MB Session will still remain, and the Session can later be restarted again with limited amount of signalling. The resources in the NG-RAN are however released and the NG-RAN MB Session Context is deleted. The MB Session Context in AMF, MB-SMF and NEF/MBSF are kept but set to inactive state. This preserves the MBS distribution tree, and reduces the response time to restart the MB Session if needed. The Session Stop procedure is intended for MB Sessions in active state, using it on an inactive MB Session does not change anything.


Figure 6.2.2.6-1: Session Stop
0.	Decision on application level for the Session to be stopped.
1.	The AF may stop the media stream before sending the Deactivate MBS Bearer Request (TMGI) message to the 3GPP network.
2.	The AF sends a Deactivate MBS Bearer Request (TMGI) message to the NEF/MBSF.
3.	The NEF/MBSF sends a MB Session Stop Request (TMGI) message to the MB-SMF(s) that has been involved in the MB Session. The NEF/MBSF sets its MB Session Context to inactive state.
4.	MB-SMF sends a MB Session Stop Request (TMGI) message to the AMF(s) that has been involved in the MB Session. The MB-SMF sets its MB Session Context to inactive state. The N6 Tunnel is kept.
5.	The AMF sends a MB Session Resource Release Request (TMGI) message to all RAN nodes where CM CONNECTED UEs that has joined the TMGI resides. If a NG RAN node receives multiple MB Session Resource Release Request messages for the same TMGI (e.g. from several AMFs the NG-RAN is connected to), NG-RAN only performs step 6 once. The AMF sets its MB Session Context to inactive state.
6.	The NG-RAN stops the PTM/PTP transmission. The NG-RAN sends a Leave message (LL MC Address) to stop the media stream to this NG-RAN node. NG-RAN deletes its MB Session Context.
7.	The NG-RAN reports successful release of resources for the MB Session by sending MB Session Resource Release Response (TMGI) message(s) to the AMF(s).
8.	The AMF sends MB Session Stop Response (TMGI) to the MB-SMF.
NOTE:	The AMF may send a response message for each response it receives from NG-RAN nodes (e.g. useful for small MCPTT areas). That is, steps 8 to 10 may be repeated multiple times (once for each involved NG RAN node). The AMF may also use an upper limit for the number of Responses sent and fall-back to aggregated responses if # RAN responses go beyond the limit (to reduce signalling load). That is, collect status from all or a number of downstream nodes (with time out) and then make an aggregated report.
If 5GC Individual MBS traffic delivery is applied for any UE in the AMF, the AMF informs the SMF that MBS Session is stopped. The SMF instructs the PSA-UPF to stop forwarding the MBS data stream onto any PDU Session and to leave the multicast tree of the MB-UPF.
9.	The MB-SMF sends the MB Session Stop Response (TMGI) message to the NEF/MBSF.
10.	The NEF/MBSF sends a Deactivate MBS Bearer Response (TMGI) to the AF.
[bookmark: _Toc43297431][bookmark: _Toc43733129][bookmark: _Toc50192882][bookmark: _Toc50467027]6.2.2.7	Session Delete
The Session Delete is used to stop media delivery for a MB Session and to delete all resources including MB Session Contexts in NG-RAN and in 5GC for the MB Session. The MB Session Contexts are deleted from all nodes, the distribution tree removed and the TMGI is deallocated. The MB Session cannot be restarted (i.e. using the Session Start procedure). The Session Delete procedure can be used both on active (ongoing) Sessions and on inactive (stopped) Sessions.


Figure 6.2.2.7-1: Session Delete
0.	Decision on application level to dissolve a group and deallocate the group TMGI.
1.	The AF sends a Deallocate TMGI Request (TMGI) message to the NEF/MBSF.
2.	The NEF/MBSF sends a Deallocate TMGI Request (TMGI) message to the MB-SMF(s) that has been involved in the MB Session. If it was MBSF that made the TMGI allocation, MBMS releases the TMGI, otherwise MB SMF releases the TMGI. The NEF/MBSF sets its MB Session Context to deleted state (for delayed deletion to when procedure ought to be terminated).
3.-4.	MB-SMF request the MB-UPF to release the resources allocated for the MB Session (e.g. designated by the TMGI), including the N6 tunnel. The MB-UPF responds to the MB-SMF when resources are released.
5.	MB-SMF sends a MB Session Delete Request (TMGI) message to the AMF(s) that has been involved in the MB Session. The MB-SMF sets its MB Session Context to deleted state.
6.	If the MB Session is still ongoing (i.e. if the MB Session Context in the AMF is still in active state), the AMF sends a MB Session Resource Release Request (TMGI) message to all RAN nodes where CM CONNECTED UEs that has joined the TMGI resides. If a NG RAN node receives multiple MB Session Resource Release Request messages for the same TMGI (e.g. from several AMFs the NG-RAN is connected to), NG-RAN only performs step 7 once.
	The AMF sets its MB Session Context to deleted state.
	If the MB Session is not ongoing (i.e., if the MB Session Context in the AMF is in inactive state), the procedure skips steps 6 to 8 and the AMF continues with step 9.
7.	The NG-RAN stops the PTM/PTP transmission. The NG-RAN sends a Leave message (LL MC Address) to stop the media stream to this NG-RAN node. NG-RAN deletes its MB Session Context.
8.	The NG-RAN reports successful release of resources for the MB Session by sending MB Session Resource Release Response (TMGI) message(s) to the AMF(s).
9.	The AMF sends MB Session Delete Response (TMGI) to the MB-SMF.
NOTE:	The AMF may send a response message for each response it receives from NG-RAN nodes (e.g. useful for small MCPTT areas). That is, steps 9 to 11 may be repeated multiple times (once for each involved NG RAN node). The AMF may also use an upper limit for the number of Responses sent and fall-back to aggregated responses if # RAN responses go beyond the limit (to reduce signalling load). That is, collect status from all or a number of downstream nodes (with time out) and then make an aggregated report.
If 5GC Individual MBS traffic delivery is applied for any UE in the AMF, the AMF informs the SMF that MBS Session is deleted. The SMF instructs the PSA-UPF to stop forwarding the MBS data stream onto any PDU Session and to leave the multicast tree of the MB-UPF.
10.	The MB-SMF sends the Deallocate TMGI Response (TMGI) message to the NEF/MBSF.
11.	The NEF/MBSF sends a Deallocate TMGI Response (TMGI) to the AF.
[bookmark: _Toc31011428][bookmark: _Toc43297432][bookmark: _Toc43733130][bookmark: _Toc50192883][bookmark: _Toc50467028]6.2.3	Impacts on services, entities and interfaces
UE:
-	Reception of multicast data using PTM /PTP in RRC Connected.
-	MBS control client which can exchange Session Join, and Session Leave messages.
NG-RAN:
-	Support for MB Sessions and MBS related signalling on N2 with AMF and on N3 with UPF.
-	Transmission of multicast data using PTM /PTP in RRC Connected.
AMF:
-	MBS control function which can maintain the MBS signalling tree and control MBS resources in NG-RAN.
-	Support selection of SMFs that have MBS capabilities using NRF.
-	AMF become aware of the NG-RAN’s 5MBS capability if there is no homogenous support of 5MBS in NG-RANs;
-	When NG-RAN does not support 5MBS, AMF determines if 5GC individual delivery will be applied taking the information from the Application into consideration. For 5GC Individual MBS traffic delivery, the AMF interacts with SMF of PDU Session so that the PSA‑UPF can start/stop receiving 5MBS data from MB-UPF.
SMF:
-	MBS control function which can maintain the MBS signalling tree and respond to session requests from the NEF/MBSF, PCF and AF including allocation of TMGIs.
-	Optionally support deployments with SMFs dedicated to MBS services.
-	For 5GC Individual MBS traffic delivery, the SMF (for PDU Session) handles the request from AMF to receive 5MBS data from MB-UPF.
NEF:
-	MBS control function (i.e. MBSF) which can maintain the MBS signalling tree and respond to session requests from the AF.
-	Support selection of SMFs that have MBS capabilities and registering selected SMF for an MB Session in NRF.
UPF:
-	MBS user plane function with southbound IP Multicast tunnelling/transport interface and northbound interface with N6 tunnelling of MBS DL media streams.
-	On N3 interface, IP Multicast routing protocol for receiving IGMP/MLD join/leave to the multicast transport IP address ("LL MC").
-	Support MBS operations on the N4 interface for MB Session setup and release. 
-	For 5GC Individual MBS traffic delivery, the (PSA-)UPF is requested by SMF to forward MBS data stream onto PDU Session and to join or leave the MC tree of the (MB-)UPF source host.
PCF:
-	MBS control function with 5G QoS Profiles for MB Sessions.
GCS Server:
-	Support for using the NEF/MBSF API. The API should be largely equivalent as the eMBMS BM-SC API, but with some 5G enhancements.
N6:
-	Support for N6 tunnelling for AF to UPF transmission of DL MBS media. Support for N6 IP Multicast in the un-tunnelled ditto.
[bookmark: _Toc31011429][bookmark: _Toc43297433][bookmark: _Toc43733131][bookmark: _Toc50192884][bookmark: _Toc50467029]6.3	Solution #3: Integrated Multicast and Unicast Transport
[bookmark: _Toc31011430][bookmark: _Toc43297434][bookmark: _Toc43733132][bookmark: _Toc50192885][bookmark: _Toc50467030]6.3.1	Functional Description
[bookmark: _Toc31011431][bookmark: _Toc43297435][bookmark: _Toc43733133][bookmark: _Toc50192886][bookmark: _Toc50467031]6.3.1.1	System Architecture
This solution addresses Key Issue 1 and proposes a system architecture that reuses as much as possible the system architecture and procedures of current 5GS unicast system architecture. The architecture functional entities are described in clause A.1 "5G MBS system architecture based on unicast 5GC". This solution also addresses some aspects of Key Issue 4.
[bookmark: _Toc31011432][bookmark: _Toc43297436][bookmark: _Toc43733134][bookmark: _Toc50192887][bookmark: _Toc50467032]6.3.1.2	Multicast Session Context and Multicast flow characteristics
The proposed multicast communication service session management is an extension of the existing solution for IPTV in TS 23.316 [7].
The Multicast Session context is identified by a Multicast Session context ID and is used to represent information about the group of UEs receiving Multicast flows with the same Multicast Session context ID. Multicast flows represents QoS flows within a Multicast Session context.
In the case of IP PDU session type, the Multicast session context ID represents one IP multicast group address (i.e. any source multicast or source specific multicast). The packet filters for all Multicast flows within the Multicast context shall have the same destination and, in the case of source specific multicast, also source IP addresses. The default Multicast flow shall allow for any source and destination ports and any protocols. An AF may request the PCF/NEF to create policies for Multicast flows within the Multicast Session context to meet the needs of application service flows that use different ports and protocols.


NOTE:	There may QOS flows unrelated to multicast data. The default QoS flow may be used to transport multicast data and data unrelated to multicast.

Figure 6.3.1.2-1: Multicast Session Context, UE group and Multicast flow model
On N3 or MB-N3, the Multicast flows within one Multicast Session context use the same shared tunnel.
At the NG-RAN, the Multicast flow identifier maps to radio bearer. If the QoS characteristics of Multicast flows allow, NG-RAN can also map several Multicast flows within a Multicast Session context to one radio bearer. The characteristics of the radio bearer depends on RAN decision on whether to deliver the Multicast flow content via unicast or point-to-multipoint (PTM) transmission.
The 5G QoS model is extended to support Multicast flow. At Session Management level for a particular UE the Multicast session context may exist in association with at least one PDU session, and can be set-up during the PDU session establishment or modification procedure. It may be modified at any point via PDU session modification procedure.
NOTE:	The Multicast session context is common to all UEs configured with the Multicast session context, but the associated PDU session context is specific to each UE.
The Multicast context ID and Multicast flow ID are assigned by the SMF. The SMF provides the Multicast flow information (packet filters, etc.) to the UPF.
If point-to-point (PTP) tunnelling is used in N3, the SMF provides RAN with Multicast context ID, Multicast flows and associated QoS information. The RAN responds with downlink tunnel information for the Multicast context. The SMF configures UPF with Multicast flows, associated QoS information and the downlink tunnel information.
If point-to-multipoint tunnelling is used (MB-N3), the SMF provides the UPF with MB-N3 tunnelling information. The SMF provides Multicast context ID, Multicast flows and associated QoS information and MB-N3 tunnel information to the RAN.
Point-to-point and point-to-multipoint tunnelling on N3/N9 have both their merit. Point-to-point tunnelling provides more freedom in regard to the deployment of UPF(s) and RAN (e.g. CU-UP) because the infrastructure interconnecting these elements of 5G system does not need to support multicast routing. On the other hand, point-to-multipoint tunnelling on N3/N9 can me more resource efficient if the same content is delivered to a larger number of RAN nodes. Noting that the user plane configuration is slightly different depending on whether N3/N9 uses point-to-point (unicast) or point-to-multipoint (multicast) tunnelling, it seems anyway beneficial at the cost of additional standardization and implementation efforts to support both point-to-point and point-to-multipoint tunnelling on N3/N9 by the specification which allows to meet requirements of different deployments.
Figure 6.3.1.2-2 depicts the user plane path for a Multicast flow.


Figure 6.3.1.2-2: Multicast context / multicast flow user plane model
When multicast transport is established, there is no need for unicast transport from the AF. In AS, when RAN decides to switch to PTM transmission, the DRB previously allocated to the QoS Flow is not used anymore.
An UPF, based on configuration received from SMF, identifies a packet as belonging to a Multicast flow, in which case it delivers it to one or multiple RAN nodes via a shared tunnel identified by a shared TEID associated with the Multicast session context to which the Multicast flow belongs to.
The AN delivers download data for the Multicast flow via PTM or PTP over the air.
Each Multicast session context is managed by one MB-SMF that may be different from the SMF controlling the PDU session of a user within the multicast group. The identification of the MB-SMF handling Multicast session is stored in the UDR as part of multicast group context information.
User plane establishment for a multicast group between the RAN node and the ingress node is not required each time a user of the RAN node is added to a multicast group. The user plane between the ingress node and the RAN node only needs to be added when the first users served by the RAN node joins the multicast group (of a user within the multiplex group is handed over to the RAN node). The user plane between the ingress node and the RAN node only needs to be terminated when the last users served by the RAN node leaves the multicast group, terminates the PDU session, or is handed over to another RAN node.
For each specific UE, the based on operator policy the SMF may configures the associated unicast PDU session information, which can be used to transport the multicast data to the UE. The SMF generates the unicast QoS flow(s) matching the multicast flow(s) for unicast fall-back when the UE requests to join the multicast group. This unicast QoS flow(s) within the unicast PDU Session will be used e.g. in the case of mobility to NG RAN node not supporting 5G MBS, or when a UE does not support receiving multicast data over the radio according to 5MBS. Such unicast QoS flow(s) could be the dedicated QoS flow(s). The SMF generates unicast QoS flows matching the multicast flows within the unicast PDU session. The unicast QoS flows is not assumed to be used when NG RAN and UE supports 5G MBS; to avoid a resource reservation for those unicast QoS flows, the association between multicast QoS flows and the corresponding unicast QoS flows is indicated towards the RAN.	Comment by LiMeng, Rapporteur: 
NOTE:	RAN coordination may be required to verify the proposed solution for not using the above unicast QoS Flows when NG RAN and UE support 5G MBS, and for reserve resource when they are used.
[bookmark: _Toc31011433][bookmark: _Toc43297437][bookmark: _Toc43733135][bookmark: _Toc50192888][bookmark: _Toc50467033]6.3.2	Procedures
[bookmark: _Toc31011434][bookmark: _Toc43297438][bookmark: _Toc43733136][bookmark: _Toc50192889][bookmark: _Toc50467034]6.3.2.1	Multicast context and Multicast flow setup/modification via PDU Session Modification procedure
The Multicast context and Multicast flow setup/modification uses an enhanced PDU session modification procedure for unicast traffic defined in TS 23.502 [8].



Figure 6.3.2.1-1: PDU Session modification for multicast
Editor's note:	Option A and B are only introduced temporarily, and a single solution should be selected, possibly as a combination of both. The following questions should be considered:
1. Whether to use dedicated unicast QoS flows corresponding to multicast flows for unicast fall-back?
2. Whether to signal Multicast QCI and related traffic filters to the UE as part of the SM?
3. Is support of Unicast Fall-back optional or mandatory?
4. Whether to always include Unicast QCIs related to Multicast flows at least when unicast fall-back is supported (to prepare for a handover and cases where RAN does not support multicast)?
5. How to Make the RAN aware of Multicast QoS requirements?
6. When to set up a multicast distribution between SMF1 and SMF2 and configure UPF1?
7. How to make SMF1 aware of QoS requirements for multicast?: (A) via the request to establish the multicast distribution tree (B) via dedicated request to SMF2, (C) stored in UDR and retrieved by SMF1 within the Multicast context, (D) via PCC.
8. How does the RAN node request multicast distribution from SMF2?
1.	The content provider may send a request to register and reserve resources for a multicast group to the NEF and communicate the related multicast address as detailed in clause 6.3.2.2.2.
	The content provider may invoke the services provided by the NEF to provision the multicast information. The multicast information is used to identify (e.g., IP Address of multicast data) and reserve resources for the multicast. The NEF selects MB-SMF2 controlling an MB-UPF2 serving as ingress point for the multicast data and creates a multicast context and stores related information including the SMF ID in the UDR. The MB-SMF2 may request the or MB-UPF2 mayto allocate an IP address and Port for ingress multicast traffic, which is then provided to the content provider via NEF.
NOTE 1:	The request to reserve resources for the corresponding multicast session is optional and can be replaced by configured data based on commercial agreements. If IP multicast is used in the external network, the content provider does not require information where to send the multicast data.
NOTE 2:	SMF1 and MB-SMF2 can be identical.
[bookmark: _Hlk42440183]2.	The UE registers in the PLMN (see clause 4.2.2.2 of TS 23.502 [8]) and request the establishment of a PDU session (see clause 4.3.2.2 of TS 23.502 [8]). The UE also indicates its capability to receive multicast data over the radio.  The AMF obtains information from the UDM whether the UE can join multicast sessions as part of the SMF Selection Subscription data. If so, for direct discovery, the AMF selects an SMF1 capable of handling multicast sessions based on locally configured data or a corresponding SMF capability stored in the NRF and also indicates the UE's capability to receive multicast data over the radio to the SMF.
3.	The content provider announces the availability of multicast using higher layers (e.g., application layer). The announcement includes at least the multicast address of a multicast group that UE can join.
4.	Alternative 1: user plane signalling (can also be used with a legacy UE not supporting the capability to receive multicast data over the radio):
4a.	The UE joins the multicast group.
4b.	The UPF is a multicast capable router. The reception of the join message triggers the UPF to notify the SMF1. The UPF can be optimized to send the notification only when the UE's status in with regard to number of the multicast group thes UE has joined changes, i.e., when the UE joins or leaves a group. The SMF initiates PDU session modification procedure upon the reception of the notification from the UPF.
5.	Alternative 2: control plane signalling:
5a.	The UE sends the PDU Session Establishment/Modification Request either upon a request from higher layers or upon a detection by lower layers of UE joining a multicast group (i.e., detection of IGMP or MLR and detection of the change of content of these messages). The PDU Session Modification Request shall include information about multicast group, which UE wants to join, such as multicast addresses listed in the IGMP and MLR messages. This information is needed for configuration of the UPF with appropriate packet filters.
5b.	The AMF invokes Nsmf_PDUSession_UpdateSMContext (SM Context ID, N1 SM container (PDU Session Modification Request with the multicast information)).
6.	If SMF1 has no information about the multicast context for the indicated multicast group, SMF1 checks at the UDR whether a multicast context for the multicast group (address) exists in the system. If the multicast context for the multicast group does not exist, then SMF1 creates it when the first UE joins the multicast group, stores the multicast context including itself as multicast controlling SMF in the UDR, and configures an the UPF to handle the multicast data distribution (SMF1 and MB-SMF2, and UPF1 and MB-UPF2 in this flow are then identical). If it is the first UE joining the multicast group, the MB-UPF may also have to join the multicast tree towards the content provider; the MB-SMF should request the MB-UPF to join the multicast tree when configuring the MB-UPF, see e.g. Step 13 15 and 2326. If a multicast context already exists in the UDR, the SMF1 retrieves the related information, including information related to MB-SMF2 controlling the multicast ingress point.
7-8.NOTE 3:	If option A is used, If SMF has no information about the multicast context for the indicated multicast group, SMF1 further interacts with MB SMF2 for e.g., receiving to retrieve QoS information of the multicast QoS flow(s).
If the UE supports the reception of multicast data and RAN supports MBS, steps 9 to 22 apply
79.	SMF1 requests the AMF to transfer a message to the RAN node using the Namf_N1N2MessageTransfer service (N2 SM information (PDU Session ID, Multicast Context ID, MB-SMF ID, multicast QoS flow information), N1 SM container (PDU Session Modification Command (PDU Session ID, multicast information ([Multicast Context ID, multicast QoS flow information], multicast address)) to
-	create a multicast context in the RAN, if it does not exist already; and
-	inform about the relation between the multicast context and the UE's PDU session.
NOTE 4:	If option A is used, tBased on operator policy, if the SMF is configured to prepare for unicast fall-back, the SMF1 further 1) maps the received QoS information of the multicast QoS flow into unicast QoS flow information of the PDU Session, and includes the information of the unicast QoS flows and the information about the association between those unicast QoS flows and the multicast QoS flows in the N2 SM information., 2) If dedicated unicast QoS flows are required, the information includes the one includes about those dedicatedthe unicast QoS flows information associating to multicast QoS flow, QoS flow information of multicast, association between the unicast QoS flow and multicast QoS flow in the N2 SM information. SMF also includes information about those unicast QoS flows , and 3) includes Unicast information (i.e., QoS rules for Unicast flows) in the N1 SM container. If option B is used, the SMF2 ID is included in N2 SM information.
	If the UE does not support the reception of multicast data, the PDU Session Modification Command does not include multicast information, and the N2 SM information does not include Multicast Context ID and related multicast QoS flow information.
810.	The N2 session modification request is sent to the RAN. The request is sent in the UE context using the PDU Session Resource Modify Request message enhanced with multicast related information, which includes a multicast group identity (e.g., multicast address), Multicast Session context ID, and multicast flow information such as multicast QoS Flow ID and associating QoS information. The RAN uses the multicast group identity to determine that the session modification procedures of two or more UEs corresponds to one multicast group. In other words, the RAN learns what UEs are receiving the same multicast data from the multicast group identity. When the RAN receives a session modification request for previously unknown multicast group identity, the RAN configures resources to serve this multicast group.
911.	The N1 SM container (PDU Session Modification Command) is provided to the UE.
Editor's note:	For option B, how the QoS information is sent to UE in step 9 is FFS.
1012.	The RAN performs the necessary access network resource modification such as configuration of PTP or PTM bearers. RAN node checks whether the user plane for the multicast group/context distribution is already established towards the RAN node. If RAN supports MBS, RAN configures the UE for receiving the multicast data via multicast session.
NOTE 53:	The details of access network resource modification should be studied in the RAN WGs.
If RAN supports MBS, and if no user plane for multicast group distribution is established towards the RAN node, steps 1113  to 15 17are executed.
The following steps describe option A and B respectively:
OPTION A (from step 11a to step 15a: RAN communicates with SMF1, SMF1 further interacts with SMF2):
11a.	RAN node signals the session modification response towards AMF including the multicast distribution request for the user plane establishment [Multicast context/group ID]. If the RAN node is configured to use a unicast tunnel for multicast distribution sessions, it allocates a downlink tunnel ID (an IP address and a GTP-U TEID) for the reception of the multicast distribution session and indicates the downlink tunnel information in the request.
12a.	AMF forwards the request towards the SMF1 via the Nsmf_PDUSession_UpdateSMContext service. If RAN supports MBS, the N2 SM message sent from RAN to SMF1 indicates successful configuration of multicast session for the UE, and steps 18 to 21 apply, otherwise, steps 22 to 34 apply.
Step 13-15 only apply for the case where RAN needs to establish the shared tunnel (if not existing yet) with UPF2.
13a.	SMF1 further forwards the multicast distribution request to SMF2
14a.	For unicast transport of the multicast distribution session, SMF2 configures UPF2 to transmit the data of multicast distribution session towards RAN (using the received IP address and a GTP-U TEID of the RAN).
15a.	SMF2 sends a multicast distribution session response to SMF1.
Editor's note:	For option A, how to provide a multicast transport address from SMF2 to RAN is FFS.
OPTION B (from step 11b to step 17b: RAN communicates with SMF2, no interaction between SMF1 and SMF2):
11b13.	RAN nodes selects the AMF to reach MB-SMF2 and signals a request towards AMF [MB-SMFSMF2 ID, Multicast context/group ID]. If the RAN node is configured to use a unicast transport for multicast distribution sessions, it allocates a downlink tunnel ID (an IP address and a GTP-U TEID) for the reception of the multicast distribution session and indicates the downlink tunnel information in the request.
12b14.	AMF forwards the request towards the MB-SMFSMF2
13b15.	For unicast transport of the multicast distribution session, MB-SMFSMF2 configures MB-UPF2 to transmit the multicast distribution session towards RAN (using the received IP address and a GTP-U TEID).
14b16.	MB-SMFSMF2 sends a multicast distribution session response to AMF. It indicates QoS rule(s) for Multicast flows. For multicast transport of the multicast distribution, it also indicates in the downlink tunnel information the transport multicast address for the multicast session.
15b17.	AMF forwards multicast distribution session response to RAN node.
16b18.	The RAN sends the session modification response modification response, which does not include the unicast tunnel informationthat may include downlink tunnel information, see step 6.
17b19.	The AMF transfers the possible downlink tunnel information session modification response received in step 189 to the SMF. The SMF stores the information about the multicast distribution session towards the RAN node serving the UE and the possible received downlink tunnel information if it did not previously store that information when handling a multicast service request of another UE served by the same RAN node. The SMF determines that the shared tunnel is used for multicast picket transferring and the interaction with UPF is not needed.
2018.	MB-UPF2 receives multicast PDUs.
2119.	MB-UPF2 sends multicast PDUs in the N3/N9 tunnel associated to the multicast distribution session to the RAN. If a shared tunnel is used, tThere is only one tunnel per multicast distribution session and RAN node, i.e., all associated PDU sessions share this tunnel.
220.	The RAN selects PTM or PTP radio bearers to deliver the multicast PDUs to UEs that joined the multicast group.
231.	The RAN performs the transmission using the selected bearer.
If the UE does not support the reception of multicast data and/or if RAN does not support MBS, steps 22 24to 34 37 apply
If user plane for multicast group distribution is not yet established towards the SMF, steps 24 to 27 are executed.
2224.	If unicast transport for the multicast data between UPF and MB-UPF is to be used, SMF request UPF to allocate a downlink tunnel endpoint (an IP address and a GTP-U TEID).SMF1 configures UPF1 to forward the data within unicast transport. SMF1 signals a request for the user plane establishment multicast session distribution towards MB-SMF2 [Multicast context/group ID, downlink tunnel info]. If the SMF1 is configured to use a unicast transport for multicast distribution sessions, SMF1 or UPF1 allocate a downlink tunnel (an IP address and a GTP-U TEID) for the reception of the multicast distribution session and SMF1 indicates the downlink tunnel information in the request.
2326.	For unicast transport of the multicast distribution session, MB-SMF2 configures MB-UPF2 to transmit the multicast distribution session towards UPF1 (using the received IP address and a GTP-U TEID).
2427.	MB-SMF2 sends a multicast distribution session response to SMF1. For multicast transport of the multicast distribution, it also indicates in the downlink tunnel information the transport multicast address for the multicast session.
NOTE 4: steps 24 to 27 can also be triggered after the step 33, i.e. when the SMF determines that RAN does not support MBS.	Comment by LiMeng, Rapporteur: 
NOTE 6:	If option B is adopted, the SMF2 will further indicate QoS rule(s) for Multicast flows to SMF1.
The following step 25 to 30 are used for Option B only.
2528.	SMF1 configures UPF1 to receive the multicast distribution session and forward the data within unicast transport.
If SMF1 decides to establish dedicated QoS flow for the unicast transfer of the multicast data, steps 2629 to 3033 apply.
2629.	The SMF1 derives the QoS Rules for the unicast transfer of multicast data based on QoS parameters for multicast transmission received in step 24. SMF1 maps the multicast QFI to a unicast QFI of the PDU Session; other QoS parameters of unicast QoS Rules are same as the one for multicast transmission. The SMF1 requests the AMF to transfer a message to the RAN node using the Namf_N1N2MessageTransfer service (N1 SM container (PDU Session Modification Command (PDU Session ID, unicast QoS rule(s)).
2730	The N2 session modification request is sent to the RAN.
2831. The N1 SM container (PDU Session Modification Command) is provided to the UE.
2932.	The RAN sends the session modification response.
3033.	The AMF transfers the session modification response received in step 29 to the SMF1 via the Nsmf_PDUSession_UpdateSMContext service.
3134.	MB-UPF2 receives multicast PDUs.
3235.	MB-UPF2 sends multicast PDUs in the N3/N9 tunnel associated to the multicast distribution session to UPF1. There is only one tunnel per multicast distribution session and destination UPF, i.e., all associated PDU sessions share this tunnel.
3336.	UPF1 forwards the multicast data via unicast.
3437.	The RAN forwards the multicast data via unicast.
[bookmark: _Toc43297439][bookmark: _Toc43733137][bookmark: _Toc50192890][bookmark: _Toc50467035]6.3.2.2	Multicast group configuration
[bookmark: _Toc43297440][bookmark: _Toc43733138][bookmark: _Toc50192891][bookmark: _Toc50467036]6.3.2.2.1	General
Configuration of a multicast group in the 5GC can occur:
-	when the first UE joins the multicast group;
-	based on static configuration;
-	Triggered by an AF request via the NEF.
At service layer, the MSF can manage an MBS service, and apply related NEF procedures to configure a multicast group.
[bookmark: _Toc43297441][bookmark: _Toc43733139][bookmark: _Toc50192892][bookmark: _Toc50467037]6.3.2.2.2	Initial Multicast group configuration via NEF



Figure 6.3.2.2.2-1: Initial Multicast group configuration via NEF
1.	AF of content provider may register at NEF that it provides contents for a multicast group (identified by multicast group ID which may be IP multicast address). Multicast information may further include media type information (e.g., audio, video…), QoS requirements, UE authorization information, service area identifying the service scope, and start and end time of MBS. The AF may also request the allocation of an ingress transport address where to send tunnelled multicast data.
2.	NEF checks authorization of content provider. NEF selects MB-SMF2 as ingress control node, possibly based on location area.
3,4.	NEF requests storage of multicast session context at UDR and provides multicast group ID, and selected MB-SMF ID2.
5.	The NEF may interact with the PCF by triggering a Npcf_PolicyAuthorization_Create request and provides Multicast group ID, AF Identifier, and the QoS requirements.
6.	The PCF determines whether the request is authorized and notifies the NEF if the request is not authorized.
	If the request is authorized, the PCF derives the required QoS parameters based on the information provided by the NEF and determines whether this QoS is allowed (according to the PCF configuration for this AF), and notifies the result to the NEF.
Editor's note:	It is FFS if the authorization check and check of allowed NEF input is performed by NEF or PCF.
Editor's note:	It is FFS if step 5 and 6 are needed considering step 8 and 9 can be used for the same purpose.
	If the request is not authorized, the required QoS is not allowed, NEF responds to the AF in step 9 with a Result value indicating the failure cause.
75.	NEF request MB-SMF2 to reserve ingress resources for a multicast distribution session and provides Multicast group ID. It also indicates if the allocation of an ingress transport address is requested.
86.	The MB-SMF sends SM MBS Policy Association Request to PCF with the Multicast group ID, AF Identifier, and the QoS requirements.
7. The PCF registers at the BSF that it handles the multicast session. It provides an identifier that the policy association is for multicast and the multicast group ID, it own PCF ID and optionally its PCF set ID.
8.	The PCF may query the UDR for policy input related to the multicast session.
9.	The PCF responds with SM MBS Policy Association Response with policies for the Multicast group ID.
In addition, determines whether the request is authorized and notifies the NEF if the request is not authorized.
If the request is authorized, the PCF derives the required QoS parameters based on the information provided by the NEF and determines whether this QoS is allowed (according to the PCF configuration for this AF), and notifies the result to the MB-SMF. The PCF notifies the MB-SMF whether the transmission resources corresponding to the QoS request are established or not.
If the request is not authorized, the required QoS is not allowed, or transmission resources are not established, MB-SMF responds to the NEF in step 12 with a Result value indicating the failure cause, and NEF further notifies AF in step 13.
10.	MB-SMFSMF2 selects the UPF2 and requests it to reserve user plane ingress resources
11.	If requested, UPF2 selects an ingress address (IP address and port) and a tunnel endpoint for the outgoing data and provides it to MB-SMFSMF2
12.	SMF2 indicates the possibly allocated ingress address to the NEF. It also indicates the success or failure of reserving transmission resources.
13.	The NEF indicates the possibly allocated ingress address to the AF.
[bookmark: _Toc50192893][bookmark: _Toc50467038]6.3.2.2.2a	Updated Multicast group configuration via NEF


Figure 6.3.2.2.2a-1: Updated Multicast group configuration via NEF
1.	AF of content provider may provide to a NEF updated information about for a multicast group (identified by multicast group ID which may be IP multicast address). Multicast information may further include media type information (e.g., audio, video…), QoS requirements, UE authorization information, service area identifying the service scope, and start and end time of MBS. The AF may also request the allocation of an ingress transport address where to send tunnelled multicast data.
2.	NEF checks authorization of content provider.
3.	NEF uses the BSF Discovery service to discover the PCF serving the multicast group. It indicates that it searches a PCF handling a multicast session and provides the multicast group ID.
4.	The BSF provides the stored PCF ID and optional PCF set ID for the multicast group ID. If the BSF provides no result the NEF either stores information related to the multicast session in the UDR or proceeds as for the initial group configuration according to Figure 6.3.2.2.2-1, otherwise it proceeds as shown in the present Figure 6.3.2.2.2a-1.	Comment by LiMeng, Rapporteur: 
5.	NEF establishes a multicast policy Association to a PCF selected using the PCF ID and PCF Set ID received in step4 and provides updates for the multicast policy input as received from the AF. The NEF provides Multicast group ID, and may provide AF Identifier, and updates QoS requirements.
6. The PCF replies to the NEF and indicates whether the received policy input was accepted
8.	Based on the input received in step 5, the PCF may provide updated policy rules to the MB-SMF. The MB-SMF stores and enforces those updated policies. It derives QoS rules for the multicast session and stores them for subsequent inquiries by SMFs.
9.	The MB-SMF may provide updated configuration to the MB-UPF based on the updated policy rules.
[bookmark: _Toc43297442][bookmark: _Toc43733140][bookmark: _Toc50192894][bookmark: _Toc50467039]6.3.2.2.3	Example of AF use of Multicast group configuration via NEF in combination with SIP signalling


Figure 6.3.2.2.3-1: Use of MBS Transport activation via NEF and UE configuration via SIP
1.	A SIP Invite (e.g., to join a conference) by a UE may trigger the AF to perform a Multicast group configuration via NEF. An AF may also receive similar SIP Invites by other UEs after it has configured the multicast group in step 2.
2.	If a related multicast group is not yet configured, the AF initiates MBS Multicast group configuration as described in clause 6.3.2.2.2.
3.	The AF includes in the SIP Invite response the multicast IP address information allocated to the multicast group.
4.	The UE joins the Multicast group by initiating PDU session establishment/modification procedure including the multicast IP address information as described in clause 6.3.2.1.
[bookmark: _Toc43297443][bookmark: _Toc43733141][bookmark: _Toc50192895][bookmark: _Toc50467040][bookmark: _Hlk41050001]6.3.2.2.4	Example of MBS mission critical service activation via MSF and MSF interaction with MBS transport.
Figure 6.3.2.2.4-1 shows an example of MSF (service layer) and MBS transport interaction to activate mission critical services as defined in TS 23.280 [14] and TS 24.379 [15], and AF/MSF interaction when an AF establishes an MBS service session via MSF, and configures UE e.g. via SIP signaling as defined in TS 24.379 [15].	Comment by LiMeng, Rapporteur: 	Comment by LiMeng, Rapporteur: 	Comment by LiMeng, Rapporteur: 
NOTE:	AF and UE may interact using different application layer protocols.
MB2 interface procedures as defined in TS 23.468 [5] are used in this example; using unchanged MB2 interface procedures and signaling between UE and AF enables a smooth migration of mission critical services from LTE to 5MBS and if MSF-C/MSF-U and BMSC are collocated even allows the same mission critical sessions to use both LTE MBMS and 5MBS. TMGIs are used in the MB2 interface and the mission critical signaling between AF and UE as identifier of the multicast session. However, the inband IGMP/MLR Join used in Alternative 1 of Figure 6.3.2.1-1 uses IP multicast addresses as identifier of the multicast session; to allow those different identifier formats to coexist, the MBMS service identifier within the TMGI (see TS 23.003 [16]) is mapped in a standardized way to a source specific IP multicast address, and MCC and MNC are mapped to the source IP address.	Comment by LiMeng, Rapporteur: 



Figure 6.3.2.2.4-1: Use of MBS service activation via MSF and MSF interaction with MBS transport
1.	A UE is establishing or invited to a mission critical session (e.g. a MCPTT session) using procedures in TS 23.280 [14] and TS 24.379 [15] (e.g. via a SIP Invite (e.g. to join a conference) by a UE This may trigger the AF to perform a Multicast group configuration via NEF. An AF may also receive similar SIP Invites by add other UEs to a mission critical session after it has configured the multicast group in step 2.	Comment by LiMeng, Rapporteur: 	Comment by LiMeng, Rapporteur: 
2.	If athe AF decides to configure a related multicast group is not yet configured, steps 2 to 10 apply.
2-4.	The AF may request the allocation of TMGIs via dedicated procedures or include the request for TMGI allocation in step 5. The MSF-C is allocating TMGIs and related expiry times and also terminates MBS services upon time expiry.
5. 	the AF sends Activate MBMS Transport Request (TMGI, service area, optional: media information (FEC/ROHC), service area, start time) to MSF-C.	Comment by LiMeng, Rapporteur: 
6.	The MSF-C maps the TMGI to a source specific IP multicast address and related source IP address and uses them in step 7. The MSF-C also allocates a flow ID for the service area received in step 5.
37.	The MSF-C initiates MBS Multicast group configuration as described in clause 6.3.2.2.2. It handles the service area as described for the location area in solution 21.
48.	If the MSF-C decides to insert an MSF-U for media processing, the The MSF-C configures the MSF-U to handle the MBS session and provides the address information received in step 37 as destination address and the media information received in step 5.
59.	The MSF-U allocates a transport address to receive the multicast data and reserves resources for media processing (e.g. FEC, ROHC) if instructed by the MSF-C.
610.	The MSF-C responds to AF with Activate MBNS Transport Bearer Response (MBS context ID/IP multicast address informationTMGI, and if MSF-U was inserted MSF-U transport address information and otherwise transport address information received in step 7)
711.	The AF sends a bearer announcement to the UE (e.g. a SIP Message request according to TS 24.379 [15]) and includes in the SIP Invite response the multicast IP address information allocated to the multicast group the TMGI.	Comment by LiMeng, Rapporteur: 
8.	The UE joins the Multicast group by initiating PDU session establishment/modification procedure including the multicast IP address information as described in clause 6.3.2.1.
Editor's note:	It is FFS of the role of MSF-C and MSF-U.
6.3.2.3	UE Leaves Multicast Service via PDU Session Modification Procedure



Figure 6.3.2.3-1: PDU session modification for multicast leave
1.	The UE joins one or multiple multicast services as specified in clause 6.3.2.1.
At any time the UE can determine to leave the multicast service. 
Alternative 1: user plane signalling:
2.	The UE sends the user plane message (e.g., the IGMP Leave) when the UE want to leave one or multiple multicast services. The user plane message shall include the related information about the multicast service to be leaving, such as the multicast address.
3.	The reception of the leave message triggers the UPF to notify the SMF. The SMF initiates PDU session modification procedure upon the reception of the notification from the UPF.
Alternative 2: control plane signalling:
4.	The UE sends the PDU Session Modification Request when the UE wants to leave one or multiple multicast services. The PDU Session Modification Request shall include the related information about the multicast service to be leaving, such as the multicast address.
5.	The AMF invokes Nsmf_PDUSession_UpdateSMContext (SM Context ID, N1 SM container (PDU Session Modification Request with the associated multicast service information (e.g., leave indication, multicast service identity, etc.))).
If the UE is receiving multicast via unicast PDU session steps 6 to 14 apply:
	If SMF1 and MB-SMF2 are different and the multicast data are not needed to be distributed via unicast distribution within a PDU session to other UEs served by UPF1 steps 6 to 8 apply, i.e. the shared tunnel between the UPF1 and MB-UPF2 is not needed:
6.	The SMF1 sends a request to terminate the multicast distribution [Multicast context/group ID] to MB-SMF2.
7.	Based on the information received in step 6, MB-SMF2 updates the multicast session context identified by the Multicast context/group ID and configures the MB-UPF2 to no longer distribute multicast data towards UPF1.
8.	The MB-SMF2 acknowledges the request to terminate the multicast distribution to SMF1 as the response to step 6,
9.	SMF1 reconfigures UPF1 to terminate the distribution of multicast data via the unicast PDU session and when steps 6 to 8 were executed also to release the resources for the reception of the multicast data.
The SMF update the UE with the result of the leave handling. In addition Iif dedicated QoS flow are used for the unicast transfer of the multicast data, steps 10 to 14 applythe SMF also update the RAN to remove the multicast QoS flow related information, i.e. the mapped unicast QoS flow information, from the associated unicated PDU Session.
10.	The SMF1 request the AMF to notify the RAN node to release the QoS flows previously used to transport the mulicast data using the Namf_Communication_N1N2Message (N2 SM information) Transfer service. In the N2 SM information, it includes unicast QoS flow information.
11.	The session modification request is sent to the RAN. The N1 SM container (PDU Session Modification Command) is provided to the UE.
12.	The RAN performs the necessary radio resource modification.
13.	The RAN sends the session modification response to AMF.
14.	The AMF transfers the session modification response received in step 13 to the SMF1 via the Nsmf_PDUSession_UpdateSMContext service
If the UE is receiving multicast via multicast distribution steps 15 to 254 apply:
15.	The SMF request the AMF to notify the RAN node that the UE left the indicated multicast group using the Namf_Communication_N1N2Message (N1SM container (PDU Session Modification Command (PDU Session ID , multicast information ([Multicast Context ID], multicast address,)), N2 SM information) Transfer service.
	In the N2 SM information, it includes the multicast flow information (multicast QoS Flow ID and associated QoS information), and multicast service identity UE want to leave.
NOTE:	If mapped unicast QoS flow information, association between the unicast QoS flow and multicast QoS flow, and Unicast information (i.e., QoS rules for Unicast flows) in the N1 SM container are added for multicast distribution, then this information also needs to be deleted at this stage.
16.	The session modification request is sent to the RAN. The request include a multicast service identity and multicast flow information. The N1 SM container (PDU Session Modification Command) is provided to the UE.
	The RAN use the multicast service identity to remove the UE from the multicast session context. Also in the UE context the related multicast QoS flow and associated unicast QoS flow information are removed.
17.	The RAN performs the necessary radio resource modification.
Editor's note:	Option A and B are only introduced temporarily, and a single solution should be selected, Solutions for joining and leaving should be aligned.
The following steps describe option A and B respectively:
OPTION A (from step 18a to step 22a RAN communicates with SMF1, SMF1 further interacts with SMF2):
18a.	The RAN sends the session modification response to AMF. In the N2 SM information, it may include an indication that shared downlink tunnel releasing (e.g., no any UE in the related multicast session context at the indicated RAN node) and associated multicast service identity towards SMF.
19a.	If the SMF receives the shared downlink tunnel releasing indication, the SMF notify the corresponding SMF2.
Step 20 to step 22 are only executed if the shared downlink tunnel is between UPF2 and the RAN is to be released:
20a.	The SMF sends an N16 message to SMF2, including the indication that the shared downlink tunnel between the UPF2 and indicated RAN node is to be released and the multicast service identity associated with the downlink tunnel.
21a.	The SMF2 updates the multicast session context identified by the multicast service identity and request the UPF2 release the corresponding shard downlink tunnel resource.
22a.	The SMF2 response to the SMF to confirm the shard downlink resource at the UPF2 has been released.
OPTION B (from step 18b to step 24b RAN communicates with SMF2, no interaction between SMF1 and SMF2):
	If the UE is the last one to leave the indicated multicast service, the RAN release the associated shared downlink tunnel between RAN and MB-UPF.and steps 18b to 22b apply.
1818b.	RAN node selects the AMF to reach MB-SMF2 and signals a request for the Multicast user plane distribution release towards that AMF [MB-SMF2 ID, Multicast context/group ID, downlink tunnel information].
19b19.	AMF forwards the request towards the MB-SMF2
20b20.	For unicast transport of the multicast distribution session, SMF2 configures UPF2 to terminate transmission of the multicast distribution session towards the RAN node. MB-SMF updates the multicast session context identified by the multicast context identity and request the MB-UPF release the corresponding shard downlink tunnel resource.
21b21.	SMF sends a multicast distribution session release response to AMF.
22b22.	AMF forwards multicast distribution session release response to RAN node
23. For the multicast transport of the multicast distribution session, after receive the multicast distribution release response, the RAN sends the leave message (e.g., MLD/IGMP Leave ) to MB-UPF to stop the MBS data transmission towards this RAN node.
23b24.	The RAN sends the session modification response to AMF.
24b25.	The AMF transfers the session modification response received in step 243 to the SMF1 via the Nsmf_PDUSession_UpdateSMContext service.
[bookmark: _Toc50192896][bookmark: _Toc50467041]6.3.2.4	 Inter-RAN node MBS session Handover
For the Inter-RAN node MBS session Handover procedure, refer to Solution #27.

[bookmark: _Toc31011435][bookmark: _Toc43297444][bookmark: _Toc43733142][bookmark: _Toc50192897][bookmark: _Toc50467042]6.3.3	Impacts on services, entities and interfaces
[bookmark: _Toc20473562][bookmark: _Toc500949103][bookmark: _Hlk500857602]SMF:
-	The SMF must handle a multicast context and the enhanced PDU session procedures.
MB-SMF:
-	The MB-SMF must handle the multicast context
UPF:
-	If the UE joins multicast group via user plane, the UPF must support a new capability to trigger a user plane event in a response to the reception of a join message. 
MB-UPF:
· The MB-UPF should also act as multicast capable router (but this functionality was already introduced in TS 23.316 [7]).
RAN:
-	The RAN must support the PDU session procedures and store UEs' association with multicast group in a context as received from the SMF. The RAN should be able to select PTP or PTM bearers that are used for multicast data transmission to UEs.
N3:
-	A tunnel on this interface, which is configured when the first UE joins a multicast group and PDU session modification is performed, should be used to deliver multicast data from the UPF to the RAN.
NEF:
-	The NEF may interact with Content Provider reserve reception resources for a multicast group and to receive QoS requirements, UE authorization information, service area, and start and end time of MBS sessions. It may also select the SMF handling multicast transmission. It stores information related to the multicast session in the UDR.
UE:
-	It needs to indicate the MBS service information as part of the user plan join message (e.g., IGMP join), or of the control plan message (e.g., PDU Session modification request).
UDR:
-	Stores a multicast group context.
PCF:
-	Handles policy control associations and policy authorization for multicast groups.	Comment by LiMeng, Rapporteur: 
BSF:
-	Stores PCF assigned to a multicast group ID.
[bookmark: _Toc31011436][bookmark: _Toc43297445][bookmark: _Toc43733143][bookmark: _Toc50192898][bookmark: _Toc50467043]6.4	Solution #4: Multicast operations with dedicated MBS network functions
[bookmark: _Toc31011437][bookmark: _Toc43297446][bookmark: _Toc43733144][bookmark: _Toc50192899][bookmark: _Toc50467044]6.4.1	Functional description
6.4.1.1	General
This solution addresses KI#1 "MBS session management". This solution also addresses some aspects of KI#3 and KI#4.
The architecture of this solution is based on architecture alternative 2 (see Annex A, clause A.2).
This solution defines following procedures:
1.	The User Multicast Service Create / Update / Release are for multicast service context create / update / release on UE, including user authentication and authorization, service parameters provisioning (e.g. area restriction, allowed TMGIs, session start time, etc.).
2.	The User Multicast Session Join / Leave are for transmission resource reservation / release requested by user.
3.	The Multicast Session Start / Stop are for transmission resource reservation / release controlled by network.
4.	The Multicast Session Shared Leg Release is for transmission resource release controlled by RAN.
This solution is based on following assumptions:
1.	An ASP is identified by one or more IP multicast addresses and an ASP can use one IP multicast address to deliver traffic of multiple content channels represented by TMGIs distinguished by packet filters.
2.	User Multicast Service Create can be performed anywhere anytime to avoid burst of signalling.
3.	User Multicast Session Join can be triggered after User Multicast Service Create or combined together for signalling efficiency.
4.	Establishment of PDU Session related to multicast session can be performed before User Multicast Service Create or combined together.
5.	Multicast Session can have no related PDU Session, e.g. for IoT devices, etc. (AMF enhancement is needed).
6.	User authentication can be done by 5GS, user authorization can be not needed, e.g., targeted advertising to PLMN user, in this case, user can perform Multicast Session Join without performing User Multicast Service Create.
7.	User authentication can be done by 5GS or both 5GS and AF, user authorization can be done by 5GS or AF or both.
8.	User authentication and authorization can only be done by AF, AF assigned UE ID without connection to SUPI/GPSI is needed, e.g. Mission Critical service with group affiliation. (AMF enhancement is needed).
9.	User authentication and authorization can be not needed, e.g. public safety application. (AMF enhancement is needed).
NOTE:	Primary authentication procedure is used for user authentication by 5GS, subscription data or service parameters can be used for user authorization by 5GS, user authentication and authorization by AF is out of scope.
10.	MBS USD may not include TMGIs, which is dynamically assigned during Multicast Service Create / Update, e.g. ASPs frequently changes multicast content channel.
This solution addresses following aspects:
1.	Efficient multicast session resources reservation.
2.	Delivery method selection (individual / shared) per user.
3.	Support of QoS management per TMGI other than default QoS.
4.	User authentication and authorization as well as group user management.
5.	Support Mission Critical scenarios and public safety applications.
6.	Possibility of fine granularity for area restriction (i.e. based on TMGI).
7.	Possibility of dynamic assignment on operator parameters (e.g. TMGI, frequency) in USD during user join.
6.4.1.2	User plane
Besides supporting content delivery using IP unicast via PDU Session, the 5GS network supports content delivery using IP multicast via following methods:
-	Shared delivery method: the IP multicast data are transmitted via a CN tunnel between the MSA (i.e. Multicast Session Anchor) and the RAN node shared by multiple UEs.
-	Individual delivery method: the IP multicast data are transmitted via a PDU Session to a user.
Figure 6.4.1.2-1 shows the user plane for a multicast session of a multicast communication service with a combination of shared delivery method and individual delivery mode.


Figure 6.4.1.2-1: Overview of User plane for a multicast session
NOTE:	The interface between MSA and UPF is N9. If MB-UPF is collocated with UPF, the DL forwarding tunnel between the MSA and the UPF is not needed. The PTP and PTM are RAN specific methods for multicast data transmission.
A RAN node may serve multiple multicast communication services via individual delivery method and shared delivery method.
If shared delivery method is used, the RAN node uses a shared CN tunnel with one or more multicast QoS Flows shared by multiple UEs. If individual delivery method is used, the RAN node serves PDU Session with one or more multicast QoS Flows for a UE.


Figure 6.4.1.2-2: QoS model for multicast session
[bookmark: _Toc43297447][bookmark: _Toc43733145][bookmark: _Toc50192900][bookmark: _Toc50467045]6.4.1.3	Multicast Service Context and Multicast Session Context
The Multicast Service Context is used to represent information about the Anchor MB-SMF as well as the associated TMGIs, service requirements, and QoS parameters, etc. Each multicast communication service may have multiple content channel represented by TMGI. Each TMGI has a corresponding packet filter and QoS profile. The Multicast Service Context is managed by UDR and PCF depends of the type of information. The packet filter for a MBS session also can be associated with, e.g., location, sub-group, etc.
The Multicast Session Context is used to represent information about the MSA and (N3/N9) DL tunnel information of session legs as well as QFI and associated TMGI within a session leg. The Multicast Session Context is managed by MB-SMF.
A multicast session for a multicast communication service includes zero or more session legs (inactive or active) and a multicast session for a user exclusively consists of shared leg or individual leg.
Editor's note:	More explanation is required:
+ What is the topology of session legs? Where do they start and end?
+ What is the difference between shared and individual leg?
+ What is a multicast session for a user? (is the session not shared by several users?)
Each session leg is represented by a DL tunnel information. For shared CN tunnel, one option is one tunnel one MBS session, and the other option is one tunnel multiple MBS sessions.
Editor's note:	More explanation is required: What is a shared CN tunnel?
If one tunnel is used for multiple sessions how can contents within be discriminated and how is it possible to distribute contents for different multicast sessions to different destinations?



Figure 6.4.1.3-1: Data model for multicast communication service
[bookmark: _Toc31011438][bookmark: _Toc43297448][bookmark: _Toc43733146][bookmark: _Toc50192901][bookmark: _Toc50467046]6.4.2	Procedures
[bookmark: _Toc31011439][bookmark: _Toc43297449][bookmark: _Toc43733147][bookmark: _Toc50192902][bookmark: _Toc50467047]6.4.2.1	High-level procedures for multicast communication service
Figure 6.4.2.1-1 shows the high-level procedures for multicast communication service. In this figure, the External Content Provider is legacy and only supports xMB or MB2 interface.


Figure 6.4.2.1-1: High-level procedures for multicast communication service
<Stage 1> Multicast communication service configuration:
1.	The External Content Provider performs TMGI management procedures over MB2 interface as described in clause 5.1.2.2 of TS 23.468 [5], or performs service management procedures over xMB interface as described in clause 5.3 (except 5.3.6) of TS 26.348 [6]. The AF performs Service Provisioning procedures with the NEF to provision the service requirement and get the associated TMGI. The NEF shall invoking service operations of the MBSF for TMGI allocation and UDR for service parameters storage accordingly, e.g., QoS requirements, area restriction, protection information, etc. The UDR notifies service requirement related to QoS and packet filters of TMGIs to the PCF.
2.	UE may interact with the application server of a Content Provider over user plan for a multicast service. This can be used when the Content Provider does not need service announcement as described in TS 23.246 [4].
3.	The External Content Provider performs MBMS Bearer management procedures over MB2 interface as described in clause 5.1.2.3 and clause 5.1.2.4 of TS 23.468 [5], or performs session management procedures over xMB interface as described in clause 5.4 of TS 26.348 [6] with MBSF, which interacts with Anchor MB-SMF. The AF may perform Service Subscription procedures with the NEF to subscribe event. The NEF shall support invoking service operations of the MB-SMF for events subscription.
<Stage 2> Multicast communication service operation:
4.	The UE, MB-SMF, or the AF initiates a User MBS Multicast operations with AMF, MB-SMF, MB-UPF, PCF, UDR and MB-SMF. The MB-SMF interacts with the MB-UPF to create and modify the QoS Flow for the multicast communication service accordingly.
5.	If events have been subscribed by the External Content Provider or the NEF, when condition of events are met, the MB-SMF triggers the MBSF to performs MBMS Delivery Status Indication procedure with the External Content Provider over MB2 interface as described in clause 5.1.2.5 of TS 23.468 [5], or performs Service Notification procedure with the External Content Provider over xMB interface as described in clause 5.3.6 of TS 26.348 [6], or MB-SMF performs service notification with the NEF. The NEF shall support notifying the event to the AF accordingly.
The following clauses use AF as an example in step 4 of Stage 2. For External Content Provider, it can directly interact with MBSF without NEF involved.
[bookmark: _Toc31011440][bookmark: _Toc43297450][bookmark: _Toc43733148][bookmark: _Toc50192903][bookmark: _Toc50467048]6.4.2.2	User Multicast Service Create
Figure 6.4.2.2-1 shows the procedure for User Multicast Service Create when the UE decides to create a multicast service context for the user for, e.g. authentication and authorization, service parameters provisioning, etc. The procedure can combine with User Multicast Session Join.
If the PDU Session related to multicast service is involved, AMF can be legacy.


Figure 6.4.2.2-1: User Multicast Service Create procedure
0.	[Conditional] The UE may have established a PDU Session for interaction with the AF. During the PDU Session Establishment procedure, the AMF selects a MB-SMF as a SMF for the PDU Session according to the DNN and/or S-NSSAI. The MB-SMF does not allow IP multicast data transmission over the PDU Session until the following steps are performed.
1.	(UP Option) After the PDU Session in step 0 has been established, the UE sends an IGMP (IPv4) or MLD (IPv6) Join message over user plan of the PDU session established in step 0. The UPF detects the IP data of IGMP or MLD, and forwards the IP data to the MB-SMF according to the PDR installed in the UPF.
2.	(CP Option) UE to RAN: AN message (IP multicast address, N1 MB message ([Interest TMGIs / Interest Content Info], MB Container (IP multicast address, List of Requested TMGI / Requested Content Info, [Interest TMGIs / Interest Content Info], [UE ID], [PDU Session ID], [UE IP address]))).
	The MB Container indicates User Multicast Service Create (e.g. enhanced PDU Session Establishment / Modification Request).
	If User Multicast Session Join is combined with User Multicast Service Create, the Interest TMGI or Interest Content Info (if corresponding TMGI is not known) is included.
	The UE ID may be AF assigned (e.g. for Mission Critical scenarios), in this case, if the RAN node and 5GS is not able to know the UE, the N1 MB message is unprotected and PDU Session ID shall not be included (i.e. only shared delivery method is allowed).
	The MB Container may include the PDU Session ID to indicate individual delivery method is acceptable. The PDU Session ID may be the same in step 0 or may be a new one.
	The UE may be provisioned with TMGIs by the multicast communication service via application layer, UE Configuration Update method, or pre-configuration of USD. If the UE does not know the TMGI, the Requested Content Info instead of the List of Requested TMGI is included in the MB Container, same as the Interest Content Info. The List of Requested TMGI / Requested Content Info may be empty, in this case, the AF or 5GS decides the List of Allowed TMGI for the user.
3.	RAN to AMF: N2 message (IP multicast address, [MB-SMF ID], N1 MB message).
	If the RAN node is legacy, the extension on N2 interface does not exist, i.e. the IP multicast address and MB-SMF ID are not included.
	If MB-SMF ID associated with the multicast session corresponding to the IP multicast address is stored previously, it is included.
	The AMF selects a MB-SMF, e.g., based on local policy, subscription data, SMF ID related to the PDU session ID, MB-SMF ID received in N2 message, DNN and/or S-NSSAI, or UE location, etc. If AMF is not enhanced, UE can use a PDU Session ID to trigger normal SMF selection procedure in AMF.
4.	AMF to MB-SMF: (MB/PDU)Session_CreateContext Request ([SUPI], AMF ID, UE location, [Interest TMGIs / Interest Content Info], MB Container). If AMF is legacy, the service operation is PDUSession_CreateContext Request with MB Container.
	The SUPI is included if the AMF knows the SUPI of the UE.
	The UE location includes cell ID or TAI.
	If PDU session ID is received, the MB-SMF determines whether it is a new PDU session ID for the user or not.
5.	[Conditional] If the MB-SMF is not the Anchor MB-SMF for the IP multicast address, the MB-SMF interacts with UDR to query the Multicast Service Context including anchor MB-SMF related to the IP multicast address. If there's no Anchor MB-SMF for the IP multicast address, the UDR sets the MB-SMF as the Anchor MB-SMF and returns.
6.	[Conditional] The MB-SMF may invokes Nudm_SDM_Get service operator to authorize the user for the multicast session based on subscription, or the MB-SMF may notify the AF via NEF of user multicast service create based on the event subscription. If Requested Content Info, Interest Content Info, or AF assigned UE ID are received, they are also included in the notification to the AF. If UE ID is not received and user authorization is needed for the multicast communication service, the MB-SMF shall return error. If the group member authorization is performed by the AF, the MB-SMF waits for the authorization result after sending the session create event notification, and the AF informs the MB-SMF whether it allows the user to create the session or not after receiving the session create event notification.
	If the Requested Content Info / Interest Content Info is received (CP option) or the AF interacts with the UE over application layer for getting the Requested Content Info / Interest Content Info (UP option), and TMGIs corresponding to the Requested Content Info / Interest Content Info are not assigned, the AF requests the MBSF to allocate TMGIs based on the Requested Content Info / Interest Content Info. The AF informs the MB-SMF for the user with the List of Allowed TMGI and/or Interest TMGIs, or the MB-SMF determines the List of Allowed TMGI based on the List of Requested TMGI.
7.	[Conditional] MB-SMF to Anchor MB-SMF: MBSession_CreateContext Request (AMF ID, UE location, List of Allowed TMGI, [N9 DL Tunnel Info], [SUPI], [PDU Session ID], [Interest TMGIs], MB Container).
	If Anchor MB-SMF is different from the MB-SMF, this step is performed, otherwise the MB-SMF is the Anchor MB-SMF of the IP multicast address.
	If the PDU Session ID is a new one, the MB-SMF selects a UPF for the PDU Session. The N9 DL Tunnel Info is used for delivering the IP multicast data from MSA to the selected UPF or the UPF in step 0.
8.	The (Anchor) MB-SMF retrieves service parameters related to the List of Allowed TMGI from the UDR, e.g. area restriction, session start time, re-authentication and authorization interval, etc.
	The (Anchor) MB-SMF checks the area restriction and session start time according to the Interest TMGIs, which should be included in the List of Allowed TMGI.
9.	[Conditional] MB-SMF to PCF: MBPolicy_Association (TMGI).
	If the Interest TMGIs is received and default QoS is not used, the MB-SMF interacts with PCF to get the MB QoS parameters with packet filters information corresponding to the Interest TMGIs.
10.	[Conditional] If Interest TMGIs is received, the Anchor MB-SMF selects delivery method for the user based on, e.g. whether N9 DL Tunnel Info is received, currently used method of the user, multicast capability of the RAN node, service requirements, number of users, or number of users in a location area, etc. If N9 DL Tunnel Info is not received, individual delivery method is not able to be used for the user.
11.	[Conditional] If the Anchor MB-SMF does not know the MSA address for the IP multicast address, the MB-SMF selects a MSA address based on, e.g. the UE location, UE IP address, etc.
12.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_CreateContext Response ([MSA address]).
	If individual delivery method is selected, the MSA address is included. In this case, the Anchor MB-SMF interacts with MB-UPF to establish an individual session leg with the UPF using the N9 DL Tunnel Info, the MB-SMF interacts with the UPF to setup FAR for forwarding the IP multicast data received in the N9 DL Tunnel via the PDU Session to the UE.
13.	MB-SMF to AMF: (MB/PDU)Session_CreateContext Response (success/failure, [SUPI]). If AMF is legacy, the response is PDUSession_CreateContext Response.
	If individual delivery method is selected, the MB-SMF activates the individual delivery method, e.g. establish a PDU Session if new, or modify the PDU Session if exists.
14.	Anchor MB-SMF to AMF: Namf_Communication_N1N2MessageTransfer (N1 MB message, [N2 MB message]).
	The Anchor MB-SMF generates a N1 MB message (List of Allowed TMGI, [PDU Session ID], multicast parameters) to indicate the UE of parameters for the multicast communication service, e.g. security information per TMGI, area restriction per TMGI, session start time per TMGI, and other service information.
	The List of Allowed TMGI indicates the TMGIs that the UE is allowed to receive service data.
	If individual delivery method is selected, the PDU Session ID may be included.
	The Anchor MB-SMF may generate a N2 MB message (Interest TMGIs, [MB QoS profile], MB-SMF ID, MSA address) for shared CN tunnel reservation.
	If the multicast session is activated, the MB QoS profile is included, which corresponds to the Interest TMGIs.
	The MB-SMF ID identifies the Anchor MB-SMF.
15.	The AMF forwards the N1 MB message to the UE. If the N2 MB message is received, the AMF forwards the N2 MB message to the RAN node serving the UE, in this case, RAN node performs AN specific procedure to reserve radio resources.
16.	[Conditional] RAN to AMF: N2 MB message (MB-SMF ID, N2 MB Info). If AMF is not enhanced, N2 MB Info will be forwarded to the MB-SMF selected in step 3 via PDUSession_Update Request, and the MB-SMF forwarded the N2 MB Info to the Anchor MB-SMF via MBSession_UpdateContext Request.
18.	[Conditional] If AMF is legacy, the AMF invokes PDUSession_UpdateContext with the MB-SMF and MB-SMF invokes MBSession_Update with Anchor MB-SMF, which include N2 MB Info. If AMF is enhanced, the AMF invokes MBSession_UpdateContext with Anchor MB-SMF including N2 MB Info.
19.	[Conditional] The Anchor MB-SMF may update the MB-UPF for the multicast session according to the received N2 MB Info.
20.	[Conditional] If AMF is legacy, the Anchor MB-SMF response to the MB-SMF and MB-SMF response to the AMF, otherwise the Anchor MB-SMF response to the AMF directly.
[bookmark: _Toc31011441][bookmark: _Toc43297451][bookmark: _Toc43733149][bookmark: _Toc50192904][bookmark: _Toc50467049]6.4.2.3	User Multicast Service Release
The User Multicast Service Release procedure is used when the UE decides to release the multicast service context in UE and release corresponding multicast session resources related to the user. The User Multicast Service Release procedure is based on the User Multicast Service Create procedure with following clarifications and differences:
-	In step 1a, it is an IGMP (IPv4) or MLD (IPv6) Leave message.
-	In step 2, the N1 MB message is User Multicast Service Release (e.g. enhanced PDU Session Release / Modification). The N1 MB message does not include the List of Requested TMGI / Requested Content Info / Interest TMGI / Interest Content Info.
-	In step 6, the Anchor MB-SMF may notify the AF of user multicast service release based on the event subscription. The Anchor MB-SMF removes the user and associated List of Allowed TMGI.
-	Steps 8~11 are not performed.
-	In step 13, if individual delivery method is used, the PDU Session Modification is performed. The PDU Session related to the multicast session may be released.
[bookmark: _Toc43297452][bookmark: _Toc43733150][bookmark: _Toc50192905][bookmark: _Toc50467050]6.4.2.4	User Multicast Service Update
The User Multicast Service Update procedure is used for update multicast service context on UE due to, e.g. requested TMGI update, interest TMGI change (i.e. leave currently involved TMGIs and join to other TMGIs), etc. The User Multicast Service Update procedure is based on the User Multicast Service Create procedure with following clarifications and differences:
-	In step 2, the N1 MB message is User Multicast Service Update (e.g. enhanced PDU Session Modification). The List of Requested TMGI / Requested Content Info / Interest TMGIs / Interest Content Info may not be included.
-	In step 6, the MB-SMF may notify the AF of user multicast service update based on the event subscription. The notification includes the List of Requested TMGI / Requested Content Info / Interest Content Info if received. The AF may query UE via application level for updated List of Requested TMGI / Requested Content Info / Interest TMGIs / Interest Content Info. If List of Requested TMGI / Requested Content Info is not received, then List of Allowed TMGI is not changed. The MB-SMF then waits for instruction with user information, e.g. List of Allowed TMGI and/or Interest TMGIs. The MB-SMF checks whether new TMGI added in and/or old TMGI removed from the List of Allowed TMGI of the user.
-	In step 7, if UP option is used, and the MB-SMF finds out that the UE has send IGMP / MLD Join for the IP multicast address before, the MB-SMF invokes MBSession_Update instead of MBSession_Create to the Anchor MB-SMF.
-	In step 13, PDU Session Modification is performed if needed.
-	In step 14, new List of Allowed TMGI may be sent to the UE. The Anchor MB-SMF may additionally include a command of delivery method change in the N1 MB message. The UE may wait for a while to switch from individual delivery method to shared delivery method when receiving the command of method change.
[bookmark: _Toc43297453][bookmark: _Toc43733151][bookmark: _Toc50192906][bookmark: _Toc50467051][bookmark: _Toc31011442]6.4.2.5	User Multicast Session Join via AN
Figure 6.4.2.5-1 shows the procedure for User Multicast Session Join when the UE interests to receiving multicast data for a specific TMGI while the gNB has not transmitted the multicast session data. The UE triggers the procedure when the session will start soon or session has started, or triggered by session start procedure. Individual delivery method cannot be selected in this procedure.
The procedure needs RAN node and AMF to be enhanced.


Figure 6.4.2.5-1: User Multicast Session Join via AN
1.	UE to RAN: AN message (TMGIs).
2.	RAN to AMF: N2 message ([MB-SMF ID], N2 MB Info (TMGIs)).
	If MB-SMF ID associated with the multicast session corresponding to the TMGIs is stored previously, it is included.
	The AMF selects a MB-SMF, e.g., based on local policy, subscription data, MB-SMF ID received in N2 message, or UE location, etc.
3.	AMF to MB-SMF: MBSession_UpdateContext Request (AMF ID, N2 MB Info (TMGIs)).
4.	[Conditional] If the MB-SMF is not the Anchor MB-SMF for the TMGIs, the MB-SMF interacts with UDR to query the anchor MB-SMF related to the TMGIs.
5.	[Conditional] MB-SMF to Anchor MB-SMF: MBSession_Update Request (AMF ID, TMGIs).
	If the Anchor MB-SMF is different from the MB-SMF, this step is performed.
6.	The Anchor MB-SMF retrieves service parameters related to the TMGIs from the UDR, e.g. area restriction, session start time.
	The Anchor MB-SMF checks the area restriction according to the TMGIs.
7.	[Conditional] Anchor MB-SMF to PCF: MBPolicy_Association (TMGIs).
	If the multicast session will start soon or has started, and default QoS is not used, the Anchor MB-SMF interacts with PCF to get the MB QoS parameters corresponding to the TMGIs.
8.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_Update Response ().
9.	MB-SMF to AMF: MBSession_UpdateContext Response (success/failure).
10.	Anchor MB-SMF to AMF: Namf_Communication_N1N2MessageTransfer (N2 MB message):
-	The Anchor MB-SMF generates a N2 MB message (TMGIs, MB QoS profile, MB-SMF ID, MSA address).
-	The MB QoS profile corresponding to the TMGI.
-	The MB-SMF ID identifies the Anchor MB-SMF.
11.	The AMF forwards the N2 MB message to the RAN node serving the UE.
12.	RAN to AMF: N2 MB message (MB-SMF ID, N2 MB Info).
13.	AMF to Anchor MB-SMF: MBSession_UpdateContext Request (N2 MB Info).
14.	The Anchor MB-SMF updates the MB-UPF for the multicast session according to the received N2 MB Info.
15.	Anchor MB-SMF to AMF: MBSession_UpdateContext Response (success/failure).
[bookmark: _Toc43297454][bookmark: _Toc43733152][bookmark: _Toc50192907][bookmark: _Toc50467052]6.4.2.6	User Multicast Session Join via CN
Figure 6.4.2.6-1 shows the procedure for User Multicast Session Join when the UE interests to receiving multicast data of a specific set of TMGI while the gNB has not transmitted the multicast session data or UE wants to change interest TMGIs. The UE triggers the procedure when the session will start soon or session has started, or triggered by Multicast Session Start procedure. The UE decide to perform this procedure based on, e.g. cell support MBS cannot be found, individual delivery method is preferred, etc. Individual delivery method can be selected in this procedure.
The procedure can be performed with legacy RAN node, if PDU Session related to multicast service is involved, AMF can be legacy.


Figure 6.4.2.6-1: User Multicast Session Join via CN
1.	UE to AMF: Service Request (N1 MB Container ([TMGIs]), [PDU Session ID]).
	If this procedure is triggered by Multicast Session Start procedure as described in clause 6.4.2.8, the TMGIs are not included.
	If the multicast session has corresponding PDU Session, the PDU Session ID is indicated in the To Be Activated PDU Sessions. If UE only support user join via UP, the TMGIs is not included, which means steps 1~3 are normal Service Request procedure.
2.	If PDU Session ID is included and AMF is legacy, the AMF selects the MB-SMF according to the SMF ID related to the PDU Session, and invokes PDUSession_UpdateContext Request (N1 MB Container, PDU Session ID) to the MB-SMF. If the AMF is enhanced, the AMF selects the MB-SMF as described in step 3 of clause 6.4.2.2.
3.	[Conditional] If TMGIs are not received, and TMGIs cannot be determined from IP multicast address, and PDU Session is indicated and has not been activated, the MB-SMF continues Service Request to activate the PDU Session. If session start command is not delivered, the MB-SMF notifies the AF of user join with UE IP without TMGI, the AF may interacts with the UE over application layer for getting the Interest TMGIs. The AF informs the Interest TMGIs to the MB-SMF.
4.	[Conditional] MB-SMF to Anchor MB-SMF: MBSession_Update Request (N9 DL Tunnel Info, SUPI, AMF ID, PDU Session ID, UE location, TMGIs).
	If Anchor MB-SMF is different from the MB-SMF, this step is performed.
5.	The Anchor MB-SMF retrieves service parameters related to the TMGIs from the UDR, e.g. area restriction, session start time, etc.
	The Anchor MB-SMF checks the area restriction and session start time according to the TMGIs.
6.	[Conditional] Anchor MB-SMF to PCF: MBPolicy_Association (TMGIs).
	If default QoS is not used, the Anchor MB-SMF interacts with PCF to get the MB QoS parameters corresponding to the TMGIs.
7.	If allowed by area restriction and session will start soon or has started, the Anchor MB-SMF selects mode for the user based on, e.g. multicast capability of the RAN node, current used method of the user, service requirements, number of users, or number of users in a location area, etc.
8.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_Update Response ([MSA address]).
	If individual delivery method is selected, MSA address is include, the Anchor MB-SMF interacts with MB-UPF to establish an individual session leg with the UPF using the N9 DL Tunnel Info, the MB-SMF interacts with the UPF to setup FAR for forwarding the IP multicast data received in the N9 DL Tunnel via the PDU Session to the UE.
9.	If individual delivery method is selected, the MB-SMF continues the Service Request procedure if PDU Session is not activated, or performs PDU Session Modification according to the MB QoS parameters if PDU Session is activated. If shared delivery method is selected, step 9~15 in clause 6.4.2.5 are performed.
[bookmark: _Toc43297455][bookmark: _Toc43733153][bookmark: _Toc50192908][bookmark: _Toc50467053]6.4.2.7	User Multicast Session Leave
Figure 6.4.2.7-1 shows the procedure for User Multicast Session Leave when the UE no longer interests to receiving multicast data of a specific TMGI when individual delivery method is used. If shared delivery method is used, the UE does not need to do anything for leaving.
The procedure can be performed with legacy RAN node and AMF.


Figure 6.4.2.7-1: User Multicast Session Leave
1.	If individual delivery method is used, the UE initiates RRC Release to transit into idle state, or initiates PDU Session Modification / Release procedure to de-activate the individual leg of the TMGI, e.g. including the removed packet filters corresponding to a TMGI in the PDU Session Modification message.
NOTE:	When shared delivery method is used and an UE is in idle or RRC-INACTIVE state, the UE can silently leave a MBS session, i.e. stop receiving the MBS traffic of a MBS session without notifying the network.
Editor's note:	If shared delivery method is used, the feasibility to avoid considering the UE for multicast distribution after it silently left the MBS session (e.g. how to avoid paging the UE when multicast data are transmitted and how to avoid considering the UE´s cell for multicast distribution after it becomes connected again) still receiving the multicast data after indicating leaving is FFS, so whether UE needs to indicate leaving when in shared delivery method is FFS.	Comment by LiMeng, Rapporteur: 
2.	[Conditional] MB-SMF to Anchor MB-SMF: MBSession_Update Request (AMF ID, Removed TMGIs).
3.	The Anchor MB-SMF interacts MB-UPF to stop delivering data to the UPF.
4.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_Update Response ().
[bookmark: _Toc43297456][bookmark: _Toc43733154][bookmark: _Toc50192909][bookmark: _Toc50467054]6.4.2.8	Multicast Session Start
Figure 6.4.2.8-1 shows the procedure for Multicast Session Start when AF does not arrange the session start time in advance. If user authentication is unhandled in 5GS for the group members, this procedure is not able to be performed, i.e. in this case, session start time shall be provisioned to the group members.
The procedure can be performed with legacy RAN node and AMF.


Figure 6.4.2.8-1: Multicast Session Start
1.	AF to NEF: Session Start (TMGI).
2.	NEF to Anchor MB-SMF: MBSession_Start (TMGI).
Following steps 3~6 are performed for each group member.
3.	Anchor MB-SMF to UDM: Nudm_UECM_Get (SUPI).
	If an UE in the group member does not include a PDU Session ID in the User Multicast Service Create procedure, the Anchor MB-SMF query the serving AMF for the UE from the UDM.
4.	Anchor MB-SMF send a N1 message indicating session start to the UE. If the UE has included a PDU Session ID in the User Multicast Service Create procedure, the Anchor MB-SMF forwards the MBSession_Start to the MB-SMF control the PSA of the PDU Session, and the MB-SMF sends a N1 message indicating session start to the UE.
NOTE:	The Anchor MB-SMF shall avoid signalling burst in step 6.
5.	If the UE is in idle, the AMF pages the UE. The AMF sends the Session Start command to the UE.
6.	The UE initiates User Multicast Session Join procedure as described in clause 6.4.2.5 or clause 6.4.2.6.
7-8.	The Anchor MB-SMF responses to the NEF, and the NEF responses to the AF.
Another option is that the 5G network does not allow the UE to join a MBS session before session start, e.g. according to the session start time provisioned by AF, or whether session start request from AF is received, and provides session start time to UEs. In this case, only steps 1, 2, 7, and 8 are performed. If the session start time is not provisioned, the Anchor MB-SMF informs RAN nodes to broadcast session start notification as 4G MBMS does. If the session start time is provisioned, the 5G network waits for the step 6 of multicast session join initiated by UEs. 
[bookmark: _Toc43297457][bookmark: _Toc43733155][bookmark: _Toc50192910][bookmark: _Toc50467055]6.4.2.9	Multicast Session Stop
Figure 6.4.2.9-1 shows the procedure for Multicast Session Stop when the session stop time is arrived or AF instructs to stop.
The procedure can be performed with legacy RAN node and AMF.


Figure 6.4.2.9-1: Multicast Session Stop
1.	[Conditional] AF to NEF: Session Stop Request (TMGI).
2.	[Conditional] NEF to Anchor MB-SMF: Session Stop Request (TMGI).
	The Anchor MB-SMF determines to stop the session based on AF instruction or session stop time provisioned by the AF. Following steps 3~9 are performed for each session leg.
3.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_Stop Request (SUPI, TMGI).
	If the session leg is individual session leg, the Anchor MB-SMF instructs the MB-SMF control the UPF to de-activate the individual session leg.
4.	The MB-SMF performs PDU Session Modification procedure to de-activate the PDU Session related to the TMGI.
5.	MB-SMF to Anchor MB-SMF: MBSession_Stop Response ().
6.	Anchor MB-SMF to AMF: N2 Message Transfer (Session stop (TMGI)).
	If the session leg is shared session leg, the Anchor MB-SMF instructs the RAN node via the AMF to release the corresponding resources.
7.	AMF to RAN node: Session stop (TMGI).
	The RAN node releases the AN resources.
8.	RAN node to AMF: N2 Message (MB-SMF ID, [PDU Session ID], N2 MB Info (TMGI)).
9.	If AMF is legacy, the AMF invokes PDUSession_UpdateContext (N2 MB Info) to the MB-SMF and MB-SMF invokes MBSession_Update to the Anchor MB-SMF, otherwise, the AMF invokes MBSession_UpdateContext (N2 MB Info).
10.	[Conditional] Anchor MB-SMF to NEF: MBSession_Stop Response (TMGI) or NEF event notification (Session Stop (TMGI)).
If instructed by AF, then response is used, otherwise, Anchor MB-SMF may notify the AF of session stop.
11.	[Conditional] NEF to AF: Session Stop Response (TMGI) or Session Stop notification (TMGI).
[bookmark: _Toc43297458][bookmark: _Toc43733156][bookmark: _Toc50192911][bookmark: _Toc50467056]6.4.2.10	Multicast Session Shared Leg Release
Figure 6.4.2.10-1 shows the procedure for Shared Session Leg Release when RAN node recognizes there's no user is interesting in a specific TMGI via the RAN node.
The procedure needs RAN node and AMF to be enhanced.


Figure 6.4.2.9-1: Multicast Session Shared Leg Release procedure
1.	RAN performs accurate counting over the radio for a specific TMGI.
NOTE:	This step needs coordination with RAN WG.
Editor's note:	Whether there's mechanism to accurately count the users of a multicast group over radio is FFS.
2.	RAN node to AMF: N2 message ([MB-SMF ID], Removed TMGI).
3.	AMF to MB-SMF: MBSession_Update Request ([MB-SMF ID], Removed TMGI).
	The MB-SMF determines the Anchor MB-SMF based on the received MB-SMF ID or information returned from UDR.
4.	[Conditional] MB-SMF to Anchor MB-SMF: MBSession_UpdateContext Request (Removed TMGI).
5.	Anchor MB-SMF interacts with MB-UPF to remove the session leg from the multicast session.
6.	[Conditional] Anchor MB-SMF to MB-SMF: MBSession_UpdateContext Response ().
7.	MB-SMF to AMF: MBSession_Update Response ().
7.	AMF to RAN node: Session stop (TMGI, MB-SMF ID).
[bookmark: _Toc43297459][bookmark: _Toc43733157][bookmark: _Toc50192912][bookmark: _Toc50467057]6.4.3	Impacts on services, entities and interfaces
UE:
1.	Support multicast operation via control plane and user plane.
RAN node:
1.	Support shared CN tunnel reservation.
2.	Support mapping between TMGI and QoS Flow.
AMF:
1.	May support enhanced MB-SMF selection and signalling with MB-SMF (If PDU Session is not involved).
MB-SMF:
1.	Manage Multicast Session Context per multicast communication service, and possible per user.
2.	May support delivery method selection between "individual" and "shared".
3.	Support interaction with RAN for multicast session data transmission resource management and signalling with PCF / UE / UDR for multicast operations.
UDR:
1.	Manage Multicast Service Contexts including Anchor MB-SMF per service or per TMGI, etc.
PCF:
1.	May support QoS parameters management per TMGI.
MBSF:
1.	Assign TMGIs.
2.	May support acting as proxy between legacy interface (i.e. MB2 and/or xMB) and SBA interface.
MB-UPF:
1.	Support IP multicast data replication and transferring over DL N3/N9 tunnel controlled by MB-SMF.
Nnef:
1.	Service operation, extended service parameter provisioning, and event subscription for MBS AF.
Npcf:
1.	QoS parameters provisioning per TMGI.
Nudr:
1.	Service parameters provisioning per TMGI or per IP multicast address.
[bookmark: _Toc31011443][bookmark: _Toc43297460][bookmark: _Toc43733158][bookmark: _Toc50192913][bookmark: _Toc50467058]6.5	Solution #5: Broadcast Session Start
[bookmark: _Toc31011444][bookmark: _Toc43297461][bookmark: _Toc43733159][bookmark: _Toc50192914][bookmark: _Toc50467059]6.5.1	Functional description
This solution addresses key issues 1 and 5 and enhances the existing 5GC architecture to provide broadcast communication services. The 5GC is responsible to manage the broadcast service session based on, e.g., broadcast communication service information from AF. The baseline architecture 1 in clause A.1 is assumed.
NOTE:	For the broadcast session the MSF-C in architecture 1 is require. It can be also be implemented within the NEF.
When the AF requests the 5GS to provide a broadcast communication service, the AF provides to the MSF-C PCF directly or via NEF the broadcast communication service related information, including service identifier, a list of TAIs and a list of NR CGIs which defines broadcast service area, QoS requirement information. The MSF-CPCF discoversderives the involved SMFs using the NRF services to support the requested service based on e.g. the service identifier, DNN, slicing information, or SMF capabilitiesservice area. The MSF-CPCF uses the SMF services to create sends the broadcast context for the broadcast service session start to the involved SMFs with providing the service identifier, the DNN info, slicing informationthe list of TAIs, the list of NR CGIs, QoS profiles etc. The involved SMF creates broadcast policy association and get authorization for the QoS profile from the PCF. The involved SMF(s) queries the NRF for the AMF type instances to discover the AMFs serving the TAIs from the list of TAIs. The query may include the TAIs received from the MSF-C or the SMF filters the result themselves and selects the involved AMF(s). The SMF invokes an AMF service (e.g. non-UE specific N2 information transfer) to send a broadcast session resource setup message including the TAIs to the involved NG RAN nodes. The SMF subscribes for non-UE specific N2 information notifications to receive notification about success or failure of N2 operations. The AMF(s) select the involved NG RAN nodes based on the received TAIs and initiates N2 procedure, BC session resource setup, providing the NG RAN nodes with the TAIs, NR CGIs and QoS flows. The SMF and selects the involved PSA UPF and other UPF(s) according to the service identifier. The involved PSA UPF is configured with the IP multicast address used by MSF-U, QoS Flows and, if unicast N3 tunnelling is used, DL TLN information. The AMF(s) send service session start to the involved RAN node(s) with the service identifier.	Comment by LiMeng, Rapporteur: 	Comment by LiMeng, Rapporteur: 
Editor's note:	It is FFS whether (and why) several SMFs need to be involved.
Editor's note:	How an SMF selects an AMF and why such functions are needed is FFS.
There is one PSA UPF targeting N6 for one broadcast service, and the PSA UPA is responsible to distribute the broadcast traffic to multiple UPFs or NG RANs within the broadcast service area over N9 or N3 tunnels configured by the SMF(s). The PSA UPF can be configured by multiple SMFs for one broadcast service and each N9 or N3 tunnel can only be configured by one SMF based on local configuration. Taking Figure 6.5.1-1 as an example, SMF1 configures UPF1, RAN1 and corresponding N9-1, N3-1 tunnel, and SMF2 configures UPF2, RAN2 and corresponding N9-2, N3-2 tunnel.
For QoS aspect, the SMF1 and SMF2 obtain the uniform QoS profiles from PCF and provide to the PSA UPF, then the PSA UPF enforces the QoS for the broadcast service.


Figure 6.5.1-1: Multiple SMFs for one broadcast service
[bookmark: _Toc31011445][bookmark: _Toc43297462][bookmark: _Toc43733160][bookmark: _Toc50192915][bookmark: _Toc50467060]6.5.2	Procedures



Figure 6.5.2-1: Broadcast Session Start procedure
[bookmark: _Hlk48057508]0.	If a broadcast service is provided in association with a unicast service from a service provider (e.g. GC AS) perspective, the UE reports NR CGI and TAI to the AF.The broadcast service is announced in application layer, the UE receives the broadcast service information from application server.
Editor's note:	It is FFS how and when the AF obtains the radio-level identifier of the broadcast service (e.g. TMGI) that is provided to the UE.
1.	The AF requests the MSF (i.e. MSF-C) directly or via NEF to start one specific MBS Service broadcast communication serviceto PCF or via NEF, providing the MBS assistance information, MBS service identifier, a list of TAIs and a list of NR CGIs or a broadcast area that is mapped to a list of TAIs and a list of NR CGIs by the MSFservice area, service QoS requirements, DNN, NSSAI etc.
2.	The PCFMSF creates the broadcast service and selects broadcast session parameters including BC Session ID and other (e.g. FEC). Then the MSF initiates the start of broadcast session.involved SMF(s) for the MBS service based on the received MBS assistance (MBS service identifier, or service area) and local pre-configuration and the PCF generates the QoS profiles for the MBS service.
3.	The MSFPCF sends BCsession service start request response to the involved SMF(s) the AF informing the AF about the determined broadcast session parameters. in step 2, providing the service identifier, service area, DNN information, S-NSSAI information, and QoS profile.
4. 	If the UE is not preconfigured with needed configuration (e.g. USD), the UE is provisioned with the configuration of broadcast session which may be performed using SIP signalling or methods described in [TS 26.346] including announcement over a broadcast session for service announcements.
Editor's note:	More information on radio-level broadcast session identifiers, e.g. TMGIs, to be added in coordination with RAN.
4-5.	The If the MSFSMF(s) is not preconfigured with the information about the involved SMF, the MSF uses the NRF services to discover the SMF based on provided DNN, NSSAI and SMF’s capabilities stored in the NRF.determines the involved AMF(s) based on the MBS service identifier or service area and local configuration and sends session start request to AMF(s) with MBS identifier, including N2 message (service identifier, QoS parameters) for the MBS service.
Editor's note:	It is FFS if this AMF is for that dedicated UE and already selected as per Architecture option 1 via Unicast session establishment, then is it the same AMF for the UE or dedicated AMF for Session Start?
6.	The MSF requests Nsmf_BCSession_CreateBCContext (IP multicast address, TAIs, NR CGIs, BC Session ID, S-NSSAI, [PCF ID]) service to create broadcast context in the SMF.
-7.	The SMF may establish BC Policy Association and get PCC rules for the BC session which may be identified by multicast IP address.The AMF(s) select involved RAN nodes based on the MBS service identifier and local configuration and establishing context for the MBS service.
Editor's note:	It is FFS if AMF selects the involved RAN nodes and in that case is the AMF dedicated for MBS session?
8.	The SMF invokes the discovery service of NRF and queries for AMF type instances. The SMF may use TAI parameter for filtering.
9.	The NFR returns a search result with the AMF instances.
10.	Depending on the filtering criteria, the SMF may further filter the results and select the AMFs.
11.	The SMF uses the Namf_NonUEN2MessageTransfer (TAIs, N2InfoContainer) service of the AMFs to transfer BC Session Resource Setup Request message to the NG RAN nodes controlling the target cells where the broadcast communication service should be provided.
12.	The SMF subscribes for non-UE specific N2 information notifications to receive notification about success or failure of N2 operations. A new N2InformationClass may be created for broadcast related information.
13.	The AMF selects the involved NG RAN based on the TAIs.
14-15.	The AMF sends BC Session Resource Setup Request (TAIs, NR CGIs, QoS flows) to the NG RAN nodes. If the NG RAN accepts the request, the NG RAN allocates the DL tunnel address information for the MBS serviceBC session  and responds to the AMF/SMF.
Editor's note:	More information on possible radio-level announcement of available broadcast service and related radio-level broadcast session identifiers, e.g. TMGIs, to be added in coordination with RAN.
16.	The AMF notifies the SMF about N2 information including n2InfoContainer carrying the BC Session Resource Setup Response.
179.	The SMF establishes N4 session with the towards UPFs, including the DL tunnel address and QoS parameters.
1018.	The SMF notifies the MSF-C about successful setup of broadcast session resources.responds to the PCF the MBS session is established.
191.	The MSF PCF notifies responds to the AF the status of the MBS broadcast communication service is started.
[bookmark: _Toc31011446][bookmark: _Toc43297463][bookmark: _Toc43733161][bookmark: _Toc50192916][bookmark: _Toc50467061]6.5.3	Impacts on services, entities and interfaces
In order to support this solution, the involved network entities need to support the following functionality.
MSFPCF:
-	Receives the broadcast communication service information from AF, e.g. service identifier, TAIs and NR CGIs or a service area that can be mapped to TAIs and NR CGIs, DNN, NSSAI, and service requirements.
-	Determines the broadcast area and the involved SMFs for the target broadcast service.
PCF:
-	Determines the policy and QoS profile for the broadcast service.
-	Determines DNN and slicing.
-	Authorization management.
SMF:
-	Receives the broadcast session service information from the MSFPCF, e.g. broadcast service session identifier (BC Session ID), 
-	Establishes broadcast policy association to obtain QoS profile
-	Determines the involved PSA UPF and other UPFs;
-	Determines the involved AMF(s);
-	Manage the N3/N9 tunnels for the broadcast service.
AMF:
-	Support Receives the broadcast session service information transfer between from the SMF and the NG RAN, e.g. service identifier.
-	Determines the involved RAN nodes for the target broadcast communication service based on TAIs.
PSA UPF:
-	The anchor UPF connects to broadcast service based DNN.
-	Distributes the broadcast traffic to the involved UPFs configured by SMF.
-	Enforce broadcast QoS rule.
NG RAN node:
-	Allocate the N3 tunnel address for the broadcast sessionservice.
-	Transmitting broadcast traffic with satisfying the QoS requirements.
[bookmark: _Toc31011447][bookmark: _Toc43297464][bookmark: _Toc43733162][bookmark: _Toc50192917][bookmark: _Toc50467062]6.6	Solution #6: Multicast service initiation
[bookmark: _Toc31011448][bookmark: _Toc43297465][bookmark: _Toc43733163][bookmark: _Toc50192918][bookmark: _Toc50467063]6.6.1	Functional description
This solution addresses Key Issue 1 and proposes a multicast service initiation procedure based on the MBS reference architecture alternative 2 (see clause A.2).
When the AF requests the MBSF to provide a multicast service, the AF provides the multicast service related information that may include service type, target service area, target service UE group, QoS requirement information, where the service type indicates which kinds of MBS services e.g. public safety or V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service.
NOTE:	Based on the service type, target service area etc., an appropriate MBSF/MBSU can selected.
The MBSF setup the MBS service session for the multicast service.derives the involved MB-SMF(s) to support the requested service based on e.g. the service type, target service area. The MBSF sets up the MB Sessions with the MB-SMF(s) selected based on the service type, the DNN info, slicing information, QoS profiles etc. The MB-SMF gets authorization for the QoS profile from the PCF.
AF or MBSF announces the MBS services, which deliver the MBS service specific parameters e.g. DNN info, MBS service session ID, target service UE group ID, target service area, etc. to UEs. Then, the UE in MBS area may join the multicast service for the MBS service session via PDU session establishment/modification procedure, which the selected MB-SMF may verifyies by UE SM subscription information and notify the UE’s multicast joining request to the MBSF. 
The MBSF request the MB Session setup with the MB-SMF, which may get authorization for the QoS profile from the PCF.
The MB-SMF setups associates the PDU session with the MB Session based on the MBS service session ID, target service UE group ID, etc., and associates with the PDU sessionand may notify the MBSF of UE joining. During the PDU session establishment/modification procedure, the MB-SMF sets up the shared N3 tunnel between NG-RAN and MB-UPF and the UE obtains the radio resource information to receive the MBS traffic. If the UE wants or is out of MBS area, the UE may get the multicast service traffic via individual delivery as a regular PDU session.
When an MB-SMF manages association of a MB Session and PDU session(s) of some UEs, if the shared N3 tunnel is activated then the MB-SMF may deactivate or release the associated PDU session(s) of the UEs per operator's policy.
[bookmark: _Toc31011449][bookmark: _Toc43297466][bookmark: _Toc43733164][bookmark: _Toc50192919][bookmark: _Toc50467064]6.6.2	Procedures
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Figure 6.6.2.1-1: MBS session initiation procedure for multicast service
The figure depicts MBS session initiation procedure for multicast service as follows.
1.	Third party contents provider (or AF) requests MBS service(s) to an appropriate MBSF (in case that AF is not in the trust domain, the MBSF is selected optionally via NEF) with service characteristics (e.g. service type, optional target service area, target service UE group, etc.), where the service type indicates which kinds of MBS services e.g. public safety or V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service.
NOTE:	Based on the service type, target service area etc., AF may select an appropriate MBSF/MBSU.
2.	MBSF may check whether the AF is authorized to start the MBS service with PCFUDM based on the target service UE group ID.
3.	If the MBS service session is authorized, an MBS service session is setup and its information (e.g. MBS service session ID, address information of the MBSU, etc.) is managed selected by the MBSF.
4.	The MBSF notifies the MBS session information to the content provider or AFAS.
5.	MBS service announcement can be delivered to UEs in the target service area on application level, which includes the MBS service specific parameters e.g. DNN, MBS service session ID, target service UE group ID, etc. by AF or MBSF.
For UE joining the multicast group:
6.	If the UE belongs to target service UE group, the UE may join the multicast group via control plane (i.e. PDU session establishment or modification procedure, where the same MB-SMF is selected during the PDU session establishment procedure based on its DNN info, MBS service session ID, target service area, etc.), which is verified based on the UE SM subscription information. In addition, the SMF may notify the MBSF of the UE joining in the multicast group.
For MB Session setup:
57.	MBSF requests initiates an MB session setup to MB-SMF(s), which are selected based on their coverage and the target service area.
68.	The MB-SMF may get service authorization including authorized QoS info from PCF, which is authorized for the target service UE group.
79 & 810.	The MB-SMF establishes a transport tunnel between MBSU and MB-UPF for shared delivery of the MBS data.
9.	MBS service announcement can be delivered to UEs in the target service area on application level, which includes the MBS service specific parameters e.g. DNN, MBS session ID, target service UE group ID, etc. by AF or MBSF.
Editor's note:	How to perform MBS service announcement is FFS RAN related information for broadcast/multicast delivery is decided by RAN WGs.
For UE joining the multicast group:
10.	If the UE belongs to target service UE group, the UE may join the multicast group via control plane (i.e. PDU session establishment or modification procedure, where the same MB-SMF is selected based on its DNN info, MBS session ID, target service area, etc.), which is verified based on the UE SM subscription information. In addition, the SMF may notify the MBSF of the UE joining in the multicast group.
Editor's note:	How the same MB-SMF can be selected is FFS. If the SMF handling the UE's PDU context before the modification may be different from the MB-SMF, how this case is handled is also FFS.
11.	If the UE has joined, the MB-SMF associates the PDU session with the corresponding MB Session, based on the target service UE group, MBS service session ID, etc.
In the case that shared N3 tunnel does not exist yet for the MBS service area:
12-14.	For data transport of shared delivery, the MB-SMF establishes shared N3 tunnel with the NG-RAN(s) to the MB-UPF selected in the step 7 9 via the serving AMF. NG-RAN decides delivery mode of the MBS data i.e. point-to-point delivery or point-to-multipoint delivery e.g. based on the UE population sharing the target service UE group ID, MBS service session ID, etc, which are sent from the MB-SMF in the step 12. The remaining PDU session establishment or modification procedure is performed together and the NG-RAN notifies the information on the RAN resources for point-to multipoint mode to the UE via RRC signalling.
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Editor's note:	This clause describes impacts to services, entities and interfaces.
MBSF:
-	The MBSF generates and manages MBS service context and request an MB session setup to the MB-SMF
-	The MBSF controls the MBSU for user plane management, which is a media anchor of MBS traffic in 5GS.
MB-SMF:
-  The MB-SMF setup the MB session, which is used for the transport of shared delivery.
-	The MB-SMF manages the MB session context for shared delivery, and associate & manages together the UE’s PDU session context for individual delivery.
-  The MB-SMF send the association information b/w shared delivery and individual delivery to the NG-RAN.
AMF:
-	The AMF is enhanced to support MB session management b/w NG-RAN and MB-SMF.
MB-UPF:
-	It supports shared tunnel for shared delivery method.
NG-RAN:
-	It supports shared tunnel for shared delivery method.
-	The NG-RAN receives the association information from the MB-SMF and stores it, which may identify the UEs to receive MBS data traffic via shared delivery method.
-  The NG-RAN may decide RAN delivery mode for MBS data traffic from shared delivery method i.e. PTP v.s. PTM 
N3:
-	A shared tunnel on this interface is established for an MB session.
UE:
-	UE need to indicate its joining on the MBS service as part of the NAS message (e.g., PDU Session establishment/modification request).
[bookmark: _Toc31011452][bookmark: _Toc43297469][bookmark: _Toc43733167][bookmark: _Toc50192922][bookmark: _Toc50467067]6.7	Solution #7: Local multicast service discovery and provisioning
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This solution addresses KI#6 "Local MBS service".
This solution proposes local MBS service discovery and provisioning procedures. It is proposed to use NAS signalling or application level interaction to provision local multicast service boundary information to the UE, who is interested in the local multicast service. When the UE enters into the multicast service boundary, it detects the broadcast signalling (i.e. SIB) for local multicast service discovery. The architecture of this solution can be based on the two architecture alternatives (see Annex A).
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Figure 6.7.2-1 shows the procedure of local multicast service discovery and provisioning for receiving multicast data:


Figure 6.7.2-1: Local multicast service discovery procedure
1.	The UE, who has interest in the local multicast service, may register to the AF of the local MBS Content Provider and may get information for receiving the local multicast service data from the Content Provider, e.g., application layer security information, TMGI, service boundary (e.g. cell IDs, geo area information), etc.
2.	The AF may provide service parameters including service boundary (e.g. cell IDs, geo area information) to NEF, the NEF may store the information in the UDR (translation maybe needed).
3.	The UE may retrieve service parameters including service boundary at any time anywhere in the PLMN via control plane, e.g. initiates User Multicast Service Create procedure as described in solution 4. Or, the UDR may notify the (MB-)SMF that subscribed event for multicast service context change of the updated service parameters, the (MB-)SMF queries the UDM for each member of the TMGI to get the serving AMF and notifies the UE of service boundary for the TMGI, e.g. via Namf_Communication_N1N2MessageTransfer service operation. Or, the UE may request service parameters update via control plane to get the updated service boundary information, e.g. initiates User Multicast Service Update procedure as described in solution 4.
4.	The UE starts to detect whether it is in the Service Boundary, e.g. based on the TAI or cell ID received in the SIB1. If the UE does not entered into the service boundary, the UE does not need to resolve SIB other.
5.	When the UE is in the local multicast service boundary, the UE starts to discover the local multicast service based on SAI/TMGI detection, i.e. based on SAI/TMGI received in SIB other.
6.	If the UE detects radio resource information for data transmission of the local multicast service, it starts receiving the service data. If the UE does not detects radio resource, the UE performs user multicast session join for activate the data transmission via the RAN node, e.g., initiates User Multicast Session Join procedure as described in Solution 4 specified in clause 6.4.
[bookmark: _Toc31011455][bookmark: _Toc43297472][bookmark: _Toc43733170][bookmark: _Toc50192925][bookmark: _Toc50467070]6.7.3	Impacts on services, entities and interfaces
UE:
-	Support multicast communication service detection triggered by service boundary entering/leaving.
[bookmark: _Toc43297473][bookmark: _Toc43733171][bookmark: _Toc50192926][bookmark: _Toc50467071]6.8	Solution #8: Dynamic multicast/broadcast transmission
[bookmark: _Toc43297474][bookmark: _Toc43733172][bookmark: _Toc50192927][bookmark: _Toc50467072][bookmark: _Toc20473558]6.8.1	Functional Description
[bookmark: _Toc43297475][bookmark: _Toc43733173][bookmark: _Toc50192928][bookmark: _Toc50467073]6.8.1.1	General
This solution addresses KI#1, and compared to with other solutions (e.g. Solution #3) to KI#1, this solution mainly addresses the following aspects:
-	When and how to trigger the establishment of an MBS session?
The trigger may be based on network analysis result. The AF subscribes or requests the network analytics information from the NWDAF as specified in TS 23.288 [9]. Based on the analytics information, e.g. Observed Service Experience analytics defined in clause 6.4 of TS 23.288 [9], the AF decides/updates multicast related service parameters. The AF may use service specific parameter provision procedure as specified in TS 23.502 [8] to provide multicast related service parameters, including the multicast indication for different services/applications, to the PCF. Based on multicast related service parameters, the PCF provides the multicast service related policy in PCC rules to the SMF. Then the SMF decides when to establish an MBS session for the services and UEs based on the multicast service related policy. The following procedures for completion of the MBS session establishment can refer to Solution #3.
[bookmark: _Toc43297476][bookmark: _Toc43733174][bookmark: _Toc50192929][bookmark: _Toc50467074]6.8.1.2	System Architecture
The architecture functional entities are described in clause A.1 "5G MBS system architecture based on unicast 5GC". The functionalities of SMF/UPF in Figure 6.8.2.1-1 are equal to the ones of SMF1/UPF1 respectively in Figure 6.3.2.1-1.
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Figure 6.8.2.1-1: multicast session/tunnel setup/modification
The key steps of the procedure for this solution are as follows:
1.	The step 1-3 specified in clause 6.3.2.1 are reusedThe UE establishes a PDU session for unicast flow, and the SMF is selected.
2.	The AF decides to update service parameters, including the multicast indication for different services/ applications. For example, the AF may subscribes or requests network analytics information to the NWDAF as specified in TS 23.288 [9], e.g., Observed Service Experience defined in clause 6.4 in TS 23.288 [9], and. Based based on the analytics information, the AF may decide to update service parameters, including the multicast indication for different services/applications, and 
The AF provides update service parameters to the PCF (e.g. via the UDR as specified in TS 23.502 [8] clause 4.15.6.7). The AF may further request UDR to store the following information for the multicast service: UE number of requesting the service as a threshold, the list of UE IDs (i.e. GPSIs), or UE group ID for receiving multicast service, and other service information, such as IP multicast address.
	The AF can decide to subscribe or request network analytics information based on local configuration, or triggered by e.g. event report from the NEF.
3.	The PCF provides to the SMF(s) the multicast service related policy based on the service parameters, including multicast indication for specific service (represented by Service Description)and optionally with UE number of requesting the service as a threshold for when the multicast indication is used, the list of UE IDs or UE group ID for receiving multicast service, and other service information, such as IP multicast address.
4.	The step 6-34 specified in clause 6.3.2.1 is reused with the following difference:The SMF, based on the multicast service policy, determines to establish or modify a multicast session for the service. The SMF initiates a PDU session modification procedure towards the UPF, RAN (via the AMF) and the UE to change delivery mode of the service data from unicast to multicast (i.e. switching data transmission to an MBS session). The SMF sends to the RAN in N2 SM information the binding relationship between the UE(s) and the service, including multicast session information, list of UE IDs or UE group ID, etc.
-	The SMF(s) initiates a PDU Session Modification procedure to include the UE(s) listed in the list of UE IDs in multicast reception.
NOTE 1:	This is not preventing other possible authorization methods.
-	The SMF(s) may configure the UPF(s) for not sending the data via unicast PDU session any longer. It might be used for the case e.g., the external network uses IP multicast. 
NOTE 2:	In application layer, the AF may indicate the UE that delivery mode is changed from unicast to multicast.
NOTE:	The detailed procedures for MBS session establishment, including steps 4~6 and following steps for completion of the MBS session establishment, can refer to Solution #3.
5.	RAN establishes/updates the shared tunnel and binds the UE(s) for the multicast session, based on N2 SM information received from the SMF.
6.	RAN decides how to deliver the multicast flow: PTM or PTP and sends AN resource reconfiguration to UEs if necessary.
Editor's note:	The details of this procedure will be studied in the RAN WGs.
[bookmark: _Toc43297479][bookmark: _Toc43733177][bookmark: _Toc50192932][bookmark: _Toc50467077]6.8.3	Impacts on services, entities and interfaces
Editor's note:	Further impacts on NFs would be added later.
SMF:
-	The SMF needs to support the processing of multicast, e.g., sends to RAN multicast session information including the binding relationship between the UE(s) and multicast service(s), receives the information of the AF.
RAN:
-	The RAN needs to support the processing of multicast, e.g., binding the UE(s) with multicast service(s), selecting PTP or PTM bearers that are used for multicast data transmission to UEs. In addition to what is specified in clause 6.3.3, the impacts also include the followings: 
AF:
-	The AF needs to support the processing of multicast. The AF determines to sends to 5GC the service parameters for multicast based on e.g., the network analytics information provided by 5GC.
UDR:
-	The UDR is enhanced to store the multicast information, e.g., UE number of requesting the service as a threshold, the list of UE IDs (i.e. GPSIs), or UE group ID for receiving multicast service, and other service information, such as IP multicast address.
PCF:
	-	The PCF is enhanced to provide to the SMF(s) the multicast service related policy.
SMF:
-	The SMF(s) may configure the UPF(s) for not sending the data via unicast PDU session;
-	The SMF handling multicast transmission may authorize the UE's join request based on the information provided by AF.
[bookmark: _Toc43297480][bookmark: _Toc43733178][bookmark: _Toc50192933][bookmark: _Toc50467078]6.9	Solution #9: Broadcast service initiation
[bookmark: _Toc43297481][bookmark: _Toc43733179][bookmark: _Toc50192934][bookmark: _Toc50467079]6.9.1	Functional description
This solution addresses Key Issue 1 and proposes a broadcast service initiation procedure based on the MBS reference architecture alternative 2 (see clause A.2).
When the AF requests the MBSF to provide a broadcast service, the AF provides the broadcast service related information, including service type, target service area, QoS requirement information, where the service type indicates which kinds of MBS services e.g. public safety or V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service. In the case of broadcast service, the target service UE group is set as Null or a dedicated value to indicate broadcast service.
NOTE:	Based on the service type, target service area etc., an appropriate MBSF/MBSU can selected by AF.
The MBSF derives the involved MB-SMF(s) to support the requested service based on e.g. the service type, target service area. The MBSF sets up the MB Session with the MB-SMF(s) selected based on the service type, the DNN info, slicing information, QoS profiles etc. The MB-SMF gets authorization for the QoS profile from the PCF
For broadcast services, the MB-SMF(s) select the involved AMF(s), which in turn discovers and selects appropriate NG-RAN(s) for broadcast delivery of MBS data based on the coverage of AMF, and the MB-SMF(s) set up the shared N3 tunnel between NG-RAN(s) and MB-UPF(s). AF or MBSF announces MBS services, which deliver the MBS service specific parameters e.g. DNN info, MBS service session ID, target service area, the radio resource information to receive the MBS traffic in MBS area, etc. to UEs.
Later on, when the UE may performs PDU session establishment/modification procedure to receive the MBS traffic via in individual delivery manner via an application-level mechanism, the MB-SMF should be selected, based on the DNN info, MBS session ID, target service area. And the MB-SMF associates the PDU session with the MB Session, based on the MBS session ID, etc.
Editor's note:	It is FFS if a UE can also receive a broadcast service without the UE performing PDU session establishment/modification procedure to receive the MBS traffic via individual delivery, e.g. via application level mechanisms
Editor's note:	The SMF handling a normal PDU session is selected based on other criteria before it performs such a PDU session modification. It is FFS how a MB-SMF can then be re-selected during a PDU session modification
When an MB-SMF manages association of a MB Session and PDU session(s) of some UEs, if the shared N3 tunnel is activated then the MB-SMF may deactivate or release the associated PDU session(s) of the UEs per operator's policy.
Editor's note:	It is FFS how it can be prevented that the PDU session is terminated although the UE is also using it for services which are not related to the broadcast service.
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Figure 6.9.2.1-1: MBS session initiation procedure (broadcast service)
The figure depicts MBS session initiation procedure for broadcast service as follows.
1.	Third party contents provider (or AF) requests MBS service(s) to MBSF (optionally via NEF) with service characteristics (e.g. service type, target service area, target service UE group, etc.), where the service type indicates which kinds of MBS services e.g. public safety or V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service regardless of MBS area or not. In the case of broadcast service, the target service UE group is set as Null or a dedicated value.
2.	MBSF may check whether the AF is authorized to start the MBS service with PCFUDM based on the target service UE group ID.
3.	If the MBS service session is authorized, MBS service session is setup and its information (e.g. MBS service session ID, address information of the MBSU, etc.) is selected by the MBSF.
4.	The MBSF notifies the MBS session information to the content provider or AS.
For MB Session setup:
5.	MBSF initiates an MB Session setup to MB-SMF(s), which are selected based on their coverage and the target service area.
6.	The MB-SMF may get service authorization including authorized QoS info from PCF, which is authorized for the target service UE group.
7-8.	The MBSF establishes a transport tunnel between MBSU and MB-UPF for shared delivery of the MBS data.
For shared N3 tunnel setup:
9.	The MB-SMF selects AMF(s), which in turn discovers and selects NG-RAN(s) for shared delivery of MBS data based on the coverage of AMF.
10-12.	For data transport of shared delivery, the MB-SMF establishes shared N3 tunnel with the NG-RAN(s) to the MB-UPF selected in the step 7 and RAN resources are setup.
13.	MBS service announcement is performed; MBS service announcement messages can be delivered to UEs over the target service area, which includes the MBS service specific parameters e.g. DNN, MBS service session ID, multicast IP address, RAN related information for shared delivery, etc by AF or MBSF or NG-RAN.
Editor's note:	How to perform MBS service announcement for RAN related information is FFS. RAN related information for shared delivery is decided by RAN WGs. It is also FFS whether a separate application level service announcement between UE and an AF to announce a broadcast session identifier, and a subsequent broadcast of that session identifier by the RAN is required.
Editor's note:	It is FFS if steps 14 and 15 are required
14.	Later on, for individual delivery of the MBS traffic the UE may perform PDU session establishment procedure, and the MB-SMF should be selected, based on the DNN info, MBS session ID, target service area.
Editor's note:	How the same MB-SMF can be selected is FFS. If the SMF handling the UE's PDU context may be different from the MB-SMF, how this case is handled is FFS.
15.	The MB-SMF associates the PDU session with the MB Session, based on the MBS session ID etc.
Editor's note:	The purpose of this association is FFS.
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Editor's note:	This clause describes impacts to services, entities and interfaces.
MBSF:
-	The MBSF generates and manages MBS service context and request an MB session setup to the MB-SMF
-	The MBSF controls the MBSU for user plane management, which is a media anchor of MBS traffic in 5GS.
MB-SMF:
-  The MB-SMF setup the MB session, which is used for the transport of shared delivery.
-	The MB-SMF manages the MB session context for shared delivery, and may manage the UE’s PDU session context for individual delivery.
-  The MB-SMF selects appropriate AMF(s), which are used to find & select NG-RAN nodes to cover the target service area.
MB-UPF:
-	It supports shared tunnel for shared delivery method.
AMF:
-	The AMF is enhanced to support MB session management b/w NG-RAN and MB-SMF.
NG-RAN:
-	It supports shared tunnel for shared delivery method.
-  The NG-RAN may decide RAN delivery mode for MBS data traffic from shared delivery method i.e. PTP v.s. PTM 
N3:
-	A shared tunnel on this interface is established for an MB session.
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[bookmark: _Toc43297486][bookmark: _Toc43733184][bookmark: _Toc50192939][bookmark: _Toc50467084]6.10.1	Functional description
This solution addresses Key Issue#1 and architecture is described in clause A.2.
The relation between multicast context, multicast flow and UE group model is same with solution 3.
The enhancement on the top of solution 3 are:
-	There is MBSF/MBSU in the architecture.
-	There is an additional multicast MBS session between MB-SMF and NG-RAN. The multicast MBS session is terminated at the NG-RAN and a shared N3 tunnel is used for transfer the multicast service data for such MBS session. One shared N3 tunnel from UPF to NG-RAN is used for all QoS Flow of MBS session between the UPF and NG-RAN pair.
-	There is one or more MBS QoS Flows within one MBS session. The MBS QoS flow within MBS session is identified by a MBS QoS flow identifier.
-	For each MBS QoS flow, there is one "mapped" QoS flow within related PDU session(s). During the MBS session establishment or the user join procedure, the correlation between the mapped QoS flow and MBS Qos flow is sent to the RAN node.
NOTE:	The mapped QoS Flow means the QoS Flow is established but the data is not delivered over it if user data transmission is performed via a multicast bearer. The mapped QoS Flow is a legacy QoS flow.
NOTE:	The NG-RAN does not reserve the radio resource for the mapped QoS flow until the 5GC request the switch.
Editor's note:	It is FFS how to prevent an unnecessary reservation of radio resources for "dummy" QoS Flows (in particular GBR resources).
-	The UPF is the U-plane anchor point to PDU session and MBS session. The MB-SMF controls the transfer of multicast service data to the NG-RAN based on the NG-RAN nodes ability to cope with multicast data. The MB-SMF informs the UPF of proper PDR and FAR to perform the forwarding.
-	If the RAN node receives the multicast service data from the MBS QoS flow in the shared tunnel for MBS session, the RAN node decide to transfer the multicast data to the UE via PTP or PTM bearer.
Figure 6.10.1-1 shows an example for the C-plane and U-plane model. To simplify, the NG-RAN node related with MB-SMF-2 and UPF-2 are not shown.


Figure 6.10.1-1: Multicast and unicast user and control plane model
The UE1 and UE-2 access the 5GS via NG-RAN 1 and there are UE1 PDU session and UE2 PDU session (anchored in the MB-SMF-1/UPF-1).
The UE1 and UE-2 join the same multicast service X. There is dedicated MBS session between MB-SMF-1/UPF-1 and NG-RAN 1. The C-plane is between MB-SMF-1 and NG-RAN 1, and U-plane is the shared N3 MBS tunnel between UPF-1 and NG-RAN 1.
In the shared N3 tunnel, there is MBS QoS Flow x which carries the multicast MBS service X data. The mapped QoS Flow A is associated with MBS QoS Flow x in the UE1 PDU session, and mapped QoS Flow B associated with MBS QoS Flow x in the UE2 PDU session.
The NG-RAN 1 and MB-SMF-1 know the correlation between MBS QoS Flow x and (UE1 QoS Flow A, UE2 QoS Flow B). When the NG-RAN 1 receives the data from shared N3 tunnel, it can decide using PTP radio bearer or PTM radio bearer to deliver the data to UE-1 and UE-2. If the NG-RAN 1 receives the data from UE1 QoS Flow A or UE2 QoS Flow B, it can schedules the DRB based on the QoS profile of the mapped dummy QoS Flow to deliver the data. 
NOTE:	After the mode switch (from multicast to unicast), the service data is send from UPF to NG-RAN in the unicast QoS flow.
Editor's note:	The purpose for delivering the same content to the same RAN node twice via shared N3 tunnel and unicast QoS flow requires further explanation. It is FFS how to prevent a waste of transport resources.
For the NG RAN 2 and UE3 and UE 4, it is similar.
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Figure 6.10.2-1: MBS session establishment
1.	The content provider informs the MBSF of the Multicast service transmission start via NEF. The MBSF may retrieves the membership and the information of the service data flow. The Content provider may also sends an identifier of the multicast service, e.g. a multicast address of a multicast group that UE can join, or a multicast service id, etc. to MBSF. The MBSF allocates the TMGI and returns it to Content Provider. 
	If there is multiple MBSFs in the network, the MBSF stores the a multicast context information including the MBSF address, TMGI and multicast address in the UDR.
	This step is optional. The above service information may be configured in the MBSF.
Editor's note:	Whether the TMGI is required or not is FFS.
Editor's note:	Whether step 1 is mandatory or can be replaced by commercial agreement and configuration is FFS.
2.	The UE registers in the PLMN (see sub clause 4.2.2.2 of TS 23.502 [8]) and request the establishment of a PDU session (see sub clause 4.3.2.2 of TS 23.502 [8]).
3.	The content provider announces the availability of multicast using higher layers protocol (e.g., application layer). The announcement includes at least an identifier of the multicast service, e.g. a multicast address of a multicast group that UE can join, or a multicast service id or TMGI. The UE may receive such announce via the PDU session established in step 2.
4-5.	These two steps are same with step 3-4 in figure 6.3.2.1.
6.	Upon detection of UE join, the MB-SMF checks whether a multicast context for the multicast group (address) exists in the system, i.e., whether there is a UE that already joined the multicast group. If there is no multicast context, the SMF check UDR for MBSF address with TMGI/multicast address.Tthe SMF initiates an MBS session create procedure to the MBSF. If there is a multicast context, the MB-SMF performs an MBS session update to inform the MBSF that the UE joined. The MB-SMF sends the UE identity to the MBSF.
	The MBSF checks the membership of the UE based on the information received in step1, or authorises the UE with the Content provider. If the UE is allowed to join, the MBSF inform the MB-SMF of the result.
	If the UE is the first UE joining the group from the MN-SMF, the tunnel between UPF and MBSU is established to deliver the multicast service data.
	A MBS session can includes more than one MBS flow. The MBSF allocates a flow identifier for the MBS QoS Flow. If there is no multicast context, the MB-SMF creates the MBS context based on the response from the MBSF.
Editor's note:	How the MB-SMF selects the MBSF is FFS.
7.	The MB-SMF requests the AMF to transfer a message to RAN node transparently to add a mapped QoS flow in the existing PDU session. The NG-RAN transfers a PDU session modification command message to the UE transparently for adding a QoS flow in the existing PDU session.
8.	If there is no MBS session between MB-SMF and NG-RAN, a N3 shared tunnel for MBS QoS Flow (i.e. the UE is the first UE join in such multicast group from the NG-RAN) is established. The MB-SMF sends the correlation between MBS context and UE context to NG-RAN, e.g. the mapping between mapped QoS Flow of PDU session and MBS QoS Flow.
Editor's note:	It is FFS how the MB-SMF knows the NG-RAN node serving the UE to determine whether there is an MBS session towards it.
9.	Upon reception of messages in steps 7 and 8, the NG-RAN can know the correlation between the mapped QoS flow in PDU session and the MBS QoS flow. The RAN stores such mapping information.
	There may be one common QoS profile for the mapped flow and MBS flow, or separated QoS profiles depend on the operator’s policy.
Editor's note:	Whether there is one common QoS profile for the mapped flow and MBS flow or there are two separated QoS profiles is FFS.
10-11.	The UE and NG-RAN response the requests from the MB-SMF.
12-14.	If there is no shared tunnel for such MBS session, the DL tunnels are allocated and transferred to the next hop on the user plane. If the tunnel between UPF and BMSU was already established, the step 13 and 14 are not required.
Editor's note:	It is FFS whether step 13 is required as the tunnel was .already established in step 6.
[bookmark: _Toc50192942][bookmark: _Toc50467087][bookmark: _Toc43297488][bookmark: _Toc43733186]6.10.2.2	Session leave
The UE use the Session Leave procedure to inform the network of the UE interest in an MBS Session.


Figure 6.10.2.2-1: UE leave multicast session procedure
1.	The UE has joined multicast service as specified in clause 6.10.2.1.
	At any time the UE may determine to leave the multicast service.
2.	The UE sends the UE leave multicast request to the network. 
	In the U-plane alternative, the UE sends IGMP/MLD leave message. The UPF detects the IGMP/MLD leave message, and notifies the SMF.
	In the C-plane alternative, The UE sends the PDU Session Modification Request which includes the information about the multicast service to be leaving.
3.	The MB-SMF notify the MBSF, the UE leave the multicast session. If the UE is the last UE in this multicast session in the MB-SMF, the BM-SMF sends MBS session release request to MBSF.
4.	If MBSF receives MBS session release request. It request the MBSU to release the tunnel between MBSU and MB-UPF. 
5.	The MB-SMF initiate the PDU session modification procedure to release the QoS flow of PDU session of UE corresponding to the MBS flow of the MBS session which UE is leaving.
6.	The MB-SMF initiate the MBS session modification to NG-RAN. If the UE is the last UE for the MBS session, the MB-SMF send MBS session release to NG-RAN.
7.	The NG-RAN release the UE MBS context.
8.	UE sends the PDU session modification ACK to SMF.
9.	The NG-RAN send MBS session modification/release response to SMF.
10.	If the UE is the last UE in this multicast session, the SMF request the UPF to release the tunnel for the MBS session.
[bookmark: _Toc50192943][bookmark: _Toc50467088]6.10.2.3	MBS session release
The MBS Session release is used to delete all the resource for the MBS session context and media delivery.


Figure 6.10.2.3-1: multicast session release procedure
1.	The UE has joined multicast service as specified in clause 6.10.2.1.
2.	The Content provider decides to terminate this MBS service. It send the MBS service release to NEF, and NEF send the request to MBSF. 
3.	The MBSF send the MBS session release to MB-SMF to release the session between MBSF and MB-SMF, and the tunnel between MBSU and UPF.
4.	The MB-SMF initiate the PDU session modification procedure to release the QoS flow of PDU session of UE corresponding to the MBS flow of the MBS session which UE has joined.
5.	The MB-SMF initiate the MBS session release to NG-RAN.
6.	The NG-RAN release all the MBS context of this MBS session.
7.	UE sends the PDU session modification ACK to SMF.
8.	The NG-RAN send MBS session release response to SMF.
9.	MB-SMF sends the MBS session release response to MBSF.
10.	MBSF send the MBS service release response to Content Provider via NEF.
[bookmark: _Toc50192944][bookmark: _Toc50467089]6.10.3	Impacts on services, entities and interfaces
MBSF:
-	The MBSF generates MBS context and send to the MB-SMF
-	The MBSF manages the MBSU. It is similar with the relationship between the MB-SMF and UPF.
MB-SMF:
-	The MB-SMF requests a MBS session creation to the NG-RAN.
-	The MB-SMF allocates a dummy flow within a PDU session mapping to a MBS QoS flow within a MBS session.
-	The MB-SMF sends the correlation information to the RAN node.
UPF:
-	If the UE joins multicast group via user plane, the UPF must support a new capability to trigger a user plane event in a response to the reception of a join message.
RAN:
-	The RAN receives the correlation information from the MB-SMF and stores it.
N3:
-	A share tunnel on this interface is established for a MBS session.
UE:
-	It needs to indicate the MBS service information as part of the user plan join message (e.g., IGMP join), or of the control plan message (e.g., PDU Session modification request).
AMF:
-	The AMF is enhanced to support MBS session.
[bookmark: _Toc43297489][bookmark: _Toc43733187][bookmark: _Toc50192945][bookmark: _Toc50467090]6.11	Solution #11: Xn Handover of MB Sessions
[bookmark: _Toc43297490][bookmark: _Toc43733188][bookmark: _Toc50192946][bookmark: _Toc50467091]6.11.1	Functional Description
[bookmark: _Hlk40867329]This solution provides a solution to KI #1, and some aspects of KI #7. The solution is based on solution 2 and architectural alternative 2.	Comment by LiMeng, Rapporteur: 
It describes Xn Handover of MB Sessions for NR. Xn Handover between RATs is not supported (e.g. between NR and E-UTRA). Instead session continuity assumed to be handled on application level, e.g. as is described in TS 23.468 [5] clause 5.3 "Service Continuity".
[bookmark: _Toc43297491][bookmark: _Toc43733189][bookmark: _Toc50192947][bookmark: _Toc50467092]6.11.2	Procedures
[bookmark: _Toc43297492][bookmark: _Toc43733190][bookmark: _Toc50192948][bookmark: _Toc50467093]6.11.2.0	General
NOTE 1:	The message names in the procedure below are descriptive. It is assumed that the names are updated with corresponding SBI based names where applicable during the normative phase. N2, N3 messages are dependent on RAN3 decisions.
NOTE 2:	How to support MBS data forwarding between S-NG-RAN and T-NG-RAN is dependent on colaboration with RAN3 and RAN3 decisions on how to apply 5MBS UP on RAN architecture.
[bookmark: _Toc43297493][bookmark: _Toc43733191][bookmark: _Toc50192949][bookmark: _Toc50467094]6.11.2.1	Inter-gNB Xn Handover with 5MBS Session
The Target NG-RAN triggers 5GC to establish any MB Session resources that need to be established (see option 1 below) in the course of Xn Handover preparation phase, prior to handover execution phase. The UE would continue to receive the media stream immediately when it has synchronized to the new cell. This enables MB Session continuity.
Alternatively, the AMF may take responsibility for the MB Session resource setup in Target NG-RAN (see option 2 below) after the UE was handed over to the Target NG-RAN. Parameters in the Path Switch Request/Response messages may provide some optimization. This option would result in a somewhat bigger gap in the MB session continuity, assuming that UE-individual data forwarding is not applied of MB Session user data.
NOTE:	During an Xn Handover, the PDU Sessions of a UE are moved and connected to the new NG-RAN node. Unlike PDU Session, MB Sessions are never moved and connected to the Target NG-RAN node. Transfer of data associated with MB Sessions is started on the Target NG-RAN node and if needed released on the Source NG-RAN node.
The procedure supports 5GC Individual MBS Traffic Delivery. Individual delivery is only used when an NG-RAN node does not support 5MBS. Furthermore, a UE is moved back to 5GC Shared MBS Traffic Delivery as soon as the MB Session can be made present in a Target NG-RAN node. A precondition for switching to 5GC Shared MBS Traffic Delivery is that the UE has already earlier joined the MB Session and a precondition for switching to 5GC Individual MBS Traffic Delivery is that there is a DRB present in Target NG-RAN for the target PDU Session. A precondition is checked in the AMF or the Target NG-RAN (see step 10). 
Editor's note:	Handling the situation where an NG-RAN node does not support 5MBS and 5GC Individual MBS Traffic Delivery is not applied due to corresponding policies is ffs:
1. How can an extended service interruption be avoided in that situation?
2. How can such a UE later be moved back to shared delivery if it re-enters an area where this is supported?
For the full sequence of the Xn Handover procedure, please refer to clause 4.9.1.2 in TS 23.502 [8] and clause 9.2.3. in TS 38.300 [10].


Figure 6.11.2.1-1: Inter-gNB Xn Handover with 5MBS Session
Editor's note:	Figure needs to be updated for unicast delivery (e.g. steps 2c and 10c)?
0.	A Media stream to the Source NG-RAN and PTM/PTP transmission to the UE is ongoing. Source NG-RAN triggers a Handover (see step 0 to 2 in clause 9.2.3.2.1, TS 38.300 [10]).
1.	Source NG-RAN sends a Xn Handover Request () to Target NG-RAN. The UE Context contains MB Session information.
2.	OPTION 1: Source NG-RAN informs Target NG-RAN of any MB Session resources that need to be established. MB Session Info for the MB Sessions the UE has joined is included in the Xn Handover Request message, with a list of {TMGI, active/inactive indicator, LL MC address}.
	If option 1 is used and Target NG-RAN does not already have an active MB Session Context for any TMGIs in the list in step 1:
2a.	The Target NG-RAN announces its interest in the MB Session by sending a MB Session Command (TMGIs) to the AMF.
2b.	If an MB Session is set to active state above, the AMF sends an MB Session Resource Setup Request (TMGI, LL MC, 5G Authorized QoS Profile) message to the NG-RAN node. The NG-RAN creates an MB Session Context (if it does not already exist), sets it to active state, stores the TMGI, the 5G Authorized QoS Profile and the AMF ID in the MB Session Context. The NG-RAN node returns an MB Session Resource Setup Response (TMGI) message to the AMF when resources have successfully been established. The AMF stores the NG‑RAN ID of the Target NG-RAN node in the AMF MB Session Context.
2c. The Target NG-RAN joins the multicast group (i.e. LL MC address) for new active MB Sessions.
NOTE 1: 	If the Target NG-RAN supports 5MBS services and can determine that 5GC Individual MBS traffic delivery has been used for the UE in Source NG-RAN, Target NG-RAN may prepare for a switch to reception of MB Session data. For further study and decision in RAN3.
Editor's note:	Support for unicast transport is FFS.
3.	For active MB Sessions, resources may be configured for the UE that is handed over from source to target to transmit media streams by the Target NG-RAN. If there are already other UEs joined to the active MB Session in the Target NG-RAN, PTM/PTP transmissions are also ongoing.
4.	The Target NG-RAN sends a Xn Handover Request Acknowledge () to Source NG-RAN.
5.	The Source NG-RAN sends a Uu Handover Command () to the UE. The UE starts to access and synchronizes to the new cell. 
6.	The Target NG-RAN determines that the new UE in the cell should receive media for one or more MB Sessions and provides PTM/PTP transmission(s) to the new UE.
NOTE 2:	Optionally the data transfer to the UE on PTM can be already started in step 3, RAN to determine.
7.	SN Status is transferred to the Target NG-RAN, however not for MB Sessions. Forwarding for PDU Sessions may be performed. Forwarding of MB Session(s) data may optionally be performed (details are RAN dependent).
8.	[Conditional] If this UE was the last UE to leave a MB Session in the Source NG-RAN, the Source NG-RAN releases its resources for the MB Session (see Session Leave procedure).
9.	Target NG-RAN sends a Path Switch Request (TMGIs) message to the AMF. If the Target NG-RAN is aware of TMGIs the UE has joined, they may be included in the request message. The AMF responds with a Path Switch Request Acknowledge () message.
NOTE 13:	RAN may decide to introduce a TMGI list parameter in the Path Switch Request Acknowledge () message to replace step 10a below.
10.	OPTION 2: AMF determines if MB Session resources need to be setup in Target NG-RAN e.g. by checking if the NG-RAN ID of the Target NG-RAN node is already stored in the AMF MB Session Context or not, and the state of the MB Session Context. If active state and not stored, steps 10a to 10c are executed. If the Target NG‑RAN supports 5MBS, the AMF may also decide to establish MB Session resources if 5GC Individual MBS traffic delivery has been used for the UE in the Source NG-RAN.
10a.	When AMF receives the Path Switch Request () message, the AMF sends a MB Session Join (NGAP ID, TMGI) message to Target NG-RAN for each TMGI the AMF has in its UE Context, unless the Target NG-RAN is already aware due to option 1 (as indicated by the presence of the TMGI in the Path Switch Request message), then no MB Session Join message is sent.
10b.	If any of the TMGIs in the AMF UE Context has a MB Session Context in active state and the AMF has not already requested the Target NG-RAN node to make resource setup, the AMF sends MB Session Resource Setup Request (TMGI, LL MC, 5G Authorized QoS Profile) message to the Target NG-RAN.
10c.	If a MB Session Context for the TMGI does not already exist in Target NG-RAN, the NG-RAN creates a MB Session Context, sets it to active state, stores the TMGI, the QoS Profile and a list of AMF IDs in the MB Session Context and joins the multicast group (i.e. LL MC address). Otherwise Target NG-RAN just stores the AMF ID in its MB Session Context.
If the Target NG-RAN supports and Source NG-RAN does not support 5MBS services, and 5GC Individual MBS traffic delivery is being used for the UE, the AMF may decide to switch to reception of MB Session data. The AMF then activates a MB Session as described in steps 10a to 10c above and deactivates the 5GC Individual MBS traffic delivery as described in step 6 of the Session Leave procedure in clause 6.2.2.5.
If the Target NG-RAN does not support and Source NG-RAN supports 5MBS services, and if the UE was receiving 5MBS Shared Delivery in the Source NG-RAN (the AMF UE Context has a TMGI and the corresponding MB Session Context is in active state in AMF), the AMF may decide to switch to 5GC Individual MBS traffic delivery dependent on AMF local policies and potential presence of the AF DisableIndividualDelivery indicator. The AMF activates 5GC Individual MBS traffic delivery for a MB Session as described in the Session Start procedure in clause 6.2.2.2a.
[bookmark: _Hlk49250031]If the UE has joined multiple MB Sessions, all UE’s MB Sessions should be handled as above. The AMF may use the same or different PDU Session(s) for multiple MB Sessions.
Editor's note:	Support for unicast transport is FFS.
11.	If there is MB Session Context in active state for any of the TMGI(s) of the new UE in the Target NG-RAN, the Target NG-RAN provides PTM/PTP transmission(s) to the new UE if not already done (in step 6).
NOTE 24:	Support for Option 1 above is a RAN decision. Option 1 may provide much better session continuity characteristics at handover and reduce N2 signalling.
NOTE 35:	Support for the TMGI parameter in the Path Switch Request message is a RAN decision. It may reduce N2 Session Join signalling in step 10a when Option 1 is used.
NOTE 46:	Support for TMGI-list parameter in the Path Switch Request Acknowledge message is a RAN decision. It may reduce N2 Session Join signalling in step 10a. If RAN decides for this TMGI-list parameter, the parameter in the NOTE above may not be required.
NOTE 57:	Option 1 and Option 2 can be complementary and may both be standardized depending on RAN decision.
[bookmark: _Toc43297494][bookmark: _Toc43733192][bookmark: _Toc50192950][bookmark: _Toc50467095]6.11.3	Impacts on services, entities and interfaces
UE:
-	Reception of multicast data using PTM/PTP in RRC Connected.
-	Switch of reception from Source to Target NG-RAN when Xn Handover execution phase commences.
NG-RAN:
-	Support for MB Session info in Xn Handover request (option 1).
-	MB Session resource setup during Xn Handover preparation phase (option 1).
-	MB Session resource setup during Xn Handover execution phase (option 2).
-	New parameters in Patch Switch messages.
AMF:
-	Support new message which triggers MB Session resource setup in NG-RAN during Xn Handover preparation phase (option 1).
[bookmark: _Toc43297495][bookmark: _Toc43733193][bookmark: _Toc50192951][bookmark: _Toc50467096]6.12	Solution #12: N2 Handover of MB Sessions
[bookmark: _Toc43297496][bookmark: _Toc43733194][bookmark: _Toc50192952][bookmark: _Toc50467097]6.12.1	Functional Description
This solution provides a solution to KI #1, and some aspects of KI#7. The solution is based on solution 2 and architectural alternative 2.	Comment by LiMeng, Rapporteur: 
It describes N2 Handover of MB Sessions for NR. N2 Handover between RATs is not supported (e.g. between NR and E-UTRA). Instead session continuity assumed to be handled on application level, e.g. as is described in TS 23.468 [5] clause 5.3 "Service Continuity".
The procedure supports 5GC Individual MBS Traffic Delivery. Individual delivery is only used when an NG-RAN node does not support 5MBS. Furthermore, a UE is moved back to 5GC Shared MBS Traffic Delivery as soon as the MB Session can be made present in a Target NG-RAN node. A precondition for switching to 5GC Shared MBS Traffic Delivery is that the UE has already earlier joined the MB Session and a precondition for switching to 5GC Individual MBS Traffic Delivery is that there is a DRB present in Target NG-RAN for the target PDU Session. A precondition is checked in the AMF or the Target NG-RAN (see step 7d and 6d in the procedures below). 
Editor's note:	Handling the situation where an NG-RAN node does not support 5MBS and 5GC Individual MBS Traffic Delivery is not applied due to corresponding policies is ffs:
1. How can an extended service interruption be avoided in that situation?
2. How can such a UE later be moved back to shared delivery if it re-enters an area where this is supported?
Editor's note:	Handling the situation where the T-AMF during the handover does not support MBS is ffs. Can 5GC Individual MBS Traffic Delivery fallback be supported?  Can switching back to shared delivery be supported if UE re-enters an area where this is supported?
[bookmark: _Toc43297497][bookmark: _Toc43733195][bookmark: _Toc50192953][bookmark: _Toc50467098]6.12.2	Procedures
[bookmark: _Toc43297498][bookmark: _Toc43733196][bookmark: _Toc50192954][bookmark: _Toc50467099]6.12.2.0	General
NOTE 1:	The message names in the procedure below may be descriptive. It is assumed that the names are updated with corresponding SBI based names where applicable during the normative phase. N2, N3 messages are dependent on RAN3 decisions.
NOTE 2:	The MB Session Context in the AMF is used and contains information to manage the distribution tree. That is, it contains information in what NG-RAN nodes the AMF has requested MB Session resources to be established. The MB Session context in AMF does not contain info on what UEs has joined the MB Session, that is maintained in respective AMF UE context.
NOTE 3:	How to support MBS data forwarding between S-NG-RAN and T-NG-RAN is dependent on collaboration with RAN3 and RAN3 decisions on how to apply 5MBS UP on RAN architecture.    
Editor's note:	Whether and how to support MBS data forwarding between S-NG-RAN and T-NG-RAN is FFS.
[bookmark: _Toc43297499][bookmark: _Toc43733197][bookmark: _Toc50192955][bookmark: _Toc50467100]6.12.2.1	Inter-gNB N2 Handover
[bookmark: _Toc43297500][bookmark: _Toc43733198][bookmark: _Toc50192956][bookmark: _Toc50467101]6.12.2.1.0	Introduction
During the N2 Handover preparation phase, the Source NG-RAN triggers 5GC to establish any MB Session resources that need to be established. The UE would continue to receive the media stream immediately when it has synchronized to the new cell. This enables MB Session continuity.
The N2 Handover solution is shown on top of the TS 23.502 [8] N2 Handover procedure in clause 4.9.1.3. Proposed changes are shown below as change marks and italic bold text.
[bookmark: _Toc43297501][bookmark: _Toc43733199][bookmark: _Toc50192957][bookmark: _Toc50467102]6.12.2.1.1	Inter NG-RAN node N2 based handover (based on TS 23.502 [8] clause 4.9.1.3)
6.12.2.1.1.1	Preparation phase


Figure 6.12.2.1.1.1-1: Inter NG-RAN node N2 based handover, Preparation phase (based on Figure 4.9.1.3.2-1 of TS 23.502 [8])
NOTE:	Original text from TS 23.502 [8] clause 4.9.1.3.2 in bold text (but only text relevant for MB Sessions included). New text directly related to handling of MB Sessions has BOLD Indented change marks.
Editor's note:	Figure needs to be updated for unicast delivery (e.g. step 7e)?
0.	MB Media stream and PTM/PTP transmission may be ongoing in the 5GS i.e. from MB-UPF to S-RAN to UE. T-
1-7.	Steps same as in TS 23.502 [8] clause 4.9.1.3.2. If the T-AMF is selected, the S-AMF includes TMGI(s) in Namf_Communication_CreateUEContext Request message sending to the T-AMF.
7a.	[Conditional] If the AMF does not already have a MB Session Context  for the received TMGI, for each TMGI in the AMF UE Context: T-AMF to MB-SMF: Nmbsmf_MBSession_UpdateMBContext (TMGI, T-AMF ID).
	The MB-SMF stores the T-AMF ID in the list of AMF IDs in the MB-SMF MB Session Context. If the T-AMF is new in the list, i.e. the T-AMF does not already have the MB Session and the MB-SMF MB Session state is 'active', the MB-SMF prepares to send a MB Session Start notification to the AMF (step 7c).
7b.	MB-SMF to T-AMF: Nmbsmf_MBSession_UpdateMBContext Response (TMGI).
	The MB-SMF includes in the Nmbsmf_MBSession_UpdateMBContext response the N2 MB Information containing the Lower Layer Multicast Address (LL MC) assigned for the MB Session and used by the MB-UPF and the 5G Authorized QoS Profile indicating that the N2 SM Information is for the Target NG-RAN.
	The T-AMF creates an MB Session Context at sets its state to 'inactive'.
7c. If the T-AMF is new in the MB-SMF list in step 7a and the MB Session is 'active', the MB-SMF sends a Nmbsmf_MBSession_UpdateMBContext Start (i.e. MB Session Start) to the AMF. T-AMF updates its MB Session Context and sets the state to 'active'.
7d-7f. If the T-NG-RAN supports 5MBS, The the T-AMF sends a MB Session Resource Setup Request message to T-NG-RAN. See the MB Session Start procedure. A Handover Incoming Indicator is included in the MB Session Resource Setup Request message to avoid that NG-RAN releases resources as there might be no UE interested in that TMGI at this point in time.
If the T-NG-RAN does not support and S-NG-RAN supports 5MBS services, and if the UE is receiving 5MBS Shared Delivery in the S-NG-RAN (the T-AMF UE Context has a TMGI and the corresponding MB Session Context is in active state in T-AMF), the T-AMF may decide to switch to 5GC Individual MBS traffic delivery dependent on T-AMF local policies and potential presence of an AF provided DisableIndividualDelivery indicator. The T-AMF prepares for 5GC Individual MBS traffic delivery for an MB Session as described in the Session Start procedure in clause 6.2.2.2a step 4 and 5, however in addition it is indicated that the PSA-UPF shall not yet start to forward the media stream is onto the PDU Session (only join the MC tree if not yet done for other UE). 
If the UE has joined multiple MB Sessions, all UE’s MB Sessions should be handled as above. The T-AMF may use the same or different PDU Session(s) for multiple MB Sessions.
8.	AMF supervises the Nsmf_PDUSession_UpdateSMContext Response messages from the involved SMFs. The lowest value of the Max delay indications for the PDU Sessions that are candidates for handover gives the maximum time AMF may wait for Nsmf_PDUSession_UpdateSMContext Response messages before continuing with the N2 Handover procedure. At expiry of the maximum wait time or when all Nsmf_PDUSession_UpdateSMContext Response messages are received, AMF continues with the N2 Handover procedure (Handover Request message in step 9). For UE which has joined one or more MB Sessions, the T‑AMF does not need to wait for the Nmbsmf_MBSession_UpdateMBContext Response, since these can be excuted in parallell with the N2 Handover procedure.
NOTE:	The delay value for each PDU Session is locally configured in the AMF and implementation specific.
9-12.	Steps same as in TS 23.502 [8] clause 4.9.1.3.2.
[bookmark: _Toc43297503]6.12.2.1.1.2	Execution phase



Figure 6.12.2.1.1.2-1: inter NG-RAN node N2 based handover, execution phase (based on Figure 4.9.1.3.3-1 of TS 23.502 [8])
NOTE 1:	Registration of serving AMF with the UDM is not shown in the figure for brevity.
1-3.	Steps same as in TS 23.502 [8] clause 4.9.1.3.3.
4.	UE to T-RAN: Handover Confirm.
	After the UE has successfully synchronized to the target cell, it sends a Handover Confirm message to the T-RAN. Handover is by this message considered as successful by the UE.
	If there is MB Session Context in active state in T-NG-RAN for any of the TMGI(s) of the new UE, the T-NG-RAN provides PTM/PTP transmission(s) to the new UE.
5-14b6c.	Steps same as in TS 23.502 [8] clause 4.9.1.3.3.
6d.	If the T-NG-RAN supports and S-NG-RAN does not support 5MBS services, and 5GC Individual MBS traffic delivery is being used for the UE, the T-AMF deactivates 5GC Individual MBS traffic delivery and reception of MB Session data started after step 4. The T-AMF deactivates the 5GC Individual MBS traffic delivery as described in step 6 of the Session Leave procedure in clause 6.2.2.5.
If the T-NG-RAN does not support and S-NG-RAN supports 5MBS services, and if the UE were receiving 5MBS Shared Delivery in the S-NG-RAN (the T-AMF UE Context has a TMGI and the corresponding MB Session Context is in active state in T-AMF), the T-AMF may decide to switch to 5GC Individual MBS traffic delivery dependent on T-AMF local policies and potential presence of an AF provided DisableIndividualDelivery indicator. The T-AMF activates 5GC Individual MBS traffic delivery for a MB Session as described in the Session Start procedure clause 6.2.2.2a. step 4 and onwards. The media stream may already be present in the PSA-UPF after the preparation phase above (see step 7d in clause 6.12.2.1.1.1).
If the UE has joined multiple MB Sessions, all UE’s MB Sessions should be handled as above. The T-AMF may use the same or different PDU Session(s) for multiple MB Sessions.  
7-14b.	Steps same as in TS 23.502 [8] clause 4.9.1.3.3.
14c.	[Conditional] If this UE was the last UE to leave a MB Session in the S-NG-RAN, the S-NG-RAN releases its resources for the MB Session (see Session Leave procedure).
15a-15b.	Steps same as in TS 23.502 [8] clause 4.9.1.3.3.
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UE:
-	Reception of multicast data using PTM/PTP in RRC Connected.
-	Switch of reception from Source to Target NG-RAN when N2 Handover execution phase commences.
NG-RAN:
-	MB Session resource setup during N2 Handover preparation phase.
-	Reception of MB Media streams.
-	Forwarding of MB Media streams using PTM/PTP transmission to UE when N2 Handover execution phase commences.
AMF:
-	Triggering MB Session Join and MB Session Start signalling for resource setup during N2 Handover preparation phase.
[bookmark: _Toc43297505][bookmark: _Toc43733201][bookmark: _Toc50192959][bookmark: _Toc50467104]6.13	Solution #13: MBS session deactivation and activation
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The solution is based on architectural option A.1 and Solution #3
The procedure for MBS session deactivation and activation is similar with unicast PDU Session deactivation and activation.
MBS Session deactivation:
When the MBS Session is established, the PCF can provide the SMF the policy based on e.g. local configuration or assistance information from MBS AF whether the MBS Session can be deactivated. If the MBS Session can be deactivated, SMF can determine the UP connection of the MBS Session will be deactivated in the case of no downlink data to be transmitted. The UPF notifies the SMF detection of MBS session inactivity. SMF sends N4 session modification to UPF. SMF sends N2 message transfer to AMF requesting deactivating the MBS session. If the N2 context is per UE configured, then the SMF also needs to send the list of UE information associated with the MBS session. The AMF sends N2 MBS Session release to release the AN context for associated UEs for this MBS Session. And the NG-RAN releases AN resource for this MBS Session. Alternatively, NG-RAN can also detect the MBS Session inactivity based on the inactivity timer and initiates AN release for this MBS Session and the AMF notifies the SMF deactivation of the MBS Session. The AN release procedure can reuse the existing clause 4.2.6 of TS 23.502 [8].	Comment by LiMeng, Rapporteur: 
Editor's note:	It is FFS how to prevent that a deactivation merely based on inactivity violates commercial agreements and traffic patterns for some use cases-
MBS Session activation:
SMF can trigger MBS Session activation using procedure similar with the procedure of Network Triggered Service Request in clause 4.2.3.3 of TS 23.502 [8].
When the downlink data arrives to the MBS anchor UPF, the MBS anchor UPF notifies MBS anchor SMF the downlink data arriving for the MBS Session. The anchor SMF notifies the involved SMF MBS data arriving. The involved SMF SMF determines the list of UEs associated with this MBS Session, and sends N2 message transfer to the AMF indicating the to be activated MBS Session and the list of UE information.	Comment by LiMeng, Rapporteur: 
Editor's note:	UPF DL data arrival to trigger MBS Session activation is a brave proposal, can it work? E.g. would gaps in data arrival trigger deactivation+re-activation, or burtsy traffic?
The AMF determines the list of UE to be paged in one Registration Area, i.e. the UEs which are in the UE list received from SMF and which are registered in the Registration Area. The AMF send a paging request message to the NG-RAN node(s) belonging to this Registration Area, including paging information (UE ID, UE DRX cycle) of the determined list of UEs.
NG-RAN pages the UEs as existing paging mechanism.
When UE receives the paging message, the UE initiates Service Request procedure and SMF activates the MBS session. During the deactivation procedure. The NG-RAN establishes the AN resource/context for the MBS Session.
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In this procedure, SMF2 is the anchor SMF, UPF2 is the anchor UPF. The Option #A and Option #B is reused as solution #3.



Figure 6.13.2.1-1: call Call flow for MNS MBS Session deactivation
1.	SMF determines to deactivate the MBS Session there is no data or no UE for the MBS Session. The methods for SMF to determine to deactivate:
Editor's note:	It is FFS if it would be better to let the NG-RAN be responsible for triggering activation/deactivation. NG-RAN anyhow has a concept of inactivity timer for user data.
	-	Receiving indication from the UPF there is no data receives for the MBS Session; or,.
- 	Receiving request from the RAN on deactivation of MBS Session.
The following steps are applied for Option #A in solution #3.
2.	The SMF initiates an N4 Session Modification procedure indicating the need to remove AN Tunnel Info for N3 tunnel of the corresponding MBS Session. 2.	The SMF2 notifies SMF1 deactivation of MBS Session, involving MBS Session information, e.g. identifier.
3.	The SMF1 sends N2 message to the multicast-involved NG-RAN to notify the release/deactivation of the MBS Session, involving MBS Session ID, list of UEs, N2 SM Information.
4.	The AMF sends the N2 MBS Session Release Command including N2 SM information received from the SMF via N2 to the NG-RAN.
5.	NG-RAN release AN resource for the MBS Session via RRC Reconfiguration or Release procedure.
6.	The NG-RAN acknowledges the N2 MBS Session Resource Release Command to the AMF including N2 SM Resource Release Ack.
7.	The AMF invokes the MBS session context update service operation to acknowledge the service.
8. The SMF1 responds to the SMF2 the result of the deactivation.
  The SMF1 initiates an N4 Session Modification procedure indicating the need to remove AN Tunnel Info for N3/N9 tunnel of the corresponding MBS Session.
9. (Optional) The SMF2 initiates an N4 Session Modification procedure indicating N9 tunnel of the corresponding MBS Session.
The following steps are applied for Option #B in solution #3.
2.	The SMF2 sends N2 message to the multicast-involved NG-RAN to notify the release/deactivation of the MBS Session, involving MBS Session ID, N2 SM Information.
3.	The AMF sends the N2 MBS Session Release Command including N2 SM information received from the SMF2 via N2 to the NG-RAN. 
4.  NG-RAN release AN resource for the MBS Session via RRC Reconfiguration or Release procedure.
5.  NG-RAN acknowledges the N2 MBS Session Resource Release Command to the AMF including N2 SM Resource Release Ack.
6.	The AMF invokes the MBS session context update service operation to acknowledge the service for SMF2.
7. (Optional) The SMF initiates an N4 Session Modification procedure indicating the need to remove AN Tunnel Info for N3/N9 tunnel of the corresponding MBS Session.
8. The AMF invokes the MBS session context update service operation to SMF1.
  The SMF1 initiates an N4 Session Modification procedure indicating the need to remove AN Tunnel Info for N3/N9 tunnel of the corresponding MBS Session.
Editor's note:	How N3 tunnel (or N3 Multicast transport tunnel) is released needs further clarification.
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Figure 6.13.2.2-1: Call flow for MBS Session activation
10-21.	When the anchor UPFa UPF2 receives downlink data for a MBS session and there is no AN/CN Tunnel Info stored in UPF for the MBS Session, UPF2 sends data notification to the anchor SMF2, including N4 Session ID associated with MBS session information. If there are more than one SMFs associated to the MBS session, the UPF will send data notification to all of those SMFs.
[bookmark: _Hlk42534425]The following steps are applied to Option #A in solution #3.Editor's note:	The UPF is only controlled by one SMF so far, It is FFS how it can send notifications to multiple SMFs and how the UPF determines them. It is also FFS which MBS session information is known to the UPF-
23.	SMF2 sends DL data notification to SMF1 with the MBS Session information.
3.	The SMF1 derives the involved UEs (i.e. the UEs with an established PDU session associated with this MBS session identifierID) according to the stored MBS SM context information. The SMF determines the AMFs and send N2 message transfer to the AMF including the MBS Session identifierID  and the list of UE ID (i.e. SUPI). When more than one SMFs are associated with the MBS Session, each SMF only derives the involved UEs managed by itself and send the notification including the derived UEs information to the AMF.
4.	The AMF determines the list of UE to be paged in one Registration Area, i.e. the UEs which are in the UE list received in step 3 and which are registered in the Registration Area. The AMF send a paging request message to the NG-RAN node(s) belonging to this Registration Area, including paging information (UE ID, UE DRX cycle) of the determined list of UEs. If these UEs are distributed in different Registration Areas, the AMF pages the UEs within the associated Registration Area the UEs registered. The AMF only page the UE in CM-IDLE state.
5.	The NG-RAN pages the UEs according to the received paging information in step 4 (i.e. list of UE ID and UE DRX cycle).
6.	The UE in IDLE state triggers Service Request procedure, and the network activates the MBS session in Service Accept message. During this step, NG-RAN setup AN resource/context/N3 Tunnel info, the procedure is same as solution #3; the SMF1 triggers UPF1 to allocate N9 DL tunnel info.
7.	SMF1 responds to SMF2 with the N9 DL tunnel info.
8.	SMF2 sends Session modification to UPF2 with the N9 DL tunnel info of UPF1.
The following steps are applied for Option #B in solution #3.
2.	SMF2 sends DL data notification to AMF with the MBS Session information and N2 SM message (MBS Session identifier, associated QoS profiles).
3.	The AMF determines the list of UE involved in the MBS Session and to be paged in one Registration Area, i.e. the UEs which are involved in the MBS Session and which are registered in the Registration Area. The AMF send a paging request message to the NG-RAN node(s) belonging to this Registration Area, including paging information (UE ID, UE DRX cycle) of the determined list of UEs. If these UEs are distributed in different Registration Areas, the AMF pages the UEs within the associated Registration Area the UEs registered. The AMF only page the UE in CM-IDLE state. If the UE is CM-CONNECTED state, the AMF does not page the UE.
4.	The NG-RAN pages the UEs according to the received paging information in step 4 (i.e. list of UE ID and UE DRX cycle).
5.	The NG-RAN pages the UEs according to the received paging information in step 4 (i.e. list of UE ID and UE DRX cycle).
6.	The UE in IDLE state triggers Service Request procedure, and the network activates the MBS session. During this step, NG-RAN setup AN resource/context/N3 Tunnel info, the procedure is same as solution #3; the SMF1 triggers UPF1 to allocate N9 DL tunnel info and the SMF1 provides the N9 DL tunnel info to the AMF.
7.	AMF responds to SMF2 with the N9 DL tunnel info of UPF1.
8.	SMF2 sends Session modification to UPF2 with the N9 DL tunnel info of UPF1.
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Anchor UPF:
-	Send DL notification including N4 MBS session information to the anchor SMFall the associated SMFs when receiving downlink data.
Anchor SMF:
- 	The anchor SMF notifies the involved SMF the DL notification.
SMF:
-	Derives list of UEs which has established PDU Sessions associated with the MBS session and sends to the AMF;
AMF:
-	Determines the list of UEs to be paged in one Registration Area and send the list of UEs information to the NG-RAN belonging to the Registration Area.
NG-RAN:
-	Receiving paging information for the list of to be paged UE in the paging request message, and pages the UE.
UE:
-	No impact.
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This solution addresses the Key Issue #1: MBS session management. This solution also addresses some aspects of Key Issue #3.
New solutions for MBS Session Management without using UE IP address are proposed.
6.14.1.1	MBS UE Context Activation and Deactivation procedure for Architecture Alternative 1 and 2
For the legacy MBMS Multicast Service, the UE needs to establish a PDN Connection with an APN0 and gets an IP address, then the UE uses the IP address to send an IGMP Join packet to the CN to request joining the MBMB group and the UE is provided with a new APN1 by the CN. After that the UE uses the CN provided APN1 to perform the MBMS UE Context activation to the MBMS group identified by the IP multicast address. In this legacy procedure, the UE firstly needs to get an IP address, and needs to use two APNs. For the 5G MBS UEs that are static and do not move oftenly (e.g. the Multicast TV set in the public area, such as airport station, Restaurant, Shopping Mall), in such case , they do not need to support multicast and unicast switching and the 5G MBS UE Context activation procedure can also be simplified.
We propose that :
1.	The UE Policy rules are used to provide MBS Service Announce to the UE.
2.	The UE needs to select an S-NSSAI and DNN for the MBS Multicast Service identified by the IP multicast address from the URSP rules provided by PCF.
3.	The UE does not need establish a IP type PDU Session and does not need to get an IP address for the MBS UE context Activation;
5.	The UE directly performs the MBS UE Context activation/deactivation for the MBS Multicast service without IGMP join/leave procedure.
For the MBS UE Context Deactivation procedure, the UE, (MB-)SMF, MBSF can trigered it. To be simple, only UE initiated MBS UE Context Deactivation procedure is defined in this paper. Other MBS UE Context Deactivation procedure can be defined with some minor changes with the UE initiated MBS UE Context Deactivation procedure. During the MBS UE Context Deactivation procedure, the user plane resource for the MBS service data delivery can be allocated,i.e. the MBS Service has be started. If the MBS UE Context deactivation UE is the last UE in the RAN/(MB-)SMF/MBSF, the RAN/(MB-)SMF/MBSF needs to release the MBS Session Context and related RAN resource/N4 MBS Session.
The MBS UE Context Activation procedure in clause 6.14.2.1 and MBS UE Context Deactivation procedure in clause 6.14.2.3 areis defined based on the MBS architecture alternative 2, but the procedure can also be used to architecture alternative 1, with the MBSF and MB-SMF are colocated and renamed as SMF, MBSU and MB-UPF are colocated and renamed as UPF, and messages between the MB-SMF and MBSF are skipped.
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The 5G MBS Session Start procedure establishes the User plane for an MBS Session for a MBS Multicast/Broadcast service. There are two type of MBS Session, one is the MBS Multicast Session for the MBS Multicast service, anther is the MBS Broadcast Session for the MBS Broadcasgt service. For the MBS Multicast Session, the MB-SMF, MBSF and MBS AF will create and store the MBS UE Context for each UE during the MBS UE Context Activation procedure, these MBS UE Contexts can be used to help to create the MBS Session Context during the 5G MBS Session Start procedure. But for the MBS Broadcast Session, there is no MBS UE Context Activation procedure and there is no MBS UE Context for the MBS Session Start procedure, in such case, the network configureation between the MBS Service Areas and the NF/Network node IDs are used to help to create the MBS Session Context during the 5G MBS Session Start procedure.
NOTE:	UE joins/leaves the multicast group via the user plane signaling is not supported in this solution.
For the MBS Session Stop procedure, the user plane resource for the MBS service data delivery shall be released, but the MBS UE Context and MBS Session Context are still kept. i.e. the RAN/(MB-)SMF/MBSF needs only to release the RAN resource/N4 MBS Session.
The MBS Session Start procedure is defined in clause 6.14.2.2 and the MBS Session Stop procedure is defined in clause 6.14.2.4 for the MBS architecture alternative 2, but the procedures can also be used to architecture alternative 1, with the MBSF and MB-SMF are colocated and renamed as SMF, MBSU and MB-UPF are colocated and renamed as UPF, and messages between the MB-SMF and MBSF are skipped.
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Figure 6.14.2.1-1 MBS Multicast UE Context Activation
1.	The UE performs the registration procedure to the 5G network. During the registration update procedure, the AMF/UE and PCF establishes the AM/UE policy association connection.
2.	The PCF provides the UE policies (including the URSP rules) to the UE. The UE gets the MBS Service Announce information and determines the S-NSSAI and DNN for the MBS Multicast session based on the Multicast IP address of the Multicast Service information from the URSP rules.
3.	The UE sends the Activate MBS Context Request (MBS IP multicast address, MBS UE Context ID) within an UL NAS message to an AMF, , the UE also includes the S-NSSAI and DNN selected in step 2 in the UL NAS message to the AMF.
4.	The AMF selects a MB-SMF based on the S-NSSAI and DNN provided by the UE and sends the Activate MBS Context Request to the selected MB-SMF via the Nmbsmf_MBSContextCreate Request (N1 MBS SM Container, S-NSSAI, DNN, SUPI, GPSI) message.
5.	The MB-SMF checks whether the UE is allowed to activate the MBS Multicast service based on the UE subscription from the UDM. If the UE subscription is allowed to use the MBS service identified by the MBS IP multicast address , the MB-SMF sends Nmbsf_MBSAuthorization(S-NSSAI, DNN, GPSI, MBS IP multicast address, MBS UE Context ID,MB-SMF ID) Request message to the MBSF, the MB-SMF selects the MBSF based on the S-NSSAI, DNN, MBS IP multicast address.
6.	The MBSF may check whether the UE is authorized to use the MBS multicast service based on the UE subscription from the UDM. If the UE is allowed to use the MBS Multicast service based on S-NSSAI, DNN, and MBS IP multicast address, the MBSF sends Nmbsf_MBSAuthorization Notify (S-NSSAI, DNN, MBS IP multicast address, MBSF ID) to the NEF or directly the MBS AF to request MBS Multicast service authorisation.
7.	If the NEF receives the message from MBSF, it forwards the authorization request to the MBS AF via the Nnef_MBSAuthorization Notify(S-NSSAI, DNN, MBS IP multicast address, MBSF ID) to the MBS AF to request MBS Multicast service authorization from the MBS AF.
8.	The MBS AF checks whether the MBSF is allowed to support MBS Multicast Service based on SLA and MBSF provided information of S-NSSAI, DNN, MBS IP multicast address and MBSF ID. If the MBSF is allowed to support MBS multicast Service, the MBS AF responses with Nnef_MBSAuthorization Notify Response (TMGI).
NOTE 1:	The TMGI is allocated by the MBS AF in step 8 for Architecture 1, or is allocated by the MBSF in step 10 for Architecture 2.
9.	The NEF responses to the MBSF with Nmbsf_MBSAuthorization Notify Response (TMGI).
10.	The MBSF responses to the MB-SMF with Nmbsmf_MBSAuthorization Notify Response (TMGI).
11.	The MB-SMF responses to the UE via the AMF with Nmbsmf_MBSContextCreateResponse (N1 MBS SM Container (TMGI)).
12.	The AMF sends the Activate MBS Context Response(TMGI) message to the UE to indicate the MBS UE Context is successfully activated in the core network.
NOTE 2:	For the Architecture alternative 1, the above 5G MBS UE Context Activation procedure can be defined to the architecture alternative 1, in such case, the MBSF and MB-SMF are colocated and renamed to SMF, MBSU and MB-UPF are colocated and renamed to UPF, and messages between the MB-SMF and MBSF (i.e. step 5 and 10) are skipped in the Figure 6.14.2.1-1.
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Figure 6.14.2.2-1 MBS Session Start Procedure
1.	The MBS AF sends Nnef_MBSSessionStart Request (TMGI, MBSF ID List, Service Area, QoS Requirements(es), Stream Infor(s), estimated Session Duration, Session ID, time to MBS data transfer) message to the NEF.
2.	The NEF sends Nmbsf_MBSSessionStart Request (TMGI, Service Area, QoS Requirements(es), Stream Infor(s), estimated Session Duration, Session ID, time to MBS data transfer) message to the each MBSF provided by the MBS AF in step 1.
3.	The MBSF selects a MBSU and sends N4 MBS Session Establishment () to request MBSU to allocate MBS Session user plane resources.
4.	The MBSF sends Npcf_MBSSessionStart Request (MB-SMF ID, QoS Requirements(es), Stream Infor(s), estimated Session Duration, Session ID, time to MBS data transfer) to the PCF, the MBSF selects the PCF based on the MB-SMF ID in the MBSF MBS UE Context for the MBS Multicast Session or based on the service area configuration for the MBS Broadcast Session.
5.	The PCF sends Nmbsmf_MBSSessionStart Request(TMGI, Service Area, QoS Rules, estimated Session Duration, Session ID, time to MBS data transfer) message to the MB-SMF, the PCF selects the MB-SMF based on the MB-SMF ID provided by the MBSF in the step 4.
6.	The MBSF selects a MB-UPF and sends N4 MBS Session Establishment () to request MB-UPF to allocate MBS Session user plane resources.
7.	The MB-SMF sends Namf_Communication_N2MBSMessageTransfer (RAN ID，N2 MBS SM Container(TMGI, QoS profile(s), MBS QFI(s)),…) to the AMF.
8.	The AMF sends N2 MBS Session Start Request(S-NSSAI，TMGI, QoS Profile(s), MBS QFI(s),…) message to the RAN.
9.	The RAN sends MBS Session Start Response() message to the AMF.
10.	The RAN allocates the radio resources for the MBS Session to support different MBS QoS Flows with different QoS profiles.
11.	The AMF sends Namf_Communication_N2MBSMessageTransferNotify() to the MB-SMF.
12.	The MB-SMF sends Nmbsmf_MBSSessionStart Response() message to the PCF.
13.	The PCF sends Npcf_MBSSessionStart Response() message to the MBSF.
14.	The MBSF sends Nmbsf_MBSSessionStart Response() message to the NEF.
15.	The NEF sends Nnef_MBSSessionStart Response() message to the MBS Application.
After step 15, the MBS Application can start to send MBS data to MBSU, the MBS application data is then forwarded to MB-UPF , RAN and finally to the UE.
[bookmark: _Toc23255039][bookmark: _Toc26346411][bookmark: _Toc26346624]NOTE:	For the Architecture alternative 1, the 5G MBS Session Start procedure can be used to the architecture alternative 1, in such case, he MBSF and MB-SMF are colocated and renamed to SMF, MBSU and MB-UPF are colocated and renamed to UPF, and messages between the MB-SMF and MBSF (i.e. steps 3,4,5,12 and 13) are skipped in Figure 6.14.2.2-1.
6.14.2.3	5G MBS UE Context Deactivation procedure for Architecture Alternative 1 and 2

 Figure 6.14.2.3-1 MBS Multicast UE Context Deactivation Procedure
1.	The MBS UE Context Activation is executed as described in clause 6.14.2.1.
2.	The UE starts the MBS UE Context Deactivation procedure by sending the NAS message Deactivate MBS Context Request(MBS UE Context ID) to the AMF.
3.	The AMF sends Nmbsmf_MBSContextRelease Request(UE location information, MBS UE Context ID) message to the MB-SMF.
4.	If the UE is last UE for the MBS Session in this MB-SMF, the MB-SMF sends N4 MBS Session Release to the MB-UPF to release the MBS Session user plane resources.
5.	If the UE is the last UE for the MBS Session in the RAN, the MB-SMF sends Namf_Communication_N2MBSMessageTransfer (RAN ID，N2 MBS SM Container(TMGI) to the AMF.
6.	The AMF sends N2 MBS Session Stop Request(S-NSSAI, TMGI) message to the RAN.
7.	The RAN sends MBS Session Stop Response() message to the AMF.
8. The RAN release the radio resources for the MBS Session. All the resources for the MBS QoS Flows are released. 
9.	The AMF sends Namf_Communication_N2MBSMessageTransferNotify() to the MB-SMF.
10. If the UE is the last UE for the MBS Session in the MB-SMF, the MB-SMF sends Nmbsf_MBSSessionRelease Request (MBS UE Context ID,TMGI) message to the MBSF.
11.	If the UE is last UE for the MBS Session in this MBSF, the MBSF sends N4 MBS Session Release to the MBSU to release the MBS Session user plane resources.
12. If the UE is last UE for the MBS Session in this MBSF, the MBSF sends Nmbsf_MBSSessionRelease Notify(TMGI) to the NEF. This step is skipped if the MBS AF is located in trusted domain.
13. The NEF sends Nnef_MBSSessionRelease Notify(TMGI) to the MBS AF.
14.	The MBS AF stops sending MBS Session data to the MBSU and sends Nnef_MBSSessionRelease Notify Response() message to the NEF.
15.	The NEF sends Nmbsf_MBSSessionRelease Notify Response() message to the MBSF.
16.	The MBSF sends Nmbsf_MBSSessionRelease Response() message to the MB-SMF.
17.	The MB-SMF sends Nmbsmf_MBSContextRelease Response() message to the AMF.
18. The AMF sends NAS Deactivate MBS Context Response() message to the UE.
NOTE:	For the Architecture alternative 1, the 5G MBS UE Context Deactivation procedure can be used to the architecture alternative 1, in such case, the MBSF and MB-SMF are colocated and renamed to SMF, MBSU and MB-UPF are colocated and renamed to UPF, and messages between the MB-SMF and MBSF (i.e. steps 10,11and 16) are skipped in Figure 6.14.2.3-1.
6.14.2.4	5G MBS Session Stop procedure for Architecture Alternative 1 and 2


Figure 6.14.2.4-1 MBS Session Stop Procedure
1.	The MBS AF sends Nnef_MBSSessionStop Request (TMGI, Session ID,MBSF ID List, Service Area) message to the NEF.
2.	The NEF sends Nmbsf_MBSSessionStart Request (TMGI, Session ID) message to the each MBSF provided by the MBS AF in step 1.
3.	The MBSF sends N4 MBS Session Release () to request MBSU to release MBS Session user plane resources.
4.	The MBSF sends Npcf_MBSSessionStop Request (TMGI, MB-SMF ID, Session ID) to the PCF.
5.	The PCF sends Nmbsmf_MBSSessionStopt Request(TMGI, Service Area, Session ID) message to the MB-SMF.
6.	The MBSF sends N4 MBS Session Release () to request MB-UPF to release MBS Session user plane resources.
7.	The MB-SMF sends Namf_Communication_N2MBSMessageTransfer (RAN ID，N2 MBS SM Container(TMGI) to the AMF.
8.	The AMF sends N2 MBS Session Stop Request(S-NSSAI，TMGI) message to the RAN.
9.	The RAN sends MBS Session Stop Response() message to the AMF.
10.	The RAN releases all the radio resources for the MBS Session, the resource for the different MBS QoS Flows are released.
11.	The AMF sends Namf_Communication_N2MBSMessageTransferNotify() to the MB-SMF.
12.	The MB-SMF sends Nmbsmf_MBSSessionStop Response() message to the PCF.
13.	The PCF sends Npcf_MBSSessionStop Response() message to the MBSF.
14.	The MBSF sends Nmbsf_MBSSessionStop Response() message to the NEF.
15.	The NEF sends Nnef_MBSSessionStop Response() message to the MBS Application.
NOTE:	For the Architecture alternative 1, the 5G MBS Session Stop procedure can be used to the architecture alternative 1, in such case, he MBSF and MB-SMF are colocated and renamed to SMF, MBSU and MB-UPF are colocated and renamed to UPF, and messages between the MB-SMF and MBSF (i.e. steps 3,4,5,12 and 13) are skipped in Figure 6.14.2.4-1.
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In order to support this solution, the involved network entities need to support the following functionality.
AMF:
-	(MB-)SMF Selection.
-	MBS Session Management routing between UE/NG-RAN and (MB-)SMF
NG-RAN:
-	NGAP to support MBS Session Management
-	Join/Leave the N3 shared transport multicast group.
PCF:
-	Receives the Multicast/Broadcast service information from MBSF.
-	Determines the policy and QoS profile for the Multicast/Broadcast service.
-	Provides DNN and S-NSSAI information to the UE for the Multicast service.
NEF:
-	Distributes the Multicast/Broadcast Start message to multiple DL SMFs;
(MB-)SMF:
-	Receives the Multicast/Broadcast policy Rules from the PCF.
-	Determines the involved PSA UPF and other UPFs;
-	Determines the involved AMF(s);
-	Manage the N3/N9 tunnels for the Multicast/Broadcast session.
-	Determines the involved RAN nodes for the Multicast/Broadcast session.
PSA UPF:
-	Enforce Multicast/Broadcast N4 QoS rule.
-	Distributes the Multicast/Broadcast service data to multiple DL nodes.
UE:
-	Selects the S-NSSAI and DNN for the Multicast Service.
-	New NAS to support MBS Session Management
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This solution addresses KI#1 "MBS session management". The architecture of this solution can be based on the two architecture alternatives (see Annex A).
This solution is based on PDU Session for unicast fall-back may not have been established or activated in advance.
This solution addresses the case when shared delivery method is used, as well as source gNB and target gNB are enhanced to support 5G MBS if individual delivery method is used, normal HO procedure is used, and mode switch can be done after HO.
The source gNB and target gNB shall be enhanced, the AMF can be legacy if PDU Session related to the multicast session is always involved and UE is not in CM-IDLE without suspend state.
The following procedures describes the method that, when UE has active PDU Sessions (i.e. is in connected state), the UE hands over with MBS session information for service continuity. If UE is in idle state, the UE needs to initiate multicast session join via target cell, and lossless service continuity is not supported, hence if lossless service continuity is required, the UE shall keep some PDU Sessions active (i.e. stay in connected state).
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The following Figure 6.15.2.1-1 illustrates the Xn based procedure of multicast session path addition due to UE mobility. Precondition of this solution is that multicast session leg addition is on-demand established by UE interesting and shared delivery method is used.
The difference between this procedure and Xn-HO procedure is that the source gNB additionally sends interest TMGI/MBS Session IDs and associated QoS profile to the target gNB, the target gNB additionally responses multicast radio transmission resources information to the source gNB and additionally sends TMGIs/MBS Session IDs to the 5G CN to reserve shared CN tunnel resource.



Figure 6.15.2.1-1: Xn based multicast session leg addition due to UE mobility
1.	The source gNB is involved in the multicast session with shared delivery method. The UE has active PDU Sessions (if the MBS session requests lossless service continuity, the UE can keep any PDU session active). The PDU Session for unicast fallback may be active but only serves unicast traffic, hence the PDU Session for unicast fallback does not associate with any MBS session.
1.	The source gNB is involved in the multicast session with shared delivery method. The UE finds out there's no neighbor cell transmitting the IP multicast data. The UE is in RRC_CONNECTED state, e.g. source gNB uses PTP method to serve the UE, or UE sets up RRC connection when signal is weak (AMF needs to be enhanced if source gNB cannot get UE AS context), or UE has other active PDU Sessions.
Editor's note:	It is FFS how the UE detect that there are no neighbour cell transmitting the multicast session data.
2.	The UE to source gNB: AN message (interest TMGIs/MBS Session IDs, measurement report). The AN message could be an enhanced Measurement Report.
Editor's note:	It is FFS why the UE needs to send the interested TMGI/MBS Session ID if the RAN is already in possession of the UE context and knows which MBS session the UE wants to join.
3.	Source gNB to target gNB: Xn message (List of <interest TMGI/MBS Session ID, QoS profile>, [SMF IDs]).
	The source gNB determines the target gNB based on the measurement report and TMGIs received from the UE whether the target gNB is in the service area. The source gNB determines to send the enhanced Xn message to the target gNB when the target gNB is enhanced to support MBS (e.g. determined based on pre-configuration).
	If the source gNB stores the SMF ID of the SMF serves the multicast session (e.g. provisioned by SMF during previous multicast operations), the SMF ID is included.
	The Xn message does not include any UE AS context if the source gNB cannot get the UE AS context (e.g. UE moves to the source gNB in idle state without suspend).
4a.	Target gNB to source gNB: Xn message ([Direct Forwarding Tunnel Info], [Forwarding TMGIs], Multicast Radio Transmission Resource Info).
	The target gNB may include Direct Forwarding Tunnel Info in the response. Besides the PDU Session radio transmission resource information, the target gNB also includes Multicast Radio Transmission Resource Info in the Xn message if some of the TMGIs are served with shared delivery method at target gNB. The Multicast Radio Transmission Resource Info may indicate PTP or PTM will be used by the target gNB.
If not all of the interest MBS sessions are served by the target gNB with shared delivery method, the Multicast Radio Transmission Resource Info will not include information for those TMGIs not served at target gNB. In order to multiplex forwarded traffic of those TMGIs with the PDU traffic, the target gNB may take into account of the QoS profile of those TMGIs for reserving the PDU Session radio transmission resource. 
4b.	target gNB to AMF: N2 message ([SMF ID], N2 MB Info (interest TMGIs/MBS Session IDs))
	The AMF selects SMF based on the SMF ID received in the N2 message (enhanced) or SMF ID related to a PDU Session ID.
5.	Source gNB to UE: AN message (target info, Multicast Radio Transmission Resource Info)
	The target info indicates the UE to tunes to the target gNB. The source gNB may replicate multicast data corresponding to the List of Forwarding TMGIs/MBS Session IDs and sends them to the target gNB via the Direct Forwarding Tunnel, which is dedicated for the MBS sessions.
6.	UE to the target gNB: AN message (). 
If multicast radio resource information related to all interest TMGIs is received, the UE sends AN message to target gNB, otherwise, the UE sends AN message as well as NAS Multicast Session Join message to the target gNB. 
The NAS Multicast Session Join message (e.g. Service Request/PDU Session Establishment Request) includes the interest TMGIs. 
7.	If the forwarded MBS traffic belongs to a MBS session served by the target gNB with shared delivery method, if the forwarded packets need to be delivered to the UE, the target gNB forwards them to the UE via radio resource of a PDU Session. 
Editor's note:	The need for MBS packet forwarding needs to be confirmed by RAN. RAN also needs to decide if such forwarded packets can be delivered to the UE.
8.	Target gNB to AMF: N2 message (). 
9.	[Conditional] If the NAS Multicast Session Join message is received, the AMF initiates multicast session join procedure with the (MB-)SMF and (MB-)UPF to add the target gNB into the multicast session, e.g. uses step 2~9 of "User Multicast Session Join via CN" as described in solution 4. The (MB-)SMF selects delivery method for the UE. In case of shared delivery method is selected, the (MB-)SMF instructs the (MB-)UPF to reserve resources for the shared CN tunnel.
The target gNB stops forwarding MBS traffic received in the Direct Forwarding Tunnel based on the NG UP SN matching. 
10.	The AMF continues Path Switch procedure for PDU Sessions. 
11.	The target gNB stops forwarding MBS data received in the Direct Forwarding Tunnel based on the NG UP SN matching. If the target gNB stops forwarding MBS data, it sends Xn message to the source gNB to indicate stop forwarding.	
After receiving the AN message, the UE tunes to access the target gNB and receives the multicast data over radio according to the received Multicast Radio Transmission Resource Info. The target gNB may use PTP or PTM method to deliver the IP multicast data to the UE (forwarded data or not).
6~7.	The SMF and UPF add the target gNB into the multicast session and reserve resources for the shared CN tunnel according to the received interest TMGIs/MBS Session IDs, e.g. trigger User Multicast Session Join via AN procedure in solution 4 as described in clause 6.4.	Comment by LiMeng, Rapporteur: In the agreed 6307, such part is missing, I assume such part is deleted.
Editor's note:	It is FFS how the SMF determines whether the shared or individual tunnel need be established.
	The target gNB shall make sure the UE will not receive dual DL stream for the same TMGI/MBS Session IDs.
11.	[Conditional] After the target gNB has joined into the TMGIs//MBS Session IDs and received corresponding multicast data from the UPF, the target gNB releases the Forwarding Tunnel and may interact with the source gNB to stop data forwarding.
[bookmark: _Toc43297521][bookmark: _Toc43733217][bookmark: _Toc50192975][bookmark: _Toc50467120]6.15.2.2	N2 based leg addition
The following Figure 6.15.2.2-1 illustrates the N2 based procedure of multicast session path addition due to UE mobility. Precondition of this solution is that multicast session leg addition is on-demand established by UE interesting and shared delivery method is used.
The difference between this procedure and N2-HO procedure is that the source gNB additionally sends interest TMGI/MBS Session ID and associated QoS profile to the target gNB via AMF and additionally sends interest TMGIs/MBS Session IDs to the 5G CN to reserve shared CN tunnel resource, the target gNB additionally responses multicast transmission resources information to the source gNB via AMF.



Figure 6.15.2.2-1: N2 based multicast session leg addition due to UE mobility
1.	The source gNB is involved in the multicast session with shared delivery method. The UE has active PDU Sessions (if the MBS session requests lossless service continuity, the UE can keep any PDU session active). The PDU Session for unicast fallback may be active but only serves unicast traffic, hence the PDU Session for unicast fallback does not associate with any MBS session.
1.	The source gNB is involved in the multicast session. The UE is receiving the IP multicast data not in a PDU Session under the coverage of source gNB. The UE finds out there's no neighbor cell transmitting the IP multicast data. The UE is in RRC_CONNECTED state, e.g. source gNB uses PTP method to serve the UE, or UE sets up RRC connection when signal is weak (AMF needs to be enhanced if source gNB cannot get UE AS context), or UE has other active PDU Sessions.
Editor's note:	It is FFS how the UE detect that there are no neighbour cell transmitting the multicast session data.
2.	UE to source gNB: AN message (interest TMGIs/MBS Session IDs, measurement report). The AN message could be an enhanced Measurement Report.
Editor's note:	It is FFS why the UE needs to send the interested TMGI/MBS Session ID if the RAN is already in possession of the UE context and knows which MBS session the UE wants to join.
	If the UE does not have PDU Session for the multicast session, the UE may not include any UE ID in the AN message (e.g. UE moves to the source gNB in idle without suspend state).
3.	Source gNB to AMF: N2 message (target info, Source to Target Transparent Container (List of <interest TMGI/MBS Session ID, QoS profile>, [SMF IDs]), [SMF ID], N2 MB Info ([interest TMGIs/MBS Session IDs])).
	The source gNB determines the target gNB based on the measurement report and TMGIs received from the UE. The source gNB determines to send the enhanced N2 message to the target gNB when the target gNB is enhanced to support MBS (e.g. determined based on pre-configuration). 
If the source gNB stores the SMF IDs of the SMF serves the multicast session (e.g. provisioned by SMF during previous multicast operations), the SMF IDs is are included.
	The enhanced N2 message does not include any UE context if the source gNB cannot get the UE AS context (e.g. UE moves to the source gNB in idle without suspend state). The N2 SM Info may include interest TMGIs/MBS Session IDs if PDU Session is not indicated, if PDU Session ID is indicated, The SMF determines the interest TMGIs/MBS Session IDs based on the PDU Session ID and previous session join procedure of the user.
The AMF also performs step 4-8 of normal N2 based handover procedure for all PDU Sessions as described in clause 4.9.1.3.2 of 3GPP TS 23.502 [8].	
The indirect forwarding is not used in this case.
4~5.	The AMF forwards the N2 MB Info to the SMF according the SMF ID received in the N2 message (enhanced) or SMF ID corresponding to a PDU Session ID, the SMF responses with a N2 SM Info to trigger shared tunnel resource reservation, which includes the SMF ID.
46.	The AMF to target gNB: N2 message (Source to Target Transparent Container, N2 SM Info).
57.	Target gNB to AMF: N2 message (Target to Source Transparent Container ([Direct Forwarding Tunnel Info], [Forwarding TMGIs], Multicast Radio Transmission Resource Info), [SMF IDs], N2 MB Info (Forwarding Tunnel Info)).
	The target gNB may include Direct Forwarding Tunnel Info dedicated for MBS sessions in the response. Besides the PDU Session radio transmission resource information, the target gNB also includes Multicast Radio Transmission Resource Info in the Transparent Container if some of the TMGIs are served with shared delivery method at target gNB. The Multicast Radio Transmission Resource Info may indicate PTP or PTM will be used by the target gNB.
If not all of the interest MBS sessions are served by the target gNB with shared delivery method, the Multicast Radio Transmission Resource Info will not include information for those TMGIs not served at target gNB. In order to multiplex forwarded traffic of those TMGIs with shared delivery method with the PDU traffic, the target gNB may take into account of the QoS profile of those TMGIs for reserving the PDU Session radio transmission resource.
68~10. The AMF forwards the N2 MB Info to the (MB-)SMF according the SMF ID received in step 5 for reserving forwarding resources, e.g. uses step 13~15 of "User Multicast Session Join via AN" as described in solution 4.7 (enhanced) or SMF ID corresponding to a PDU Session ID, the SMF and UPF reserve shared tunnel transmission resources and add the target gNB into the multicast session according to the received interest TMGIs/MBS Session IDs in step 4.
	The target gNB shall make sure the UE will not receive dual DL stream for the same TMGI/MBS Session IDs.
The AMF also performs step 11 of normal N2 based handover procedure for all PDU Sessions as described in clause 4.9.1.3.2 of 3GPP TS 23.502 [8]. 
Editor's note:	The need for MBS packet forwarding needs to be confirmed by RAN. RAN also needs to decide if such forwarded packets can be delivered to the UE.
711.	AMF to source gNB: N2 message (Target to Source Transparent Container, N2 SM Info, [N2 MB Info]).
812.	Source gNB to UE: AN message (target info, Multicast Radio Transmission Resource Info)
	The target info indicates the UE to tunes to the target gNB. The source gNB may replicate multicast data corresponding to the Forwarding interest TMGIs/MBS Session IDs and sends them to the target gNB via the Direct/Indirect Forwarding Tunnel, which is dedicated for the MBS sessions.
9.	UE to target gNB: AN message (). 
If multicast radio resource information related to all interest TMGIs is received, the UE sends AN message to target gNB, otherwise, the UE sends AN message as well as NAS Multicast Session Join message to the target gNB. 
The NAS Multicast Session Join message (e.g. Service Request/PDU Session Establishment Request) includes the interest TMGIs. 
10.	If the forwarded MBS traffic belongs to a MBS session served by the target gNB with shared delivery method, if the forwarded packets need to be delivered to the UE, the target gNB forwards them to the UE via radio resource of a PDU Session. 
11.	Target gNB to AMF: N2 message (). 
12.	[Conditional] If the NAS Multicast Session Join message is received, the AMF initiates multicast session join procedure with the (MB-)SMF and (MB-)UPF to add the target gNB into the multicast session, e.g. uses step 2~9 of "User Multicast Session Join via CN" as described in solution 4. The (MB-)SMF selects delivery method for the UE. In case of shared delivery method is selected, the (MB-)SMF instructs the (MB-)UPF to reserve resources for the shared CN tunnel. 
The target gNB stops forwarding MB data received in the Direct/Indirect Forwarding Tunnel based on the NG UP SN matching. The source gNB stops data forwarding after a specific time. 
	After receiving the AN message, the UE tunes to access the target gNB and receives the multicast data using multicast radio technology according to the received Multicast Radio Transmission Resource Info. The target gNB may use PTP or PTM method to deliver the IP multicast data to the UE (forwarded or not).
	After the target gNB has joined into the TMGIs/MBS Session IDs and received corresponding multicast data from the UPF, the target gNB releases the Direct Forwarding Tunnel. The source gNB stops data forwarding after a specific time.
13.	The AMF continues handover execution procedure for PDU Sessions. 
[bookmark: _Toc43297522][bookmark: _Toc43733218][bookmark: _Toc50192976][bookmark: _Toc50467121]6.15.3	Impacts on services, entities and interfaces
UE:
-	Support sending Measurement Report AN message including interest TMGIs/MBS Session IDs and measurement report.
-	Support handling AN message including multicast radio resource information and target information.
RAN node:
-	(Source) Support sending TMGI/MBS Session ID and associated multicast QoS profile to the target RAN node.
-	(Source) May support replicating multicast data via shared delivery method and forwarding to target RAN node.
-	(Source) May sSupport sending TMGI/MBS Session ID to the 5G CN.
-	(Target) Support responding multicast radio resource information to the source RAN node.
-	(Target) Support multiplexing forwarded multicast traffic with forwarded PDU traffic over radio.
[bookmark: _Toc43297523][bookmark: _Toc43733219][bookmark: _Toc50192977][bookmark: _Toc50467122]6.16	Solution #16: MBS session joining via PDU session establishment and modification procedures
[bookmark: _Toc43297524][bookmark: _Toc43733220][bookmark: _Toc50192978][bookmark: _Toc50467123]6.16.1	Functional description
This solution addresses Key Issue #1 "MBS session management" based on the baseline architecture 1 in clause A.1. This solution also addresses some aspects of Key Issue #3.
This solution is similar to Solution 3 in that the same concepts of integrated unicast and multicast session management, MBS session context (Multicast session context), etc. are used; while different from solution 3, this solution also proposes the following procedures and mechanisms:
-	UE joining an MBS service via PDU session establishment procedure;
-	SMF selection for an MBS session, where the SMF registers/updates its capability of supporting MBS as well as the information of MBS session(s) currently served by the SMF to the NRF and the AMF/SMF queries the NRF for SMF selection during PDU session establishment/modification procedure;
-	Policy control for the MBS session, where the PCF provides MBS related policy in PCC rules to the SMF for MBS session management.
6.16.2	Procedures
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The UE has successfully registered to the PLMN and has the information of MBS service based on pre-configuration (e.g. installed application(s)), SIB or information from previous MBS sessions, etc. The UE may initiate MBS session join procedure via the PDU Session Establishment procedure, e.g. triggered by application layer request, as shown in Figure 6.16.2.1-1.
NOTE 1:	In the procedure, instead of using the existing SMF services for PDU Session, new SMF services for MBS Session may be defined and used, e.g. Nsmf_MBSSession_CreateSMContext, Nsmf_MBSSession_UpdateSMContext, Nsmf_MBSSession_Create, Nsmf_MBSSession_Update, as shown in Figure 6.16.2.1-1.



Figure 6.16.2.1-1: MBS session joining via PDU Session Establishment procedure
1.	The UE sends an UL NAS TRANSPORT (S-NSSAI(s), DNN, PDU Session ID, Request type, MBS information, N1 SM container (PDU Session Establishment Request) ) message to the AMF. The MBS information identifies the MBS service that the UE wants to join and can be a multicast address and/or TMGI.
2.	The AMF checks whether it has an MBS session context for the MBS service requested by the UE (i.e. an MBS session may have been established via the AMF for other UE(s) with the same MBS information) and if so, selects the SMF according to the MBS session context. Otherwise, the AMF queries the NRF for SMF discovery by issuing the Nnrf_NFDiscovery_Request including the MBS information and possibly other information, i.e. the S-NSSAI and the associated NSI ID (if available), DNN, service area information (TA(s)) based on UE location, etc. Based on the SMF information in the Nnrf_NFDiscovery_Request response from the NRF, the AMF selects the SMF serving the requested MBS session if exists, or an MBS-capable SMF.
3a.	If the service area of the selected SMF includes the location where the UE camps, the AMF invokes the Nsmf_PDUSession_CreateSMContext Request (SUPI, S-NSSAI(s), DNN, PDU Session ID, AMF ID, Request Type, MBS information, UE location information, N1 SM container (PDU Session Establishment Request)) towards the selected SMF.
3b-1~3b-3. If the service area of the selected SMF does not include the location where the UE camps, the AMF selects an I-SMF that serves the area where UE camps. The AMF invokes the Nsmf_PDUSession_CreateSMContext Request (SUPI, S-NSSAI(s), DNN, PDU Session ID, AMF ID, Request Type, MBS information, UE location information, N1 SM container (PDU Session Establishment Request), identity of the selected SMF) towards the I-SMF. The I-SMF selects an I-UPF and performs N4 session establishment procedure. The I-SMF invokes the Nsmf_PDUSession_Create Request with the MBS information towards the selected SMF.
4.	The SMF retrieves the Session Management Subscription data including MBS related subscription data from the UDM and also subscribes to be notified when this subscription data is modified for MBS service.
	The SMF checks the validity of the UE request for the MBS service, e.g. if the requested MBS corresponds to an MBS service area, whether the UE is located in the MBS service area based on UE location information.
	If the UE's request for the MBS service is valid, the SMF checks whether an MBS Session context exists for the MBS service requested by the UE based on the multicast address or TMGI. If such an MBS Session context exists, the SMF updates the MBS Session context and adds the UE as a member of the MBS session; otherwise the SMF creates an MBS session context for the MBS service requested by the UE and adds the UE as a member of the MBS session.
5.	The SMF may perform an SM Policy Association Establishment or Modification procedure by invoking the Npcf_SMPolicyControl_Create or Npcf_SMPolicyControl_Update Request towardswith  the PCF and get the MBS related PCC Rules.
6.	The SMF sends an N4 Session Establishment/Modification Request to the UPF, to provide N4 rules (i.e. packet detection, QoS enforcement and reporting rules) to the UPF and establish/modify the N3/N9 tunnel for the MBS session.
7a.	If the SMF serves the UE directly, the SMF invokes the Namf_Communication_N1N2MessageTransfer (PDU Session ID, MBS session context information, N2 SM information (PDU Session ID, MBS session context information, QFI(s), QoS Profile(s), CN Tunnel Info, S-NSSAI, PDU Session Type), N1 SM container (PDU Session Establishment Accept)) to the AMF.
7b-1~7b-2. If the SMF serves the UE via the I-SMF, the SMF invokes the Nsmf_PDUSession_Create Response (PDU Session ID, MBS session context information, CN Tunnel Info, QFI(s), QoS profile(s)) to the I-SMF. The I-SMF invokes the Namf_Communication_N1N2MessageTransfer (PDU Session ID, MBS session context information, N2 SM information (PDU Session ID, MBS session context information, QFI(s), QoS Profile(s), CN Tunnel Info, S-NSSAI, PDU Session Type), N1 SM container (PDU Session Establishment Accept)) to the AMF.
8.	The AMF creates/updates the MBS session context and sends the N2 PDU Session Request to the NG-RAN.
9.	The NG-RAN establishes/modifies the AN resources for the MBS session, i.e. selecting/updating the multicast or unicast radio bearers towards the UE, and also creates/updates the N3 tunnel information towards the UPF. The NG-RAN also forwards the NAS message containing PDU Session Establishment Accept to the UE.
10.	The NG-RAN sends the N2 PDU Session Response to the AMF.
11a~13a.	If the SMF serves the UE directly, the AMF invokes the Nsmf_PDUSession_UpdateSMContext Request to the SMF. The SMF initiates the N4 Session Modification procedure with the UPF to provide/update AN Tunnel Info as well as N4 rules. The SMF sends the Nsmf_PDUSession_UpdateSMContext Response to the AMF.
11b~13b.	If the SMF serves the UE via the I-SMF, the AMF invokes the Nsmf_PDUSession_UpdateSMContext Request to the I-SMF. The I-SMF initiates the N4 Session Modification procedure with the I-UPF to provide/update AN Tunnel Info, CN Tunnel Info as well as N4 rules. The I-SMF sends the Nsmf_PDUSession_UpdateSMContext Response to the AMF.
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The UE has successfully registered to the PLMN and established an PDU session. The UE may get the information of MBS service based on pre-configuration (e.g. installed application(s)), SIB, information from previous MBS sessions, or via the application layer interactions over the user plane of the PDU session. Then the UE may initiate MBS session joining procedure via the PDU Session Modification procedure, as shown in Figure 6.16.2.2-1.



Figure 6.16.2.2-1: MBS session joining via PDU Session Modification procedure
0.	The UE establishes a PDU session and may receive MBS service configuration information in application layer via the user plane of the PDU session. Later on, the UE requests to join an MBS session via the following Alternative 1 (User Plane signalling) or Alternative 2 (Control Plane signalling).
Steps 1a~2a for Alternative 1 (User Plane signalling)):
1a.	The UE sends a multicast Join message (e.g. IGMP Join) via the User Plane of the PDU session. Upon detection of the multicast Join message, the UPF sends a notification including the information in the multicast Join message (i.e. MBS information which identifies the MBS service that the UE wants to join, e.g. a multicast address) to the SMF serving the PDU session.
2a.	If the SMF serving the PDU session supports MBS service, the SMF checks the validity of the UE request for the MBS service based on e.g. MBS related subscription data of the UE, whether the UE is located in the MBS service area for the request MBS service. If the request is valid, the SMF checks whether it has an MBS session context for the MBS service requested by the UE (i.e. an MBS session may have been established via the SMF for other UE(s) with the same MBS information), and if so, the SMF updates the MBS Session context and adds the UE to the MBS session, and continues with step 5 or 6.
	If the SMF serving the PDU session does not support MBS service or has no MBS session context for the MBS service requested by the UE, the SMF queries the NRF for SMF discovery by issuing the Nnrf_NFDiscovery_Request including the MBS information and possibly other information, i.e. the S-NSSAI and the associated NSI ID (if available), DNN, service area information (TA(s)) based on UE location, etc. Based on the SMF information in the Nnrf_NFDiscovery_Request response from the NRF, the SMF selects the SMF serving the requested MBS session if exists, or an MBS-capable SMF if the SMF serving the PDU session does not support MBS service. The SMF invokes Nsmf_PDUSession_SMContextStatusNotify with the MBS Session ID and identity of selected SMF towards the AMF, to request an SMF context transfer as specified in TS 23.502 [8] clause 4.26.5.3. The procedure continues with step 3.
	If the SMF serving the PDU session supports MBS service and no SMF serving the requested MBS session exists, the SMF creates an MBS session context for the MBS service requested by the UE and adds the UE to the MBS session, and continues with step 5.
Steps 1b~2b for Alternative 2 (Control Plane signalling)):
1b.	The UE sends an UL NAS TRANSPORT (S-NSSAI(s), DNN, PDU Session ID, Request type, MBS information, N1 SM container (PDU Session Modification Request) ) message to the AMF. The MBS information identifies the MBS service that the UE wants to join and can be a multicast address and/or TMGI.
2b.	The AMF checks whether it has an MBS session context for the MBS service requested by the UE (i.e. an MBS session may have been established via the AMF for other UE(s) with the same MBS information) and if so, selects the SMF serving the requested MBS session according to the MBS session context.
	If the AMF has no MBS session context for the MBS service requested by the UE, the AMF queries the NRF for SMF discovery by issuing the Nnrf_NFDiscovery_Request including the MBS information and possibly other information, i.e. the S-NSSAI and the associated NSI ID (if available), DNN, service area information (TA(s)) based on UE location, etc. Based on the SMF information in the Nnrf_NFDiscovery_Request response from the NRF, the AMF selects the SMF serving the requested MBS session if exists, or an MBS-capable SMF. If no SMF serving the requested MBS session exists and the SMF serving the PDU session supports MBS service, then the SMF serving the PDU session is selected.
	If the selected SMF is the same as the SMF serving the PDU session, then the procedure continues with step 5 or 6; otherwise, the procedure continues with step 3.
The following steps are common for both Alternative 1 (User Plane) and Alternative 2 (Control Plane).
3a-1.	Same as step 3a in Figure 6.16.2.1-1.
3a-2.	The SMF invokes the Nsmf_PDUSession_ContextRequest with the SMF serving the PDU session for transferring the SMF context as specified in TS 23.502 [8] clause 4.26.5.3.
3b-1~3b-3. If the service area of the selected SMF does not include the location where the UE camps, the AMF selects the SMF serving the PDU session as an I-SMF. The AMF invokes the Nsmf_PDUSession_UpdateSMContext Request (SM Context ID, MBS information, UE location information, N1 SM container (PDU Session Modification Request), identity of the selected SMF) towards the I-SMF. The I-SMF reuses the existing UPF or selects a new I-UPF and performs N4 session modification/establishment procedure. The I-SMF invokes the Nsmf_PDUSession_Create Request with the MBS information towards the selected SMF.
4~13.	Same as steps 4~13 in Figure 6.16.2.1-1, with the differences that the N1 SM container/NAS message to the UE contains PDU Session Modification Command instead of PDU Session Establishment Accept, and the UE acknowledges the PDU Session Modification Command by sending a NAS message containing PDU Session Modification Command Ack.
[bookmark: _Toc43297527][bookmark: _Toc43733223][bookmark: _Toc50192981][bookmark: _Toc50467126]6.16.2.3	SMF selection
When an MBS session is established for an MBS service, the MBS session contexts are created in the SMF, AMF, NG-RAN and UE. The SMF performs the MBS session management, and each MBS session context is managed by one SMF (with or without I-SMF).
To facilitate the SMF discovery/selection for one MBS session, the following mechanism is proposed:
-	The SMF registers its capability of supporting MBS service as part of its profile to the NRF. In addition, when the first UE joins an MBS service, the SMF creates the MBS session context and registers the MBS session information, i.e. information that uniquely identifies the MBS service (e.g. multicast address and/or TMGI), towards the NRF.
-	When other UEs joins the MBS session via PDU session establishment or modification procedures, the AMF or the SMF serving the PDU session invokes the Nnrf_NFDiscovery_Request including the MBS session information provided by the UE and possibly other information, i.e. the S-NSSAI and the associated NSI ID (if available), DNN, service area information (TA(s)) based on UE location, etc., to query the NRF for SMF information.
-	Based on the MBS information and other information for query, the NRF decides whether an SMF serving the MBS session exists. If so, the NRF provides in Nnrf_NFDiscovery_Request response the information of the SMF currently serving the MBS session. Otherwise, the NRF provides in Nnrf_NFDiscovery_Request response the information of one or more SMFs which supports MBS service.
-	The AMF or the SMF serving the PDU session selects the SMF currently serving the MBS session if exists, or an SMF which supports MBS service, based on the SMF information provided by the NRF. If no SMF serving the requested MBS session exists and the SMF serving the PDU session supports MBS service, then the SMF serving the PDU session is selected.
-	When the MBS session context is deleted from the SMF, e.g. due to MBS session release, the SMF updates the MBS session information it currently serves towards the NRF, i.e., removing the MBS session information which is no longer served by the SMF.
[bookmark: _Toc43297528][bookmark: _Toc43733224][bookmark: _Toc50192982][bookmark: _Toc50467127]6.16.3	Impacts on services, entities and interfaces
UE:
-	The UE supports joining an MBS service/session via the PDU Session Establishment/Modification procedures, by including the MBS information in UL NAS TRANSPORT message or using an user plane multicast join message.
SMF:
-	The SMF supports MBS session management, including creating, maintaining and releasing the MBS session context. The SMF registers/updates the information of the MBS session(s) it currently serves as well as MBS capability to the NRF. If the UE initiates MBS session joining via the User Plane using the PDU Session Modification procedure, the SMF serving the PDU session may query the NRF for the SMF currently serving the MBS session, and indicate this new SMF (as the selected SMF for the MBS session) to the AMF.
Editor's note:	Whether the additional SMF functionalities are added to existing SMF services or defined as new services is FFS.
AMF:
-	The AMF maintains an MBS session context including the information of SMF(s) and NG-RAN(s) involved in the MBS session. The AMF supports SMF selection for an MBS session by querying the NRF for the SMF currently serving the MBS session.
NRF:
-	The NRF provides the information of the SMF currently serving an MBS session (if exists) or an SMF with MBS capability upon the request from the AMF/SMF.
PCF:
-	The PCF provides MBS related PCC Rules to the SMF.
Editor's note:	Whether the additional PCF functionalities are added to existing PCF services or defined as new services is FFS.
UPF:
-	The UPF enforces the packet detection, QoS enforcement and reporting rules for the MBS session, and establishes/modifies the N3/N9 tunnel to support multicast transport.
NG-RAN:
-	The NG-RAN establishes/modifies the AN resources for the MBS session, i.e. selecting/updating the multicast or unicast radio bearers towards the UE, and also creates/updates the N3 tunnel information for multicast transport towards the UPF.
[bookmark: _Toc43297529][bookmark: _Toc43733225][bookmark: _Toc50192983][bookmark: _Toc50467128]6.17	Solution #17: QoS support for MBS service
[bookmark: _Toc43297530][bookmark: _Toc43733226][bookmark: _Toc50192984][bookmark: _Toc50467129]6.17.1	Functional description
Editor's note:	This clause outlines solution principles and documents any assumptions made.
This solution addresses Key Issue #4 "QoS level support for Multicast and Broadcast communication services" based on the baseline architecture 1 in clause A.1. By addressing the aspects of KI#4, it is complementary to other solutions to KI#1 and #7.
The 5G QoS model as defined in TS 23.501 [2] clause 5.7 also applies to MBS service, with the following differences:
-	Reflective QoS is not applicable.
-	UPF transmits the PDUs of the MBS Session in a shared or individual tunnel between 5GC and (R)AN.
-	Wireline access network specific 5G QoS parameters do not apply to MBS services (See clause 4.1).
-	Alternative QoS Profile is not applicable.
-	Notification Control is not applicable.
NOTE 1:	MBS services over non-3GPP access is not specified in this release (See clause 4.1).
Editor's note:	It is FFS whether there are any other differences in QoS model for MBS services compared to the existing 5G QoS model for unicast services.
During MBS session establishment procedure, either triggered by the network starting an MBS session or by the UE joining an MBS session, the AF provides MBS session information to the PCF directly or via other NFs e.g., SMF serving the MBS session, MB-SMF or others, including QoS requirements for the MBS service data flows. Based on the MBS session information, the PCF determines PCC rules for the MBS session, which includes QoS parameters for multicast/broadcast mode and optionally QoS parameters for unicast mode to e.g. facilitate delivery mode switching in the CN or the NG-RAN. The SMF, based on PCC rules from the PCF for the MBS session (if dynamic PCC is deployed) or local policy (if dynamic PCC is not deployed), determines the QoS profiles and N4 rules for the MBS session with QoS parameters for multicast/broadcast mode (e.g., IP Multicast Addressing Info, see TS 29.244 [17])and for unicast mode, and provides to the RAN and the UPF respectively. Based on these, the UPF adapts the existing mechanisms of user plane management (e.g. packet detection, QoS enforcement and reporting) for the MBS session.	Comment by LiMeng, Rapporteur: 
NOTE 12:	The PCF provisions PCC rules to the SMF serving the MBS session and the SMF serving the PDU session associated with the MBS session, which can be the same SMF or different SMFs depending on the solution/conclusion to Key Issue#1 "MBS session management".
NOTE 3:	The actual NFs or only NG-RAN that triggers delivery mode switching depends on the solution/conclusion to Key Issue #7 "Reliable delivery method switching between unicast and multicast".	Comment by LiMeng, Rapporteur: 
Editor's note:	N4 rules needs to be extended to support rules (e.g. packet detection, QoS enforcement and reporting rules) for MBS session.
In the DL, the UPF performs QoS enforcement based on N4 rules for the MBS session provided by the SMF. The AN binds the QoS Flows of the MBS session to RAN resources (i.e. multicast/broadcast Radio Bearers or unicast Data Radio Bearers in the case of 3GPP RAN). It is up to the RAN to establish the necessary RAN resources that QoS Flows for MBS service can be mapped to, to dynamically switch between the multicast/broadcast and unicast AN resources for QoS Flows of MBS service, and to release them. The RAN shall indicate to the SMF when the AN resources onto which a QoS Flow of MBS service is mapped are released or switched from multicast/broadcast to unicast (or vice versa).
NOTE 24:	Depends on the solution/conclusion, RAN may indicate to the SMF when the AN resources onto which a QoS Flow of MBS service is mapped are switched from multicast/broadcast to unicast (or vice versa).The AN indicates to the SMF when the AN resources onto which a QoS Flow of MBS service is mapped are switched from multicast/broadcast to unicast (or vice versa), in order to e.g. differentiate the cases for AN resource release for MBS service, facilitate the network analytics on MBS services and/or aid decisions on delivery mode switching in 5GC.	Comment by LiMeng, Rapporteur: 
Editor's note:	It is FFS whether the AN indicates to the SMF when the AN resources onto which a QoS Flow of MBS service is mapped are switched from multicast/broadcast to unicast (or vice versa).
[bookmark: _Toc43297531][bookmark: _Toc43733227][bookmark: _Toc50192985][bookmark: _Toc50467130]6.17.2	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.
[bookmark: _Toc43297532][bookmark: _Toc43733228][bookmark: _Toc50192986][bookmark: _Toc50467131]6.17.3	Impacts Analysis
AF:
-	The AF provides the MBS session information including QoS requirements to the PCF5GC.
PCF:
-	The PCF provides PCC rules for the MBS session, which includes QoS parameters for multicast/broadcast mode and optionally QoS parameters for unicast mode, to the SMF.
SMF:
-	The SMF determines the QoS profiles and N4 rules for the MBS session with QoS parameters for multicast/broadcast mode and for unicast mode, and provides to the RAN and the UPF respectively.
UPF:
-	The UPF performs QoS enforcement based on N4 rules for the MBS session.
NG-RAN:
-	The NG-RAN binds the QoS Flows of the MBS session to AN resources (i.e. multicast/broadcast Radio Bearers or unicast Data Radio Bearers). Depends on the solution/conclusion, The the NG-RAN may indicates to the SMF when the AN resources onto which a QoS Flow of MBS service is mapped are released or switched from multicast/broadcast to unicast (or vice versa).
[bookmark: _Toc43297533][bookmark: _Toc43733229][bookmark: _Toc50192987][bookmark: _Toc50467132]6.18	Solution #18: MBS assistance information to RAN for delivery mode switching
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Editor's note:	This clause outlines solution principles and documents any assumptions made.
This solution addresses Key Issue #7 "Reliable delivery mode switching between unicast and multicast".
Editor’s note: Assumed baseline architecture is FFS.
The NG-RAN needs to determine may dynamically switch the delivery method mode of AN resources (i.e. PTP or PTM delivery methodradio bearer) for the MBS service, and may dynamically switch the delivery method from PTMmulticast/broadcast mode to PTPunicast mode, or vice versa.
To assistant the NG-RAN in deciding making decisions on dynamic switching of the delivery mode of AN resources for MBS services, the CN provides MBS assistance information to the NG-RAN. The MBS assistance information may include:
-	suggested number of UEs for multicast delivery. When the number of UEs receiving or interested in the MBS service in a cell or in the NG-RAN node reaches this number, multicast delivery method mode is preferable;
-	number of UEs receiving or interested in the MBS service in a cell of the NG-RAN node or in the NG-RAN node, based on the statistics or prediction by the CN;
-	delivery method mode information for an MBS session or QoS flow, e.g. whether PTP unicast and/or PTM multicast delivery method mode are allowed;
-	NG-RAN performance, e.g. congestion status, communication performance, based on the statistics or prediction by the CN;
-	suggested delivery method mode based on NG-RAN performance;
-	information of MBS services/groups subscribed by the UE, e.g. TMGI;
-	UE capabilities, e.g. whether the UE supports multicast/broadcast delivery methodmode;
-	etc.
Editor’s note:	Whether the above information from the CN can assist in RAN decision of switching between PTP and PTM needs to be confirmed by RAN group.
Editor's note:	It is FFS which of the above information and any other information to be provided to the NG-RAN in the MBS assistance information.
Editor's note:	It is FFS which NF(s) generates each item of the MBS assistance information.
The MBS assistance information is determined by the CN based on MBS service information, MBS related PCC policy, UE subscription and capabilities on MBS services, etc. The AF provides MBS service parameters, which may include the information of allowed/preferred delivery methodmode(s) taking into account of the MBS service/application requirements, to the PCF. The PCF, based on MBS service information and other information (e.g. network performance, local configuration), decides the MBS related PCC policy and provides to the SMF. Based on the MBS related PCC policy or local policy, UE subscription data, UE capabilities, etc., the SMF decides the MBS assistance information.
The MBS assistance information can be determined and dynamically updated also based on network analytics. That is, the AF, PCF and SMF can subscribe or request from the NWDAF the analytics information on "Service Experience", "Network Performance" and/or "User Data Congestion Analytics", etc., as specified in TS 23.288 [9], and then determine/update the MBS service parameters, MBS related PCC policy and MBS assistance information based on the analytics information.
The MBS assistance information can be provided by the SMF to the RAN via the AMF during the procedures of MBS service configuration, session start and/or PDU session establishment/modification associated with MBS service, etc. Based on the MBS assistance information, the NG-RAN determines for the MBS session the delivery methodmode of AN resources, or dynamically switches the delivery method mode of AN resources from unicast to multicast (or vice versa).
Table 6.18.1-1 gives more information on MBS assistance information, including NF(s) generating the MBS assistance information, descriptions and recommendation for specification in Rel-17.
Table 6.18.1-1: MBS assistance information
	MBS assistance information
	NF(s) generating this MBS assistance information
	Descriptions
	Recommended for specification in Rel-17

	Suggested number of UEs for multicast delivery
	PCF/SMF
	When the number of UEs receiving or interested in the MBS service in a cell or in the NG-RAN node reaches this number, multicast delivery mode is preferable.
Decided by the PCF based on e.g. local policy, analytics information, and provided to the SMF (if dynamic PCC is deployed); or decided by the SMF based on local policy
	Y. Centralized policy may simplify NG-RAN implementation.

	Number of UEs receiving or interested in the MBS service
	SMF
	The statistics or predicted number of UEs receiving or interested in the MBS service in a cell or in the NG-RAN node.
Decided by the SMF based on the report from the AMF or  analytics information from the NWDAF.
	N. Can be counted locally in NG-RAN.

	Delivery method information for an MBS session or QoS flow, e.g. whether PTP and/or PTM delivery mode are allowed
	PCF/SMF
	Only allowed delivery method can apply to the MBS Session or QoS flow.
Decided by the PCF based on e.g. service information from the AF and/or operator policy, and provided to the SMF (if dynamic PCC is deployed); or decided by the SMF based on local policy.
	Y. Service/operator specific requirements can be provided. 

	NG-RAN performance, e.g. congestion status, communication performance, based on the statistics or prediction by the CN
	NWDAF
	NG-RAN can decide the delivery mode based on NG-RAN preformance (and other information).
Generated by the NWDAF, e.g. based on the Network Performance analytics as defined in TS 23.288, and provide to the SMF and PCF.
	N. Can be measured locally in NG-RAN. (Prediction is unavailable.)

	Suggested delivery mode based on NG-RAN performance
	PCF/SMF
	Recommended delivery mode (PTP or PTM) based on NG-RAN preformance.
Decided by the PCF based on e.g. local policy and analytics information, and provided to the SMF (if dynamic PCC is deployed); or decided by the SMF based on local policy
	N. Can be decided by NG-RAN.

	Information of MBS services/groups subscribed by the UE, e.g. TMGI
	SMF
	Only allow the UE to join an MBS Session of the subscribed service(s)/group(s).
Decided by the SMF based on the MBS related subscription data from the UDM/UDR.
	Y. Related to whether PTM delivery method can be used for the UE.

	UE capabilities, e.g. whether the UE supports PTM delivery mode
	SMF
	The PTM delivery mode can be used only if the UE supports it.
Decided by the SMF, e.g. based on the UE MBS capability indicated in the NAS message.
	Y. Related to whether PTM delivery method can be used for the UE.



NOTE 1:	The suggested number of UEs for multicast delivery may be dynamically adjusted based on the analytics information, e.g. network performance analytics, from the NWDAF, to cope with e.g. different load conditions in different RAN coverage.
NOTE 2:	It can be challenging for the PCF/SMF to decide different suggested number of UEs for multicast delivery for different cells or gNBs. So the easiest way is to provide same suggested number of UEs for multicast delivery for different cells, by local configuration in the SMF or PCF. For the cells in the same serving area of the SMF, this configured UE number is the same in all the SMFs.
NOTE 3:	When using the assistance information, the RAN also considers its local condition (e.g. RAN status , load and performance, radio link condition, etc., as discussed in RAN group), to decide whether PTP or PTM to be used.
Editor’s note:	It is FFS how the Number of UEs receiving or interested in the MBS service can be determined if those UEs are served by multiple SMFs.
Editor’s note:	It is FFS whether a single suggested number of UEs for multicast delivery is appropriate for all cells, given that they can be in different coverage and load conditions. RAN coordination is required
[bookmark: _Toc43297535][bookmark: _Toc43733231][bookmark: _Toc50192989][bookmark: _Toc50467134]6.18.2	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.


Figure 6.18.2-1: Provision of MBS assistance information to RAN
0.	The AF, PCF and/or SMF may subscribe or request network analytics information on "Service Experience", "Network Performance" and/or "User Data Congestion Analytics", etc., from the NWDAF as specified in TS 23.288 [9]. Based on the analytics information:
-	the AF may decide or update MBS service parameters, including the allowed/preferred delivery method mode(s) for the MBS service/applications, and provide to the PCF (e.g. via the UDR as specified in TS 23.502 [8] clause 4.15.6.7).
-	the PCF may decide or update the MBS related PCC policy and provide to the SMF.
-	the SMF may decide or update the MBS assistance information.
1.	During the MBS related procedures, e.g. MBS service configuration, session start and/or PDU session establishment/modification associated with MBS service, the SMF provides the MBS assistance information to the NG-RAN via the AMF. The SMF decides the MBS assistance information based on the MBS related PCC policy from the PCF (if dynamic PCC is deployed) or local policy (if dynamic PCC is not deployed), UE subscription data from the UDM, UE capabilities if indicated by the UE in the NAS message, and/or network analytics information provided by the NWDAF, etc. Then the SMF includes the MBS assistance information in the N2 SM information of Namf_Communication_N1N2MessageTransfer request (or via other service operation) to the AMF, and the AMF forwards it to the NG-RAN.
2.	Based on the MBS assistance information and other information (e.g. local measurement), the NG-RAN determines the delivery methodmode of AN resources for the MBS session, or decides to switch the delivery methodmode of AN resources from unicast to multicast (or vice versa) for an ongoing MBS session.
3.	The NG-RAN establishes or modifies the AN resources for the MBS session according to the selected delivery methodmode.
[bookmark: _Toc43297536][bookmark: _Toc43733232][bookmark: _Toc50192990][bookmark: _Toc50467135]6.18.3	Impacts services, entities and interfaces
SMF:
-	The SMF generates the MBS assistance information and provides it to the NG-RAN. The SMF may decide and update the MBS assistance information based on analytics information from the NWDAF.
NG-RAN:
-	The NG-RAN decides the delivery method mode for AN resources of the MBS session taking into account of the MBS assistance information provided by the CN.
[bookmark: _Toc43297537][bookmark: _Toc43733233][bookmark: _Toc50192991][bookmark: _Toc50467136]6.19	Solution #19: Supporting local MBS service
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This solution addresses KI#6 "Local MBS service". This solution is built on top of Solution#2 as described in clause 6.2 which assumes baseline architecture 2 in clause A.2.
Local MBS service requires the service to be delivered in a local service area for a specific period. All the relevant UEs in the local area can receive the MBS service. When starting a local MBS service, the application function needs to be able to provide the local service area to 5GC and NG-RAN to ensure the local MB service can be delivered within some certain areas. The UEs outside those areas should not be served for the local MBS service.
-	How to support UEs if necessary, to discover and receive multicast and broadcast communication services which is available locally in 5G system in a resource efficient manner.
For the above requirement, it is assumed that how UE discovers the local server will be addressed in TR 23.748 [11] "Study on enhancement of support for Edge Computing in 5G Core network (5GC)", and application server is aware of itself being local or not.
It is also assumed that local MBS service is only delivered towards NG-RAN nodes where 5MBS is supported. In NG-RAN nodes where 5MBS is not supported, the 5GC Individual MBS traffic delivery can serve the UE, but at the cost of not taking advantage of 5MBS optimizations.
To offer local MBS service, the backhaul delay between 5GC and NG-RAN needs to be minimized. To minimize the delivery latency, it is essential to have localized user plane deployment to work together with localized application function. In the deployment of baseline architecture 2, MB-UPF (and optionally MBSU) and application function needs to be deployed locally (i.e. close to NG-RAN). Figure 6.19.1-1 depicts the localized user plane in 5MBS architecture.


Figure 6.19.1-1: Localized User Plane in 5MBS Architecture
[bookmark: _Toc43297539][bookmark: _Toc43733235][bookmark: _Toc50192993][bookmark: _Toc50467138]6.19.2	Procedures
To offer local MBS service, the Allocate TMGI procedure needs to include the local service area information. Figure 6.19.2-0 depicts the Allocate TMGI procedure as well as the Session Join procedure of a local MBS service.

 Figure 6.19.2-0: Session Join for Local MBS Service
Steps 1-8 are from Solution #2 as described in the clause 6.2 with the following differences:
1.	To allocate TMGI, AF includes additionally the local service area information in the Allocate TMGI Request to NEF/MBSF. The local service area information can be cellId list, gnodeBId list, tracking area list, geographic area list and civic address list. Among them, cellId list, gnodeBId list and tracking area list shall only be used by AFs who resides in trust domain, and when they are aware of such information.
2.	NEF/MBSF translates the local service area to Location Criteria specified in TS 23.503 [13]. It includes the Location Criteria in Allocate TMGI Request message to MB-SMF.
5.	AF includes the local service area information in the MB Session announcement to the UE. 
6.	UE sends MB Session Join Request to AMF. If UE can determine that it is outside the local service area, it does not send the MB Session Join Request to the AMF.
7.	In MB Session Response from MB-SMF to AMF, the Location Criteria information is included for local MBS service.
8.	If AMF detects that the UE is inside the local service area, the AMF sends an MB Session Join Accept message to the UE, along with an N2 message MB Session Join message to NG-RAN.
9.	If AMF detects that the UE is outside the local service area, the AMF sends an MB Session Reject message to the UE indicating that the MB Session Join is rejected and including the reason (outside of local service area, Location Criteria information).  
To deliver a local MBS service, some actions need to be taken in the session start procedure. needs to include the local service area information. Figure 6.19.2-1 depicts the session start procedure of local MBS service delivery:



Figure 6.19.2-1: Session Start for Local MBS Service
Editor's note:	It is FFS how the area information and other critical information (e.g. TMGI) is provisioned to UE before session start.
Editor's note:	It is FFS whether the Allocate TMGI request is an alternative to provide the location information, e.g. to reject join requests of UEs outside the location area.
Steps 1-16 are from Solution #2 as described in the clause 6.2 with the following differences:
1.	To activate a local MBS Bearer, AF includes additionally the local service area information in the Activate MBS Bearer Request to NEF.
Editor's note:	It is FFS which type of information the AF provides as the local service area information.
2.	NEF/MBSF translates the local service area to Location Criteria specified in TS 23.503 [13] and includes the Location Criteria in MB Session Start Request to MB-SMF.
Editor's note:	It is FFS about whether more location types (e.g. SMF service area) than those specified in location criteria are needed to provide more flexibility.
4.	The MB-SMF selects the localized MB-UPF based on the Location Criteria to set up the resources.
5a. After receiving MB Session Start request from MB-SMF, the AMF check whether the joined UEs are within the local service area. For any UEs outside the local service area, the AMF removes the associations between those UEs and the MB Session Context. Furthermore, AMF sends a NAS MB Session Remove message to those UEs, along with a N2 message MB Session Remove (NGAP ID, TMGI) to inform NG-RAN. In the figure above, AMF detects UE2 to be outside the local service area.
5.	MB-SMF sends MB Session Start messages to all AMFs that has earlier joined the MB Session with the Location Criteria information.
Editor's note:	It is FFS how to handle the UEs who are outside the area defined in Location Criteria but joined the MB session.
6.	AMF only sends theinclude the Location Criteria in the MB Session Resource Setup Request to the relevant RAN nodes in the local service area to, which it has earlier sent have received an N2 MB Session Join message from the AMF. AMF also includes the Location Criteria in the MB Session Resource Setup Request as an optional parameter.
Editor's note:	It is FFS whether the Location Criteria is service area information and why the Location Criteria needs to be known by RAN node.
7-10.	RAN nodes follow the Location Criteria of the local MBS service to establish the downlink resource to deliver contents to the joined UEs within the local service area.
13a. If RAN, based on the Location Criteria it received from AMF, detects some joined UEs that are outside the local service area, will remove those UEs from the MB Session. To remove those UEs, the RAN sends an N2 MB Session Remove message to AMF with NGAP ID list and TMGI. The AMF removes the associations between those UEs and the MB Session Context in AMF.
13b. AMF sends NAS MB Session Remove messages to those UEs separately. For example, in the figure above, RAN detects that UE3 is outside the local service area, RAN informs AMF and AMF sends MB Session Remove to UE3.
17-18.	Another UE (i.e. UE42 in this procedure) requests to join the MBS session. The AMF checks whether the UE is located within the area of the local service. If the UE is within the area, the AMF accepts the request and informs NG-RAN of the newly joined UE, otherwise if the UE is not within the area, the AMF will rejects the MB Session Join from UE42.
[bookmark: _Toc43297540][bookmark: _Toc43733236]If a UE moves out of a local service area, the AMF or NG-RAN may detect that during a handover procedure. If the AMF detects it, the AMF will send a NAS MB Session Remove message to the UE and a N2 MB Session Remove message to the NG-RAN (as step 5a above). If the RAN detects it, the RAN node will send a MB Session Remove message to AMF and the AMF will send a MB Session Remove message to the UE (as step 13a and step 13b above).
[bookmark: _Toc50192994][bookmark: _Toc50467139]6.19.3	Impacts on services, entities and interfaces
NEF:
-	The MBS control function (MBSF) translates the received local service area information (cellId list, gnodeBId list, tracking area list, geographic area list or civic address list) to Location Criteria, and includes the Location Criteria in Allocate TMGI RequestMB Session Start request for local MBS service
MB-SMF:
-	The MB-SMF selects local MB-UPF based on Location Criteria
-  The MB-SMF includes the Location Criteria in MB Session Response Start Request to AMF for local MBS service
AMF:
-	The AMF checks whether the UE meet is in the local service areathe Location Criteria, and accept/reject MB Session Join Request from UE. For those joined UEs who are out of a local service area when a session starts or UEs that move out from the local service area with handover when a session is ongoing, the AMF sends NAS MB Session Remove messages to the UEs, along with N2 MB Session Remove messages to NG-RAN.
-	The AMF includes the Location Criteria in MB Session Resource Setup Request to the relevant RAN nodes if needed.
-	The AMF sends a NAS MB Session Remove message to a UE, if it receives a N2 MB Session Remove message from NG-RAN.
NG-RAN:
-	NG-RAN checks whether joined UEs are in the local service area. If it detects a UE outside the local service area when a session starts or a UE that moves out from the local service area during an ongoing session, the NG-RAN node sends an N2 MB Session Remove to AMF to remove the UE from the MB session.
-	NG-RAN follows the Location Criteria of the local MBS service to establish the downlink resources.
[bookmark: _Toc23317648][bookmark: _Toc23318927][bookmark: _Toc26173042][bookmark: _Toc26516362][bookmark: _Toc43297541][bookmark: _Toc43733237][bookmark: _Toc50192995][bookmark: _Toc50467140]6.20	Solution #20: Local multicast service
[bookmark: _Toc26173043][bookmark: _Toc26516363][bookmark: _Toc43297542][bookmark: _Toc43733238][bookmark: _Toc50192996][bookmark: _Toc50467141]6.20.1	Functional description
This is a solution for key issue #6 "Local MBS service".
This solution assumes the architectural alternative 2 (see Annex A, clause A.2).
The outline of the proposed solution for local multicast service is as below:
-	The AF provides multicast service area information with cell information or geographical area information when the AF requests TMGI allocation.
-	The AF can provide the updated multicast service area information when the AF requests the multicast session start/activation.
-	The MB-SMF stores the latest multicast service area information, i.e. List of Cell IDs for each multicast service/session identified by the TMGI.
-	The UE requests multicast service area information for a particular multicast service identified by TMGI to the AMF.
-	The AMF provide the latest multicast service area information, i.e. List of Cell IDs for multicast service identified by the TMGI to the UE. The AMF acquires the latest multicast service area information for the TMGI from the MB-SMF.
-	Whenever the multicast service area is updated, the updated multicast service area information, i.e. updated List of Cell IDs is provided to the UE.
[bookmark: _Toc26173044][bookmark: _Toc26516364][bookmark: _Toc43297543][bookmark: _Toc43733239][bookmark: _Toc50192997][bookmark: _Toc50467142]6.20.2	Procedures
Figure 6.20.2-1 shows the procedure for local multicast service.
NOTE 1:	The message names in the procedure below are descriptive. It is assumed that SBI based names need to be used between NFs.



Figure 6.20.2-1: Procedure for local multicast service
0.	The UE performs registration and PDU Session Establishment.
1.	The AF sends an Allocate TMGI Request message to NEF to request allocation of a TMGI for multicast service. The AF includes Multicast service area that is List of Cell IDs or geographical area information in the message.
2.	The NEF sends an Allocate TMGI Request message to the MB-SMF.
	If geographical area information was included as Multicast service area in the Allocate TMGI Request message, the NEF converts the geographical area information to List of Cell IDs and includes the List of Cell IDs in the Allocate TMGI Request message. Or the MB-SMF can convert the geographical area information to List of Cell IDs in step 3.
3.	The MB-SMF allocates a TMGI for the multicast service and stores the TMGI and the List of Cell IDs as Multicast service area.
	The MB‑SMF registers the TMGI and its address in NRF to allow AMFs to discover the MB-SMF for the TMGI.
	The MB-SMF returns the allocated TMGI to the NEF.
4.	The NEF forwards the TMGI to the AF.
5.	The UE and the AF can exchange application layer signalling. The AF provides multicast service related information including TMGI. The AF may also include information that this multicast service is local service.
NOTE 2:	This solution assumes that not all AFs/Content Providers have knowledge on cells in operator's network. Therefore, there may be the case that the AF/Content Provider cannot provide cell list to the UE in the service announcement.
Editor's note:	It is FFS whether the information also includes the service area information (e.g. cell list).
6.	The multicast session is started. The AF may provide the updated multicast service area that is List of Cell IDs or geographical area information. In this case, the MB-SMF performs the multicast session start by using the updated multicast service area and stores the updated multicast service area, i.e. List of Cell IDs, for the TMGI.
NOTE 32:	Solutions for Key Issue #1 can be used for Multicast session start.
If the cell list as the service area information was provided in step 5, steps 7 to 11 and steps 19 to 20 are skipped.
7.	The UE sends a Multicast Service Area Request message to the AMF to get the multicast service area for a particular multicast service identified by TMGI.
8.	If the AMF does not already have multicast service area information for the received TMGI, the AMF selects an MB-SMF for the TMGI by querying the NRF. Then, the AMF sends a Multicast Service Area Request message to the MB-SMF to get the multicast service area for a particular multicast service identified by TMGI.
9.	The MB-SMF sends a Multicast Service Area Response message. The MB-SMF includes the List of Cell IDs stored for the TMGI in the message. The AMF stores the TMGI, the List of Cell ID per TMGI received from the MB-SMF and the MB-SMF information for the multicast session in the UE context.
10.	The AMF sends a Multicast Service Area Response message to the UE. The AMF includes the List of Cell IDs as multicast service area for the TMGI in the message. The AMF stores per TMGI the latest List of Cell ID delivered to the UE in the UE context. During the mobility procedure this information need be transferred between AMFs. 
NOTE 4:	The association between the TMGI and service area provided to the UE (i.e. the latest List of Cell ID delivered to the UE) is not stored after the UE is deregistered.
Editor's note:	It is FFS where to store the association between the TMGI and service area after the UE is deregistered. The UE can use the List of Cell IDs provided from the AMF to determine that it is in the service area for this multicast service.
11.	If the AMF has not subscribed to the event of the multicast service area change for the TMGI, the AMF sends a Multicast Event Subscribe message to the MB-SMF to get notification on the multicast service area change for the TMGI.
12.	The UE detects that it is in the multicast service area based on the Cell ID received in the SIB message.
13.	The UE sends a Multicast Join Request message to the AMF to indicate its interest in receiving a particular multicast service identified by TMGI.
14.	If the AMF has not already joined the multicast session for the received TMGI, the AMF sends a Multicast Join Request message to the MB-SMF for the TMGI to indicate its interest for the multicast session identified by the TMGI.
15.	The MB-SMF sends a Multicast Join Response message.
16.	The AMF sends a Multicast Join Accept message to the UE.
17.	If the multicast session has been started in step 6, the multicast session setup is performed for the UE.
NOTE 53:	Solutions for Key Issue #1 can be used for Multicast session setup for the UE.
18.	The multicast session is started if the multicast session has not been started yet (i.e. if step 6 was not performed). The AF may provide the updated multicast service area that is List of Cell IDs or geographical area information. In this case, the MB-SMF performs the multicast session start by using the updated multicast service area and stores the updated multicast service area, i.e. List of Cell IDs, for the TMGI.
NOTE 64:	Solutions for Key Issue #1 can be used for Multicast session start.
19.	If the multicast service area is changed, the MB-SMF sends a Multicast Event Notify message to the AMF to provide the updated List of Cell IDs for the TMGI. The AMF stores the updated List of Cell ID received from the MB-SMF in the UE context.
20.	If the AMF received the updated List of Cell IDs for the TMGI from the MB-SMF in step 19, the AMF provides it to the UE by using the UE Configuration Update procedure specified in clause 4.2.4.2 of TS 23.502 [8]. The AMF stores the latest List of Cell ID delivered to the UE in the UE context. The AMF provides the updated List of Cell IDs to all UEs that requested the multicast service area for the TMGI. If the AMF has not successfully provided the updated List of Cell IDs to the UE, the List of Cell ID received from the MB-SMF and the latest List of Cell ID delivered to the UE stored in the UE context are different. In this case, the AMF can re-try to deliver the List of Cell IDs provided by the MB-SMF later.
Editor's note:	Instead using a new procedure it is FFS whether the existing user configuration update procedure can be reused.
The AF can perform multicast session update procedure to modify the multicast service area for the ongoing multicast session. In this case, step 19 and step 20 are executed.
When the UE does not want to be informed the updated List of Cell IDs for the TMGI, the UE cancels the Multicast Service Area Request to the AMF.
[bookmark: _Toc26173045][bookmark: _Toc26516365][bookmark: _Toc43297544][bookmark: _Toc43733240][bookmark: _Toc50192998][bookmark: _Toc50467143]6.20.3	Impacts on services, entities and interfaces
Editor's note:	This clause describes impacts to services, entities and interfaces.
AF:
-	requests TMGI allocation with Multicast service area.
MB-SMF:
-	stores the TMGI together with the List of Cell IDs as Multicast service area.
-	supports operations to provide the latest List of Cell IDs for the TMGI to the AMF.
AMF:
-	supports operations to acquire the latest List of Cell IDs for the TMGI from the MB-SMF.
-	supports operations to provide the latest List of Cell IDs for the TMGI to the UE.
UE:
-	supports operations to acquire the latest List of Cell IDs for the TMGI from the AMF.
[bookmark: _Toc43297545][bookmark: _Toc43733241][bookmark: _Toc50192999][bookmark: _Toc50467144]6.21	Solution #21: Global Multicast Unicast Group ID for local Multicast Unicast Contents
[bookmark: _Toc43297546][bookmark: _Toc43733242][bookmark: _Toc50193000][bookmark: _Toc50467145]6.21.1	Functional Description
[bookmark: _Toc43297547][bookmark: _Toc43733243][bookmark: _Toc50193001][bookmark: _Toc50467146]6.21.1.1	System Architecture
This solution addresses Key Issue 6. The architecture functional entities are described in clause A.1 "5G MBS system architecture based on unicast 5GC". Solution 3 is extended to address specific requirements of local MBMS services.
[bookmark: _Toc50193002][bookmark: _Toc50467147]6.21.1.2	Assumptions and principles for local MBS services
Similar as the MBMS implementation defined in TS 23.246 [4], it should be possible to enable the system to keep the multicast session ID (or TMGI) when UE moves across the local MBS session area. 
NOTE:	By implementation, it would be still possible to allocate different multicast session IDs corresponding to different location areas, but in that case it would be the application-level treatment and the 5GC/Application layer may need to accommodate the location area provisioning to the UE(s), as Solution #8 and Solution #21 demonstrate.
In this solution, it is assumed that a single MBS Session ID is used, while the MBS content distributed by the 5GC could be different depending on the location area where the UE is residing. And for each MBS service, its Location Area(s) and the associating Location Area ID(s) are transparent to the UE(s) of the MBS group. 
It is also assumed that content in different location areas will be provided in media flows with the same encoding. This avoids that the UE needs to be receive different service announcements for the same service in different location areas.
To better support local MBS scenario (i.e., reduce transmission latency of the MBS data), 5GC could provide different multicast anchors for receiving different MBS data for different location area of the same MBS service, as section 6.21.2.3 shows.
[bookmark: _Toc43297548][bookmark: _Toc43733244][bookmark: _Toc50193003][bookmark: _Toc50467148]6.21.1.23	Specific additions to solution 3 for local MBMS services
It is desirable to avoid changing multicast session IDs depending on UE location for services with different content depending on UE location, e.g. for V2X. Otherwise constant updates of the UEs and complex detection procedures or configuration with location dependent multiplex session IDs are required.
A single multicast Session ID is assigned for a multicast group, but the contents distributed as part of the multicast group differ depending on the location area where the UE is residing.
Only the multicast Session ID is announced to the UE and the network selects the related contents depending on the UEs' location.
Content provisioning in proximity to the location area where the content is to be distributed seems desirable to reduce transport delay, that is critical in particular for V2X applications.
It is possible to assign different ingress nodes for different location area dependent content for a multicast group.
To achieve those aims, the multicast group context in the UDR is extended with location area dependent information:
-	A description of the location are, e.g. list of cells, TAIs.
-	A network-internal local area ID assigned to the location area that is unique for the multicast session.
-	An ingress node assigned to the location area.
-	Possibly a multicast transport address assigned to the location area.
An AF may register at the NEF that it provides contents for a multicast group for a specific location area. The NEF then selects an ingress node for the multicast group in the specific location area and a local area identifier is assigned. The information is stored in the UDR.
NOTE: The functionality of the local area identifier is comparable with the MBMS Flow Id.
Alternatively, the UDR can contain configured information based on commercial agreements with the content provider.
An SMF can provide a UE location to the UDR to query for location dependent information within a multicast session context.
The SMF serving a UE provides information about the access to content for the multicast session in the location area towards the RAN. The RAN contacts the related ingress node to join the location area dependent distribution tree for the multicast content
The AMF notifies the SMF when the UE leaves the location area. The SMF obtains multicast context information for the new UE location from the UDR and then provides information about the access to content for the multicast session in the new location area towards the RAN.
[bookmark: _Toc43297549][bookmark: _Toc43733245][bookmark: _Toc50193004][bookmark: _Toc50467149]6.21.2	Procedures
[bookmark: _Toc43297550][bookmark: _Toc43733246][bookmark: _Toc50193005][bookmark: _Toc50467150]6.21.2.1	Multicast context and Multicast flow setup/modification via PDU Session Modification procedure
The flow is the same as described in clause 6.3.2.1, with the differences highlighted in the description of the steps.
Editor'’s note:	The multicast group join procedure need align with the general multicast group join procedure defined in clause 6.3.2.1, e.g. step 6-17.



Figure 6.21.2.1-1: PDU Session modification for multicast
1.	The content provider may send a request to register and reserve resources for a multicast group in a specific location area to the NEF as detailed in clause 6.21.2.2. The NEF select MB-SMF2 as ingress node for the location area and stores related information in the UDR
NOTE:	The request to reserve resources for the corresponding multicast session is optional and can be replaced by configured data based on commercial agreements.
2.	Same as in clause 6.3.2.1
3.	Same as in clause 6.3.2.1. No information about the local content is announced
4.	Same as in clause 6.3.2.1
5.	Same as in clause 6.3.2.1
6.	The SMF1 queries the UDR for information about the multicast context. If the UDR provides information about location areas stored within the multicast context (including MB-SMF2 ID, location are and area session ID for each location area), the SMF1 selects location dependent multicast context information based on the location area where the UE is residing. The SMF determines the applicable MB-SMF2 ID, area session ID, location area in that manner.
7-8.:	If SMF has no information about the multicast context for the indicated multicast group and area session ID, SMF interacts with MB SMF to retrieve QoS information of the multicast QoS flow(s) for the multicast group and area session ID.
79.	The SMF requests the AMF to transfer a message to the RAN node using the Namf_N1N2MessageTransfer service (N2 SM information (PDU Session ID, Multicast group ID, MB-SMF2 ID, location area, area session ID),
108.	The RAN is using the received multicast Multicast group ID and area session ID to determine the localized multicast distribution context.
911.	Same as in clause 6.3.2.1.
1012.	RAN node checks whether the user plane for the multicast group/context and location area distribution is already established towards the RAN node.
If RAN supports MBS, and If if no user plane for multicast group distribution for the area session ID is established towards the RAN node, steps 11 13 to 15 17 are executed
1113.	RAN signals a request for the user plane establishment towards that AMF [MB-SMF2 ID, Multicast group ID, area session ID].
1214.	Same as in clause 6.3.2.1. MB-SMF2 identifies media distribution session based on Multicast group ID and area session ID
1315-2124:	Same as in clause 6.3.2.1.
25.	SMF signals a request for the multicast session distribution towards MB-SMF [Multicast context/group ID, area session ID, downlink tunnel info].
27-37:	Same as in clause 6.3.2.1.
[bookmark: _Toc43297551][bookmark: _Toc43733247][bookmark: _Toc50193006][bookmark: _Toc50467151]6.21.2.2	Optional Multicast group registration



Figure 6.21.2.2-1: Optional Multicast group registration
1:	AF of content provider may register at the NEF that it provides contents for a multicast session (identified by multicast group ID which may be IP multicast address) for a certain location area (e.g. list of cells, TAIs, geographical area). (Multiple AFs may register for the same multicast session but different location areas.) NEF selects MB-SMF2 as ingress control node, possibly based on location area.
2:	Same as in clause 6.3.2.2.
23-34:	NEF requests storage of multicast session at UDR and provides multicast session ID, selected MB-SMF2 ID and location area. The UDR allocates an area session ID for the location area and stores all these data.
45:	NEF request MB-SMF2 to reserve ingress resources for a multicast distribution session and provides Multicast session ID and area session ID
6.	The MB-SMF sends SM MBS Policy Association Request to PCF with the Multicast group ID, area session ID, and the QoS requirements.
7. The PCF registers at the BSF that it handles the multicast session for the location area. It provides an identifier that the policy association is for multicast and the multicast group ID, area session ID, its own PCF ID and optionally its PCF set ID.
8.	The PCF may query the UDR for policy input related to the multicast session and area session ID
59-713:	Same as in clause 6.3.2.2.
[bookmark: _Toc50193007][bookmark: _Toc50467152]6.21.2.3	Enhancement on Handover procedure
NOTE:	For simplification, this figure is based on Solution #27 and only address the Xn based Handover. It can be extended to N2 based Handover and other Handover Solutions if needed.
UE
S-RAN
T-RAN
AMF
UDR
SMF2
UPF2
4. Handover request (multicast session ID, location area ID, location area)
2. Measurement report
1. Multicast data corresponding to multicast session ID, location area ID
5. Determine whether to establish the forwarding resources for multicast session ID provided by S-RAN, based on multicast session ID / location area ID and location Area info;
3. Determine to initiate HO
6. Handover request ack (accepted list of (multicast session ID))
7. S-RAN determines whether to forward multicast data to T-RAN
8. Establish DL tunnel (in case tunnel has not been established yet)

Figure 6.21.2.3-1: Enhancement on Handover procedure.
1.	The UE is camping at Source RAN (S-RAN) and receiving multicast data a corresponding to the multicast session ID and location area ID. 
2.	Same as in clause 6.27.2.1
3.	Same as in clause 6.27.2.1. 
4.	S-RAN sends Handover request to T-RAN with including multicast session ID, location area ID and location area.
5.	T-RAN determines whether to establish the forwarding resources for multicast session ID provided by S-RAN, based on multicast session ID, location area ID and location area. T-RAN may only check whether or not the location area ID is the same if T-RAN already established the session context of the multicast session ID, otherwise T-RAN will based on the location area to determine whether to establish the forwarding resources or not.
6.	T-RAN sends the Handover request Ack to S-RAN, with the accepted multicast session ID.
7.	Based on the acknowledge message, S-RAN determines whether to forward multicast data to T-RAN.
8.	Residual part is same as Step 6-12 in clause 6.27.2.1. 
[bookmark: _Toc43297552][bookmark: _Toc43733248][bookmark: _Toc50193008][bookmark: _Toc50467153]6.21.3	Impacts on services, entities and interfaces
Same as in clause 6.3.3. Location area Identifier needs to be stored and signalled in addition.
[bookmark: _Toc43297553][bookmark: _Toc43733249][bookmark: _Toc50193009][bookmark: _Toc50467154]6.22	Solution #22: RAN based switching within NR coverage
[bookmark: _Toc43297554][bookmark: _Toc43733250][bookmark: _Toc50193010][bookmark: _Toc50467155]6.22.1	Functional Description
This solution provides a solution to key issue 7. The solution can be used with architecture option 1 or 2 (clause A.1 or clause A.2).
The solution is based on the fact that 5G NR has more possibilities to control transmission and reception quality than LTE, and that RAN WGs intends to enhance the 5MBS transmission with various mechanisms such as PTP, HARQ in PTM etc., that should make 5MBS reception in NR better than LTE and probably on par with or even better than unicast reception for large groups of receivers in a cell. See further background in discussion part of S2-2003682).
The solution allows RAN to switch between Point to Point (PTP) and Point to Multipoint (PTM) to most efficiently serve the UEs receiving the same multicast data in a cell.
TSG RAN has already approved a RAN study which includes an objective to develop a RAN function for dynamic change between PTM and PTP service delivery for a given UE (see RAN SID in RP-193248 [12]).
Over N3 the same tunnel for the MBS flow is used regardless if the RAN is using PTM or PTP (or both) in a specific cell. The N3 tunnel is assumed to be a "Multicast Transport Tunnel" similarly to the M1 in LTE eMBMS. Optionally, the N3 tunnel may also be a unidirectional Point-to-Point tunnel between UPF and NG-RAN similarly to MBMS for UTRAN.
The solution uses Multicast and targets any applications/UEs that indicate its interest (e.g. join/leave) to 5GS for receiving an MBS flow. This includes MCPTT/MCX, V2X, etc.
Figure 6.22.1-1 depicts the user plane path for a multicast flow for RAN based switching.


Figure 6.22.1-1: MBS user plane model
The figure above is a simplified example and a RAN node may of course use PTM and PTP simultaneously for different MBS Sessions and possibly also for a single MBS Session.
The switching between PTP and PTM happens entirely within RAN.
Interworking with RATs (e.g. E-UTRA) may be done at the application level e.g. as is described in TS 23.468 [5] clause 5.3 "Service Continuity".
NOTE:	Other potential solutions for interworking with RAN node not supporting 5G MBS are not prevented by this solution.
This solution applies to NG RAN nodes supporting 5G MBS. No 5GC involvement is needed within 5G MBS supporting NG RAN nodes.
[bookmark: _Toc43297555][bookmark: _Toc43733251][bookmark: _Toc50193011][bookmark: _Toc50467156]6.22.2	Procedures
This solution uses the session management procedures defined for key issue 2. The more specific procedures for PTM/PTP control are RAN responsibility and will be developed in RAN WGs.
[bookmark: _Toc43297556][bookmark: _Toc43733252][bookmark: _Toc50193012][bookmark: _Toc50467157]6.22.3	Impacts on services, entities and interfaces
RAN:
-	The RAN should support shared PTM and per UE PTP downlink transmission of multicast data. RAN may support switching between PTP and PTM based on RAN internal decision such as if the number of UEs in the same group increases or decreases in a cell.
UPF:
-	Transmission of 5MBS data to NG-RAN nodes.
N3:
-	Support of shared tunnels for 5MBS data and support IP multicast between RAN and 5GC.
SMF:
-	No impact.
UE:
-	Support for reception of 5MBS data on PTM and PTP.
AMF:
-	No impact.
PCF:
-	No impact.
NEF:
-	No impact.
AF:
-	No impact.
[bookmark: _Toc43297557][bookmark: _Toc43733253][bookmark: _Toc50193013][bookmark: _Toc50467158]6.23	Solution #23: Reliable delivery mode switching between unicast and multicast based on threshold triggers
[bookmark: _Toc43297558][bookmark: _Toc43733254][bookmark: _Toc50193014][bookmark: _Toc50467159]6.23.1	Functional Description
[bookmark: _Toc43297559][bookmark: _Toc43733255][bookmark: _Toc50193015][bookmark: _Toc50467160]6.23.1.1	Shared NFs with dedicated MSF
The solution is based on Baseline architecture 1 specified in clause A.1.
MSF (Multicast Session Function) with control plane and user plane instances can be used to handle the application session function for MBS requirements. This NF for MBS services may be a separate entity from 5GC or part of 5GC that provides multicast session for efficient transmission of one to many MBS session to UE in 5G Network. Further, RAN node may be used to start or stop the multicast session to UE(s).
Editor's note:	RAN impacts shall be studied in RAN WGs.
The control of content to be provided using unicast/multicast session and enablement/disablement of services may reside with UE MBS application, which may directly contact MSF for collecting information related to MBS Session. The control plane part of the network enables SMF to create/modify/delete the session for multicast services with the policies provided by PCF for the session.
Multicast/Broadcast services might be provided to UE(s)/groups within a RAN Notification Area, Tracking Area or Registration Area depending upon the count of active UEs (as a trigger) on the application and/or request of the same content or channels.
MSF-C is expected to behave as AF for content mode switching and delivery requirements connected with NEF/PCF via N5/Nnef interface, thus enabling the function to perform operation from TS 23.502 [8] clause 4.15.6.7.
Triggers to start multicast session may be aligned but not limited to triggers/counters at MSF & SMF, UE policies for session and QoS requirements for session delivery and UE subscription.
[bookmark: _Toc43297560][bookmark: _Toc43733256][bookmark: _Toc50193016][bookmark: _Toc50467161]6.23.1.2	High Level Description
-	Content can be delivered via unicast PDU session to UE(s) or multicast using RAN as connection is active for content delivery from MSF to 5GC.
-	Multicast Start request: UE originated request to switch mode of delivery from unicast session to multicast (as per active multicast session information from MSF to MBS application).
-	Multicast Stop request: UE MBS application may be stopped or request access to different content than that was available with multicast, and switches to unicast delivery mode.
-	One of triggers at SMF and MSF may be when count of UE(s), within an area, accessing the same content increases over threshold, the content is moved to multicast delivery and vice versa. This ensures efficient content delivery by switching mode of delivery.
[bookmark: _Toc43297561][bookmark: _Toc43733257][bookmark: _Toc50193017][bookmark: _Toc50467162]6.23.1.2.1	Overview of services, delivery method and bearer types
A brief description of content which might be using these services, delivery method and bearer services are defined. Services and applications might utilize different methods for content delivery and bearer services as unicast or multicast for user plane content delivery.


Figure 6.23.1.2.1-1: Service, Delivery method and bearer type
[bookmark: _Toc43297562][bookmark: _Toc43733258][bookmark: _Toc50193018][bookmark: _Toc50467163]6.23.1.2.2	Multicast vs. Unicast as delivery modes from Content provider till RAN node


Figure 6.23.1.2.2-1: Switching between Multicast and Unicast
-	Content provider may bundle the content together for efficient multicast delivery, like bundling channels in IPTV, live TV, VR gaming application or any other applications.
-	Continuous delivery of these multicast bundles to RAN areas, where there are not enough UE(s) accessing the contents from this content provider or not accessing any contents, might be utilizing the multicast bearer tunnel with no consumption. Thus, to efficiently switch between unicast and multicast bearer delivery of the contents, triggers and counters are required at SMF and MSF.
-	MSF triggers and counters: in order to ensure correct bundling contents for multicast bearer delivery.
-	SMF triggers and counters: in order to ensure efficient use of unicast and multicast bearer services with different UPF(s) for content delivery, where UPF shall be routing traffic as per SMF notifications.
-	RAN may enable or disable broadcast depending upon N2 request from AMF.
Editor's note:	Using broadcast is FFS. RAN handled the switch between PTP and PTM.
[bookmark: _Toc43297563][bookmark: _Toc43733259][bookmark: _Toc50193019][bookmark: _Toc50467164]6.23.2	Procedures
[bookmark: _Toc43297564][bookmark: _Toc43733260][bookmark: _Toc50193020][bookmark: _Toc50467165]6.23.2.1	Procedures with shared NFs
The triggers at UE, SMF and MSF can be used to initiate the switch between unicast and multicast. Figure 6.23.2.1-1 describes the detailed procedure with shared NFs:


Figure 6.23.2.1-1: Delivery mode switch between unicast & multicast with shared NFs
Solid line messages are control plane messages and dashed line messages are user plane messages over the current PDU session.
1.	Initially, either unicast or multicast session may be ongoing between UE and Content provider. MBS application on UE is connected via user plane and accessing contents.
2.	MBS Availability Information about the current ongoing multicast sessions in the network, including session ID and other related information, is shared with UE MBS application.
NOTE 1:	MBS Availability Information when received on UE MBS application may be used to trigger request to switch between multicast and unicast depending upon the requirements and policies for the active session(s).
3.	UE checks whether any trigger conditions are met, to initiate delivery mode switch request.
NOTE 2:	The trigger conditions may be (but not limited to) UE MBS subscription changes, application level trigger, coverage trigger, coverage changes, network notifications, QoS requirements for multicast session, handover or reselection to target RAN supporting or not supporting MBS, user switching MBS application to view multicast channel/content, user switching off the MBS application to stop multicast session, or any other policy exceptions.
4.	UE sends Multicast Session Start/Stop request to UPF for current TMGI, Session ID and SUPI on user plane.
5.	UPF forwards the request over N4 interface to SMF.
6.	SMF has predefined threshold count for minimum count (as a trigger) of UE in unicast session required to start delivery via multicast session and similarly, if the count moves below a threshold, switch delivery mode to unicast PDU session for content delivery.
NOTE 3:	Thresholds can be part of initial policy created at PCF or updated by AF-MSF-C by process similar to step 11. SMF forwards Session Start/Stop request to MSF with session ID.
8.	MSF checks whether the count (as a trigger) of UE subscribed and utilizing the same content is over a certain threshold. For efficient content delivery, the triggers are predefined which may be changed in DNN.
9.	If the UE count is lower than a threshold, MSF may send Session Stop Request, or else, if the count is higher than a threshold within a Registration/Tracking/RAN area, it will forward the Session Start request to respective SMF.
10a.	SMF forwards the N2 message via AMF to RAN to Start/Stop the multicast session for the current session ID in RNA.
10b.	UE or network-initiated PDU Session Establishment request or PDU Session Modification procedure, depending upon the entity initiating the request for delivery mode switch between multicast and unicast.
NOTE 4:	If the session status remains the same, steps 6 to 10a are skipped.
Editor's note:	How to enhance PDU session modification message is FFS.
11.	MSF may initiate policy update depending upon the subscription and content delivery using procedures from TS 23.502 [8] clause 4.15.6.7.
NOTE 5:	Delivery mode switch requires timely trigger update and sync between nodes to ensure that session count (triggers) and delivery nodes are kept updated.
[bookmark: _Toc43297565][bookmark: _Toc43733261][bookmark: _Toc50193021][bookmark: _Toc50467166]6.23.3	Impacts on existing entities and interfaces
AF:
-	MSF-C performs the operation of AF for efficient content delivery.
SMF/MSF:
-	Keeps trigger (count, as example) for current active UEs in multicast PDU session within respective coverage area (RNA, TA, RA).
UPF:
-	Shall be able to send the Notification of user plane request from UE to respective SMF over N4.
RAN:
-	Switching between broadcast/multicast session and unicast on SMF N2 request forwarded from AMF.
Editor's note:	Using broadcast is FFS.
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[bookmark: _Toc43297567][bookmark: _Toc43733263][bookmark: _Toc50193023][bookmark: _Toc50467168]6.24.1	Functional description
This solution addresses Key Issue #7 and assumes the baseline architecture described in Annex 2 with dedicated NFs for MBS, namely MBSF for control plane and MBSU for user plane.
The solution describes a delivery mode switching method between unicast and multicast. The goal of this solution is for the system to be able to dynamically provide such a switch whenever the right triggers are given. Given the variety of use cases that could benefit from 5MBS switching functionality (e.g. for media, V2X, public safety, etc.), the triggers can be of a diverse nature, and this solution tries to flexibly support a variety of them. For example, the unicast to multicast switching trigger may differ if the switch is performed to distribute the same content over multicast instead of unicast for network resource efficiency purposes or if the switch is performed to guarantee service continuity due to UE mobility across different NG-RAN nodes with support of 5MBS and lack thereof.
Figure 6.24.1-1 shows an example scenario for this switching solution detailed in clause 6.24.2. The figure shows the provisioning of a multicast communication service, i.e. a service that can be delivered via multicast, from an application/content server to one or more UEs. The content/application server transmits the signalling to the MBSF and the data to the MBSU. A UE establishes an MBS session, but at some point may be receiving the IP multicast data from the 5GC encapsulated via individual delivery with point-to-point (PTP) transmission from the NG-RAN. After a handover, the UE may be served by a PTM-capable NG-RAN node, and a switching procedure from unicast to multicast (encompassing individual to shared delivery switch and PTP to PTM delivery switch) is performed. In addition, the PTM/PTP capable NG-RAN node may also receive MBS data via individual delivery for PTP transmission, so the same switching solution could be applied to a number of UEs receiving the same content via individual delivery/PTP that are switched to shared delivery/PTM.


Figure 6.24.1-1: Switch scenario example
[bookmark: _Toc43297568][bookmark: _Toc43733264][bookmark: _Toc50193024][bookmark: _Toc50467169]6.24.2	Procedures
[bookmark: _Toc50193025][bookmark: _Toc50467170]6.24.2.1	Unicast to multicast switch procedure



Figure 6.24.2.1-1: Unicast to multicast switch solution
0a.	The availability of the multicast service is announced by the content server e.g. via application layer signaling. The announcement may provide information such as the multicast IP address and port number of the multicast group that the UE can join.
0b.	The UE and the 5GC establish an MBS session with 5GC individual traffic delivery method.
Editor's note:	It is FFS how 	The UE and the 5GC establish an MBS session with 5GC individual traffic delivery method. For instance, how is the MB-SMF and not an ordinary SMF selected and how is the MBSF and MBSU being inserted
Editor's note:	It is FFS if/how unicast delivery is supported for an MBS session.
1.	MBS data transmission may start, and data may be exchanged between content/application server and the UE. At some point, there is an MBS transmission ongoing over a dedicated tunnel and PTP transmission at NG-RAN. A mobility event (e.g. handover) may then happen triggering a switch from unicast to multicast. When the delivery mode of MBS data is individualunicast, the UE may also periodically transmit consumption reports to the network via the NG-RAN. The consumption reports could be forwarded to MBSF or could be used by NG-RAN to decide the switch.
Editor's note:	contents of consumption reports should be clarified. RAN coordination is needed.
Editor's note:	It is FFS which entity in the network (e.g. NG-RAN, MBSF, etc.) may handle the consumption reports.
2.	Step 2 shows three potential alternatives to trigger the MBS switch from unicast to multicast in 5GS. Only one of them may trigger each switch, and the subsequent steps of the solution are shared.
2.1.	Alternative 1: RAN triggered switch. This alternative assumes the trigger for the switch is in the NG-RAN. This means the individual MBS session was being delivered via PTP and the NG-RAN decides to switch to PTM. This may happen e.g. because of UE population in an NG-RAN node, consumption reports or a handover. Steps 2.1.a - 2.1.c. show the set of request messages originated by NG-RAN that need to be forwarded by the network with an indication to modify the MBS session via individual delivery already established. The forwarded messages may include the SUPI, TMGI, MBS session ID, etc. Since the NG-RAN triggers the switch, it may have done so e.g. due to a handover, due to consumption reports sent by the UE in step 1, etc.
Editor's note:	It is FFS how NG-RAN knows the required mapping relation between unicast and multicast.
NOTE 1:	Any required inter NG-RAN node signalling is left for RAN WGs.
2.1.a.	N2_Session_Modification Request is sent from NG-RAN to M-AMF.
2.1.b.	Nsmf_Session_Modification Request is sent from M-AMF to MB-SMF, in response to the M-AMF receiving the N2_Session_Modification Request.
2.1.c.	N6mbs-C Session Modification Request is sent from the MB-SMF to the MBSF, in response to the MB-SMF receiving the Nsmf_Session_Modification Request.
2.1.d.	[OPTIONAL] MBS Session Notification is optionally sent from the MBSF to the content/application server; this only needs to take place if the content server is required to be aware of the switch from unicast to multicast.
2.2.	Alternative 2: MBSF triggered switch. This alternative assumes MBSF is the entity deciding to perform a switch from unicast to multicast once the MBS service has been initiated. The decision may be based on different optimization criteria (e.g. consumption reports, etc.).
2.3.	Alternative 3: Content/application server triggered switch: This alternative accounts for the possibility of the content/application server deciding to switch from unicast to multicast.
3.	MBSF update comprising:
3a.	The MBSF requests the update of the UE's session from the MB-SMF, using an Nsmf_PDUSession_Update Request. The MBSF may provide several parameters, e.g. SUPI, S-NSSAI, MBS ID/TMGI, DNN, etc.
3b.	The MB-SMF responds, using an Nsmf_PDUSession_Update Response, to acknowledge the update of the session and may provide its multicast IP address and port number for NG-RAN, among other parameters.
4.	[OPTIONAL] The MB-SMF may register the multicast session with the UDM, using a Nudm_UECM_Update message, which may acknowledge.
5.	UPF session modification step, comprising (13a) the MB-SMF sending a N4 session modification request to the MB-UPF, and (13b) the MB-UPF then acknowledges the session update. [OPTIONAL] MBSF and MBSU may exchange internal messages.
NOTE 2:	The MBSF-MBSU communication is out of the scope of SA2.
6.	The MB-SMF transmits Namf_Communication_N1N2MessageTransfer message to the M-AMF to request the transfer of the message to the NG-RAN nodes(s). The message may contain parameters such as the multicast IP address, the port number, the APN, the NSAPI, etc. of the multicast MBS session. The M-AMF may acknowledge this transmission.
7.	Step 7 comprising 
(7.a) 	The M-AMF sending the MBS session creation request to the NG-RAN via an N2 Session request message, ; the NG-RAN may also receive association information on individual and shared deliveries via UE’s MBS session context from the MB-SMF and stores it. This association may identify the UEs to receive MBS data traffic via shared and individual delivery methods.and 
(7.b) 	the The MBS session creation being later acknowledged (after step 8) by the NG-RAN to the M-AMF with an N2 Session response message that may include downlink tunnel information.
8.	The NG-RAN establishes the required resources for the UE by e.g. setting up the relevant bearers.
9.	[OPTIONAL] The NG-RAN node may join the relevant multicast group.
10.	Step comprising (10.a) the M-AMF transmitting an Nsmf_PDUSession_UpdateSMContext request to the MB-SMF to update the multicast session management context with the information from the NG-RAN including tunnel information, and (10.b) the MB-SMF confirming the reception with an Nsmf_PDUSession_UpdateSMContext response message.
11.	[OPTIONAL] Step comprising the following optional messages:
11a.	The MB-SMF may request the MBSF to update the multicast session context (e.g. the downlink tunnel information that was received in steps 7b, 10) with the information from the NG-RAN via the N6mb-C interface.
11b.	[OPTIONAL] Responding to 11a, the MBSF may acknowledge the context update via the same interface.
12.	[OPTIONAL] The MBSF may need to internally communicate with the MBSU regarding the modification of the session parameters.
NOTE 3:	The MBSF-MBSU communication is out of the scope of SA WG2.
13.	UPF session modification step, comprising (13a) the MB-SMF sending a N4 session modification request to the MB-UPF, and (13b) the MB-UPF then acknowledges the session update.
14.	Data transmission step takes place comprising:
14a.	Initially, the content is transmitted from the content provider to the MBSU.
14b.	The MBSU processes the received data (e.g. applies FEC, raptor codes, etc.).
14c.	The MBSU forwards the multicast data (i.e. the processed data) to the MB-UPF.
14d.	The MB-UPF sends the forwarded data using the associated tunnel to the NG-RAN nodes.
14e.	The NG-RAN node transmits multicasts the data over the air using over-the-air PTMmulticast bearers, which is received by the UE.
Editor's note:	It is FFS whether a multicast to unicast switch can be supported by this solution.
[bookmark: _Toc50193026][bookmark: _Toc50467171]6.24.2.2	Multicast to unicast switch procedure























Figure 6.24.2.2-1: Multicast to unicast switch solution

The switching process is as follows:
0. We assume the existence of an MBS session with shared MBS traffic delivery method. 
1. Step 1 shows three potential alternatives to trigger the switch from multicast to unicast in 5GS. Only one of them may trigger each switch, and the subsequent steps of the solution are shared.
Alternative 1: RAN triggered switch
While MBS traffic is delivered via shared delivery, NG-RAN may decide to switch the RAN delivery method from PTM to PTP. This switch may be performed independently of the 5GC, or depending on the reason to switch (e.g. UE consumption reports), it may get the 5GC involved in the switch. Steps 1.1.a. to 1.1.d. show the set of request messages originated by NG-RAN that need to be forwarded by the network to modify the MBS session via shared delivery already established. The forwarded messages may include the SUPI, TMGI, MBS session ID, etc.
1.1.a. N2_Session_Modification Request is sent from NG-RAN to AMF.
1.1.b. Nsmf_Session_Modification Request is sent from AMF to MB-SMF, in response to the AMF receiving the N2_Session_Modification Request.
1.1.c. Nmbs Session Modification Request is sent from the MB-SMF to the MBSF, in response to the MB-SMF receiving the Nsmf_Session_Modification Request.
1.1.d. MBS Session Notification is optionally sent from the MBSF to the NEF which then forwards it to the content/application server - only needs to take place in case the content server is required to be aware of the switch from shared to individual MBS session.
Alternative 2: MBSF triggered switch
1.2	This alternative assumes MBSF is the entity deciding to perform a switch from shared to individual MBS traffic delivery. The decision may be based on different optimization criteria (e.g. consumption reports, UE population in certain area, etc.).
Alternative 3: Content/application server triggered switch
1.3	This alternative accounts for the possibility of the content/application server deciding to switch from shared to individual MBS traffic delivery.
2. Step 2 comprising: 
a. The MBSF sends an Nsmf Session Update Request message to the MB-SMF to request the switch for the UE from shared to individual delivery. The MBSF may provide several parameters, e.g. SUPI, S-NSSAI, MBS ID/TMGI, DNN, etc. to update the MB-SMF.
b. Once updated, the MB-SMF responds with an Nsmf Session Update Response.
Editor's note: 	It is FFS whether MB-SMF and MB-UPF handling the shared multicast session can be the same as the (MB-)SMF and (MB-)UPF also handling the UE´s individual multicast session
3.  [OPTIONAL] The MB-SMF may update the UE context registration in the UDM, using a Nudm_UECM_Update message, which may be acknowledged by the UDM.
4.	Session modification comprising:
4.a.	The MB-SMF sends a N4 session modification request to the MB-UPF including new tunneling information. 
4.b.	The MB-UPF then acknowledges the session update.
5.	The MB-SMF transmits an Namf_Communication_N1N2MessageTransfer message to the AMF to update AMF on the transfer of the messages to the NG-RAN nodes(s).
6.	(6a) The AMF sends an N2 Session request message to NG-RAN to inform RAN of the delivery method switch. The switch may also require NG-RAN to adjust its resources by e.g. switching the PTM delivery to PTP. (6b) The message is later acknowledged by NG-RAN with an N2 Session response message after the NG-RAN resources may be set up. 
7.	[OPTIONAL] The NG-RAN may require to set up the required resources when the delivery switch involves a switch in the RAN from PTM to PTP.
8.	(8a) The AMF transmits an Nsmf Session Update SMContext request to the MB-SMF to update the MBS session context with the information from the NG-RAN, updating the tunnel information for individual delivery; (8b) the MB-SMF confirms the reception with an Nsmf Session Update SMContext response message.
9.	[OPTIONAL] The MB-SMF requests the MBSF to update the individual MBS session context with the information from the NG-RAN with an Nmbs Session Update SM Context request message, and the MBSF acknowledges the context update with an Nmbs Session Update SM Context response.
Editor's note:	How the individual MBS session is activated and the corresponding UE context is updated is FFS.
10.	[OPTIONAL] MBSF and MBSU may exchange internal messages.
11. 	MBS Session start message is sent by MBSF to AF. 
12.	Data transmission takes place comprising: 
12.a.	The IP multicast data is transmitted from the content provider to the MBSU.
12.b.	The MBSU processes the received data (e.g. applies FEC, raptor codes, etc.).
12.c.	The MBSU forwards the MBS data (i.e. the processed data) to the MB-UPF via 5GC individual traffic delivery.
12.d.	The MB-UPF sends the forwarded data to the NG-RAN nodes via individual delivery.
12.e.	Finally, the NG-RAN nodes transmit the MBS data over the air using PTP bearers, which is received by the UE.
If no additional UEs are left in the MBS session with shared delivery, the 5GC may decide to either suspend or release the MBS session. Suspending the MBS session does not involve deleting the MBS session context in 5GC NFs to facilitate UEs to join the MBS session or switch to shared delivery in the future with reduced signaling; releasing an MBS session does delete the MBS session context from all entities in 5GC. Outstanding NG-RAN resources for PTM delivery of the shared MBS session are released in both cases.
Alternative A: Suspension of shared MBS session 
13.a.	The MBSF transmits an Nsmf Session Suspend request to the MB-SMF to request the suspension of the MBS session for shared delivery. 
14.a.	The MB-SMF transmits an Namf Session Suspend request to the AMF to forward the suspension request of the MBS session for shared delivery.
15.a.1.The AMF transmits an N2 Session Suspend request to NG-RAN to release any outstanding PTM resources.
15.a.2.The NG-RAN node transmits an N2 Session suspend response message to the AMF to acknowledge the suspension of the shared MBS session.
16.a.	[OPTIONAL] The NG-RAN node(s) may release any outstanding allocated resources to the shared MBS session for PTM delivery.
17.a.	The AMF transmits an Namf Session suspend response message to the MB-SMF to acknowledge the suspension of the shared MBS session.
18.a.	The MB-SMF transmits an Nsmf Session suspend response message to the MBSF to acknowledge the suspension of the shared MBS session.
Alternative B: Release of shared MBS session 
13.b.	The MBSF transmits an Nsmf Session Release request to the MB-SMF to request the release of the shared MBS session and deletion of associated resources, which is then acknowledged by the MB-SMF. 
14.b.	The MB-SMF transmits an Namf Session Release request to the AMF to request the release of the shared MBS session and deletion of associated resources, which is then acknowledged by the AMF.
15.b.1. The AMF transmits an N2 Session Release request to the NG-RAN to request the release of the resources allocated to the shared MBS session.
15.b.2.The NG-RAN node transmits an N2 Session release response message to the AMF to acknowledge the resources release associated to the shared MBS session.
16.b.	[OPTIONAL] The NG-RAN may release the outstanding allocated resources to the shared MBS session for PTM delivery.
17.b.1.The AMF transmits an Nsmf Release SMContext request message to the MB-SMF to request the release of the MBS session management context for the shared MBS session.
17.b.2.The MB-SMF transmits an Nsmf Release SMContext response message to the AMF to acknowledge the release of the MBS session management context for the shared MBS session.
18.b.1. [OPTIONAL] The MB-SMF transmits an Nmbs Release SMContext request to the MBSF. to request the release of the MBS session management context for the shared MBS session.
18.b.2.The MBSF may transmit an Nsmf Release SMContext response message to the MB-SMF to acknowledge the release of the MBS session management context for the shared MBS session. 
19.b.	The MB-SMF transmits an N4 Session release request tp the MB-UPF to request the release of the shared MBS session, which is the ackwoledged by the MB-UPF.
20. [OPTIONAL] MBSF and MBSU may exchange internal messages.
21.	[OPTIONAL] MBSF may transmit an MBS session end message the Content/Application Server, which may be first forwarded by the NEF before reaching the Content/Application Server.

[bookmark: _Toc43297569][bookmark: _Toc43733265][bookmark: _Toc50193027][bookmark: _Toc50467172]6.24.3	Impacts on services, entities and interfaces
This switching solution assumes that an MBS session establishment solution exists. In addition, the following functionality is required.
MBSF:
-	MBSF may control the switching procedure by deciding when to trigger a switch or by coordinating the decision to switch with NG-RAN and/or the content server/AF.
MB-SMF:
-  MB-SMF stores and manages MBS session context for individual and shared deliveries in the UE’s MBS session context.
NG-RAN:
-  The NG-RAN may decide the RAN delivery mode (i.e. PTP vs. PTM), and this may sometimes trigger a switch in the 5GC traffic delivery (i.e. from individual to shared and vice versa).
-  The NG-RAN may receive the association/mapping information for individual and shared deliveries from the MB-SMF and stores it. 
Editor's note:	This clause describes impacts to services, entities and interfaces.
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This solution addresses KI #7 assuming the architectural alternative 2 (see clause A.2).
Key points of the solution are:
-	Based on the MBS session model in the Solution 6.10.
-	There are two switch determining nodes between unicast and multicast. One is the SMF (based on the rules from the SMF) and another node is the NG-RAN.
-	Based on the number of the UEs receiving the multicast service in a certain multicast group the SMF decides to transfer the multicast service data via the PDU session(s) or MBS session. If the PDU session is used, the SMF requests the UPF to duplicate the data received from the MBSU and transfer the data in the QoS flow (i.e. dummy QoS Flow) within the PDU session for each UE separately. If the MBS session is used, the SMF requests the UPF to transfer the data from the MBSU in the shared MBS N3 tunnel.
-	If the NG-RAN receives the multicast service data from the shared MBS N3 tunnel, the NG-RAN decides to transfer the multicast service data via a PTP or PTM over the radio bearer based on the number of the UEs receiving the multicast service in the NG-RAN.
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Figure 6.25.2-1: MBS mode switch
1.	Based on the amount of the UEs in a certain multicast group, the SMF decides to transfer the multicast service data via the PDU session(s) or MBS session. Based on the PDR and FAR from the SMF, the UPF decides to duplicate the data from the MBSU and send them in the N3 tunnels of PDU session(s), or forward the data from the MBSU into a shared MBS N3 tunnel for MBS session.
Editor's note:	If the MB-SMF does not handle the PDU session of UE corresponding to MBS session, how the SMF trigger the switch is FFS.
2a.	The UPF duplicates the data from the MBSU and send it in the N3 tunnels of the PDU session(s).
2b.	The UPF forwards the data from the MBSU into a shared MBS N3 tunnel for MBS session.
The step 3 to 4 are performed if the NG-RAN receives the service data from MBS N3 tunnel.
3.	Based on the amount of the UEs camping in the NG-RAN, the NG-RAN decides to transfer the multicast service data via a PTP or PTM radio bearer.
4a.	If the PTM mode is selected, a broadcast DRB is scheduled.
4b.	If the PTP mode is selected, the NG-RAN uses the PTP radio bearer to deliver the data to UE.
NOTE:	The NG-RAN node may decide to use the both mode, e.g. the PTM mode is selected in one cell and the PTP mode is selected in another cell. The details of step 4 is in the solution 6.22 RAN based switching within NR coverage.
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SMF:
-	The SMF decides whether multicast service data is transferred via the MBS session or the PDU sessions.
-	The SMF generates the PDR and FAR to the UPF based on the decision.
UPF:
-	Based on the PDR and FAR from the SMF, the UPF duplicates the data to each PDU session.
RAN:
-	The NG-RAN decides to transfer the multicast service data via a PTP mode or PTM mode on the radio bearer.
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This solution addresses KI #7 assuming the architectural alternative 2 (see clause A.2).
Key points of the solution are:
-	Based on the MBS session model in the Solution 6.10.
-	The source RAN node has been pre-configured with target RAN node MBS capability.
-	Upon HO decision, the Source RAN buffers multicast data for the UE.
-	The target RAN receives the context of the mapped QoS Flow of PDU session via the existing HO mechanism.
-	The source RAN adds QFI of the mapped flow in the encapsulation header of the buffered multicast data and then forwards them to the target RAN via direct tunnel or indirect tunnel for the PDU session.
-	If there is no UE joining the multicast group in the target RAN, the MBS session between MB-SMF and target NG-RAN is established during the HO procedure.
-	The target RAN receives the correlation between unicast PDU session mapped QoS Flow and MBS QoS flow and stores it.
-	When the target RAN receives the forwarding data with the QFI of the mapped flow in the encapsulation header, the target RAN sends the data via radio bearer for the unicast mapped QoS Flow.
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Figure 6.26.2-1: Xn Handover
0.	The multicast service data is delivered via the MBS session (PTP or PTM mode).
1.	The source RAN decides to initiate the Xn Handover procedure for the UE receiving a multicast service data delivered via the MBS session.
2.	The source RAN may buffer the multicast data for the UE.
3-4.The source RAN sends HO request to the target RAN. The context of the UE includes the MBS session context and the PDU session context including the mapped QoS flow context. If the target RAN is MBS capable, the target RAN checks whether there an existing MBS session for the same multicast service. If there is no such MBS session, the target RAN provides a DL tunnel information to the AMF in the path switch message in step 6.
5.	The Source RAN sends the HO command message to the UE.
	If the PDU session tunnel is used between Source RAN and target RAN, the source RAN adds QFI of the mapped flow in the encapsulation header of the buffered multicast data and then forwards them to the target RAN. Upon reception of the forwarding data with the QFI of the mapped QoS flow, the target RAN sends such data via a DRB scheduled based on the context for the mapped QoS flow.
Editor's note:	It is FFS when the Source RAN node stop sending the forward data to target RAN.
6-13.	If there is an existing MBS session between target RAN and MB-SMF, upon reception of the path switch request the MB-SMF knows the UE camping on the target RAN. If there is no such MBS session, the target RAN provides a DL tunnel information for shared N3 tunnel to CN in the path switch message in step 6. The MB-SMF informs the UPF of the DL tunnel information. If there is no DL tunnel between the UPF and MBSU, DL tunnel information should be allocated and transferred to the MBSF/MBSU.
	After step 8/9, the UPF sends the end marker packet(s) to Source RAN via unicast PDU session or MBS session for the UE. If the end marker packet(s) is sent in the shared tunnel, the UPF needs to identify the UE in the end marker packet(s). The Source RAN sends the end marker to target RAN.
	Another option is, there is a timer in the source RAN, after the timer expires, the source RAN stop sending the forward data.
After step 13, multicast service data can be delivered to the UE in the target side.


Figure 6.26.2-2: N2 Handover
0.	The multicast service data is delivered via the MBS session (PTP or PTM mode).
1.	The source RAN decides to initiate the N2 Handover procedure for the UE with a multicast service delivered via the MBS session.
2.	The source RAN may buffer the multicast data for the UE.
3-4.The source RAN sends HO Required to the AMF. The correlation between MBS Qos Flow and unicast PDU session Qos Flow may be included in the Source to Target transparent container or SM context. The AMF sends the HO Request message to the target RAN.
	If the target RAN is MBS capable, the target RAN checks whether there an existing MBS session for the same multicast service. If there is no tunnel for such MBS session, the target RAN provides a DL tunnel information to CN in the Handover Notify message in step 10.
5.	The target RAN sends the Handover Request Ack message to the AMF. In the case of direct forwarding support, forwarding tunnel information is included.
6.	In the case of direct forwarding not support, the AMF requests the indirect forwarding tunnel information from the MB-SMF.
7.	The AMF sends Handover command message to the source RAN. The forwarding tunnel information is included.
8.	The source RAN sends the HO command message to the UE.
	The source RAN adds QFI of the mapped flow in the encapsulation header of the buffered multicast data and then forwards them to the target RAN via direct tunnel or indirect tunnel. Upon reception of the forwarding data with the QFI of the mapped QoS flow, the target RAN sends such data via a DRB scheduled based on the context for the mapped QoS flow after step 9.
9.	The UE sends the Handover Confirm message to the target RAN.
10.	The target RAN sends the Handover Notify message to the AMF. If there is no tunnel for such MBS session, the target RAN provides a DL tunnel information to the MB-SMF via the AMF.
11-12.	If there is an existing shared MBS N3 tunnel, upon reception of the Handover Notify the MB-SMF knows the UE camping on the target RAN. If there is no N3 tunnel for such MBS session, the target RAN provides a DL tunnel information for shared MBS N3 tunnel in step 10. The MB-SMF informs the UPF of the DL tunnel information. If there is no tunnel between the UPF and MBSU, DL tunnel information should be allocated and sent to the MBSF/MBSU.
	After step 11, the UPF sends the end marker packet(s) to Source RAN via unicast PDU session or MBS session for the UE. If the end marker packet(s) is sent in the shared tunnel, the UPF needs to identify the UE in the end marker packet(s). The Source RAN forwards the end marker packets) to target RAN.
	Another option is, there is a timer in the source RAN, after the timer expires, the source RAN stop sending the forward data.
After step 11, multicast service data can be delivered to the UE in the target side.
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RAN:
-	The RAN buffers multicast data for the UE upon decision of HO.
-	The RAN adds QFI of the mapped flow in the encapsulation header of the buffered multicast data and then forwards them to the target RAN.
-	The RAN provides DL tunnel information for MBS session to CN during handover procedure, if the first UE joining the multicast group moves in.
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This Solution addresses Key Issue 7 and is based on Solution 3: Integrated Multicast and Unicast Transport (see clause 6.3). The solution principles are as follows:
-	When establishing a Multicast session context with a UE via a unicast PDU session, the SMF configures thea UE and the NG RAN with an associated unicast PDU session information about unicast QoS flows associated with the multicast QoS flows.
Alternatively, the NG RAN may request the SMF to configure unicast PDU session with QoS flows associated with the Multicast session context when the NG RAN expect that a handover to an NG RAN node not supporting 5G MBS might be required. The NG RAN may also request the SMF to activate a forwarding of multicast data to the associated QoS flows, e.g. the NG RAN may be using PTP over the radio (see subclause 6.27.2.5).
Note: whether this option is necessary can be determined at the normative phase.
-	UEs camping in an NG RAN node supporting 5G MBS, receive MBS downlink packets via (N3/MB-N3) shared tunnel and radio resources for the Multicast session context. The NG RAN may not establish radio resources for the QoS flows of the associated unicast PDU session (unless the unicast PDU session is also used for additional unicast traffic)
-	UEs camping in an NG RAN node not supporting 5G MBS, receive MBS downlink packets via unicast N3 tunnel and radio resources for the associated unicast PDU session.
-	The MB-SMF may configure the UPF for a same multicast session with:
-	A shared tunnel configuration (serving UEs in 5G MBS supporting RAN nodes), and
-	Separate individual tunnels for UEs camping in non 5G MBS supporting RAN nodes.
-	The SMF detects when a UE is moving between supporting and non-supporting NG RAN nodes, and reconfigures the UPF for that UE accordingly. The SMF may also reconfigure the NG RAN node if needed.
-	There is no need for SM signaling to the UE during the handover these mobility events since the UE receives the SM context information for both the multicast session and associated unicast PDU session during PDU session establishment/modification.
It is assumed that the following pieces of information are exchanged among UE, NG-RAN and 5GC after the MBS Session has been established or in preparation of a unicast fallback.
-	The UE can provide the UE's MBS capability to the SMF when the UE establishes the PDU session.
-	For the same QoS flow the NG-RAN receives both the unicast part and multicast part in the QoS profile information. The mapping frombetween multicast QoS flow toand unicast QoS flow is a 1 to 1 mapping, i.e., one multicast QoS flow is mapped to one unicast QoS flow. However, there may be unrelated additional unicast QoS flows. Depending on whether the NG-RAN support MBS, the NG-RAN uses either the unicast part profile or multicast part profile to establish the related DRB and tunnel information allocation.
-	The SMF is aware of whether the data packet is transmitted via the multicast path or unicast path from the response from NG-RAN, e.g., sharing downlink tunnel or unicast downlink tunnel information.
The handover includes the following scenarios:
-	The source RAN support MBS, UE receives data via MBS Session in Source RAN:
a)	Target RAN node does not support MBS,
	The MBS Session is converted to the unicast PDU Session during handover.
b)	Target RAN node supports MBS
-	If the MBS Session is not established in Target RAN, the MBS Session can be established during the HO procedure.
-	If the MBS Session is established in Target RAN, reuse the existing MBS session in target RAN.
-	Depending on 3GPP RAN WG decision: The source RAN performs temporary MBS data forwarding to the T-RAN. The MB-UPF in addition add sequence numbers to MBS data it forwards. This enables the T-RAN to address potential data loss or duplication for the UE being handed over, e.g. by a temporary unicast transmission of MBS data to the UE entering the cell until it is in synch with the multicast transmission in that cell.

-	The source RAN does not support MBS, the Target RAN supports MBS:
	In source RAN, the MBS data is sent to UE via the unicast PDU Session. When UE moves to Target RAN, the unicast PDU Session is handed over to the Target RAN as normal PDU Session handling. After handover completion, the SMF triggers the conversion from the unicast PDU Session to the MBS Session.
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To cover the scenarios defined in 6.27.1, the Xn based handover procedure is shown below:



Figure 6.27.2.1-1: MBS Xn based HO towards a RAN
NOTE:	For simplification in the figure and description the NG-RAN is shown as the gNB. It can be extended to the other NG-RAN node.
Comparing to the existing Xn based handover procedure (see TS 23.502 [8] and TS 38.300 [10]), the following enhancements apply:
2.	In the Handover Request sent to the target RAN.
	Depending on whether the source gNB has established the MBS Session (i.e. the shared MBS traffic delivery method for the UE) or not, in the request sent to Target gNB the Source gNB includes:
a)	both MBS Session information including the associated MBS Session identifier and unicast PDU Session information (i.e. the shared MBS traffic delivery method is configured for the UE); or
b)	only unicast PDU Session information. The unicast PDU Session information also includes the information of the QoS flows of the unicast PDU session associated with the MBS session (i.e. the individual MBS traffic delivery method is configured for the UE).
NOTE:	For the case of source RAN not supporting 5G MBS, b) always applies.
For b), i.e., iIf the UE receives data via the unicast PDU Session (i.e. the individual MBS traffic delivery method is used) in the Source gNB, the procedure is the same as the existing Xn based handover procedure. After the handover has been executed, step 2912 is performed to join the MBS session. 
For a):
-	 the source gNB provides the information in a backward compatible manner, i.e.:
-	A non supporting target gNB with only understand the unicast PDU session information and ignore the MBS session information, proceeding only with unicast resources.
-	A supporting target gNB will understand the MBS session information and proceed with resources for the MBS session as described in this procedure.
If the UE receives data via the MBS Session in Source gNB, the following step 3-11 applies:
3.-	Depend on whether the Target gNB support MBS or not, the MBS Session information is used to allocate resource or not. If the MBS Session information is used, the corresponding QoS flow part information in the unicast PDU Session information is not used.
-	If the MBS Session has already been established in Target gNB, clause 6.27.2.3 describe how to guarantee lossless data. 

	If Target gNB support MBS and the MBS delivery session for the indicated MBS Session has not been established towardsin  Target gNB, the Target gNB allocates the shared downlink tunnel information for receiving the MBS data from 5GC and step 3 to 7 applies:.
3.	Target gNB selects the AMF to reach MB-SMF and signals a request towards AMF [MB-SMF ID, Multicast context/group ID]. If the RAN node is configured to use a unicast transport for multicast distribution sessions, it allocates a downlink tunnel ID (an IP address and a GTP-U TEID) for the reception of the multicast distribution session and indicates the downlink tunnel information in the request.
4.	AMF forwards the request towards the MB-SMF
5.	For unicast transport of the multicast distribution session, MB-SMF configures MB-UPF to transmit the multicast distribution session towards Target gNB (using the received IP address and a GTP-U TEID).
6.	MB-SMF sends a multicast distribution session response to AMF. For multicast transport of the multicast distribution, it indicates in the downlink tunnel information the transport multicast address for the multicast session.
7.	AMF forwards multicast distribution session response to Target gNB.

	If the MBS Session has already been established in Target gNB, clause 6.27.2.3 describe how to guarantee lossless data.
8.	In the response message, the Target gNB includes the admitted unicast PDU Session information, and, if the MBS Session has been accepted at the Target gNB, also the MBS Session information. Based on the response message, the source gNB knows whether the Target RAN supports MBS Session or not.
NOTE: 	If the Target gNB support MBS, the Target gNB allocates resources to receive data based both on the shared downlink tunnel information and the unicast PDU session downlink tunnel information. 
4.	The source gNB sends the handover command to UE.
9.	Depending on whetherIf the Target gNB does not supports the MBS Session or not, the MBS Session packets are forwarded to the Target gNB as a separated MBS Session flow or as part of the QoS flow within the unicast PDU Session. After UE successfully connected to the Target RAN, the target RAN starts to send the forwarded data to UE.
10. The source RAN sends the Handover Command to UE.
612.	The Target gNB sends Path Switch Request to AMF. The Path Switch Request includes N2 SM message for each active PDU Session including the MBS Session information if it is accepted in the Target gNB.
713.	The AMF invokes Nsmf_PDUSession_UpdateSMContext request towards SMF, the message includes the received N2 SM message.
Based on the received N2 SM message, the SMF can differentiate two cases:
-	Case A) The Target gNB supports MBS. Step 14 applies.
The SMF interact with the UPF only for unicast PDU Session. The SMF instructs the UPF to send the end market packet towards the source gNB and to send subsequent packets towards the target gNB within the unicast PDU Session.
· Case B) The Target gNB does not support MBS and the UPF is not yet configured to forward multicast data via unicast. steps 15 to 21 apply.
15. The SMF instructs the UPF to forward multicast data within the unicast PDU. If delivery of the multicast data from MB-UPF to UPF needs to be configured, and unicast transport is to be used, the SMF also instructs the UPF to allocate a tunnel endpoint for reception of multicast data from the MB-UPF.
If delivery of the multicast data from MB-UPF to UPF needs to be configured, steps 16 to 18 apply.
16	The SMF sends a request to the MB-SMF to distribute multicast data toward the UPF and provides the tunnel endpoint received in step 5.
17.	If multicast data are transported via unicast, the MB-SMF configures the MB-UPF to send the multicast data to the received tunnel endpoint.
18.	The MB-SMF replies to the SMF. If multicast data are transported via multicast, the MB-SMF provides endpoint information including the transport multicast address.
19.	If multicast data are transported via multicast, the SMF provides endpoint information including the transport multicast address to the UPF. The SMF instructs the UPF to send the end market packet towards the source gNB and to send subsequent packets towards the target gNB within the unicast PDU Session.
20. The Source gNB forwards the end marker to Target gNB via the PDU session. The target gNB starts to send the buffered packets for the PDU Session including buffered MBS data if any to the UE.

If the Source gNB previously received the MBS session data from MB-UPF but does no longer require them because no other served UEs participate in the MBS session steps 22 to 26 apply:
22.	Source gNB signals a request to terminate multicast distribution towards AMF [MB-SMF ID, Multicast context/group ID].
23.	AMF forwards the request towards the MB-SMF
24.	For unicast transport of the multicast distribution session, MB-SMF configures MB-UPF to terminate transmitting the multicast distribution session towards the Source.
25.	MB-SMF sends a multicast distribution session termination response to AMF.
26. AMF forwards multicast distribution session response to Source gNB.

Based on the received N2 SM message, the SMF can differentiate three cases:
-	Case A) The Target gNB supports MBS and the MBS session has previously been established at the Target gNB.
	The SMF does not need to establish the shared tunnel for the indicated MBS Session. The SMF interact with the UPF only for unicast PDU Session.
-	Case B) The Target gNB supports MBS, but the MBS session has not yet been established.
	The SMF provides the N2 MBS Session information to the SMF2, i.e. multicast SMF. The SMF2 provided the shared downlink tunnel info to the UPF2 (multicast UPF).
Editor's note:	It is FFS whether the Target gNB instead sends a Multicast Distribution request Directly to SMF2
-	Case C) The Target gNB does not support MBS.
	Based on the received N2 SM information, the SMF knows that the MBS has been mapped to the unicast PDU Session.
	If the path between the UPF(unicast) and UPF2(multicast anchor) has not been already established, the SMF inform SMF2 of the downlink tunnel info of the UPF(unicast) for receiving the MBS packets from UPF2. SMF2 indicates to UPF2 to copy and forward the MBS packets received by UPF2 via the unicast PDU Session tunnel to the target gNB.
8/9.	The SMF or UPF sends the end marker packet(s) for the specific UE via old path of the PDU session or MBS session to the Source RAN.
	The Source gNB forwards the end marker to Target gNB. If the MBS Session is a separated forwarding path, the Source gNB copies the end marker from the unicast PDU Session and inserted it into the forwarding tunnel for MBS Session.
	For the case of moving from MBS session to unicast session (e.g. mobility from 5G MBS supporting gNB to 5G MBS non-supporting gNB) if the end marker is sent in shared tunnel for a specific UE, the SMF or UPF needs to identify the UE explicitly.
Editor's note:	It is FFS if for the case of moving from MBS session to unicast session, the end marker is sent over the shared tunnel to source gNB or over unicast tunnel of the associated PDU Session. This depends on decision whether the tunnel for the associated unicast PDU session needs to be always active even when not used or not. 
10.	The Target gNB receives the end marker packet from source gNB.
	The target gNB starts to send the buffered packets for the PDU Session including buffered MBS data if any to the UE.
Step 12 29 is performed only for the case: the source gNB does not support MBS, but the Target gNB supports MBS:
1229.	After handover completion, if the UE and Target RAN supports MBS, the SMF triggers the MBS session establishment, and request Target gNB to establish the MBS Session:
Steps 5 to 15 23 of Solution 3 (see clause 6.3.2) are performed.
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To cover the scenarios defined in 6.27.1, the N2 based handover procedure is shown below:



Figure 6.27.2.2-1: MBS N2 based HO towards a RAN
Comparing to the existing N2 based handover procedure (see TS 23.502 [8] clause 4.9.1.3), the following enhancements is added:
2.	The source RAN sends the handover required to S-AMF.
	Depending on whether the source RAN has established the MBS Session (i.e. the shared MBS traffic delivery method for the UE) or not, in the RAN container the Source RAN includes:
a)	both MBS Session information including the associated MBS Session identifier and unicast PDU Session information (i.e. the shared MBS traffic delivery method is configured for the UE); or
b)	only unicast PDU Session information. The unicast PDU Session information also includes the information of the QoS flows of the unicast PDU session associated with the MBS session (i.e. the individual MBS traffic delivery method is configured for the UE).
NOTE:	For the case of source RAN not supporting 5G MBS, b) always applies.
	Also the Source RAN indicates QoS flow(s) for which forwarding is needed.
4.	Based on whether the MBS Session is established at the source RAN side, the SMF can differentiate two cases:
-	If MBS Session has been established at the source RAN, the SMF includes both MBS Session information including the associated MBS Session identifier and unicast PDU Session information to the Target RAN.
-	If MBS Session has not been established at Source RAN, the SMF only includes the unicast PDU Session information to the Target gNB, i.e. the QoS flows of the PDU Session include the QoS flows for MBS data packet.
-	An indication of whether forwarding is possible is also included in the N2 SM message.
5.	The Target RAN prepares the radio resource based on the received information.
	For the case that the Target RAN received MBS QoS profile with only unicast PDU Session information:
-	Since the MBS data are transmitted via the unicast QoS flows of the PDU Session, the Target RAN just allocates resource for the unicast PDU Session as usual.

	For the case that the Target RAN received both MBS Session information and unicast PDU Session information:
-	If the Target RAN does not support MBS, the MBS Session information is not used. The Target RAN uses the unicast PDU Session information to allocate resource to deliver MBS data. The MBS data are transmitted as one of the QoS flows in the unicast PDU Session.

-	If the Target RAN supports MBS, the Target RAN use the MBS Session information allocate resource to deliver the MBS data. The corresponding QoS flow part information in the unicast PDU Session information is not used. If the MBS Session has not yet established, the Target RAN allocates shared downlink tunnel info of the shared tunnel for receiving the MBS data. If forwarding is needed for the MBS, the target gNB allocates the forwarding tunnel info for the MBS.
NOTE: 	If the Target gNB support MBS, the Target gNB allocates resources to receive data based both on the shared downlink tunnel information and the unicast PDU session downlink tunnel information. 
If Target RAN support MBS and the MBS delivery session for the indicated MBS Session has not been established towards Target RAN, the Target RAN allocates the shared downlink tunnel information for receiving the MBS data from 5GC and steps 6 to 10 apply:
6.	Target RAN node selects the AMF to reach MB-SMF and signals a request towards AMF [MB-SMF ID, Multicast context/group ID]. If the RAN node is configured to use a unicast transport for multicast distribution sessions, it allocates a downlink tunnel ID (an IP address and a GTP-U TEID) for the reception of the multicast distribution session and indicates the downlink tunnel information in the request.
7.	AMF forwards the request towards the MB-SMF
8.	For unicast transport of the multicast distribution session, MB-SMF configures MB-UPF to transmit the multicast distribution session towards Target RAN node (using the received IP address and a GTP-U TEID).
9.	MB-SMF sends a multicast distribution session response to AMF. For multicast transport of the multicast distribution, it indicates in the downlink tunnel information the transport multicast address for the multicast session.
10.	AMF forwards multicast distribution session response to Target RAN node.
-	If the Target RAN does not support MBS, the MBS Session information is not used. The Target RAN uses the unicast PDU Session information to allocate resource to deliver MBS data. The MBS data are transmitted as one of the QoS flows in the unicast PDU Session.
	For the case that the Target RAN received MBS QoS profile with only unicast PDU Session information:
-	Since the MBS data are transmitted via the unicast QoS flows of the PDU Session, the Target RAN just allocates resource for the unicast PDU Session as usual.
611.	The Target RAN sends handover request Ack to T-AMF, includes N2 SM message for each accepted PDU Session and MBS Session (if need and accept) as allocated at the step 5.
712.	The T-AMF invokes Nsmf_PDUSession_UpdateSMContext request towards SMF, the message includes the N2 SM message.
813.	Based on the N2 SM message, the SMF can differentiate two cases:
-	If the target RAN support MBS, and indirect forwarding is needed, the SMF provides the Target RAN forwarding tunnel for the MBS Session to UPF and requests the UPF to allocate forwarding Tunnel info for the MBS Session, i.e. the forwarding tunnel for MBS data and unicast data packet is separated.
-	If the target RAN does not support MBS, and indirect forwarding is needed, the forwarding tunnel for unicast PDU Session is used for the MBS data. The indirect forwarding tunnel is established as in existing N2 based handover procedure in TS 23.502 [8].
1217.	The source RAN sends the Handover Command to UE.
	If separated indirect forwarding tunnel for the MBS session has been established, the source RAN copies the MBS data received from 5GC and forwards them to Target RAN via the indirect MBS Session forwarding tunnel.
18. The source RAN forwards data to the target RAN either directly or indirectly via the UPF.
	If the target RAN does not support MBS,If no separated indirect forwarding tunnel for the MBS session has been established, the source RAN copies the MBS data received from 5GC, and forwards the packet(s) via the unicast PDU session forwarding tunnel to Target RAN.
19. Based on the received N2 SM message at step 26, the SMF can differentiate two cases:
-	Case A) The Target RAN supports MBS. Step 22 applies.
-	Case B) The Target RAN does not support MBS. If the UPF is not yet configured to forward multicast data via unicast, steps 23 to 29 apply
23.	The SMF instructs the UPF to forward multicast data within the unicast PDU. If delivery of the multicast data from MB-UPF to UPF needs to be configured, and unicast transport is to be used, the SMF also instructs the UPF to allocate a tunnel endpoint for reception of multicast data from the MB-UPF.
If delivery of the multicast data from MB-UPF to UPF needs to be configured, steps 24 to 27apply.
24.	The SMF sends a request to the MB-SMF to distribute multicast data toward the UPF and provides the tunnel endpoint received in step 5.
25.	If multicast data are transported via unicast, the MB-SMF configures the MB-UPF to send the multicast data to the received tunnel endpoint.
26.	The MB-SMF replies to the SMF. If multicast data are transported via multicast, the MB-SMF provides endpoint information including the transport multicast address.
27.	If multicast data are transported via multicast, the MB-SMF provides endpoint information including the transport multicast address to the UPF. The SMF instructs the UPF to send the end market packet towards the source gNB and to send subsequent packets towards the target gNB within the unicast PDU Session.
28. The UPF sends the end marker packet(s) for the specific UE via old path of the PDU session to the Source RAN.
29. The Source RAN forwards the end marker to Target RAN via the PDU session.
If the Source RAN node previously received the MBS session data from MB-UPF but does no longer require them because no other served UEs participate in the MBS session steps 30 to 34 apply:
30.	Source RAN node signals a request to terminate multicast distribution towards AMF [MB-SMF ID, Multicast context/group ID].
31.	AMF forwards the request towards the MB-SMF
32.	For unicast transport of the multicast distribution session, MB-SMF configures MB-UPF to terminate transmitting the multicast distribution session towards the Source RAN node.
33.	MB-SMF sends a multicast distribution session termination response to AMF.
34.	AMF forwards multicast distribution session response to Source RAN node.
15.	Based on the received N2 SM message at step 7, the SMF can differentiate three cases:
-	Case A) The Target RAN supports MBS and the MBS session has previously been established at the Target RAN.
	The SMF does not need to establish the shared tunnel for the indicated MBS Session. The SMF interact with the UPF only for unicast PDU Session.
-	Case B) The Target RAN supports MBS, but the MBS session has not yet been established.
	The SMF provides the N2 MBS Session information to the SMF2, i.e. multicast SMF. The SMF2 provided the shared downlink tunnel info to the UPF2 (multicast UPF).
Editor's note:	It is FFS whether the Target gNB instead sends a Multicast Distribution request Directly to SMF2
-	Case C) The Target RAN does not support MBS.
	Based on the received N2 SM information, the SMF knows that the MBS has been mapped to the unicast PDU Session.
	If the path between the UPF (unicast) and UPF2 (multicast anchor) has not been already established, the SMF inform SMF2 of the downlink tunnel info of the UPF (unicast) for receiving the MBS packets from UPF2. SMF2 indicates to UPF2 to copy and forward the MBS packets received by UPF2 via the unicast PDU Session tunnel to the Target RAN.
16.	The SMF or UPF sends the end marker packet(s) for the specific UE via old path of the PDU session or MBS session to the Source RAN.
	The Source RAN forwards the end marker to Target RAN. If the MBS Session is a separated forwarding path, the Source RAN copies the end marker from the unicast PDU Session and inserted it into the forwarding tunnel for MBS Session.
	For the case of moving from MBS session to unicast session (e.g. mobility from 5G MBS supporting gNB to 5G MBS non-supporting gNB) if the end marker is sent in shared tunnel for a specific UE, the SMF or UPF needs to identify the UE explicitly.
Editor's note:	It is FFS if for the case of moving from MBS session to unicast session, the end marker is sent over the shared tunnel to source gNB or over unicast tunnel of the associated PDU Session. This depends on decision whether the tunnel for the associated unicast PDU session needs to be always active even when not used or not. 
Step 18 and 1936 are is performed only iffor the case: the source RAN does not support MBS, but the Target RAN supports MBS:
1836.	After handover completion, if the UE and Target RAN supports MBS, the SMF triggers the MBS session establishment, and request Target RAN to send MBS data to UE via the MBS Session:.
	Steps 5 9 to 15 23 of clause 6.3.2 are performed.
[bookmark: _Toc43297583][bookmark: _Toc43733279][bookmark: _Toc50193041][bookmark: _Toc50467186]6.27.2.3	Lossless packet transferring
Depending on 3GPP RAN WG decision: If the Target RAN supports MBS, the MBS Session packets are forwarded to the Target RAN. This enables the Target RAN to address potential data loss or duplication for the UE being handed over, e.g. by a temporary unicast transmission of MBS data to the UE entering the cell until it is in synch with the multicast transmission in that cell. To accommodate lossless MBS data packet transmission enable the Target RAN to behave accordingly, it is assumed that thea sequence number is inserted in contained for each data packet of the MBS session by from MB-UPFUPF2 (i.e. MBS Session Anchor UPF) and forwarded to NG-RAN.
During the handover procedure the Target NG-RAN compares the data packet sequence number of the forwarded MBS data from Source NG-RAN and the data packet sequence number of the MBS data received directly from 5GC. Based on the comparison the Target NG-RAN determines when to sends the MBS data received directly from 5GC to the UE. For example, when the data packet sequence number of the forwarded MBS data from Source gNB is equal to the data packet sequence number of the MBS data received directly from 5GC, the Target NG-RAN switches from unicast to multicast, the Source RAN set starts a timer when it starts to forward MBS packets to the Target RAN. When the timer expires, the Source RAN terminates the data forwarding. It is assumed when this timer is expired, the data packet gap of the MBS data between the two different gNB has been filled via the forwarding data path. 
If the target side does not support MBS, the MBS data is sent to Target gNB as unicast PDU Session from MB-UPF2 via the UPF (PSA). SMF set a timer to hold the MBS data packet at the UPF (PSA). When the timer expires, the SMF enable the MBS data sent from UPF to Target gNB. It is assumed when this timer is expired, the data packet gap of the MBS data between the two different gNB has been filled via the forwarding data path.
[bookmark: _Toc43297584][bookmark: _Toc43733280][bookmark: _Toc50193042][bookmark: _Toc50467187]6.27.2.4	Idle mode mobility between non-supporting NG RAN and supporting NG-RAN node
During idle to connected mode transition the SMF detects whether the UE is connecting via a supporting or non-supporting NG RAN node, and configures the UPF and NG RAN accordingly.
For detail procedure refer to solution 32: MBS Session activation and, deactivation	Comment by LiMeng, Rapporteur: 
6.27.2.5	Preparation for unicast fallback if PDU session does not yet include required QoS flows to transport multicast data
When establishing a Multicast session context with a UE via a unicast PDU session, the SMF may configure the NG RAN with unicast QoS flows associated with the multicast QOS flows in preparation of a future unicast fallback.
Alternatively, the NG RAN may request the SMF to configure unicast PDU session with QoS flows associated with the Multicast session context when the NG RAN expect that a handover to an NG RAN node not supporting 5G MBS might be required as shown in Figure 6.27.2.5-1.


Figure 6.27.2.5-1: Preparation for unicast fallback if PDU session does not yet include required QoS flows to transport multicast data
NOTE:	For simplification in the figure and description the NG-RAN is shown as the gNB. It can be extended to the other NG-RAN node.
If the shared MBS traffic delivery method is used for the UE and the source gNB is aware that neighbouring cells do not support MBS traffic delivery steps 1 to 14 can be applied.
1. The source gNB may receive measurements reports from the UE that make a future handover to another target gNB likely.
2. The source gNB may detect, for example, based on pre-configured information or stored information from previous handovers about neighboring nodes that a handover to a target gNB not supporting MBS may happen.
3-4.	The source gNB sends a Unicast Delivery Request to the SMF (e.g. using N2 procedure and Nsmf_PDUSession_UpdateSMContext_Request). If unicast QoS flows corresponding to the multicast QoS flows are not yet established, the source NG RAN may indicate to the SMF a downlink tunnel information for the individual MBS traffic delivery method which the SMF can use to configure the user plane and data forwarding for individual MBS traffic delivery method (i.e. via unicast). The SMF decides whether to activate the unicast delivery (as assumed in the subsequent steps)
5.	The SMF instructs the UPF to forward multicast data within the unicast PDU session and may provide the received downlink tunnel information. If delivery of the multicast data from MB-UPF to UPF needs to be configured, and unicast transport is to be used, the SMF also instructs the UPF to allocate a tunnel endpoint for reception of multicast data from the MB-UPF.
If delivery of the multicast data from MB-UPF to UPF needs to be configured, steps 6 to 9 apply.
6.	The SMF sends a request to the MB-SMF to distribute multicast data toward the UPF and provides the tunnel endpoint received in step 5.
7.	If multicast data are transported via unicast, the MB-SMF configures the MB-UPF to send the multicast data to the received tunnel endpoint.
8.	The MB-SMF replies to the SMF. If multicast data are transported via multicast, the MB-SMF provides endpoint information including the transport multicast address.
9.	If multicast data are transported via multicast, the MB-SMF provides endpoint information including the transport multicast address to the UPF.
If dedicated associated unicast QoS flows for multicast data are required and have not been allocated before, steps 10 to14 apply.
10.	The SMF initiates the PDU session modification procedure to configure the associated unicast QoS flows for multicast data in the source gNB and in the UE.
11.	The source gNB sends the NAS PDU Session Modification command to the UE and may decide to switch to unicast delivery and then also send related RRC Reconfiguration to the UE.
12.	Any data received on the associated QoS flows are buffered by the source NG RAN until the RRC reconfiguration is complete.
13.	The UE completes the RRC reconfiguration and informs the source NG RAN by transmitting the RRC Reconfiguration Complete message.
14.	The source NR RAN completes successfully the PDU session modification and sends PDU Session Modification Response.
[bookmark: _Toc50193044][bookmark: _Toc50467189]6.27.3	Impacts on services, entities and interfaces
SMF
-	Maps the MBS into PDU Session or to MBS session depending on UE MBS capability and RAN capability
-  Detection of mobility between supporting and non-supporting NG RAN nodes and reconfiguration of UPF and NG RAN.
-	Set timer to hold/enable MBS data packet forwarding at the UPF to avoid packet loss in the case target RAN does not support MBS
MB-UPF
-	Depending on 3GPP RAN WG decision: Add sequence number into MBS packets
RAN
-	Depending on 3GPP RAN WG decision: Forward MBS data to Target RAN supporting MBS.
-	Depending on 3GPP RAN WG decision: Handle sequence number of forwarded MBS packets and MBS packets received from CN to reduce packet loss during inter RAN node handover.
-	Forward Support to manage the separated forwarding tunnel of the MBS data to Target RAN not supporting MBSSession. This includes:
-	Copy the End Marker from the unicast PDU Session into the forwarding tunnel of the MBS Session.
-	Optional: Support to request the SMF to reconfigure a UE from the share MBS traffic delivery method to the individual MBS delivery method.
UE
-	Provide UE MBS capability to SMF to support the mode switch.
[bookmark: _Toc43297586][bookmark: _Toc43733282][bookmark: _Toc50193045][bookmark: _Toc50467190]6.28	Solution #28: Mode switch between multicast and unicast
[bookmark: _Toc43297587][bookmark: _Toc43733283][bookmark: _Toc50193046][bookmark: _Toc50467191]6.28.1	Functional description
[bookmark: _Toc43297588][bookmark: _Toc43733284][bookmark: _Toc50193047][bookmark: _Toc50467192]6.28.1.1	General
This solution addresses KI#7 "Reliable delivery mode switching between unicast and multicast". The architecture of this solution is based on architecture alternative-1 (see clause A.1).
The content delivery mode may be unicast instead of multicast due to the number of the user is too limited or the multicast signalling is weak. When users successively join into the service, the number of user may be above a threshold for the service and trigger mode switch for the service, e.g. from unicast mode to multicast mode or vice versa. When users successively leave the service, it also may trigger mode switch for the service, e.g. from shared mode to dedicated mode.
When the service data is transferred using multicast mode, individual or shared delivery method may be used. There are some conditions for the 5GS to determine mode switch based on, e.g., number of UEs, target RAN node capability during mobility. The UE may choose to stay in multicast mode with delivery method change between "shared" and "individual".
The following procedures assumes that SMF1 and SMF2 are the same, if different, the SMF2 is involved, and the AMF determines to interact with the SMF2 based on SMF ID received from RAN node.
NOTE:	How the RAN and UE are expected to handle the MBS packets during the switching is in RAN scope.
Editor's note:	If the UE chooses to stay in multicast mode with delivery method change between "shared" and "individual", how the RAN and UE are expected to handle the MBS packet is FFS. The impact on RAN depends on RAN WG study.
Editor's note:	The solution assumes that SMF1 and SMF2 are the same. Mode switching involving SMF1 and SMF2 is FFS.
[bookmark: _Toc43297589][bookmark: _Toc43733285][bookmark: _Toc50193048][bookmark: _Toc50467193]6.28.1.2	Potential triggers for mode switch
The triggers for mode switch maybe include but not limited to the following factors:
-	Number of devices receiving the specific content.
-	Number of devices in a specific location area related to the specific content.
-	Measurement of multicast signalling strength.
The first factor may be collected and monitored by AF or by 5GC. The second factor may be collected and monitored by 5GC or by RAN node. The last factor is monitored by UE.
[bookmark: _Toc43297590][bookmark: _Toc43733286][bookmark: _Toc50193049][bookmark: _Toc50467194]6.28.2	Procedures
[bookmark: _Toc43297591][bookmark: _Toc43733287][bookmark: _Toc50193050][bookmark: _Toc50467195]6.28.2.1	Multicast to unicast mode switch triggered by SMF
Figure 6.28.2.1-1 shows the procedure of switch from multicast mode to unicast mode triggered by SMF, which has a precondition that the AF has used IP multicast address to deliver multicast service data to users.


Figure 6.28.2.1-1: Multicast to unicast mode switch triggered by SMF
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The SMF decides to perform switch from multicast mode to unicast mode based on, e.g. the service configuration provisioned by the AF, the number of user for the multicast service, or the number of user in a location area. The SMF identifies the users need to perform mode switch.
The following steps 2~6 are performed for each identified user.
2.	The SMF may get the AMF ID from UDM for the identified user if needed.
3.	The SMF generates a N1 MB message (TMGI/IP multicast address) for mode switch instruction and invokes Namf_Communication_N1N2MessageTransfer (SUPI, N1 MB message) service operation towards the AMF.
4.	The AMF forwards the N1 MB message to the user.
5.	The UE decides to use unicast mode. The UE may initiate PDU Session Establishment / Modification procedure or Service Request procedure to activate the unicast path with the AF.
6.	The UE requests to receive data with unicast mode from the AF over application layer, e.g., GC1 interface. The AF may update the service to trigger the UE to activate a unicast path. The AF sends the service data to the UE with unicast mode.
7.	The UE starts receiving service data via unicast mode with break-before-make style or make-before-break style.
8.	The AF, after a specific time, may determine to stop service data delivery using IP multicast address, e.g. when all user registered in the service have changed to use unicast mode.
[bookmark: _Toc43297592][bookmark: _Toc43733288][bookmark: _Toc50193051][bookmark: _Toc50467196]6.28.2.2	Multicast to unicast mode switch triggered by RAN
Figure 6.28.2.2-1 shows the procedure of switch from multicast mode to unicast mode triggered by RAN, which has a precondition that the AF has used IP multicast address to deliver multicast service data to users.


Figure 6.28.2.2-1: Multicast to unicast mode switch triggered by RAN
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The RAN node decides to perform mode switch based on, e.g. the number of interesting user for the multicast service.
2.	The UEs are in RRC_CONNECTED state, e.g. for counting. The RAN node sends an AN message (List of TMGI) to the UE. The AN message may be the response to the interest indication, or RRC release message.
3.	The UE decides to use unicast mode. The UE may initiate PDU Session Establishment / Modification procedure or Service Request procedure to activate the unicast path with the AF.
4.	The UE requests to receive data with unicast mode from the AF over application layer, e.g., GC1 interface. The AF sends the service data to the UE with unicast mode.
5.	The UE starts receiving service data via unicast mode with break-before-make style or make-before-break style.
6.	The AF, after a specific time, may determine to stop service data delivery using IP multicast address, e.g. when all user registered in the service have changed to use unicast mode.
6.28.2.3	Individual to shared delivery method change triggered by UE
Figure 6.28.2.3-1 shows the procedure of mode switch with delivery method change from "individual" to "shared" triggered by UE.


Figure 6.28.2.3-1: Individual to shared delivery method triggered by UE
1.	The UE detects it has entered into multicast radio area, e.g., detects the SAI/TMGI in the SIB. The individual leg may be handed over from other gNB to the gNB. The UE decides to switch mode and chose to stay in multicast mode with delivery method changed.
2.	If the transmission resource information for the TMGI cannot be detected, e.g. in the SIB, the UE performs multicast operation to update the multicast session for transmission resource reservation for the shared delivery method, e.g. initiates User Multicast Session Join / User Multicast Context Update procedure in solution 4 as described in clause 6.4. If different delivery method is selected, the 5GS will update the PDU Session to de-activate the individual leg.
3	If the UE detects transmission resource information for the TMGI, e.g. in the SIB, the UE starts receiving multicast data using shared mode with break-before-make style or make-before-break style.
4.	If step 2 is not performed, the UE updates the multicast session to de-activate the individual leg, e.g. initiates User Multicast Context Update / User Multicast Session Leave procedure in solution 4 as described in clause 6.4.
[bookmark: _Toc43297593][bookmark: _Toc43733289][bookmark: _Toc50193052][bookmark: _Toc50467197]6.28.2.4	Individual to shared delivery method change triggered by SMF
Figure 6.28.2.4-1 shows the procedure of mode switch with delivery method change from "individual" to "shared" triggered by SMF.


Figure 6.28.2.4-1: Individual to shared delivery method triggered by SMF
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The 5GS is using individual delivery method to deliver multicast service data. The SMF decides to perform mode switch based on, e.g., the service configuration update provisioned by the AF, the number of user for the multicast service, or the number of user in a location area. The SMF identifies the member users that need to perform mode switch.
The following steps 2~6 are performed for each identified user.
2.	The SMF may get the AMF ID from UDM for the identified user if needed.
3.	The SMF generates a N1 MB message (TMGI/IP multicast address) for mode switch instruction and invokes Namf_Communication_N1N2MessageTransfer (SUPI, N1 MB message) service operation towards the AMF. The N1 MB message may indicate delivery method.
4.	The AMF forwards the N1 MB message to the user.
5.	The UE decides to switch mode and chose to stay in multicast mode with delivery method changed. If the transmission resource information for the TMGI cannot be detected, e.g. in the SIB, the UE performs multicast operation to update the multicast session for transmission resource reservation for the shared delivery method, e.g. initiates User Multicast Session Join / User Multicast Context Update procedure in solution 4 as described in clause 6.4. The 5GS will update the PDU Session to de-activate the individual leg
6.	The UE starts receiving multicast data using multicast radio technology with break-before-make style or make-before-break style.
[bookmark: _Toc43297594][bookmark: _Toc43733290][bookmark: _Toc50193053][bookmark: _Toc50467198]6.28.2.5	Individual to shared delivery method change triggered by RAN
Figure 6.28.2.5-1 shows the procedure of mode switch with delivery method change from "individual" to "shared" triggered by RAN, which has a precondition that the serving RAN node knows the mapping between TMGI and the individual path.


Figure 6.28.2.5-1: Individual to shared delivery method triggered by RAN
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The 5GS is using individual delivery method to deliver multicast service data, and has provisioned the association between PDU Session ID and TMGI to the serving RAN node, which is described in solution #30. The serving RAN node decides to perform mode switch for some multicast groups based on, e.g., the number of individual legs for a multicast group.
Editor's note:	How the RAN node detects multiple individual legs for a multicast group is FFS.
2.	The RAN node may trigger multicast operation to reserve shared CN tunnel resources for the multicast groups if not exists, e.g. performs steps 2~15 of User Multicast Session Join via AN in solution 4 as described in clause 6.4.
The following steps 3~5 are performed for each UE.
3.	The serving RAN node sends an AN message (List of TMGI) to the UE receiving the multicast service data for mode switch. The AN message may be RRC release message.
4.	The UE starts receiving multicast data using shared delivery method with break-before-make style or make-before-break style.
5.	The UE de-activate the individual leg, e.g. initiates User Multicast Session Leave procedure in solution 4 as described in clause 6.4.
[bookmark: _Toc43733291][bookmark: _Toc50193054][bookmark: _Toc50467199]6.28.2.6	Shared to individual delivery method change triggered by UE
Figure 6.28.2.6-1 shows the procedure of mode switch with delivery method change from "shared" to "individual" triggered by UE.


Figure 6.28.2.6-1: Shared to individual delivery method triggered by UE
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The 5GS is using shared delivery method to deliver multicast service data. The UE detects that it is about to move out the multicast radio area.
2.	The UE decides to switch mode and chose to stay in multicast mode with delivery method changed. The UE performs multicast operation to update the multicast session for transmission resource reservation for the individual delivery method, e.g. initiates User Multicast Session Join / User Multicast Context Update procedure in solution 4 as described in clause 6.4. If different delivery method is selected, the 5GS will update the PDU Session to activate the individual leg.
3.	The UE starts receiving service data using individual delivery method with break-before-make style or make-before-break style.
[bookmark: _Toc43297595][bookmark: _Toc43733292][bookmark: _Toc50193055][bookmark: _Toc50467200]6.28.2.7	Shared to individual delivery method change triggered by SMF
Figure 6.28.2.11-1 shows the procedure of mode switch with delivery method change from "shared" to "individual" triggered by SMF.


Figure 6.28.2.7-1: Shared to individual delivery method triggered by SMF
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The 5GS is using shared delivery method to deliver multicast service data. The SMF decides to perform mode switch based on, e.g., the service configuration update provisioned by the AF, the number of user for the multicast service, or the number of user in a location area. The SMF identifies the member users need to perform mode switch.
The following steps 2~6 are performed for each identified user.
2.	The SMF may get the AMF ID from UDM for the identified user if needed.
3.	The SMF generates a N1 MB message (TMGI/IP multicast address) for mode switch instruction and invokes Namf_Communication_N1N2MessageTransfer (SUPI, N1 MB message) service operation towards the AMF. The N1 MB message may indicate delivery method.
4.	The AMF forwards the N1 MB message to the user.
5.	The UE decides to switch mode and chose to stay in multicast mode with delivery method changed. The UE performs multicast operation to update the multicast session for transmission resource reservation for the shared delivery method, e.g. initiates User Multicast Session Join / User Multicast Context Update procedure in solution 4 as described in clause 6.4. The 5GS will update the PDU Session to activate the individual leg
6.	The UE starts receiving multicast data via PDU Session with break-before-make style or make-before-break style. The SMF may command to stop multicast service data forwarding via shared delivery method based on, e.g., the number of UE that has initiated User Multicast Session Join / User Multicast Context Update procedure.
[bookmark: _Toc43297596][bookmark: _Toc43733293][bookmark: _Toc50193056][bookmark: _Toc50467201]6.28.2.8	Shared to individual delivery method change triggered by RAN
Figure 6.28.2.8-1 shows the procedure of mode switch with delivery method change from "shared" to "individual" triggered by RAN.


Figure 6.28.2.8-1: Shared to individual delivery method triggered by RAN
1.	The UE has on-going group communications with the AF and is receiving service data by multicast mode. The 5GS is using shared delivery method to deliver multicast service data. The serving RAN node decides to perform mode switch based on, e.g. the number of interesting user for the multicast service.
The following steps 2~4 are performed for each UE.
2.	The UEs are in RRC_CONNECTED state, e.g., for counting. The serving RAN node sends an AN message (List of TMGI) to the UE for mode switch. The AN message may be the response to the interest indication, or RRC release message.
3.	The UE decides to stay in multicast mode with delivery method changed. The UE performs multicast operation to update the multicast session for transmission resource reservation for the individual delivery method, e.g. initiates User Multicast Session Join via CN / User Multicast Context Update procedure in solution 4 as described in clause 6.4. The 5GS will update the PDU Session to activate the individual leg
4.	The UE starts receiving multicast data using individual delivery method with break-before-make style or make-before-break style.
[bookmark: _Toc43297597][bookmark: _Toc43733294][bookmark: _Toc50193057][bookmark: _Toc50467202]6.28.3	Impacts on services, entities and interfaces
Editor's note:	Impacts are FFS.
UE:
-	Support receiving mode switch command using NAS or AS message.
RAN node:
-	Support sending AS mode switch command message.
SMF:
-	Support sending NAS mode switch command message.
-	Support sending association between TMGI and PDU Session ID to the RAN node.
[bookmark: _Toc43297598][bookmark: _Toc43733295][bookmark: _Toc50193058][bookmark: _Toc50467203]6.29	Solution #29: Delivery method change due to UE mobility
[bookmark: _Toc43297599][bookmark: _Toc43733296][bookmark: _Toc50193059][bookmark: _Toc50467204]6.29.1	Functional description
This solution addresses KI#7 "Reliable delivery mode switching between unicast and multicast". The architecture of this solution can be based on the architecture alternative-1 (see clause A.1).
This solution is based on the PDU Session for unicast fallback may not have been established or activated in advance. 
This solution addresses the case when delivery method changed when UE moves. The UE may use shared delivery method at source gNB enhanced to support multicast and move to target gNB not enhanced, in this case, the source gNB is enhanced to serve the UE with PTP method over the radio. Or the UE may use individual delivery method at source gNB not support multicast and move to target gNB enhanced.
Editor's note:	The solution assumes that SMF1 and SMF2 are the same. Handover when different SMF1 and SMF2 are used is FFS.
Editor's note:	It is FFS whether this solution can also be applied to the UE served with PTM.
[bookmark: _Toc43297600][bookmark: _Toc43733297][bookmark: _Toc50193060][bookmark: _Toc50467205]6.29.2	Procedures
[bookmark: _Toc43297601][bookmark: _Toc43733298][bookmark: _Toc50193061][bookmark: _Toc50467206]6.29.2.1	Xn based delivery method change from shared to individual switch
The following Figure 6.29.2.1-1 illustrates the Xn based procedure of delivery method change due to UE mobility when UE has active PDU Sessions as well as source gNB is enhanced and target gNB is legacy. The SMF and UPF serve the unicast PDU Sessions are not shown in the figure. The source gNB is using PTP method over radio to transmit multicast session data to the UE. The UE is in RRC-INACTIVE state or CM-IDLE with suspend state, and the UE has previously established a PDU Session corresponding to the multicast session, which may be inactive now.
The difference between this procedure and Xn-HO procedure is that the source gNB includes PTP radio resources information and associated PDU Session ID corresponding to the multicast session into the transparent container delivered to target gNB, and includes the PDU Session ID into the Xn Handover Required message even if it is inactive.



Figure 6.29.2.1-1: Xn based Delivery method change from shared to individual switchdue to UE mobility
1.	The source gNB is involved in a multicast session with shared delivery method. The UE is has active PDU Sessions (if the MBS session requests lossless service continuity, the UE can keep any PDU session active). The PDU Session for unicast fallback may be active but only serves unicast traffic, hence the PDU Session for unicast fallback does not associate with any MBS sessionreceiving the multicast session data transmitted by the source gNB using PTP method over the radio. The UE finds out the signaling is weak and there's no neighbor cell transmitting the multicast session data.
Editor's note:	It is FFS how the UE detect that there are no neighbour cell transmitting the multicast session data.
2.	UE to source gNB: AN message (interest TMGIs, measurement report).
3.	Source gNB to target gNB (legacy): Xn Handover Request (Radio resource info, QoS profile, PDU Session ID).
	The source gNB determines the target gNB based on the measurement report and received TMGIs. When target gNB is legacy, the source gNB performs normal Xn handover procedure with the target gNB.
Editor's note:	It is FFS whether the multicast session information is also need be transferred to target gNB besides the unicast PDU Session information.
4.	Target gNB (legacy) to source gNB: Xn Handover Response ().
5.	The source gNB multiplexes all the MBS traffic indicated by the received TMGIs with the PDU Session traffic and forwards them to the target gNB in the forwarding tunnel.
56.	Source gNB to UE: HO Command ()
7.	Due to no multicast resource information received, the UE sends Handover Confirm to the target gNB (legacy) as well as sends NAS multicast session join message with PDU Session ID (e.g. Service Request or PDU Session Establishment Request) to the AMF via the target gNB, e.g. piggy-back with the Handover Confirm. The NAS multicast session join message includes interest TMGIs. 
8.	Target gNB (legacy) to AMF: N2 Path Switch (N2 SM Info). 
9.	The AMF performs multicast session join procedure with the (MB-)SMF, (MB-)UPF, target gNB (legacy), and the UE with individual delivery method selected due to RAN node is legacy, e.g. performs step 2~9 of "User Multicast Session Join via CN" as described in solution 4. 
10.	For the sake of keeping the forwarding tunnel, delay the end-mark delivery for the PDU Session not for unicast fallback is needed, the AMF may perform Path Switch procedure with the SMF, UPF, and target gNB for the PDU Sessions not for unicast fallback after the (MB-)UPF has been updated with the AN tunnel information for the PDU Session for unicast fallback in step 9. 

	The UE tunes to the target gNB and sends HO Confirm message to the target gNB.
6~11.	The target gNB sends N2 message to 5G CN for PDU Session resource reservation, the target gNB informs the source gNB to release resources. The SMF determines the interest MBS session based on the PDU Session ID and previous session join procedure performed by the user.
Editor's note:	It is FFS how the SMF determines whether the shared or individual tunnel need be established.
[bookmark: _Toc43297602][bookmark: _Toc43733299][bookmark: _Toc50193062][bookmark: _Toc50467207]6.29.2.2	N2 based delivery method change from shared to individual switch
The following Figure 6.29.2.2-1 illustrates the N2 based procedure of delivery method change due to UE mobility when UE has active PDU Sessions as well as source gNB is enhanced and target gNB is legacy. The SMF and UPF serve the unicast PDU Sessions are not shown in the figure.The source gNB is using PTP method over radio to transmit multicast session data to the UE. The UE is in RRC-INACTIVE state, and the UE has previously established a PDU Session corresponding to the multicast session, which may be inactive now.
The difference between this procedure and N2-HO procedure is that the source gNB includes PTP radio resources information and associated PDU Session ID corresponding to the multicast session into the transparent container delivered to target gNB, and includes the PDU Session ID into the N2 Handover Required message even if it is inactive.



Figure 6.29.2.2-1: N2 based Delivery method change from shared to individual switchdue to UE mobility
1.	The source gNB is involved in a multicast session with shared delivery method. The UE has active PDU Sessions (if the MBS session requests lossless service continuity, the UE can keep any PDU session active). The PDU Session for unicast fallback may be active but only serves unicast traffic, hence the PDU Session for unicast fallback does not associate with any MBS sessionis receiving the multicast session data transmitted by the source gNB using PTP method over the radio. The UE finds out the signaling is weak and there's no neighbor cell transmitting the multicast session data.
2.	UE to source gNB: AN message (interest TMGIs, measurement report).
3.	Source gNB to AMF: N2 message (Source to Target Transparent Container, N2 SM Info).
The source gNB determines the target gNB based on the measurement report and received TMGIs. When target gNB is legacy, the source gNB performs normal N2 handover procedure with the target gNB. 	
The Source to Target Transparent Container includes radio resource information for the UE receiving data via PTP over the radio and corresponding PDU Session ID related to the multicast session. The N2 SM Info includes interest TMGIs associated with the PDU Session ID. Other active PDU Sessions are also handed over.
Editor's note:	It is FFS whether the multicast session information is also need be transferred to target gNBr besides the unicast PDU Session information.
4.	The AMF performs PDU Session resource update procedure for PDU Sessions.
4~6. The AMF forwards the N2 MB Info to the SMF according the SMF ID corresponding to the PDU Session ID, the SMF may interact with UPF to reserve CN Tunnel resources for the PDU Session, the SMF responses to the AMF with a N2 SM Info. The SMF determines the interest MBS session based on the PDU Session ID and previous session join procedure performed by the user.
Editor's note:	It is FFS how to establish the forwarding tunnel for multicast session.
Editor's note:	It is FFS how the SMF determine the resource reserved is for PDU Session.
75.	The AMF to target gNB (legacy): N2 message (Source to Target Transparent Container, N2 SM Info).
86.	Target gNB (legacy) to AMF: N2 message (Target to Source Transparent Container, N2 MB Info).
	The N2 SM Info may include DL Forwarding Tunnel Information for the PDU Session.
Editor's note:	It is FFS what is the N2MB Info. How the Target gNB allocate N2 MB Info based on what information
7.	The AMF performs PDU Session resource update procedure for PDU Sessions. 
9~11.	The AMF forwards the N2 MB Info to the SMF according the SMF ID corresponding to a PDU Session ID, the SMF may interact with UPF to reserve DL Forwarding Tunnel resources for the PDU Session.
128.	AMF to source gNB: N2 message (Target to Source Transparent Container, N2 SM Info).
9.	The source gNB multiplexes the MB traffic indicated by the received TMGIs with the PDU Session data and forwards them to the target gNB in the forwarding tunnel. 
1310.	Source gNB to UE: HO Command ()
11.	Due to no multicast radio resource information received, the UE sends Handover Confirm to the target gNB (legacy) as well as sends NAS multicast session join message to the AMF, e.g. piggy-back with the Handover Confirm. The NAS multicast session join message may be Service Request/PDU Session Establishment Request that includes interest TMGIs for activating or establishing the PDU Session for unicast fallback. 
12.	Target gNB (legacy) to AMF: N2 message () 
13.	The AMF performs multicast session join procedure with the (MB-)SMF, (MB-)UPF, target gNB (legacy), and the UE with individual delivery method selected due to RAN node is legacy, e.g. performs step 2~9 of "User Multicast Session Join via CN" as described in solution 4. 
14.	For the sake of keeping the forwarding tunnel, delay the end-mark delivery for the PDU Session not for unicast fallback is needed, the AMF may perform Path Switch procedure with the SMF, UPF, and target gNB for the PDU Sessions not for unicast fallback after the (MB-)UPF has been updated with the AN tunnel information for the PDU Session for unicast fallback in step 13. 
	After receiving the HO Command, the UE tunes to access the target gNB and finishes the HO execution phase. The UE receives the multicast data over PDU Session, where the multicast data may be forwarded from source gNB or delivered from UPF.
	The source gNB shall stop replicating and forwarding the multicast session data after a specific time.
[bookmark: _Toc43297603][bookmark: _Toc43733300][bookmark: _Toc50193063][bookmark: _Toc50467208]6.29.2.3	Xn based delivery method change from individual to shared switch
The following Figure 6.29.2.3-1 illustrates the Xn based procedure of delivery method change from "individual" to "shared" due to UE mobility and source gNB may be legacy. The SMF and UPF serve the unicast PDU Sessions are not shown in the figure. The UE is receiving the multicast session data transmitted by the source gNB using PDU Session.
The difference between this procedure and Xn-HO procedure is that the SMF sends a N1 message indicating mode switch during path switch procedure.



Figure 6.29.2.3-1: Xn based Delivery method change from individual to shared switchdue to UE mobility
NOTE 1:	As an option, the PDU Session serves the MBS Sessions can use specified QoS information for MBS Sessions, e.g. a range of QFI are reserved for MBS.
1.	UE to source gNB: Measurement Report (). 
2.	Source gNB to target gNB (enhanced): Xn Handover Request (PDU Session related information, [TMGIs]).
As an option, the PDU Session related information indicates which QoS flow is used for MBS Session. 
If the source gNB is enhanced, TMGIs and associated <QFI, QoS profile> are included too. 
3.	Target gNB (enhanced) to source gNB: Xn Handover Response (Handover Command (Multicast Resource Info)). 
The target gNB reserves multicast resources if multicast information (e.g. the <QFI, QoS profile>, or the TMGIs and associated <QFI, QoS profile>) received from the source gNB, e.g. reserves resources for PTP method. If TMGIs received, the Multicast Resource Info includes the TMGIs. 
4.	Source gNB to UE: Handover Command (Multicast Resource Info)
5.	If Multicast Resource Info does not include any TMGI, the UE sends Handover Confirm to the target gNB as well as sends NAS multicast session join message with interest TMGIs to the AMF, e.g. piggy-back with the Handover Confirm. 
NOTE 2:	As an option, if not defining a range of QFI for MBS, when source gNB is legacy, the target gNB cannot know whether the UE is involved in MBS sessions. In this case, the target gNB indicates a Multicast Indication in the Handover Command to the UE, and if UE is involved in MBS sessions, the UE initiates session join along with the Handover Confirm.
6.	Target gNB (enhanced) to AMF: Path Switch (). 
7.	The AMF may send PDU Session ID to (MB-)SMF for delivery method selection. In case of shared delivery method is selected, the (MB-)SMF instructs the (MB-)UPF to reserve resources for the shared CN tunnel and stops forwarding multicast traffic via the PDU Session, e.g. uses step 3~15 of "User Multicast Session Join via AN" as described in solution 4. 
The AMF also continues the Path Switch procedure for PDU Sessions. 
The (MB-)UPF stops forwarding the multicast traffic and sends end-mark via the PDU Session after the shared CN tunnel is established. 1.	The source gNB, target gNB and UE perform Xn based handover procedure.
2.	The target gNB performs Path Switch procedure with the AMF and SMF.
3.	During Path Switch procedure, the SMF determines the interest TMGIs based on the PDU Session ID and previous session join procedure performed by the user. the SMF includes a N1 message indicating mode switch in the Namf_Communication_N1N2MessageTransfer service operation.
4.	The AMF sends the N1 message indicating mode switch to the UE.
5.	According to the mode switch indication in the N1 message, the UE initiates multicast operation for change delivery method from individual to shared, e.g. initiates User Multicast Context Update / User Multicast Session Join procedure in solution 4 as described in clause 6.4.
[bookmark: _Toc43297604][bookmark: _Toc43733301][bookmark: _Toc50193064][bookmark: _Toc50467209]6.29.2.4	N2 based delivery method change from individual to shared switch
The following Figure 6.29.2.4-1 illustrates the N2 based procedure of delivery method change from "individual" to "shared" due to UE mobility when source gNB may be legacy. The SMF and UPF serve the unicast PDU Sessions are not shown in the figure. The UE is receiving the multicast session data transmitted by the source gNB using PDU Session.
The difference between this procedure and N2-HO procedure is that the SMF instead of the AMF include a NAS Container sent to the target gNB, the NAS Container indicates mode switch.



Figure 6.29.2.4-1: N2 based Delivery method change from individual to shared switchdue to UE mobility
1.	The UE to source gNB: Measurement Report (). 
12.	Source gNB to AMF: N2 Handover Required ().
3.	The AMF sends the PDU Session ID to the (MB-)SMF. The PDU Session for unicast fallback serves multicast traffic, hence the PDU Session for unicast fallback is associated with some MBS sessions. The (MB-)SMF knows the association according to the UE context. The (MB-)SMF determines the delivery method based on whether the target gNB has already joined into the MBS sessions UE is interesting and the multicast capability of the target gNB. The (MB-)SMF sends a N2 MB Info to the target gNB, e.g. uses step 3~10 of "User Multicast Session Join via AN" as described in solution 4. If shared delivery method is selected, the (MB-)SMF includes the TMGIs UE is interesting, associated QoS profile, and the PDU Session ID for unicast fallback to the target gNB. If N2 MB Info does not include any TMGI (individual delivery method selected), then normal N2 handover procedure is continued. 2.	AMF to SMF: PDUSession_UpdateContext Request ().
3.	SMF to AMF: PDUSession_UpdateContext Response (N2 SM Info (NAS Container (mode switch))).
	The SMF determines the interest TMGIs based on the PDU Session ID and previous session join procedure performed by the user. The SMF determines to trigger mode switch to the user, and includes a NAS Container in the response, which includes a mode switch indication.
4.	The AMF to target gNB (enhanced): N2 Handover Request (N2 MB Info (List of <interest TMGI/MBS Session ID, QoS profile>, SMF IDs)NAS Container).
5.	Target gNB (enhanced) to AMF: N2 Handover Response (Transparent Container (HO Command (Multicast Radio Transmission Resource Info)NAS Container (mode switch)), N2 MB Info (Shared DL Tunnel Info, SMF IDs).
The target gNB reserves multicast radio resources according to the received N2 MB Info. Besides the PDU Session radio transmission resource information, the target gNB also includes Multicast Radio Transmission Resource Info in the Transparent Container. The Multicast Radio Transmission Resource Info may indicate PTP or PTM will be used by the target gNB. 
6.	The AMF forwards the N2 MB Info received from target gNB to the (MB-)SMF according the SMF ID received in step 5. The (MB-)SMF and (MB-)UPF reserve shared tunnel transmission resources according to the received Shared DL Tunnel Info, e.g. uses 13~15 of "User Multicast Session Join via AN" as described in solution 4.
6.	Normal N2 Handover procedure for PDU Session resource reservation.
7.	AMF to source gNB: N2 Handover Command (Transparent Container).
8.	Source gNB to UE: HO Command (Multicast Radio Transmission Resource InfoUE Container (NAS Container)).
9.	UE to target gNB (enhanced): Handover Confirm (). 
10.	Target gNB (enhanced) to AMF: N2 Handover Complete (). 
11.	The AMF continues the N2 Handover Execution procedure for all PDU Sessions. 
9.	The UE tunes to access the target gNB and finishes the HO execution phase.
10.	According to the mode switch indication in the NAS Container, the UE initiates multicast operation for change delivery method from individual to shared, e.g. initiates User Multicast Context Update / User Multicast Session Join procedure in solution 4 as described in clause 6.4.
[bookmark: _Toc43297605][bookmark: _Toc43733302][bookmark: _Toc50193065][bookmark: _Toc50467210]6.29.3	Impacts on services, entities and interfaces
UE:
-	Support sending Measurement Report including interest MBS Session IDs. 
-	Support handling AN message including multicast radio resource information.
RAN node:
-	(Source) Support correlating PTP radio resource information with PDU Session ID corresponding to a multicast session.
-	(Source) May support replicating multicast data via shared delivery method and forwarding to target RAN node.
-	(Source) Support sending MBS Session ID and associated multicast QoS profile to the target RAN node. 
-	(Source) Support multiplexing multicast/broadcast traffic with PDU traffic into forwarding tunnel. 
-	(Target) Support responding multicast radio resource information to the source RAN node.
AMF:
-	Support performing multicast session join procedure before path switch procedure when handover to legacy RAN node. 
SMF:
-	Support including a NAS Container indicating mode switch in the N2 SM Info sent to the target RAN node.
[bookmark: _Toc43297606][bookmark: _Toc43733303][bookmark: _Toc50193066][bookmark: _Toc50467211]6.30	Solution #30: Multiple individual legs detection for delivery method switch
[bookmark: _Toc43297607][bookmark: _Toc43733304][bookmark: _Toc50193067][bookmark: _Toc50467212]6.30.1	Functional description
This solution addresses KI#7 "Reliable delivery mode switching between unicast and multicast". The architecture of this solution can be based on the two architecture alternatives (see Annex A).
In order to make it possible for RAN node triggering method change from "individual" to "shared", the RAN node shall be able to know there're multiple individual legs for a same multicast session. This solution is based on multicast session information in UE AS context.
[bookmark: _Toc43297608][bookmark: _Toc43733305][bookmark: _Toc50193068][bookmark: _Toc50467213]6.30.2	Procedures
The following Figure 6.30.2-1 illustrates the multicast session information transfer procedure if the individual delivery method is used.


Figure 6.30.2-1: Multiple individual legs detection procedure
1. The UE1 performs multicast operation with PDU Session ID1 to join into a multicast session for data receiving, e.g. uses User Multicast Session Join procedure in solution 4 described in clause 6.4.
2~3. The SMF sends a mapping between the TMGI and PDU Session ID1 to the RAN node via the serving AMF.
Step 2~3 may be part of the multicast operation in step 1, e.g. within the session join operation.
4. The UE2 performs multicast operation with PDU Session ID2 to join into a multicast session for data receiving.
5~6. The SMF sends a mapping between the TMGI and PDU Session ID2 to the RAN node via the serving AMF.
Step 5~6 may be part of the multicast operation in step 4, e.g. within the session join operation.
7.	When a new PDU Session is activated on a RAN node, the RAN node determines whether there're multiple PDU Sessions corresponding to the same TMGI according to the multicast session information in all UE AS Context. Depends on policy, the RAN node can initiate delivery method switching from individual to shared. The multicast session information is transferred to the target as a part of UE AS Context.
[bookmark: _Toc43297609][bookmark: _Toc43733306][bookmark: _Toc50193069][bookmark: _Toc50467214]6.30.3	Impacts on services, entities and interfaces
RAN node:
-	Support handling multicast session information in UE AS context.
SMF:
-	Support indicating mapping between TMGI and PDU Session ID to RAN node.
[bookmark: _Toc43297610][bookmark: _Toc43733307][bookmark: _Toc50193070][bookmark: _Toc50467215]6.31	Solution #31: Delivery method mode switching using PDU session modification procedures
[bookmark: _Toc43297611][bookmark: _Toc43733308][bookmark: _Toc50193071][bookmark: _Toc50467216]6.31.1	Functional description
Editor's note:	This clause outlines solution principles and documents any assumptions made.
This solution addresses Key Issue #7 "Reliable delivery method mode switching between unicast and multicast" and Key Issue #8 "Reliable switching between unicast and broadcast delivery methods" based on the baseline architecture 1 in clause A.1.
The delivery method mode switching in 5GC may be triggered in the following scenarios:
-	Triggered by MBS service related network policy, e.g. switching from unicast mode to multicast/broadcast mode when the traffic exceeds a certain threshold;
-	UE subscription for MBS service changes, e.g. subscribe or unsubscribe to the MBS service.
-	UE moving in or out of the MBS Service Area;
-	Change of user preferences on delivery mode for some services/applications.
Also, the NG-RAN may dynamically switch the delivery method mode of AN resources for the MBS service from multicast/broadcast modePTM to unicast modePTP (or vice versa), based on e.g. number of UEs receiving the same service simultaneously, radio resource availability, NG-RAN capabilities.
[bookmark: _Toc43297612][bookmark: _Toc43733309][bookmark: _Toc50193072][bookmark: _Toc50467217]6.31.2	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.
[bookmark: _Toc50193073][bookmark: _Toc50467218]6.31.2.1	Delivery method switching with the same SMF for PDU session and MBS session
[bookmark: _MON_1640592410][bookmark: _MON_1641195862][bookmark: _MON_1641196201][bookmark: _MON_1641196233][bookmark: _MON_1641196396][bookmark: _MON_1640593091][bookmark: _MON_1640599798]To support delivery mode switching for an MBS session, the UE or network requested PDU Session Modification procedures as specified in TS 23.502 [8] clause 4.3.3 can be reused, with the enhancements to the NFs for triggering and handling the delivery mode switching of an MBS session associated with the PDU session. Taking the procedures for non-roaming and roaming with local breakout scenarios as an example (see TS 23.502 [8] clause 4.3.3.2), the enhancements are as follows:



Figure 6.31.2.1-1: UE or network requested PDU Session Modification for delivery mode switching
1a.	The UE sends an NAS message containing the PDU Session Modification Request with indication/information of a new delivery mode to request delivery mode switching of an MBS session, e.g. due to change of user preferences on delivery mode for the services/applications.
1b.	The PCF performs a PCF initiated SM Policy Association Modification procedure to notify the SMF about the modified delivery mode for an MBS session associated with the PDU session, i.e. invoking an Npcf_SMPolicyControl_UpdateNotify service request with the PDU Session ID, MBS session ID and an updated PCC rule for the MBS session which includes the indication and/or information for the new delivery mode (e.g. multicast/broadcast or unicast QoS parameters if not already provisioned). This may be triggered e.g. by a policy decision or upon AF requests.
1c.	The UDM updates the MBS related subscription data to the SMF, which may trigger the delivery mode switching of the MBS session, e.g. change of delivery mode for the subscribed service associated with the MBS session.
1d.	The SMF may decide to modify the delivery mode of an MBS session associated with the PDU session, e.g. due to changes of network status or performance.
1e.	The NG-RAN indicates to the SMF when the AN resources onto which a QoS Flow is mapped are switched from multicast/broadcast to unicast (or vice versa). The NG-RAN sends the MBS session ID and the indication/information of the new delivery mode in the N2 SM information to the SMF via the AMF.
1f.	The AMF may trigger a PDU session modification to the SMF with the MBS session ID and indication/information of the new delivery mode, e.g. if the AMF detects that the UE moves in or out of MBS service area.
2. 	The SMF may perform an SM Policy Association Modification procedure by invoking the Npcf_SMPolicyControl_Update Request towards with the PCF to report subscribed events and/or get the (updated) MBS related PCC Rules.
2a/2b. The SMF sends an N4 session modification request to the UPF for the MBS session with indication/information for the new delivery mode (e.g. shared tunnel information when the new delivery mode is multicast/broadcast, N4 rules for the new delivery mode; if not already provisioned). The UPF enforces the updated N4 rules for packet detection, QoS enforcement and reporting and switches to the tunnel for the new delivery mode.
3a/3b. The SMF sends the PDU Session ID, MBS session ID and the indication/ information for the new delivery mode (e.g. shared tunnel information when the new delivery mode is multicast/broadcast, multicast/broadcast or unicast QoS profiles; if not already provisioned) in the N2 SM information to the NG-RAN via the AMF through Nsmf_PDUSession_UpdateSMContext Response or Namf_Communication_N1N2MessageTransfer request.
3c.	The SMF may provide the SMF derived CN assisted RAN parameters tuning, which includes MBS assistance information to RAN, to the AMF by invoking the Nsmf_PDUSession_SMContextStatusNotify towards the AMF.
4.	The AMF sends an N2 message to the NG-RAN, which includes the N2 SM information provided by the SMF and optionally an NAS message containing PDU Session Modification Command to the UE.
5.	Based on the indication/information of new delivery mode, the NG-RAN may perform the AN resource modification for the MBS session with the appropriate QoS profiles (i.e. multicast/broadcast QoS profiles for multicast/broadcast mode, or unicast QoS profiles for unicast mode) and switches to the tunnel of the new delivery mode for data transfer.
6.	The NG-RAN acknowledges N2 PDU Session Request by sending a N2 PDU Session Ack Message to the AMF.
7.	The AMF forwards the N2 SM information and the UE location Information to the SMF via Nsmf_PDUSession_UpdateSMContext service operation.
8.	The SMF may update N4 session of the UPF by sending N4 Session Modification Request message to the UPF.
9.	The UE acknowledges the PDU Session Modification Command by sending a NAS message containing PDU Session Modification Command Ack.
10.	The NG-RAN forwards the NAS message to the AMF.
11	The AMF forwards the N1 SM container and the UE location Information to the SMF via Nsmf_PDUSession_UpdateSMContext service operation.
12.	The SMF may update N4 session of the UPF by sending N4 Session Modification Request message to the UPF.
13.	If the SMF interacted with the PCF in step 1b or 2, the SMF notifies the PCF whether the PCC decision could be enforced or not by performing an SMF initiated SM Policy Association Modification procedure.
Editor's note:	It is FFS which and how the SMF initiates delivery mode switching if multiple SMFs are involved in the MBS session and the PDU session associated with the MBS session.
[bookmark: _Toc50193074][bookmark: _Toc50467219]6.31.2.2	Delivery method switching with different SMFs for PDU session and MBS session
[bookmark: _Toc50193075][bookmark: _Toc50467220]6.31.2.2.1	Delivery method switching from unicast to multicast
For UE triggered delivery method switching from unicast to multicast, see the procedure in Figure 6.3.2.1-1 step 3-21.
For other NFs triggered delivery method switching from unicast to multicast, step 1b-1f of Figure 6.31.2.1-1 are performed with the new delivery method being multicast, followed by step 6-21 of Figure 6.3.2.1-1.
[bookmark: _Toc50193076][bookmark: _Toc50467221]6.31.2.2.2	Delivery method switching from multicast to unicast
For delivery method switching from multicast to unicast, step 1a-1f of Figure 6.31.2.1-1 are performed with the new delivery method being unicast, followed by step 22-34 of Figure 6.3.2.1-1.
[bookmark: _Toc43297613][bookmark: _Toc43733310][bookmark: _Toc50193077][bookmark: _Toc50467222]6.31.3	Impacts on services, entities and interfaces
Editor's note:	This clause describes impacts to services, entities and interfaces.
SMF:
-	The SMF initiates the PDU session modification procedure to modify the delivery mode of an MBS session, based on local policy or triggers from the PCF/UDM/AMF/UE.
PCF:
-	The PCF triggers the delivery mode switching of an MBS session via the PCF initiated SM Policy Association Modification procedure, based on a policy decision or upon AF requests.
UDM:
-	The UDM updates the MBS related subscription data to the SMF, which may trigger the delivery mode switching of an MBS session.
AMF:
-	The AMF may trigger a PDU session modification to the SMF for the delivery mode switching of the MBS session, e.g. when the AMF detects that the UE moves in or out of the MBS service area.
UE:
-	The UE may request a PDU session modification to the SMF for the delivery mode switching of an MBS session, e.g. due to change of user preferences on delivery mode for the services/applications.
NG-RAN:
-	The NG-RAN indicates to the SMF when the AN resources onto which a QoS Flow of an MBS session is mapped are switched from multicast/broadcast to unicast (or vice versa). Upon reception of an N2 message for delivery mode switching of an MBS session, the NG-RAN may perform the AN resource modification for the MBS session with the appropriate QoS profiles and switches to the tunnel of the new delivery mode for data transfer.
UPF:
-	The UPF, upon reception of an N4 session modification request from the SMF for delivery mode switching of an MBS session, enforces the updated N4 rules for packet detection, QoS enforcement and reporting and switches to the tunnel for the new delivery mode.
6.32	Solution #32: MBS Session activation and deactivation	Comment by LiMeng, Rapporteur: 
6.32.1	Functional description
This contribution proposes a solution for MBS session activation and deactivation and based on solution #3 (see TR 23.757 clause 6.3). 
NOTE 1: 	The initial MBS session activation is covered in solution 3. However, the present solution adds the possibility to de-activate and re-activate the MGS session. 
This contribution also proposes a solution for re-activating an MBS sessions after UEs within the MBS session transited to the IDLE state.
NOTE 2: 	It is assumed that UEs enter the IDLE state based on existing RAN procedures, and not based on the MBS session deactivation procedure. Confirmation from RAN that UEs participating in an MBS session can enter the IDLE state is required. 
NOTE 3: 	It is possible to use either the procedure for MBS sessions activation, or the procedure for re-activating an MBS sessions after UEs within the MBS session transited to the IDLE state. Also when the UE in any state the MBS Session activation/deactivation can be used. 
The SMF handling an associated PDU session subscribes to the MB-SMF based on the multicast group ID for the MBS session activation/deactivation notification when it retrieves the multicast QoS information from MB-SMF first time.
The Multicast Session Context include the group membership (i.e. which UE is belonged to this Multicast group) and multicast flow information. It is possible that multicast flow is removed or added due to the session deactivation and activation. 
MBS Session activation:
The content provider initiates the MBS session activate procedure to activate an MBS session. During this procedure, the MBS session related multicast flow information in UE, RAN, SMF are added. The MBS session state in MB-SMF is set to active state.
MBS Session deactivation:
The content provider initiates the MBS session deactivate procedure to deactivate an MBS session. During this procedure, the MBS session related multicast flow information in UE, RAN, SMF are removed. Except the multicast flow information the MBS session related other information in SMF, MB-SMF are kept and MBS session state in MB-SMF is set as inactive state. The inactive MBS session can be reactivated by the MBS session activate procedure. 
The MBS Session can also be activated due to the incoming MBS data packet, or be deactivated based on an inactivity timer configured by the MB-SMF at the MB-UPF.
[bookmark: _Toc31176951]Re-activating an MBS sessions after UEs within the MBS session transited to the IDLE state
When no multicast data are transmitted within a multicast session for a certain period, a UE subscribed to a multicast session may become idle. The UE will then be released from the RAN node, and the RAN node may leave the multicast data distribution tree. The AMF and SMF maintain information about the UEs subscription to the multicast group and about multicast QoS flows.
When the MB-UPF detects that multicast data arrive, it notifies the MB-SMF, and the MB-SMF notifies the SMFs that subscribed. For an idle UE within the multicast session, the SMF requests the AMF to page the UE. When the UE transitions to the connected state, a new RAN node may be assigned to the UE.
6.32.2	Procedures
[bookmark: _Toc50193078][bookmark: _Toc50467223]6.32.2.1 MBS session activate procedure
The content provider initiates the MBS session activate procedure to activate an MBS session. During this procedure, the MBS session is changed to active state in MB-SMF and multicast QoS flow related information in SMF and RAN are added.  The MBS session can also be activated from UP.

Figure 6.32.2.1-1: MBS session activate procedure.
1. A Multicast session is established and an MB-SMF is selected as described for solution 3.
2. As part of the multicast session establishment procedure of solution 3, resources to handle the multicast data reception are reserved at the MB-UPF. In preparation for Alternative 2, i.e. clause 6.x.2.1 step 8, the MB-UPF may be configured to report when the first PDU of a Multicast session is received after a configurable period,
3. As described for solution 3, an SMF receives a join request for the multicast session.
4. As described for solution 3, an SMF retrieves information related to that multicast session from the UDR including the MB-SMF ID
5. The SMF subscribes at the MB_SMF to notifications when multicast data are being received, i.e. notifications when the first content of a multicast session is received after a silence period or when the MBS session is to be activated.
6. The MBS session is deactivated as described in subclause 6.32.2.2.
Either step 7 (alternative 1) or step 8 (alternative 2) is executed.
7. The content provider want to activate an MBS session. The content provider sends the multicast session Request to the 5GC via NEF as procedure defined in clause 6.3.2.2.2a.The message includes an existing multicast group ID and also an indication of MBS Session activation. As for the Multicast group configuration procedure, the MB-SMF/MB-UPF allocate the related resource for multicast flow delivery.  
8.  The MBS Session activation can also be triggered from the user plane. 
When the MB-UPF received an MBS Data packet and related MBS Session is in inactivate state, i.e. no DL tunnel info, the MB-UPF notify the MB-SMF of Session activation. Per that indication, the MB-SMF can activate the MBS session.
The difference between the CP/UP MBS session activate is that:
· In the UP session activate case, the multicast QoS flow information reuse the previous multicast QoS flow information stored at the MB-SMF/MB-UPF.
· In the CP session activate case, the multicast QoS flow information use the information provided by the content provided in the step 1.     
9.  Using the multicast group ID the MB-SMF determines the affected SMF(s) (i.e., the serving SMFs for the group member UE associated PDU sessions). 
The MB-SMF sends the MBS session activation request (multicast group ID, QoS flow information) to all affected SMF(s).
    10.   After receives the MBS session activate request, based on the multicast group ID, the SMF identifies the related UE and its associated PDU session. 
For each identified UE, if multicast resources were not allocated, the SMF adds the mapped QoS flow to the associated unicast PDU session and invokes the Namf_N1N2MessageTransfer service (N2 SM information (PDU Session ID, Multicast Context ID), N1 SM container (PDU Session Modification Command (PDU Session ID, multicast information ([Multicast Context ID], multicast address)). If the associated PDU session is deactivated, the associated PDU session need to be activated. 
If the related UE is in CM-IDLE state, step 11 to step 13 apply.
11-12. As the UE is in CM-IDLE state, the AMF pages the UE via RAN within Registration Area. 
NOTE: 	Depending on paging procedures introduced in 3GPP RAN WGs: To save radio resource usage, the SMF can indicate multicast group ID to AMF to enable it triggers group paging. In that case RAN ignores duplicated group paging request receives from AMF(s). 
13.   Upon reception of paging request, the UE initiates the Service Request procedure to change to CM-CONNECTED state. 
14.    For each related UE, the 5GC handling is same as for the UE joining the MBS Session defined in the clause 6.3.2.1. This includes the case multicast flow is transferred via MBS session or via PDU Session. 
[bookmark: _Toc50193079][bookmark: _Toc50467224]6.32.2.2 MBS session deactivation procedure
The content provider initiates the MBS session deactivate procedure to deactivate a MBS session. During this procedure, the MBS session is changed to inactive state and related multicast QoS flow information in UE and RAN, SMF are removed. The multicast group membership information in SMF, MB-SMF, and UDR are kept. The inactive MBS session can be reactivated by the MBS session activate procedure later. The MBS session can also be triggered to deactivate from UP.  

Figure 6.32.2.2-1: MBS session deactivate procedure.
1. A Multicast session is established and an MB-SMF is selected as described for solution 3.
2. As part of the multicast session establishment procedure of solution 3, resources to handle the multicast data reception are reserved at the MB-UPF. In preparation for Alternative 2, i.e. clause 6.x.2.3 step 8, the MB-UPF may be configured to report when the first PDU of a Multicast session is received after a configurable period,
3. As described for solution 3, an SMF receives a join request for then multicast session.
4. As described for solution 3, an SMF retrieves information related to that multicast session from the UDR including the MB-SMF ID
5. The SMF subscribes at the MB_SMF to notifications when multicast data are being received, i.e. notifications when the first content of a multicast session is received after a silence period or when the MBS session is to be deactivated.
Either step 6 (alternative 1) or step 7 (alternative 2) is executed.
6.	The content provider want to deactivate a MBS session. The content provider sends the multicast session Request to the 5GC via NEF as procedure defined in clause 6.3.2.2. The message includes an existing multicast group ID and also an indication of MBS Session deactivation. Similar as the Multicast group configuration procedure, the MB-SMF/MB-UPF release the allocated resource for multicast flow delivery which includes the multicast QoS flow information.  
7.  The MBS Session deactivation can also be triggered to deactivate from the user plane. 
When the MB-UPF detects that the PDU Session has no data transfer for a specified Inactivity period, the MB-UPF reports the session inactivity to the MB-SMF. 
The MB-SMF keeps the multicast QoS flow information stored at the MB-SMF/MB-UPF.  
8.  Using the multicast group ID the MB-SMF determines the affected SMF(s) (i.e., the serving SMFs for the group member UE associated PDU sessions). 
The MB-SMF sends MBS session deactivation request (multicast group ID) to all affected SMF(s). The SMF removes the mapped QoS flow from the associated unicast PDU session.
9.  For each related UE, the 5GC handling is similar as the UE leave the MBS Session defined in the clause 6.3.2.3. This includes the case multicast flow is transferred via MBS session or via PDU Session. The difference is that the multicast group membership information is still kept in the SMF/MB-SMF MBS Session context.
[bookmark: _Toc50193080][bookmark: _Toc50467225]6.32.2.3	MBS session Reactivation for IDLE UEs 
When no multicast data are transmitted within a multicast session for a certain period, a UE subscribed to a multicast session may become idle. Such a UE needs to be paged when multicast data are again being transmitted and a new RAN node may be assigned to the UE during the idle to connected mode transition.
The reception of multicast data is observed at the MB-UPF and the information that multicast data are received after a silence period is propagated via MB-SMF to all SMFs that handle PDU sessions for UEs that joined the multicast session. SMFs receiving that information request for all PDU sessions related to UEs that joined the multicast session a paging of the UE (downlink data notification).


Figure 6.32.2.4-1: Receiving multicast data while UE is idle
1. A Mulicast session is established and an MB-SMF is selected as described for solution 3. 
2. As part of the multicast session establishment procedure of solution 3, resources to handle the multicast data reception are reserved at the MB-UPF. The MB-UPF is configured to report when the first PDU of a Multicast session is received after a configurable period,
3. As described for solution 3, an SMF receives a join request for the multicast session.
4. As described for solution 3, an SMF retrieves information related to that multicast session from the UDR including the MB-SMF ID
5. The SMF subscribes at the MB_SMF to notifications when multicast data are being received, i.e. notifications when the first content of a multicast session is received after a silence period
6. No Multicast date are received for some time. There is also no other UE activity and UE transitions into IDLE state.
7. Multicast data arrive after a silence period
8. The MB-UPF reports the reception of multicast data to the MB-SMF.
9. The MB-SMF notifies SMFs that have subscribed about the reception of multicast data
10. The SMF sends a Downlink Data Notification towards the AMF for each identified UE within the multicast session.
11. The AMFs receiving the Downlink Data Notification pages the related UE.
12. When the UE becomes connected, a RAN node is selected and the SMF is informed. The RAN node obtains from the AMF information related to the UE that includes information about the multicast sessions that the UE joined. During idle to connected mode transition the SMF detects whether the UE is connecting via a supporting or non-supporting NG RAN node, and configures the UPF and NG RAN accordingly.
13. If the selected RAN node supports MBS and does not yet receive multicast data for the multicast session, it request multicast data transmission from the MB-SMF as described for solution 3.
[bookmark: _Toc50193081][bookmark: _Toc50467226]6.32.3	Impacts on services, entities and interfaces
SMF:
-	The SMF support the MBS Session activate or deactivate procedure.    
MB-SMF:
-	The MB-SMF support the MBS Session activate or deactivate procedure.    
AMF:
-	Upon reception of the Namf_N1N2MessageTransfer service message, if the group member UE in CM-IDLE and if the multicast group ID is included, the AMF may support a new capability to trigger the group paging in a response to the reception of a multicast group ID. 
[bookmark: _Toc50193082][bookmark: _Toc50467227]6.33	Solution #33: PFCP-based interactions between MBSF and MBSU
[bookmark: _Toc50193083][bookmark: _Toc50467228]6.33.1	Functional Description
[bookmark: _Toc50193084][bookmark: _Toc50467229]6.33.1.1	System Architecture
Baseline architectures Architecture 1 contains an MSF-U controlled by an MSF-C, and architecture 2 contains a MBSU controlled by an MBSF for similar tasks; the MBSF is integrated into the NEF. The proposed converged architecture also contains an MBSU controlled by an MBSF. It is expected that proposed solution can be applied to baseline architecture 1, baseline architecture 2, and the converged architecture.
TS 29.244 [17] defines a CP function that could be MSF-C, NEF, or MBSF, and a UP function that could be a MSF-U or MBSU; the terms CP function and UP function will be used in what follows.	Comment by LiMeng, Rapporteur: 
Editor’s note: It’s FFS if N4 interface as specified in TS 29.244 [17] is suitable for the interaction between MSF-C and MSF-U. Collaboration with other WGs (e.g. SA4) is needed.	Comment by LiMeng, Rapporteur: 
[bookmark: _Toc50193085][bookmark: _Toc50467230]6.33.1.1	High Level Proposal
The procedures between UP function and CP function will be an extension on N4/PFCP procedures (see TS 23.501 [2] and TS 29.244 [17]).	Comment by LiMeng, Rapporteur: 
This has the advantage that PFCP is well known in the 3GPP ecosystem and that implementations collocating the UPF (that is already controlled using PFCP) and the MBSU to minimize the user plane processing resources could also become possible in that manner.
[bookmark: _Toc50193086][bookmark: _Toc50467231]6.33.1.2	Requirements
The UPF will need to support transcoding, Forward Error Correction (FEC), and Robust Header Corrections (ROHC)
For FEC, two outgoing streams are created for one incoming stream: a main stream and a repair stream. If several content streams are received, they will be transmitted as several outgoing streams, but a single FEC repair stream can be send for all those content streams. 
For ROHC, several outgoing content or FEC repair streams may be combined in one ROHC stream.
For Transcoding:
· it may be necessary to receive an incoming RTCP stream with feedback for an outgoing RTP stream and adjust the transcoder accordingly
· it may be necessary to send an outgoing RTCP stream with feedback derived by the transcoding for an incoming RTP stream.
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Figure 6.33.1.2-1: Incoming ang outgoing data streams at the UPF
[bookmark: _Toc50193087][bookmark: _Toc50467232]6.33.1.3	PFCP extensions

It is suggested that the CP function supplies newly introduced “Packet Processing Rules” (PPR), extended Packet Detection Rules(PDR), and Forwarding action rules (FAR) to the UP Function as part of a PFCP session establishment or modification
The UPF processes and modifies incoming media according to the received instructions in the PPR :
· It transcodes the media as requested by the CPF
· It applies Robust header compression to outgoing media when requested by the CPF
· It applies Forward Error Correction to outgoing media and generates an associated outgoing FEC repair stream when requested by the CPF 
· It monitors the incoming media stream and generates an associated RTCP feedback stream when requested by the CPF
· It receives an incoming RTCP feedback stream and may adjust the media processing based on the RTCP feedback when requested by the CPF
· It provides Event notifications about media processing related Events to the CPF when requested by the CPF.

A PPR contains:
· An PPR identifier
· Information about the outgoing media format (e.g. CODEC, FEC, ROHC, and possible parameters for the outgoing media format:
· Type (e.g. CODEC, FEC, ROHC)
· Codec specific parameter, e.g. for AMR parameters as defined in Clause 8.1 of  IETFRFC 4867
· Transport, e.g. RTP profile
· For ROHC (see RFC IERTF 5795 and IETF RFC 3095): Either profile, target periodicity for full header packets, MAX_CID parameter
· For FEC framework configuration information (see subclause 5.5 of IETF RFC 6363)
· opional FAR ID for the outgoing media stream
· optional subsequent PPR ID
· Optional information about the incoming media format
· Type (e.g. CODEC, FEC, ROHC)
· Codec specific parameter, e.g. for AMR parameters as defined in Clause 8.1 of IETF RFC 4867
· Transport, e.g. RTP profile
· Optional information about associated outgoing media stream;
· An FAR identifier and/or an PPR ID
· Type (e.g. RTCP feedback for incoming media format, FEC repair flow, ROHC flow)
· Optional media format specific parameter
· Optional information about associated incoming stream:
· Type (e.g. RTCP feedback for outgoing media format, ROHC feedback)
· Optional media format specific parameter
· Events to be reported to CP function, e.g.
· Unexpected Input media
· Resource shortage
· For FEC and ROHC: Session establishment success or failure.

The Packet detection rule (PDR) is used as follows:
· An optional IE to contain PPR ID to be applied for traffic matching the PDR. Several PPR IDs may be provided and all related PPR shall then be applied in consecution, in the order the PPR IDS are provided
· An indication of the usage of the traffic within the PPR (e.g. associated stream, RTCP, ROHC, media), can be omitted for media usage
· The existing FAR ID in the PDR applies for the main output stream of the PPR
· If the PDR contains an associated PPR ID or indicates that the traffic is not to be used for media (but e.g for RTCP) within the PDR, it does not contain a FAR ID.
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Figure 6.33.1.2-1: Description of packet processing in the UPF using Packet Detection Rules (PDRs), Packet Processing Rules (PPRs), and Forwarding Action Rules (FARs)

[bookmark: _Toc50193088][bookmark: _Toc50467233]6.33.2	Procedures



Figure 6.33.2-1: PFCP interactions to configure UPF packet processing
1. CPF sends PFCP Session Establishment Request  and includes PDRs (with PPR ID, and possible PPR usage information), PPRs (with information about incoming and outgoing encoding and a possible application of FEC and ROHC, about associated incoming streams, and about associated outgoing streams with FAR IDs, and media processing related Events to be reported), and FARs)
2. UPF is configured accordingly
3. UPF receives an incoming packet
4. UPF processes the incoming packet;
-	It searches a matching PDR
-	It select PPR(s) according to PPR ID(s) in PDR.
-	It transcodes and applies ROHC and/or FEC according to PPR(s)
-	If sends outgoing packets as described by FARs
5. UPF sends outgoing packet.
6. UPF generates RTCP feedback based on PPR instructions and sends it in backward direction.
7. UPF may report media processing related events to CPF based on CPF subscriptions.
8. UPF receives an incoming RTCP packet in backward direction.
9. UPF processes the incoming RTCP packet;
-	It searches a matching PDR
-	It select PPR(s) according to PPR ID(s) in PDR and forwards the stream as RTCP stream to PPR based on usage information in PDR.
-	It may adjust the media processing base4d on the received feedback.


To enable that several media streams are obtaining a single outgoing FEC repair stream, several media streams point to the same PPR for FEC. The pointer may be the PPR ID in the PDR of each media stream. A PPR for FEC may thus have several input media streams and will then produce an output media stream for each input media stream (and send this stream to the FAR ID in the corresponding PDR), and in addition an FEC repair stream (to be sent to the FAR ID for the outgoing media streams. The PPPR for FEC can be invoked after other PPRs for transcoding.
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Figure 6.33.2-2: Description of packet processing in the UPF when several media streams are obtaining a single outgoing FEC repair stream

To enable that several media streams are grouped together in a single ROHC flow, several media streams point to the same PPR for ROHC. The pointer may be the PPR ID in the PDR of each media stream and the PDR will then not contain a FAR ID. A PPR for FEC may thus have several input media streams and will then produce only a single ROHC stream (to be sent to the FAR ID for the outgoing media stream in the ROHC PPR). The PPR for FEC can be invoked after other PPRs for transcoding or FEC.
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Figure 6.33.2-3: Description of packet processing in the UPF when several outgoing media streams are encapsulated together in a single outgoing ROHC flow

[bookmark: _Toc50193089][bookmark: _Toc50467234]6.33.3	Impacts on services, entities and interfaces
MBSF:
-	Support PFCP extended by Packet Processing Rules
MBSU:
-	Support PFCP extended by Packet Processing Rules
-	Support media processing such as transcoding, FEC and ROHC
[bookmark: _Toc50193090][bookmark: _Toc50467235]6.34	Solution #34: ASP-handled UE request and authorization
This is ONE of the solutions for “Key Issue #3: Levels of authorization for Multicast communication services”.
With this solution, the ASP handles all requests from UEs to receive traffic and then notifies the 5MBS system to deliver multicast traffic to the requesting UE.
Consider that a content provider (CP, i.e. ASP) who currently delivers content via IPv4/6 unicast. A subscriber of the CP clicks a link on a web portal to request certain content. That request is typically handled by a CDN node closest to the requesting subscriber. The CDN node starts delivering the content via unicast after authorization. If the CDN node itself does not yet have the requested content, it first requests the content from an upper level node.
That model works transparently regardless of how the subscriber is connected to the CDN node, e.g. whether it is via wireline or wireless (3GPP) connection. Now if the requested content is real-time, popular, and high data rate (e.g. World Cup Soccer matches, American Football games or Chinese Spring Festival Gala), a huge number of viewers simultaneously watching will put a huge burden on the network service providers (SPs). As more and more people watch content on their UEs, this will also impact MNOs because many duplicate copies of the same content will be delivered by the MNOs.
One way to relieve the burden is for the CP to use multicast for large scale delivery of real-time high data rate content, coordinating with SPs. Using IPTV infrastructure is one option and using transparent IPv4/v6 multicast transport mode of 5MBS is another option in case of MNO. This is explained further in the following sub-sections.
[bookmark: _Toc50193091][bookmark: _Toc50467236]6.34.1	Functional description
One particular consideration the CP has is that it wants to keep its current model of handling content request and authorization on its own. Once it decides that a particular multicast content is to be delivered to a certain subscriber, it will notify the network service provider to set up relevant state.
Suppose that the CP/ASP has an agreement with an MNO to deliver IPv4/v6 multicast to UEs and the following approaches are taken:
· The ASP does its own handling of subscriber requests and authorization, and then notifies the MNO to start/stop delivery of certain IPv4/v6 multicast flow to certain UEs. Notice that in this case the UEs don’t interact with MNO (e.g. sending IGMP joins) to request multicast data.
· The MNO tries to set up multicast sessions to the specified UEs per requests from the ASP. The success/failure status may be notified back to the ASP so that both operators have the data for tracking charges.
This model works between CPs and SPs (both MNOs and wireline SPs). It will facilitate the adoption of multicast for large scale real-time high data rate content delivery, which benefits both the CPs and MNOs/SPs.
[bookmark: _Toc50193092][bookmark: _Toc50467237]6.34.2	Procedures
The high level procedures for the ASP-MNO interactions are outlined in the previous section already. Once the MNO gets the notification from the ASP to start/stop sending multicast traffic to a UE, it can be handled as if an IGMP/MLD join/leave message was received from the UE in the PDU session.
The procedures are integrated into session management solutions. At this time, only integration with Solution #3 is specified but it is expected to be integrated also with other selected solutions as appropriate.
Specifically, alternative 1a is added to Clause 6.3.2.1 and 6.3.2.3:
Alternative 1a: ASP (Application Service Provider) signalling (ASP requests 5GC to start/stop sending certain multicast session data to a certain UE).
4A. The ASP determines that a certain UE (identified by its IP address) should start/stop receiving multicast traffic identified as (multicast source, multicast group), and notifies 5GS via NEF.
Editor’s Note: Whether the IP address alone is enough to identify the UE or if GPSI should be used is FFS. Ideally, the ASP should use the same signalling for both wireline and wireless networks so using IP address alone is preferred. When the application on a UE communicates with the ASP, its address can be detected by the ASP and used in the ASP’s signalling to 5GS, which should be able to identify the UE based on its address.
4B. The NEF identifies the SMF1 that is responsible for the UE and notifies SMF1 of (multicast source, multicast group, UE address, start/stop). This is as if the UE sent IGMP/MLD join/leave to UPF1 and UPF1 intern notified SMF1 as in Alternative 1.
Editor’s Note: handling of case where UE is not connected is FFS. 	Comment by LiMeng, Rapporteur: Correct the format.
4C. The SMF1 notifies session setup/deactivation result to ASP via NEF.
[bookmark: _Toc50193093][bookmark: _Toc50467238]6.34.3	Impacts Analysis
To make this work, there need to be defined interfaces between ASP and MNO for the following:
1. ASP registers with MNO for IPv4/v6 multicast delivery with certain QoS requirement
2. ASP notifies MNO of the IP addresses of UEs that should start/stop receiving certain IPv4/v6 multicast flow
3. MNO notifies ASP of the success/failure status of corresponding notifications from ASP
The above are likely Nnef interfaces. Depending on how 5MBS is implemented, Namf/Nsmf/N2/N4 interfaces may be impacted based on the Nnef signaling with ASPs.
[bookmark: _Toc50193094][bookmark: _Toc50467239]6.35	Solution #35: AF specific priority for 5MBS group member
[bookmark: _Toc50193095][bookmark: _Toc50467240]6.35.1	Functional description
This solution addresses Key Issue #4 "QoS level support for Multicast and Broadcast communication services". It is based on the baseline architecture 2 in Annex A.2, but might also be applied to architecture 1 in Annex A.1. By addressing the aspects of KI#4, it is complementary to other solutions to KI#1 and #7 and possibly also to other solutions to KI#4.
Any time during an ongoing MBS session or any time after TMGI allocation, the AF may provide QoS information to the PCF, including specific QoS requirements for the MBS service data flows of a specific UE. In RAN this may (depending on RAN decisions) result e.g. in applying HARQ for the PTM delivery to the UE even in a loaded resource situation where RAN cannot do this to all UEs, or other RAN NR specific handling. Note, the term “QoS” should in this solution be interpreted more generally such as the term “reliability”. Based on the received information, the PCF determines provides PDU Session policy control information to the SMF including the specific QoS requirements for the MBS service data flows of the UE (but that information may be transparently conveyed by the PCF and the 5GC to the RAN). The SMF provides the QoS requirements for the MBS service data flows i.e. MBS session ID and MBS session priority to the RAN. Note, the specific priority is set on bearer level and not on flow level. 
NOTE 1:	The PCF provisions PDU Session policy control information to the SMF of the PDU Session known by the AF (e.g. used for application level signalling) and the SMF conveys the QoS information to the NR RAN. 
Editor´s Note: It is assumed that the AF indicates the priority for an ongoing multicast session and registered user. Cases where one or both of those conditions do not apply are FFS.
Editor´s Note: RAN coordination is required for special priority procedures.

[bookmark: _Toc50193096][bookmark: _Toc50467241]6.35.2	Procedures
[bookmark: _Toc50193097][bookmark: _Toc50467242][bookmark: _Toc36191989][bookmark: _Toc45193079]6.35.2.1	AF session with required QoS update procedure
The below description specifies updates to TS 23.502 clause 4.15.6.6a "AF session with required QoS update procedure". Proposed changes are shown below as italic bold text. Note that the procedure “Setting up an AF session with required QoS procedure” is also impacted with similar changes as defined below.


Figure 6.35.2.1-1 (is TS 23.502 figure 4.15.6.6a-1: AF session with required QoS update procedure)
1.	For an established AF session with required QoS, the AF may send a Nnef_AFsessionWithQoS_Update request message (Transaction Reference ID, [MBS Session Priority, MBS Session ID]) to NEF for requesting prioritization of the MBS Session of a UE.
	The MBS Session ID may be a list of MBS Session IDs with associated MBS Session Priority for each MBS Session ID. A UE may be a member of multiple groups and the AF may want to set priorities for all the UE’s groups in a single message. 
2-7. Steps unchanged compared to TS 23.502 clause 4.15.6.6a. 

Subsequently, as a result of the above, a PDU Session modification is triggered by update of the policy by the PCF using the PCF initiated SM policy association modification.
· PDU Modification procedure of the PDU Session associated with the MBS Session provides the MBS Session Priority and the MBS Session ID (e.g. the TMGI) to the RAN.
· By reception of the MBS Session ID/TMGI RAN identifies that the QoS profiles is applied on the handling of the MBS Session for that UE.

[bookmark: _Toc50193098][bookmark: _Toc50467243][bookmark: _Toc20203980][bookmark: _Toc27894666][bookmark: _Toc36191733][bookmark: _Toc45192819]6.35.2.2	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)
The below description specifies updates to TS 23.502 clause 4.3.3.2 "UE or network requested PDU Session Modification (non-roaming and roaming with local breakout)". Proposed changes are shown below as italic bold text.
The UE or network requested PDU Session Modification procedure (non-roaming and roaming with local breakout scenario) is depicted in figure 4.3.3.2-1.


Figure: 6.35.2.2-1 (is TS 23.502 figure 4.3.3.2-1: UE or network requested PDU Session Modification (for non-roaming and roaming with local breakout))
1.	The procedure may be triggered by following events:
1a. Step unchanged compared to TS 23.502 clause 4.3.3.2.
1b.	(SMF requested modification) The PCF performs a PCF initiated SM Policy Association Modification procedure as defined in clause 4.16.5.2 to notify SMF about the modification of policies. 
If the UE specific QoS level for an MBS Session is requested, the PCF generates the QoS policy for the corresponding MBS Session, and provides the policy in the PDU session policy control information with the reference to the MBS Session to the SMF in this step.
1c-3a.	Steps unchanged compared to TS 23.502 clause 4.3.3.2.
3b.	For SMF requested modification, the SMF invokes Namf_Communication_N1N2MessageTransfer ([N2 SM information] (PDU Session ID, QFI(s), QoS Profile(s), [Alternative QoS Profile(s)], Session-AMBR, [CN Tunnel Info(s)], QoS Monitoring indication, QoS Monitoring reporting frequency, [TSCAI(s)], MBS Session Priority, MBS Session ID),  N1 SM container (PDU Session Modification Command (PDU Session ID, QoS rule(s), QoS Flow level QoS parameters if needed for the QoS Flow(s) associated with the QoS rule(s), QoS rule operation and QoS Flow level QoS parameters operation, Session-AMBR))).
If the PCF generates a QoS policy for the corresponding MBS Session, and provides the policy in PDU session policy control information with the reference to the MBS Session to the SMF in step 1b, the SMF forwards the MBS Session Priority and the associated MBS Session ID to the RAN.
3c-4.	Steps unchanged compared to TS 23.502 clause 4.3.3.2.
5.	The (R)AN may issue AN specific signalling exchange with the UE that is related with the information received from SMF. For example, in the case of a NG-RAN, an RRC Connection Reconfiguration may take place with the UE modifying the necessary (R)AN resources related to the PDU Session or if only N1 SM container is received in step 4 from AMF, RAN transports only the N1 SM container to the UE.
	The (R)AN may consider the updated CN assisted RAN parameters tuning to reconfigure the AS parameters.
	As part of this, the N1 SM container is provided to the UE. If the N1 SM container includes a Port Management Information Container then the UE provides the container to DS-TT.
If RAN received MBS Session Priority associated with MBS Session ID, RAN uses this information for local RRM policies to ensure for that UE the QoS level for the respective MBS Session(s) is provided.
6-13.	Steps unchanged compared to TS 23.502 clause 4.3.3.2.
[bookmark: _Toc50193099][bookmark: _Toc50467244]6.35.3	Impacts Analysis
AF:
-	The AF provides specific QoS to the PCF. A new IE is added to the existing procedure for PDU Session QoS update.
PCF:
-	The PCF provides PDU session policy control information including the MBS Session ID and MBS priority that is propagated to NG-RAN using existing procedure for PDU Session QoS update.
SMF:
-	The SMF determines the new QoS profiles and provides to the NG-RAN. 
-	The new QoS profile is also stored in SMF to be conveyed at subsequent transitions to CM-CONNECTED mode.
UPF:
-	No impact. The new QoS profile for specific QoS is only used in NG-RAN.
NG-RAN:
-	The NG-RAN links the new QoS profile to a specific MB Session based on a TMGI in the QoS profile.
-	The NG-RAN uses the new QoS profile to control QoS of a MB Session for a specific user or member of the MB Session.
[bookmark: _Toc50193100][bookmark: _Toc50467245]6.36	Solution #36: QoS Control for MBS Session
[bookmark: _Toc50193101][bookmark: _Toc50467246]6.36.1	Functional description
The solution provides a solution to KI#4.
If the MBS service is provided by a dedicated PDU to a UE (i.e. 5GC Individual MBS traffic delivery method as defined in clause 4.4), the QoS Control is the same the QoS control as defined in clause 5.7 in TS 23.501.
This solution only focus on the MBS service provided by 5GC shared MBS traffic delivery method.
The QoS Control (e.g. QoS Parameters, QoS Characteristics etc) for the MBS Session is similar with PDU Session, so only the differences of the QoS Control between the PDU session and MBS session control are listed here, the same part are not listed here.
There are differences as below:
1) Uni-directional QoS Control for the MBS Session
Only DL direction QoS Control and all the MBS QoS Flow are DL only, and No UL Packet filter sets is used in (MB-)UPF and UE in the MBS Session.
The QoS Control is per MBS Session, it is not per UE per MBS Session.
Editor's note:	For the bullet 3) and 4), it is FFS whether Non-GBR QoS Flow is supported for MBS Session.	Comment by LiMeng, Rapporteur: Correct the format.
2) For the GBR QoS Flow, QNC and alternative QoS Profile is not used.
3) For the Non-GBR QoS Flow, Reflective QoS is not used.
4) MBS Session-AMBR
Each MBS Session is associated with an MBS Session-AMBR. The MBS Session-AMBR limits the aggregate bit rate that can be expected to be provided across all Non-GBR QoS Flows for the MBS Session. The MBS Session-AMBR is measured over an AMBR averaging window which is a standardized value. The MBS Session-AMBR is not applicable to GBR QoS Flows of the MBS Session.
Unlike the subscribed Session-AMBR in UE subscription data in UDM, there is no per UE subscribed MBS Session-AMBR in a UE subscription. The MBS Session-AMBR is provided by the MBS AF(or MBSF) to the PCF, the PCF can change the MBS Session-AMBR based on the local operator's policy. The PCF provides the MBS Session-AMBR to the (MB-)SMF via the PCC rules. The (MB-)SMF can change the MBS Session-AMBR based on local policy. The MBS Session-AMBR is provided to RAN and (MB-)UPF. The RAN and (MB-)UPF performance the MBS Session AMBR enforcement.
5) UE-AMBR
The UE-AMBR does not associate with any MBS Session-AMBR. The UE-AMBR limits the aggregate bit rate that can be expected to be provided across all Non-GBR QoS Flows excluding the MBS Session of a UE. Each (R)AN shall set its UE-AMBR to the sum of the Session-AMBR of all PDU Sessions excluding the MBS Session.

There are some QoS-related functions need to TBD as below :
1) Whether Delay Critical resource type GBR QoS is supported in the MBS Session ?
2) Whether new 5QI is defined for the MBS Session ? Whether new QoS characteristic is defined for the MBS Session?
[bookmark: _Toc50193102][bookmark: _Toc50467247]6.36.2	Procedures
It is expected that procedures to address the requirements QoS control defined in this solution proposal are proposed as part of MBS session management procedure.
[bookmark: _Toc50193103][bookmark: _Toc50467248]6.36.3	Impacts on services, entities and interfaces
In order to support this solution, the involved network entities need to support the following functionality.
[bookmark: _Toc50193104][bookmark: _Toc50467249]6.37	Solution #37: QoS level support for Multicast and Broadcast communication services
[bookmark: _Toc50193105][bookmark: _Toc50467250]6.37.1	Functional description
This solution addresses Key Issue #4 "QoS level support for Multicast and Broadcast communication services" based on the baseline architecture 1 in Annex A.1(Figure 2). By addressing the aspects of KI#4, it is complementary to other solutions to KI#1 and #7. 
As described 5G QoS model as defined in TS 23.501 [2] clause 5.7, the 5GC and NG-RAN ensure QoS by mapping the DL packets to appropriate QoS Flows and radio bearer. There are two stages of OoS mapping in 23.501, the first stage is mapping of service data flows (SDFs) to MBS QoS flows (i.e., each flow is characterized by a QFIs and associated QoS profile) at NAS level. The second stage is mapping QoS flows (i.e., the user plane traffic with the same QFI a QoS profile within a PDU session) to the appropriate AN resources (i.e., radio bearers), in a way that ensures that each QoS flow will receive the appropriate forwarding treatment at AS level. We propose to classify and associate the UEs (at one of the above mapping stages) with the QoS flows of the MBS service(s) that they are interested to receive; and to achieve that: we propose the following changes for NR MBS QoS enforcement.
· An UPF or NG-RAN performs QoS enforcement ;
· An AMF, SMF, UPF or NG-RAN performs the classification of UEs within MBS service area according their MBS service interest into different MBS service groups,  and the association UEs with flows or QoS profiles;
· In case that, UPF performs QoS enforcement, the SMF conveys service data flow (SDF) to MBS OoS flow QoS mapping. In this case, SMF may associate UEs with the MBS QoS flows associated with the service they interest in (i.e., based on the UE identity information received from AMF) and provide the QoS flow and UE association information to UPF. Alternatively, SMF may may provide the MBS QoS flow characteristics to AMF via N11; and AMF performs QoS flow and UE association and provide the association information to NG-RAN -. In both cases, additional information such as QoS Flow and UE association and QoS flows information and/or QoS flows and UE identity are supposed to be provided by SMF (e.g., via a UE MBS context message) to NG-RAN (via N11 and N2 )or to UPF or SMF(via N4) or by AMF (via N4 and N11) . In case that SMF performs UEs and MBS flow QoS association, the UEs identity information can be forwarded by AMF to SMF via N11 (Figure 2). In this way, when UPF performs classification of DL packets for QoS flow marking, it can easily associate the packets of the QoS flow with the group of UEs that are interested in the service carried by flow, so that such packets will get the same forwarding treatment at RAN level. 
· In case that, NG-RAN performs QoS enforcement: the UPF conveys the classification of the user plane traffic belonging to a QoS flow via N3 (and N9) user plane marking using the QFI. In this case, UPF may associate UEs with QoS flows (i.e., based on UE identity information provided by AMF (via N11 and N4)) and QoS information provided by SMF, and forward the QoS flow information to NG-RAN. Alternatively, the NG-RAN itself may associate UEs with MBS QoS flow i.e., based on the QoS profile provided by UPF to NG-RAN over N3 tunnel or by SMF (via AMF over N11 and N2 reference points) and the UE identity information provided by AMF overN2, or based on service interest (or QoS requirement) indication and identity information provided by UE to NG-RAN. In this way, the NG-RAN with knowledge of UEs channel quality condition in MBS area can easily select to the appropriate radio bearers and forwarding treatment for each MBS QoS flow. 
AF

Service

SMF 
NEF/PCF
AMF 
Nnef/Npcf 
UPF
NG-RAN Node
Transport
N7 i.e. identities
N6 
N11
N2 
N2 
N3 
N3 
Control
 i.e. identities
Data
 i.e. identities
UE 
UE 
NG-RAN Node
UE 
UE 
N1 
MBS service areas 
N4 i.e. identities

              Figure 6.37.1-1: 5G MBS Network Architecture	Comment by LiMeng, Rapporteur: 
Editor's note: It is FFS and up to RAN WG2 whether to use an AS indication (e.g.,. within a SIB signalling, transport, logical or physical channels)  between UE and NG-RAN to indicate UEMBS service interest or the QoS of the interested  MBS service  carried within  the AS indication toward NG-RAN.
[bookmark: _Toc50193106][bookmark: _Toc50467251]6.37.2	Procedures
Editor's note:	This clause describes high-level procedures and information flows for the solution.
[bookmark: _MON_1641155577][bookmark: _Toc50193107][bookmark: _Toc50467252]6.37.3	Impacts Analysis
SMF: The SMF may receive UEs MBS context message from AMF, and may classify UEs within MBS service area based on their MBS service interest into different MBS service groups and associate each group with a QoS profile.
AMF: The AMF may receive NAS indication from UE containing MBS TMGI indication.  The AMF may forward UEs MBS context message to NG-RAN or SMF. The AMF may classify UEs within MBS service area based on their MBS service interest into different MBS service group and associate each group with a QoS profile.
UPF: The UPF may receive UE MBS context message form SMF or NG-RAN, classify UEs based on their MBS service interest into different MBS service groups, associate the packets of the QoS flow with the group of UEs that are interested in the service carried by the QoS flow. 
NG-RAN: The NG-RAN may classify UEs within MBS service area based on their MBS service interest into different MBS service groups, associate each group with a QoS profile and map the PDUs of MBS QoS flows received from UPF to the appropriate AN radio bearers and MBS scheduling configurations based on the QoS profile.. 
[bookmark: _Toc50193108][bookmark: _Toc50467253]6.38	Solution #38: Move to Local Multicast services 
[bookmark: _Toc50193109][bookmark: _Toc50467254]6.38.1	Functional description
This solution addresses Key Issue #6 and proposes a local multicast service procedures based on the MBS reference architecture alternative 2 (see clause A.2) and solution #6.
When the AF requests the MBSF to provide a multicast service, the AF provides the multicast service related information that may include service type, target (local) service area, target service UE group, QoS requirement information, and its local service availability (including e.g. local AF ID or address), where the service type indicates which kinds of MBS services e.g. V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service.
The MBSF setup the MBS service session for the multicast service. AF or MBSF announces the MBS services, which deliver the MBS service specific parameters e.g. DNN info, MBS service session ID, target service UE group ID, target service area, its local service availability (including e.g. local AF ID or address, local MBSU address), etc. to UEs. Then, the UE in local MBS service area may join the local multicast service for the MBS service session with local MBS indication via PDU session establishment/modification procedure, which the MB-SMF may verify by UE SM subscription information and notify the UE’s multicast joining request to the MBSF. In case of local MBS service, a local MBSU is selected by the MBSF and the MBSF requests the MB Session setup with the MB-SMF, which may get authorization for the QoS profile from the PCF.
The MB-SMF setup the MB Session based on the MBS service session ID, target service UE group ID, etc., and associates with the PDU session. During the PDU session establishment/modification procedure, the MB-SMF sets up the shared N3 tunnel between NG-RAN and local MB-UPF and the UE obtains the radio resource information to receive the MBS traffic. The shared N3 tunnel for non-local MBS service, if exists for the MBS service session ID and target service UE group, should be replaced with the shared N3 tunnel for local MBS service to the NG-RAN.
Based on the MBS capability of the NG-RAN in the local MBS service area, individual N3 tunnel may be released or deactivated.
[bookmark: _Toc50193110][bookmark: _Toc50467255]6.38.2	Procedures
[bookmark: _Toc50193111][bookmark: _Toc50467256]6.38.2.1	MBS Session initiation procedure for Local MBS services


Figure 6.38.2.1-1: MBS session initiation procedure for local multicast service	Comment by LiMeng, Rapporteur: 
The figure depicts MBS session initiation procedure for local multicast service as follows.
For (both local and non-local) MBS service setup:
1.	Third party contents provider (or AF) requests MBS service(s) to MBSF (optionally via NEF) with service characteristics (e.g. service type, optional target (local) service area, DNAI corresponding to a target (local) service area, target service UE group, etc.), where the service type indicates which kinds of MBS services e.g. public safety or V2X services, etc., and target service area indicate the area in which the contents provider wants to provide service. For the local MBS services, AF may provide target local service area. 
NOTE:	Based on the service type, target service area etc., AF may select an appropriate MBSF. The MBS service setup should be done for both local and non-local MBS services. 
2.	MBSF may check whether the AF is authorized to start the MBS service with PCF. And DNAI(s) corresponding to local service area is delivered to the PCF. If DNAI information has not come from AF, the MBSF provides the corresponding DNAI information to the local service area, which may get from O&M.  
3.	If the MBS service session is authorized, MBS service session is setup and its information (e.g. MBS service session ID, address information of the MBSU, etc.) is selected by the MBSF. For local MBS services, a local MBSU is selected and notified to the local AF in the next step. 
4.	The MBSF notifies the MBS service session information to the content provider or AF, which may have information for both local and non-local MBS services.
5.	MBS service announcement can be delivered to UEs in the target service area on application level, which includes the MBS service specific parameters e.g. DNN, MBS service session ID, its local MBS service support indication, target service UE group ID, target service area, etc. by AF or MBSF.
Editor's Note: It is FFS if the AF can determine UEs in the target service area.	Comment by LiMeng, Rapporteur: 
6. the UE detects in the local service area.

For UE joining the local multicast services:
7. If the UE belongs to target service UE group, the UE may join the multicast services via control plane (i.e. PDU session establishment procedure, where the same MB-SMF is selected based on its DNN info, MBS service session ID, target service area, etc.) with local MBS indication, which is verified based on the UE SM subscription information. In addition, the MB-SMF may notify the MBSF of the UE joining for the local multicast services.
8. The MBSF takes an appropriate local MBSU for the local multicast services, which may be selected by DNAI or target local service area.	Comment by LiMeng, Rapporteur: 

For MB Session setup:
9.	MBSF requests an MB session setup to MB-SMF 
10.	The MB-SMF may get service authorization including authorized QoS info and DNAI from PCF, which is authorized for the target service UE group.
11 & 12.	The MB-SMF selects a local MB-UPF and establishes a transport tunnel between local MBSU and local MB-UPF for shared delivery of the MBS data.
13.	If the UE has joined, the MB-SMF associates the PDU session with the corresponding MB Session, based on the target service UE group, MBS service session ID, etc.

In the case that shared N3 tunnel does not exist yet for the local MBS service area:
14-16.	For data transport of shared delivery, the MB-SMF establishes shared N3 tunnel with the NG-RAN(s) to the local MB-UPF. NG-RAN decides delivery mode of the MBS data i.e. point-to-point delivery or point-to-multipoint delivery e.g. based on the UE population sharing the target service UE group, MBS service session ID, etc. The remaining PDU session establishment procedure may be performed together and the NG-RAN notifies the information on the RAN resources for point-to multipoint mode to the UE via RRC signalling.
· if shared N3 tunnel exists as non-local MBS service for the MBS service session ID and target service UE group, the NG-RAN should not receive the corresponding MBS data from the (non-local) MB-UPF. So the corresponding MB session (dedicated to the non-local MBS service) should be deactivated to the NG-RAN.
· Individual N3 tunnel should not be setup or deactivated by step 14 ~ 16 if the MB-SMF detects that the whole local MBS service area is coved by MBS-capable NG-RANs, which are based on notification from the AMF based on N2 setup messages (e.g. NG-RAN’s MBS-capability can be known to the AMF by its Cell ID or capability indication). 

[bookmark: _Toc50193112][bookmark: _Toc50467257]6.38.3	Impacts on services, entities and interfaces
Editor's note:	This clause describes impacts to services, entities and interfaces.
MBSF:
-	The MBSF generates and manages MBS service context and request an MB session setup to the MB-SMF
-	The MBSF controls the (local or/and non-local) MBSUs for user plane management, which is a media anchor of MBS traffic in 5GS.
-  The MBSF may translate target MBS service area (e.g. Cell ID list or TAI list) into DNAI info.

MB-SMF:
-  The MB-SMF setup the MB session, which is used for the transport of shared delivery.
-	The MB-SMF manages the MB session context for shared delivery, and associate & manages together the UE’s PDU session context for individual delivery.
-  The MB-SMF send the association information b/w shared delivery and individual delivery to the NG-RAN.
-  may decide whether the N3 tunnel for individual delivery should be kept or deactivate, which is based on whether MBS capability of NG-RANs in the local service area. 

AMF:
-	The AMF is enhanced to support MB session management b/w NG-RAN and MB-SMF.
-  may notify MBS capability of NG-RANs in the local service area to the MB-SMF.

MB-UPF:
-	It supports shared tunnel for shared delivery method.

NG-RAN:
-	It supports shared tunnel for shared delivery method.
-	The NG-RAN receives the association information from the MB-SMF and stores it, which may identify the UEs to receive MBS data traffic via shared delivery method.
-  The NG-RAN may decide RAN delivery mode for MBS data traffic from shared delivery method i.e. PTP v.s. PTM 

N3:
-	A shared tunnel on this interface is established for an MB session.

UE:
-	UE need to indicate its joining on the local MBS service as part of the NAS message (e.g., PDU Session establishment/modification request).
6.39	Solution #39: Solution for multicast and unicast switching using make-before-break
6.39.1	Functional description
The multicast service coverage may be smaller than unicast service coverage due to different deployment stages. And the UE is moving out of multicast bearer coverage, the UE needs to be switched from multicast bearer to unicast bearer. Since the UE coverage is less than before, the normal handling is the application layer switches to lower quality content. For example, the high definition video is transmitted via multicast bearer and when the UE coverage is worse, then switch to low definition video, and this requires end-to-end switching.
This solution provides a mechanism of make-before-stop for switching from multicast to unicast or from unicast to multicast.
For the opposite direction scenario, the UE may switch from unicast to multicast in order to save the unicast resource.
6.39.2	Procedures
[bookmark: _Toc50193113][bookmark: _Toc50467258]6.39.2.1 Switching from multicast to unicast


Figure 6.39.2-1: Multicast to unicast switching
Step 1: The UE is receiving multicast service using the multicast bearer.
Step 2: The UE detects it is moving out of multicast service area. The UE detects the multicast channel signal quality is lower than the preconfigured threshold; or the UE is notified the MBS service is not supported in potential targeting cells. The potential targeting cells can be determined by the UE via e.g. the signal quality of the target cells is getting better and better. The current serving cell can notify the UE whether the neighbouring cells supports the multicast service via SIB message.
Step 3: The UE initiates unicast bearer establishment. The UE initiates the PDU Session establishment if there is no MBS associated PDU Session existing or the UE activates the existing PDU Session. The AS layer can indicate to NAS  the multicast service information to be stopped, and then the NAS layer initiates the PDU Session establishment according to the multicast service information. 
Step 4: When the AN resource, e.g. DRB is established for the PDU Session, the UE stops to receive multicast service via multicast channel.
Step 5: (Optional) The network performs handover procedure if the UE moves to a cell not supporting multicast service.
[bookmark: _Toc50193114][bookmark: _Toc50467259]6.39.2.2 Switching from unicast to multicast


Figure 6.39.2-2: Multicast to unicast switching
Step 1: The UE is receiving the service via unicast bearer, e.g. there are DRB(s) for the service.
Step 2: The UE detects the multicast service over multicast channel and this service is being transmitted over unicast bearer. 
Step 3: The UE AS layer provides the detected multicast services and forwards to NAS layer, and the NAS layer initiates to release the AN resource via i.e. release or de-activate the PDU Session targeting to the multicast service.
Step 4: the UE starts to receive multicast traffic over multicast traffic.
NOTE: 	If the unicast traffic is more slowly transmitted than the multicast service, there could be packets lost during switching from unicast to multicast.
6.39.3	Impacts Analysis
Impact on UE:
· Detects the multicast service is going to be loss or present.
· AS indicates to the NAS layer the multicast service information to be loss or present, NAS layer determines to establish/activate or release/deactivate the unicast PDU Session.
Impact on NG-RAN:
· Provide one method for the UE to detect the multicast service is going to be loss or present.
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[bookmark: _Toc50193116][bookmark: _Toc50467261]6.40.1 Functional Description
This solution addresses KI#7 "Reliable delivery method switching between unicast and multicast" based on the architecture 1in Annex A.1.
According to KI#7 Note 1, unicast delivery and multicast delivery may have two meanings depending on which part of the 5G system a solution is referring to. In order to determine the delivery mode of the data obtained by UE, this solution mainly discusses the delivery mode switching between RAN and UE. 
There are two scenarios in regard to the switching between unicast and multicast: single RAN and dual RANs. The former means the delivery mode switching involves one RAN. The latter means the switching involves two RANs.
In the scenario of single RAN, the delivery mode switching may be triggered in the following cases:
· Triggered by UE, e.g. UE modifies the subscription. The details are described in 6.40.2.1.1. 
· Triggered by SMF, e.g. the number of UEs requesting the same content in a specific area exceeds the threshold. The details are described in 6.40.2.1.2.
In the scenario of dual RANs, the delivery mode switching is divided into two cases according to the type of RAN handover: 
· Xn based handover. The details are described in 6.40.2.2.1. 
· N2 based handover. The details are described in 6.40.2.2.2.
RAN handover and delivery mode switching are achieved throughout the process. The make-before-break style is used.
For clarity, the SMF for multicast session is written as (MB-)SMF and UPF for multicast session is indicated by (MB-)UPF, the SMF and UPF are used specifically for unicast sessions
[bookmark: _Toc50193117][bookmark: _Toc50467262]6.40.2 Procedure
[bookmark: _Toc50193118][bookmark: _Toc50467263]6.40.2.1 Delivery mode switching between unicast and multicast within single RAN
When the RAN connected to the UE does not change, the switching may be triggered by the UE or the SMF.
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Figure 6.40.2.1.1-1:Unicast to multicast mode switching triggered by UE within single RAN
[bookmark: OLE_LINK5]
The figure depicts unicast to multicast switching procedure triggered by UE within single RAN as follows.
0. Initially, the UE has ongoing communications with the AF and is receiving service data by unicast mode.
1. The UE finds that the trigger condition is met, which decides to switch mode to multicast, and generates PDU Session Modification Request.
Note: Trigger conditions include, but are not limited to UE moving into the multicast area, users’ preference (because unicast and multicast traffic may lead to different cost), subscription modification or QoS issue.
2. The UE sends the PDU Session Modification Request to the AMF. The request includes the reason for switching to multicast, unicast session ID and SUPI. 
3. The AMF receives the request from the UE and forwards it to the SMF by invoking the Nsmf_PDUSession_UpdateSMContext.
4. After receiving the request, the SMF provides the unicast session related information to the (MB-)SMF.
5. The SMF configures the UPF because the unicast session is about to end.
6a. Unicast and multicast have different charging rules. The (MB-)SMF informs the PCF that the UE delivery mode will be switched by invoking the Npcf_SMPolicyControl_Update Request(including SM Policy Association ID), so that the PCF can update the policy.
6b. The PCF responds to the (MB-)SMF about the delivery mode switching notification.
7. The (MB-)SMF configures the (MB-)UPF.
8-9. The (MB-)SMF sends the unicast session ID, SUPI and the indication/information about the new delivery mode(e.g. TMGI, (MB-)UPF) in the N2 Message to the NG-RAN via the AMF through Namf_Communication_N1N2MessageTransfer. The NG-RAN confirms to the AMF that the switching can be made.
10. Based on the N2 Message sent by the SMF, the NG-RAN establishes or modifies the AN resources for the MBS session according to the selected delivery mode.
11-12. The UE requests to receive data with multicast mode from the AF over application layer. The AF updates the service and sends the service data to the (MB-)UPF. The (MB-)UPF forwards the data to the NG-RAN. The Target NG-RAN transmits data to the UE by multicast mode.
13. The UE requests the UPF to stop transmitting the unicast data.
When the UE moves out of the multicast area, it may request to establish a dedicated unicast session. Switching from multicast to unicast is easier to guarantee service continuity than switching from unicast to multicast. 
Editor´s Note: It is ffs how the applicable multicast session and related MB-SMF are determined by SMF
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Figure 6.40.2.1.2-1:Unicast to multicast mode switching triggered by SMF within single RAN

[bookmark: OLE_LINK7]The figure depicts unicast to multicast switching procedure triggered by SMF within single RAN as follows.
0. Initially, the UE has ongoing communications with the AF and is receiving service data by unicast mode.
1. The AMF can obtain N1 Message such as the location of UE in RAN node; obtain N2 Message such as the RAN’s congestion status; send the information to the SMF by invoking the Nsmf_PDUSession_UpdateSMContext.
Note: The information includes but is not limited to unicast session ID, SUPI, the mapping relationship between UE and RAN node, the communication capability of RAN, and the availability of wireless resources.
2. The SMF is able to collect and predict the demand of each content. According to the information sent by the AMF, if the number of unicast sessions carrying the same content exceeds the transmission capacity of the RAN or the predicted range of the SMF, the SMF triggers the switching from unicast to multicast delivery mode.
Editor´s Note: It is ffs how the SMF determines that several UEs receive the same contents via unicast. The case where users receiving the same contents are served by different SMFs is also ffs.
3. The SMF provides the unicast session related information to the (MB-)SMF.
4. The SMF configures the UPF because the unicast session is about to end.
5. The (MB-)SMF configures the (MB-)UPF.
6a-7a. The (MB-)SMF sends the unicast session ID, SUPI and the indication/information about the new delivery mode(e.g. TMGI, (MB-)UPF) in the N2 Message to the NG-RAN via the AMF through Namf_Communication_N1N2MessageTransfer.
8. Based on the N2 Message sent by the SMF, the NG-RAN establishes or modifies the AN resources for the MBS session according to the selected delivery mode.
7b-6b. The NG-RAN confirms to the AMF that the switching can be made and the AMF also confirms to the (MB-)SMF.
Since the delivery mode switching is triggered by the SMF, it is important to check the UEs’ intentions and count their numbers. If there are some new UEs requesting for the same content, they can join the multicast session directly and the number will increase.
9a-10a. The (MB-)SMF sends the information about the new delivery mode(e.g. TMGI, (MB-)UPF) in the N1 Message to the UEs via the AMF through Namf_Communication_N1N2MessageTransfer.
10b-9b. Some UEs would like to change the delivery mode and some may not. The UEs respond to the (MB-)SMF.
11a. After checking the number of respective UEs, the (MB-)SMF informs the PCF that the corresponding UEs’ delivery mode will be switched by invoking the Npcf_SMPolicyControl_Update Request (including SM Policy Association ID), so that the PCF can update the policy.
11b. The PCF responds to the (MB-)SMF about the delivery mode switching notification.
12-13. The UE requests to receive data with multicast mode from the AF over application layer. The AF updates the service and sends the service data to the (MB-)UPF. The (MB-)UPF forwards the data to the NG-RAN. The Target NG-RAN transmits data to the UE by multicast mode.
14. The UE requests the UPF to stop transmitting the unicast data.
When the number of UEs requesting for the multicast service is small, and the SMF may decide to transmit the content to the remaining UEs using unicast sessions. Switching from multicast to unicast is easier to guarantee service continuity than switching from unicast to multicast. 
[bookmark: _Toc50193121][bookmark: _Toc50467266]6.40.2.2 Delivery mode switching between unicast and multicast within dual RANs
There is also one possibility that unicast and multicast switching is achieved through RAN handover. The reasons for the RAN handover include but are not limited to: 1. The signal strength provided by the new RAN at the current UE location is stronger than that of the original RAN. 2. The load of the original RAN is high, so load balancing is needed. 3. The UE moves out of the coverage of the original RAN. Because of the RAN handover, all services are migrated from source RAN to target RAN. There are four possibilities in terms of the delivery mode switching: unicast to multicast, multicast to unicast, unicast to unicast and multicast to multicast. Only the first two of them fall within our scope. For the sake of brevity, we only discuss the services that meet the criteria. The RAN handover procedure is referenced to TS 23.502.
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Figure 6.40.2.2.1-1: Multicast to unicast mode switching based on Xn handover within dual RANs

[bookmark: OLE_LINK8]The figure depicts multicast to unicast switching procedure based on Xn handover within dual RANs as follows.
0. Initially, the UE has ongoing communications with the AF and is receiving service data from the source NG-RAN by multicast mode.
1-5. Due to the UE’s mobility or some other reasons, the RAN handover is needed. Because there is a Xn connection between the Source NG-RAN and the Target NG-RAN, the forward tunnel is available. The Target NG-RAN establishes the associated AN resources for the UE’s current PDU session. The Source NG-RAN instructs the UE to access the Target NG-RAN. The Target NG-RAN transmit the data by PTP mode.
6. The Target NG-RAN sends N2 Path Switch Request to the AMF, including SUPI, multicast session ID, TMGI, UE location information.
7. The AMF forwards the request and the information of Target NG-RAN and Source NG-RAN to the (MB-)SMF by invoking the Nsmf_PDUSession_UpdateSMContext.
8. The (MB-)SMF finds that there is no multicast session transmitting the same content in the Target NG-RAN, so it provides the multicast session related information to the SMF.
9. The SMF configures the UPF because the unicast session will start.
NOTE: Since the multicast session will continue, the (MB-)SMF does not need to configure the (MB-)UPF.
10a. Unicast and multicast have different charging rules. The SMF informs the PCF of the delivery mode switching by invoking the Npcf_SMPolicyControl_Update Request (including SM Policy Association ID), so that the PCF can update the policy.
10b. The PCF responds to the SMF about the delivery mode switching.
11-12. The SMF confirms to the Target NG-RAN and a unicast session will begin.
13-14. The UE requests to receive data with unicast mode from the AF over application layer. The AF updates the service and sends the service data to the UPF. The UPF forwards the data to the Target NG-RAN. The Target NG-RAN transmits data to the UE by unicast mode.
15. The Target NG-RAN releases the forwarding tunnel with the Source NG-RAN.
NOTE：If the Source NG-RAN uses unicast delivery mode and the Target NG-RAN supports multicast service but without the multicast session of the same content, the procedure conforms to the single RAN scenario. The UE will firstly establish a unicast session in the Target NG-RAN. Whether to switch the delivery mode in the target NG-RAN has no relation to the Source NG-RAN. If the Target NG-RAN has established a multicast session, it merely needs to append the UE to the user list of the multicast session.
[bookmark: _Toc50193123][bookmark: _Toc50467268]6.40.2.2.2 N2 based handover

Figure 6.40.2.2.2-1: Multicast to unicast mode switching based on N2 handover within dual RANs

The figure depicts unicast to multicast switching procedure based on N2 handover within dual RANs as follows.
0. Initially, the UE has ongoing communications with the AF and is receiving service data from the source NG-RAN by multicast mode.
1. Due to the UE may move out of the coverage of the Source NG-RAN or some other reasons, the RAN handover is needed. The Source NG-RAN can collect some information about the UE.
2. Because there is no Xn connection between the Source NG-RAN and the Target NG-RAN, the Source NG-RAN first sends Handover request to the Source AMF, including Target ID, Source to Target transparent container, SM N2 info list, multicast session ID. 
3. When the Source AMF can’t serve the UE anymore, the Source AMF selects the Target AMF as described in clause 6.3.5 on “AMF Selection Function” in TS 23.501.
4. The Source AMF sends N2 information, UE context information (SUPI, Service area restriction, UE Radio Capability Information and so on) to the Target AMF by invoking the Namf_Communication_CreateUEContext Request.
5. The Target AMF sends TMGI, multicast session ID, Target ID, Target AMF ID, N2 SM Information to the (MB-) SMF by invoking the Nsmf_PDUSession_UpdateSMContext.
6. The (MB-)SMF finds that there is no multicast session transmitting the same content through the Target NG-RAN, so it provides the multicast session related information to the SMF.
7. The SMF configures the UPF because the unicast session will start.
8. The SMF responds to the (MB-)SMF with the UPF ID.
9. According to the UPF ID, the (MB-)SMF configures the (MB-)UPF for indirect data forwarding.
10. The SMF confirms to the Target AMF that a unicast session will be made.
11. The Target NG-RAN confirms to the Target AMF that the radio resource is available. The signalling includes transparent container, N2 SM Information list and so on.
12. The Target AMF responds to the Source AMF that the RAN handover will be made and sends related information about indirect data forwarding.
13. The Source AMF sends the Handover Command (Target to Source transparent container, the multicast session to be handed-over with N2 SM information containing information received from the Target AMF and so on) to the Source NG-RAN.
14. The Source NG-RAN sends UE container to the UE.
Then an indirect data forwarding tunnel is built. The Target NG-RAN establishes the associated AN resources for the UE’s current PDU session. The UE accesses the Target NG-RAN. The Target NG-RAN uses PTP mode to transmit the data.
15. When the UE has successfully accessed to the target cell, it sends a Handover Confirm message to the Target NG-RAN.
16. The handover is considered to be successful in the Target NG-RAN.
17. The Target AMF sends Handover Complete indication for multicast session ID, N2 SM information and so on to the SMF.
18a. Since unicast and multicast have different charging rules, the SMF informs the PCF that the UE delivery mode has switched by invoking the Npcf_SMPolicyControl_Update Request (including SM Policy Association ID), so that the PCF can update the policy.
18b. The PCF responds to the SMF about the delivery mode switching.
19. The SMF confirms reception of Handover Complete.
20-21. The UE requests to receive data with unicast mode from the AF over application layer. The AF updates the service and sends the service data to the UPF. The UPF forwards the data to the Target NG-RAN. The Target NG-RAN transmits data to the UE by unicast mode.
22. The original indirect data forwarding tunnel will be released.
In the case that the UE receiving a unicast session in the Source NG-RAN moves to the Target NG-RAN that exists a multicast session with the same content, it will switch the delivery mode from unicast to multicast, and the N3 End Marker is necessary.
For some delay sensitive services like the live video, it is important to improve the speed of processing and transmission. For some services that are not sensitive to time delay like downloading files, there are many technologies that can ensure data integrity like DASH.
[bookmark: _Toc50193124][bookmark: _Toc50467269]6.40.3 Impacts on services, entities and interfaces
UE: Provide the context information to the CN to support the delivery mode switching. Trigger the delivery mode switching due to e.g. the change of user’s service/application preference.
NG-RAN: Upload the NG-RAN information e.g. its capability to the AMF. Receive signalling from the SMF. Execute unicast and multicast switching by establishing or modifying AN resources.
UPF: Receive the configuration information from the SMF.
AMF: Detect the number and location of the UE in the NG-RAN coverage area. Receive information from the UE and NG-RAN and send it to the SMF. Transfer downlink N1 and/or N2 message to the UE and/or the NG-RAN.
SMF: Receive requests or information from the PCF/AMF/UE/NG-RAN/UPF. Trigger delivery mode switching according to local policies, the number of active users in the coverage area, etc. Send signalling to reconfigure the UPF and NG-RAN. Notify the PCF to update the policy.
PCF: Charge the UE for receiving unicast or multicast session data.
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[bookmark: _Toc43317367][bookmark: _Toc43374839][bookmark: _Toc43375300][bookmark: _Toc50193126][bookmark: _Toc50467271]6.41.1	Functional description
The solution addresses Key Issue 9 and proposes a solution to maintain service continuity when UE moves between NG-RAN that supports delivery of the service via 5G MBS and E-UTRAN that supports to transport the service via eMBMS. This solution is based on solution 3.
The relation between the TMGI and MBS group ID is aware by the UE through the application layer signalling.
From eMBMS delivery to 5G MBS delivery
It is assumed that the UE is configured with proper threshold for transport mode change from MBMS to unicast EPS bearer when UE is about to moves out from the MBMS coverage as defined in TS23.468 [5]. The mechanism defined in TS 23.468 [5] is used for switching from MBMS bearer delivery to individual MBS delivery. 
· Switching to the individual MBS delivery before the IRAT mobility
After receiving UE report that it has moved to the border of MBMS coverage, the AS sends a request to deliver the service via individual MBS delivery. Unicast EPS bearer is then established for delivering the service. In response to AS, the SMF indicates whether unicast UE IP address or multicast IP address should be used for AS to send the service to UE. If 5G MBS is supported at the network, the SMF indicate the AS to use multicast IP address for delivery. Thus the PGW-U+UPF receives the service packets from the MB-UPF, and maps it to corresponding EPS bearer for downlink delivery. 
After the switching to unicast EPS bearer delivery, it can be handover to 5GS as a PDU Session during EPS to 5GS handover procedure. Hence, the service continuity is supported when UE moves from eMBMS coverage to 5GS. 
· Switching to the individual MBS delivery after the IRAT mobility,
The UE report to AS that it is to be out of MBMS coverage. AS triggers the individual MBS delivery via the unicast PDU Session which is happened after the UE handover to 5GS. 
In both case the individual MBS delivery is established when the UE moves to the NG-RAN. If the UE and NG-RAN support 5G MBS, PGW-C+SMF request NG-RAN to transport the service to UE via MBS Session. 
Editor’s Note: It is FFS if the impact on PGW-C + SMF can be reduced. E.g. after EPS dedicated bearer is setup and HO to 5GS HO and application still run on dedicated QoS Flows. The UE can join MBS Session. If it is accepted by 5GC, when UE receives MBS data, then UE can request the AF to release the dedicated bearer.

From 5G MBS delivery to eMBMS delivery
When UE joins the MBS session for delivery of the service, the PGW-C+SMF maps the multicast flow into associated unicast PDU Session flow. Then for the associated unicast PDU Session flow, the PGW-C+SMF request AMF to allocate EBI for the related mapped EPS bearer(s). 
In 5GS to EPS handover procedure with N26, the service is delivered via the EPS bearer (unicast bearer) after handover.
After the handover procedure, if the service can be delivered via eMBMS, the UE will detect the availability of the MBMS coverage for the corresponding service based on MBMS Scheduling Information over MCH and the data from the MBMS bearer corresponding to the TMGI over MTCH. The UE reports it to AS, and the delivery mode can be switched from unicast EPS bearer to MBMS as defined in TS 23.468 [5].
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Figure 6.41.2-1 Architecture to support mobility between MBMS and 5G MBS (Transparent Service mode)
For Transparent Service mode, the destination IP address of the service packet sent out from AS is always the multicast IP address used for multicast delivery. This also includes the case in which the unicast EPS bearer is used for multicast flow delivery when the UE camps in the EPS.


Figure 6.41.2-2 Architecture to support mobility between MBMS and 5G MBS (Full Service mode)
For Full Service mode, the BM-SC is collocated with MBSF. AS interfaces with MBSF+BM-SC, and connects to MBMS-GW via SGimb/SGmb interface. For user plane, the MBUF is optional, if the MBUF is not required, the AS connects to MB-UPF via N6 directly.
The N5 reference point between AS and PCF is used for AS to request unicast delivery of the service data. Multicast information is provided to 5GC (e.g. PCF) by MBSF+BM-SC.
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[bookmark: _Toc50193129][bookmark: _Toc50467274]6.41.2.1	General
The procedures in 6.x.2 supports both transparent service mode and full service mode. 
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Figure 6.41.2.2-1: Procedure to support delivery switching from 5G MBS to MBMS 
Before the service has started, the AS provides Multicast information of the service to core network as described in clause 6.3.2.2.2. The Multicast information includes Traffic Description information of the service, e.g. the multicast IP address used to deliver the service. 
1. UE establishes PDN connection. During PDN connection establishment procedure, the UE provides 5G MBS capability via PCO to PGW-C+SMF. UE sends service level signaling with AS via the PDN connection.
2. When UE moves to the edge of the MBMS coverage for the service, the UE sends a report to the AS as described in TS 23.468 [5].
3. The AS indicates the core network to deliver the service to UE via unicast bearer, the AS includes TMGI (or multicast group ID) of the service. 
4. The PCF indicates the PGW-C+SMF to deliver the service to UE via unicast bearer. The PCF provides the TMGI (or multicast group ID) of the service to PGW-C+SMF. 
If the UE support 5G MBS and the 5G MBS is supported at the network, the PGW-C+SMF determine that individual MBS traffic delivery method is used, i.e. the content is received from the MB-UPF not via the N6/SGi interface directly.
5. If the PGW-C+SMF does not have QoS flow information of the service, the PGW-C+SMF retrieves QoS flow information for the service from MB-SMF. If the PGW-C+SMF does not have MB-SMF info, it retrieves the MB-SMF info from the UDR based on the TMGI(or multicast group ID) of the service.
6. The PGW-C+SMF maps the service into EPS bearer(s) based on the QoS flow information, and initiates the dedicated bearer modification/activation procedure to modify or activate EPS bearer for the service. 
7. The PGW-C+SMF provides the mapping between the QFI and DL tunnel info of the EPS bearer(s) corresponding to the service to PGW-U+UPF, and the PGW-U+UPF maps packets received from the MB-UPF to the DL tunnel(s) of the EPS bearer(s) according to the mapping. If the tunnel from MB-UPF to PGW-U+UPF for the service has not been established yet, the PGW-C+SMF requests the PGW-U+UPF to allocate the DL tunnel for the service, and the PGW-U+UPF provides the DL tunnel info for the service to the PGW-C+SMF. 
8. The PGW-C+SMF invokes Nsmf_xxxx Request (DL Tunnel info for the service) to the MB-SMF.
9. The MB-SMF sends the DL Tunnel info for the service to the MB-UPF. The MB-UPF starts to forward the DL packets to PGW-U+UPF.
The service is now transferred to UE via EPS bearer.
10. The MB-SMF sends Nsmf_xxxx Response to PGW-C+SMF.
11. The PGW-C+SMF sends response to PCF. In the response, the PGW-C+SMF indicates that the individual MBS traffic delivery method is used.
12. The PCF sends response to AF. The individual MBS traffic delivery method is indicated in the response. 
After receiving the response, if the AF has not started to deliver the service using multicast address, the AF starts to send packets of the service using multicast address. 
13. The UE moves to 5G NG-RAN cell, the handover procedure from EPS to 5GS is triggered. After handover procedure, the service is delivered via unicast PDU Session.
14. If the UE and the gNB support 5G MBS, the PGW-C+SMF adds the UE into the MBS session as in steps 6 - 21 of figure 6.3.2-1.
15. PGW-C+SMF releases the unicast resource allocated for the service.

If the UE moves to 5GS earlier than it report out of MBMS coverage to AS, i.e. step 13 is earlier than step 2, the AS will indicate to 5GS to deliver the service via individual MBS delivery after the UE has handover to 5GS. This is similar as the step 3-12 with the difference that the EPS bearer is changed to the QoS flow. 
The PGW-C+SMF adds the UE into the MBS session as in steps 6 - 21 of figure 6.3.2-1 if the UE and the gNB support 5G MBS, otherwise, the PGW-C+SMF maps the service into PDU Session as in steps 22-34 of figure 6.3.2-1.
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Figure 6.41.2.3-1 Procedure to support delivery switching from MBMS to 5G MBS
1. The UE has established a PDU Session with the PGW-C+SMF. During PDU session establishment procedure, the UE provides 5G MBS capability to PGW-C+SMF. UE sends service level signaling with AS via the PDU Session.
2. UE joins the 5G MBS Session to receive the service as in clause 6.3.2. During the procedure, the PGW-C+SMF receives QoS flow information of the service. If the service supports service continuity when interworking with EPS, the PGW-C+SMF maps the service to EPS bearer(s) and request the related EBI. 
3. When UE hand over to EPS, the EPS bearer(s) context is sent to MME, and the EPS bearer(s) for the service is established in EPS as part of the intersystem handover procedure.
4. After UE has connected to the eNB, the PGW-C+SMF will receive Modify bearer request message, which provides the DL tunnel info of the SGW to the PGW-C+SMF. The PGW-C+SMF sends N4 modification request to the PGW-U+UPF and provides the mapping between the QFI and DL tunnel info of the EPS bearer(s) corresponding to the service to PGW-U+UPF, and the PGW-U+UPF maps packets received from the MB-UPF to the DL tunnel(s) of the EPS bearer(s) according to the mapping.
Based on the UE capability and the multicast group UE join, the PGW-C+SMF determine that the individual MBS delivery is needed. If the DL tunnel from MB-UPF to PGW-U+UPF for the service has not been established yet, the PGW-C+UPF requests the PGW-U+UPF to allocate DL tunnel info. The PGW-U+UPF provides the DL tunnel info for the service to the PGW-C+SMF.
5. The PGW-C+SMF sends Nsmf_xxxx Request (DL Tunnel info for the service) to the MB-SMF. 
6. The MB-SMF sends the DL tunnel info to the MB-UPF. The MB-UPF starts to send packets to the PGW-U+UPF, and the PGW-U+UPF starts to send the DL packets of the service to UE via corresponding EPS bearer(s).
7. The MB-SMF sends Nsmf_xxxx Response to PGW-C+SMF.
8. The UE detects detect the availability of the MBMS coverage for the corresponding service based on MBMS Scheduling Information over MCH and the data from the MBMS bearer corresponding to the TMGI over MTCH.
9. The UE reports that MBMS coverage is available for the service to AS, and the AS indicates the UE to receive the service via MBMS bearer.
10. The AS indicates the core network to release unicast resources for the service. 
11. The PCF indicates the PGW-C+SMF to release unicast bearer. The PGW-C+SMF may keep the QoS flow information of the service in case the UE moves out of the MBMS coverage for the service.
12. The PGW-C+SMF initiates bearer modification/release to delete the resource allocated for the service. The PGW-C+SMF indicates the PGW-U+UPF stop sending packets of the service via corresponding EPS bearer. 
The PGW-C+SMF may release the tunnel from MB-UPF and PGW-U+UPF if there is no other UE receives the service via EPS bearer via the PGW-U+UPF.
In future, if UE moves out of MBMS coverage for the service, the UE reports to AS, and AS will indicate the core network to deliver the service via unicast bearer as described in steps 3 – 12 of clause 6.41.2.2-1.
[bookmark: _Toc50193132][bookmark: _Toc50467277]6.41.3	Impacts on services, entities and interfaces
SMF:
-	The SMF supports to transfer the service data to UE via unicast bearer or individual MBS delivery based on indication from AF.
-	The SMF supports to change the delivery of the service data from via shared MBS delivery to via unicast bearer during the handover from 5GS to EPS.
-	The SMF supports to indicate AF multicast IP address is used for deliver the service data via unicast bearer or individual MBS delivery.
-	The SMF supports to release resource for service delivery via unicast bearer based on AF indication.
PCF:
-	The PCF supports to indicate the SMF to transfer the service data via unicast bearer or individual MBS delivery based on request from AF, or indicate the SMF to release resources for service delivery via unicast bearer based on request from AF.
AF:
-	The AF supports to transfer the service data via multicast IP address or unicast UE IP address based on SMF indication.
-	The AF supports to indicate the 5GC to release resource for service delivery via unicast bearer.
[bookmark: _Toc31176942][bookmark: _Toc50193133][bookmark: _Toc50467278]6.42	Solution #42: Switching to unicast transport for mobility to E-UTRAN/EPC. 
[bookmark: _Toc31176943][bookmark: _Toc50193134][bookmark: _Toc50467279]6.42.1	Functional Description
This solution addresses Key Issue 9 and proposes a solution based on Solution 3 overall system architecture, and Solution 27 concepts for mobility outside of 5G MBS support, where in this case the area of non-support is another RAT/CN type: E-UTRAN/EPC.	Comment by LiMeng, Rapporteur: 
The solution has the following main characteristics:
-	For 5GC to EPC mobility, the MBS session context is moved to the associated unicast PDU Session before executing inter-CN-type handover. Then regular 5GC to EPC handover applies, where the MBS data will transported via PDN connection corresponding to the unicast PDU Session.  Handling of EBI for the PDN connection corresponding to the unicast PDU session is as defined in TS 23.501 [2] clause 5.17.2 for regular interworking with EPC for unicast PDU sessions. EBI is handled by the SMF serving the associated unicast PDU Session. 
-	For EPC to 5GC mobility, the SMF detects the UE has returned to an area where MBS is supported, and reactivate the MBS session for the UE. 
NOTE: 	The details of procedures described in this solution are representing the main ideas of the interworking, details might need to be reacommodated depending on chosen architecture.  
[bookmark: _Toc31176946][bookmark: _Toc50193135][bookmark: _Toc50467280]6.42.2	Procedures
[bookmark: _Toc31176947][bookmark: _Toc50193136][bookmark: _Toc50467281]6.42.2.1	Connected mode mobility from NR 5GS to E-UTRAN/EPC with an active MBS session.
Figure 6.42.2.1-1 shows the call flow for transitioning a MBS session context into a unicast PDU session context before moving to E-UTRAN/EPC. The UE then MBS data is transported over the PDN connection for the UE while it is in E-UTRAN/EPC. 


Figure 6.42.2-1: Connected mode mobility from 5GC to EPC
The procedure follows exactly the same message flow as 5GS to EPS handover as defined in TS 23.502 [8] with the following modifications.	Comment by LiMeng, Rapporteur: 
1. When the NG-RAN decides to initiate 5GS to EPS handover, the NG-RAN first creates a radio bearer context for the unicast PDU session associated with the Multicast context if not already created. In handover required message the NG RAN does not include any information related to the Multicast session context.
2. The PGW-C+SMF detects that the UE is moving to E-UTRAN/EPC and includes the configuration  for only the associated PDU Session, and removes the configuration for the Multicast session context for this UE in N4 Session Modification message. The UPF then will use the unicast tunnel for this UE. 
3-10: regular procedure for unicast handover.  
11b. In Handover command the UE releases the radio resources for the multicast session and continues regular 5GS to EPS handover with the radio resources for the unicast PDN connection. 	Comment by LiMeng, Rapporteur: 
Editor’s Note: The flow above assumes SMF and MB-SMF are the same. The scenario of separate SMF and MB-SMF in 5GS is FFS.

[bookmark: _Toc50193137][bookmark: _Toc50467282]6.42.2.2	Connected mode mobility from E-UTRAN/EPC to NR 5GS
Connected mode mobility between non-supporting NG RAN to supporting NG-RAN node follow regular EPS to 5GS handover procedure as per TS 23.502. Note that the UE and SMF already have SM context for the Multicast session, but the UE is bring served by the associated unicast PDU session at the moment of the handover initiation. 
After connected mode mobility procedure has been completed then:
· The PGW-C+SMF detects the UE is now in an NG-RAN that supports 5G MBS. 
· SMF reconfigures UPF to change from unicast tunnel to shared tunnel for this UE. 
· SMF sends message to RAN to establish MBS context for this UE. 
· UPF sends over unicast GTP-U tunnel and end-marker with the associated sequence number for the associated shared tunnel for next packet. 
· NG RAN starts RRC reconfiguration to move UE to MBS QoS flow, and provides UE with information of the PDPC sequence number of the packet following the last one received in the unicast QoS flows. 
[bookmark: _Toc50193138][bookmark: _Toc50467283]6.42.2.3	Idle mode mobility between nonsupporting NG RAN and supporting NG-RAN node
During idle to connected mode transition the SMF detects whether the UE is connecting via a supporting NG RAN node or E-UTRAN/EPC, and configures the PGW-U+UPF and RAN accordingly with the unicast PDN connection (E-UTRAN/EPC) or the Multicast session (NR/5GC). 

[bookmark: _Toc31176948][bookmark: _Toc50193139][bookmark: _Toc50467284]6.42.3	Impacts on services, entities and interfaces
PGW-C+SMF: Support for detecting and moving the MBS transport to a unicast PDN connection in E-UTRAN/EPC a
PGW-U+UPF: Switching tunnel between unicast PDN connection to shared tunnel for multicast session. 
NG RAN: Switching to radio resources for the unicast PDU Session before handover to EPC. 	Comment by LiMeng, Rapporteur: 
UE: support of switching between unicast PDU session/PDN connection and multicast session. 
[bookmark: _Toc50193140][bookmark: _Toc50467285]6.43	Solution #43: Service layer continuity between E-UTRAN/EPC MBMS and NR/5GC MBS for Key issue #9. 
[bookmark: _Toc50193141][bookmark: _Toc50467286]6.43.1	Functional Description
Figure 6.43.1-1 shows the system architecture for interworking between E-UTRAN/EPC MBMS and 5G MBS at service layer, by collocating the BM-SC and MSF functionalities. 


Figure 6.43.1-1: System Architecture for interworking between 5G MBS and E-UTRAN/EPC at service layer
The BM-SC+MSF expose common reference points to Application Function. Towards the Application Function, the TMGI is used as identifier. The TMGI is also used as identifier for transport over E-UTRAN/EPC. For 5G MBS, the principles for TMGI and MBS context ID mapping defined in Solution 3 are used. 	Comment by LiMeng, Rapporteur: 
In case of interworking support at service layer, the UE is always configured with TMGI/MBS context ID regardless of whether the UE is discovering and joining the MBMS/MBS service via E-UTRAN or NR. 
When the UE camps on NR, the UE establishes an MBS session context using the MBS context ID. 
When the UE camps on E-UTRAN, the UE uses procedures as defined in TS 23.246 for MBMS reception for the TMGI. 
Any lossless mechanism in case of mobility would need to be performed at service layer between the UE and BM-SC+MSF. 
Editor’s Note: The scenario with LTE without eMBMS may also need to be considered (e.g. when eMBMS does not have full coverage), for example by a switch to individual delivery in LTE/EPC. LTE/EPC could then switch to eMBMS whenever possible.

[bookmark: _Toc50193142][bookmark: _Toc50467287]6.43.2	Procedures
Mobility procedures are not impacted by this solution. 
When the UE has moved to E-UTRAN/EPC it initiates procedures as defined in TS 23.246 to receive MBMS service for the TMGI(s). Any lossless mechanism in case of mobility would need to be performed at service layer between the UE and BM-SC+MSF. 
When the UE has moved to NR/5GC it initiates procedures as defined in TS 23.246 to receive 5G MBS transport for the TMGI(s). Any lossless mechanism in case of mobility would need to be performed at service layer between the UE and BM-SC+MSF. 

[bookmark: _Toc50193143][bookmark: _Toc50467288]6.43.3	Impacts on services, entities and interfaces
BM-SC+MSF: handle TMGI across two separate systems. Handle potential retransmissions at service layer. 	Comment by LiMeng, Rapporteur: 
UE: switch between MBMS reception in E-UTRAN and 5G MBS transport for a same TMGI. 

[bookmark: _Toc23256831][bookmark: _Toc25353558][bookmark: _Toc25918804][bookmark: _Toc31011456][bookmark: _Toc43297614][bookmark: _Toc43733311][bookmark: _Toc50193144][bookmark: _Toc50467289]7	Evaluation
[bookmark: _Toc50193145][bookmark: _Toc50467290]7.1	Key Issue #2: Definition of Service Levels	Comment by LiMeng, Rapporteur: 
There's only one candidate solution (solution #1 "Multicast service levels") addresses the key issue, which indicates the functionalities for two kinds of service levels. 
[bookmark: _Toc50193146][bookmark: _Toc50467291]7.2	Key Issue #5: Support of Broadcast TV Video and Radio communication services	Comment by LiMeng, Rapporteur: 
This key issue is not addressed within the Rel-17 timeframe.
[bookmark: _Toc50193147][bookmark: _Toc50467292]7.3	Key Issue #8: Reliable switching between unicast and broadcast delivery methods	Comment by LiMeng, Rapporteur: 
This key issue is not addressed within the Rel-17 timeframe.
[bookmark: _Toc50193148][bookmark: _Toc50467293]7.4	Key Issue #3: Levels of authorization for Multicast communication services	Comment by LiMeng, Rapporteur: 
Editor's note: More evaluations may be needed.
Following items are the summary of feature design opinions related to authorization that are illustrated in candidate solutions: 
A) No authorization;
B) Network authorization;
C) Application authorization.
Candidate solution #4 and #16 indicate to support network authorization during service context operations, this way implies that 5GS manages the member group for a MBS session and authorization for the MBS session is required, e.g. by subscription or service requirement. This method can be applied when long term MBS session is deployed or full mode is deployed, and no privacy issue for group member between application server and MNO exists. 
Candidate solution #4 and #14 indicate to support application level authorization during service context operations, this way implies that application server, instead of 5GS, manages the member group for a MBS session, and authorization for the MBS session is required, especially for temporarily deployed MBS session, e.g. live concert. This method can be applied when transport only mode is deployed or temporary MBS session is deployed. 
Other candidate solutions (e.g. solution #2 and #3) do not describe authorization. However this authorization can be done per subscription as usual, i.e. network authorization, when UE join the MBS session. 

[bookmark: _Toc22552203][bookmark: _Toc22930376][bookmark: _Toc22987246][bookmark: _Toc23256832][bookmark: _Toc25353559][bookmark: _Toc25918805][bookmark: _Toc31011457][bookmark: _Toc43297615][bookmark: _Toc43733312][bookmark: _Toc50193149][bookmark: _Toc50467294]8	Conclusions
[bookmark: _Toc50193150][bookmark: _Toc50467295]8.1	Conclusions for Key Issue #1: MBS session management	Comment by LiMeng, Rapporteur: Correct the clause number. 
[bookmark: _Toc50193151][bookmark: _Toc50467296]8.1.1	Interim requirements for conclusions	
Conclusions will take into account the following agreed system requirements:
· For multicast solutions, signalling from the UE to the network to join a multicast session shall be supported by UE and network. Join/leave operation via CP (NAS) signalling shall be supported.
Editor’s Note: It is FFS if the network and UE shall support multicast session join/leave operation via UP e.g. IGMP Join/Leave.
· For N3 transport of the shared delivery method, GTP-U tunnelling using a transport layer IP multicast method and shared N3 (GTP-U) Point-to-Point tunnel shall be supported with support for QoS. 
· Both 5GC Shared MBS traffic delivery method and 5GC Individual MBS traffic delivery method shall be standardized for multicast data delivery. 
· The network shall be able to prepare and start the multicast traffic transmission for a MBS session after MBS service is started.
· The network shall support selection of MB-SMF or SMF (depending on solution) at session join. 
· For N3 transport of the 5GC shared MBS delivery method, for unicast transport there shall be 1-1 mapping between MBS Session and GTP-U tunnel towards a RAN node, and for multicast transport there shall be 1-1 mapping between MBS Session and the GTP-U tunnel.
Editor's Note: It is FFS whether or not the evaluation criteria should include the requirement that the application should be not aware of 5GS specific or internal information.

[bookmark: _Toc50193152][bookmark: _Toc50467297]8.2	Key Issue #5: Support of Broadcast TV Video and Radio communication services	Comment by LiMeng, Rapporteur: 
This key issue is not addressed in Release 17.
[bookmark: _Toc50193153][bookmark: _Toc50467298]8.3	Key Issue #8: Reliable switching between unicast and broadcast delivery methods	Comment by LiMeng, Rapporteur: 
This key issue is not addressed in Release 17.
[bookmark: _Hlk27340206][bookmark: _Toc31011458][bookmark: _Toc43297616][bookmark: _Toc43733313][bookmark: _Toc50193154][bookmark: _Toc50467299]
Annex A:
Architecture alternatives
[bookmark: _Hlk29968812][bookmark: _Toc31011459][bookmark: _Toc43297617][bookmark: _Toc43733314][bookmark: _Toc50193155][bookmark: _Toc50467300]A.1	Baseline architecture 1: 5G MBS system architecture based on unicast 5GC
[bookmark: _Toc31011460][bookmark: _Toc43297618][bookmark: _Toc43733315][bookmark: _Toc50193156][bookmark: _Toc50467301]A.1.1	Transport aspects
It is assumed that the 5G MBS system architecture reuses as much as possible the system architecture and procedures of current 5GS unicast system architecture for Multicast Transport.
Figure A.1-1 shows the 5G system architecture for integrated Multicast transport with unicast. The solution relies on enhancing the existing 5GS network functions, NG-RAN and UE currently only supporting unicast transport, to support Multicast transport.


Figure A.1.1-1: 5GS enhancement for Multicast support
The following new functionality is added to the current AF, 5GC NFs, NG-RAN and UE:
-	AF:
-	Support MBS service functions, negotiation with NEF for service exposure.
-	NEF:
-	5G MBS service exposure.
-	Negotiation of 5G MBS service with AF, including QoS, 5G MBS service area.
-	PCF:
-	Support policies for Multicast services, including QoS parameters like 5QI, MBR, GBR.
-	Provide policy information regarding the MBS session to SMF.
-	Receive MBS service information from AF, directly (operator owned) or indirectly via NEF.
NOTE 1:	It is possible to establish multicast transport without interaction with NEF.
-	SMF:
 -	Control of MBS transport, based on received MBS policies from PCF.
-	Configuration of the UPF for MBS flows and for point to point or point-to-multipoint transfer.
-	Configuration of the RAN for MBS flows and QoS information.
-	SM configuration at the UE for MBS flows.
-	An SMF may be used for both unicast and MBS.
-	UPF:
-	Support of packet filtering of MBS flows, and delivery of MBS flows to RAN via point to point or point-to-multipoint N3.
-	Receive 5G MBS flow configuration from SMF.
-	Detection of IGMP packets and notification to SMF. (If UE joining is performed via IGMP).
-	A UPF may receive both unicast and MBS flows.
-	I-UPF(s) may be used for the delivery of MBS flows from the UPF attached to N6 to NG-RAN; the N9 interface can be used for MBS traffic delivery.
NOTE 2:	I-UPF may be used for individual delivery, but not for shared delivery.
-	NG-RAN:
-	Reception of MBS flows via N3 and delivery over-the-air.
-	Switch between multicast and unicast delivery of MBS flows.
-	UEs configuration for MBS flow reception at AS layer. (TBD how UE AS layer configuration of 5G MBS works)
-	UE:
-	Support of UE policy configuration extension to MBS.
-	Support of SM extension for MBS flows.
-	Signalling for joining MBS flow (via SM signalling or user plane IGMP Join).
-	MBS support at AS layer.
[bookmark: _Toc31011461][bookmark: _Toc43297619][bookmark: _Toc43733316][bookmark: _Toc50193157][bookmark: _Toc50467302]A.1.2	Service Layer aspects
Orthogonal to the description of the multicast flow user plane model described in clause A.1.1 a service layer can be supported on top.
The service layer is fully separate from the Multicast transport. This allows for applications that do not require a service layer to establish a multicast transport directly via Nnef (control plane and N6 (user plane data)
Figure A.1.2-1 shows an example for service layer support of multicast/broadcast using xMB/MB2 as entry point. A new Network Function, called Multicast Service Function (MSF) is introduced. The MSF provides only Service layer functionality and requests the 5G system (via Npcf or Nnef) for the underlying Multicast transport necessary for the Multicast service. The MSF has the following functionality:
[bookmark: _Hlk29978585]-	Entry point for both control plane service layer signalling and user plane data, e.g. xMB/MB2. Interaction can happen directly with external AF or via NEF.
-	MSF Control Plane (MSF-C):
-	Multicast service configuration.
-	MBS service level management.
-	xMB-C/MB2-C termination.
-	Codec configuration (if needed).
-	MSF User Plane (MSF-U):
-	xMB-U/MB2-U termination.
-	Encoding of data at service layer.
-	Multicast service layer data packets delivery via N6.
Editor's note:	the need for any other service layer functionality is FFS.


Figure A.1.2-1: 5G MBS system architecture with Multicast Service Function
NOTE:	An Application may not need any specific service layer functionality, in which case the Application may use directly Nnef for Multicast session configuration/negotiation and N6 for multicast data delivery, as depicted in Figure A.1.2-2.


Figure A.1.2-2: MBS system with direct Application Server/Function interaction
[bookmark: _Toc31011462][bookmark: _Toc43297620][bookmark: _Toc43733317][bookmark: _Toc50193158][bookmark: _Toc50467303][bookmark: _Toc11148576]A.2	Baseline architecture 2: 5G MBS system architecture based on dedicated MBS Function
[bookmark: _Toc31011463][bookmark: _Toc43297621][bookmark: _Toc43733318][bookmark: _Toc50193159][bookmark: _Toc50467304]A.2.1	General
To support multicast/broadcast MBS user service delivery in 5GS, new functional components and necessary enhancement to the existing entities are described in this clause.
In addition, an AF engaged in MBS can also use 5GS unicast resources (i.e. PDU Sessions) to deliver MBS media to UEs.
[bookmark: _Toc31011464][bookmark: _Toc43297622][bookmark: _Toc43733319][bookmark: _Toc50193160][bookmark: _Toc50467305]A.2.2	Reference Architecture
NOTE 1:	MB-SMF, MB-UPF, MBSF and MBSU are functional components, which can be standalone or co-locate with existing Network function. If the MBSU is deployed, the MBSU is aware of the content stream and is capable of transforming the content stream required by the service requirement.
To support MBS in 5GS user service delivery, two variants modes of operation exist: one for Transport Only Mode, and the other for Full Service Mode as defined in TS 23.246 [4] clause 7.5.
-	For the Transport Only Mode, the MBS application data are transparent to network function in figure A.2.2-1.
-	For the Full Service Mode, the MBSF/MBSU is aware of the content stream and is capable of transforming the content stream into 3GPP compliant stream.
Editor's note:	These two services modes need to be mapped to 5GS MBS context.
Figure A.2.2-1 illustrates single architecture for MBS in 5GS.


Figure A.2.2-1: 5GS Architecture supporting MBS
In this figure A.2.2-1 above, the SMF and UPF which have the roles to support MB Sessions are named "MB-SMF" and "MB-UPF". Nothing prevents the MB-SMF and MB-UPF to simultaneously support both PDU Sessions and MB Sessions, e.g. PDU Sessions and MB Sessions to the same DNN. However, MB-SMF and MB-UPF can also be deployed and configured to exclusively handle MB Sessions. It is believed it may reduce signalling and in some cases be simpler and more cost efficient to operate a limited number of MB-SMFs and MB-UPFs dedicated to MBS. This architecture makes that possible if preferred.
Enhancement to existing entities and new functional components are as follows:
-	UE, NG-RAN, AMF, SMF, UPF, NEF and PCF are enhanced to support MBS.
-	UE is enhanced to support 5G MBS services.
-	NG-RAN is enhanced to support Point-to-Multipoint (PTM) and Point-to-Point (PTP) delivery of MBS media. NG-RAN independently controls switching between PTM and PTP for best service quality and resource efficiency.
-	AMF is enhanced to select MB-SMF and be part of the signalling distribution tree.
[bookmark: _Hlk42689930]-	MB-SMF is an SMF enhanced to control MB Sessions, signalling with AF (via NEF/MBSF), QoS control using PCF, and provision of MB Session information on request from AMF. The PDU session(s) the UE(s) maintain for individual delivery of an MBS service may be associated with the MB Session managed by the MB-SMF.
-	MB-UPF is a UPF enhanced with an MBS user plane function.
-	MBSF (Multicast/Broadcast Service Function) is a function which may be part of NEF or be deployed independently. The MBSF may support TMGI allocation or other MBS signalling for the the service level management. The MBSF also provides an interface to the Application Function or content provider and it has an interface to the MBSU. MBSF may perform authorization of the UE to join the MB session.
NOTE 2:	It will be determined in the normative phase whether an MBSF sub-function needs to be introduced for MBS related NEF enhancements, or such enhancements can be directly described as NEF functions.
[bookmark: _Hlk42689213]-	MBSU (Multicast/Broadcast Service User plane) is a new entity to handle the payload part to cater for the service level functions and management.
-	NEF is an existing NF, which provides interface to the AF.
-	PCF is enhanced to handle QoS for MB Sessions, e.g. to authorize the QoS profiles for shared delivery.
Enhancement to existing interfaces and new interfaces are as follows:
-	Uu interface enhancements will be studied and decided by RAN.
NOTE 3:	Uu, N2 and N3 interface enhancements are subject to RAN evaluation and decision.
-	N2 interface is enhanced to control MB Sessions including management of the shared N3 tunnel between MB‑UPF and NG-RAN(s).
-	N3 interface is enhanced to support shared N3 tunnel between MB-UPF and NG-RAN.
-	N4 interface is enhanced with management of the shared N3 tunnel between MB-UPF and NG-RAN(s) including establishment of the shared N3 tunnel.
-	N6 interface enhancement is solution dependent.
-	N7 and N30 interfaces are enhanced for policy control of MB Sessions.
-	N11 interface is enhanced with MBS control signalling including management of the shared N3 tunnel between MB-UPF and NG-RAN(s).
-	N29 interface is enhanced with MBS control signalling.
-	N33 interface is enhanced with MBS control signalling.
[bookmark: _Hlk42691398][bookmark: _Hlk42691376]-	Ny: new interface between the MBSF and MBSU to manage the MBSU functions. The Ny interface in detail is elaborated by SA WG4.
-	NxMB-U new interface between the new MBSU and AF for MBS user plane traffic.
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