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Abstract of the contribution: This pCR updates Sol#43 to resolve EN.
1 Discussion

Sol#43 "Service layer continuity between E-UTRAN/EPC MBMS and NR/5GC MBS." in TR 23.757 includes the following NOTE and related EN.
NOTE:
It is assumed that the 5G CN knows that the UE moved to EPC and consequently it knows when to trigger the UE MBS context removal.

Editor’s Note: How the 5G CN understands that the UE moved to EPC and triggers the UE MBS context removal is FFS.

Therefore, this EN needs to be resolved.
2 Proposal
It is proposed to agree the following changes into TR 23.757.
* * * * Start of 1st Change * * * *
6.43.2
Procedures

Mobility procedures are not impacted by this solution.

When moving to E-UTRAN/EPC the UE initiates procedures as defined in TS 23.246 [4] to receive MBMS service for the TMGI(s).  
For N26 based interworking from 5GS to EPS, when the source NG-RAN releases its resources for the PDU Session(s) related to the UE due to a UE Context Release Command message received from the AMF, the source NG-RAN removes the UE from the multicast session context(s) if exists. If the UE is the last one in any multicast session context, the source NG-RAN performs the Multicast user plane distribution release for the multicast service (see step 17 to step 25 of clause 6.3.2.3).
For interworking without N26 interface from 5GS to EPS, the UE performs the procedure to leave the multicast service(s) (see clause 6.3.2.3) so that the source NG-RAN can remove the UE from the multicast session context(s) if exists. When the UE triggers this procedure is based on UE implementation.


When the UE has moved to NR/5GC it triggers the multicast context and multicast flow setup/modification via PDU Session Modification procedures as defined in clause 6.3.2.1 to receive 5G MBS transport for the TMGI(s).  

Mechanisms to reduce, eliminate or recover from packet losses would need to be performed at service layer between the UE and BM-SC+MBSF and/or at the application layer between the application function and the application client at the UE.

* * * * End of Changes * * * * 
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