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	Reason for change:
	As discussed in S2-2100900, if the UE attaches in EPS after disabling the N1 mode capability then the UE needs to allocate and provide a PDU Session ID to the PGW-C/SMF regardess of whether N1 mode is enabled or disabled to ensure that PDN connections can be transferred to 5GS once N1 mode is re-enabled.

	
	

	Summary of change:
	Clarify in 5.15.7.1 that During PDN connection establishment in the EPC, the UE allocates the PDU Session ID and sends it to the SMF+PGW-C via PCO regardless if N1 mode is enabled or disabled.
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**** First Change ****
[bookmark: _Toc20149925][bookmark: _Toc27846724][bookmark: _Toc36187855][bookmark: _Toc45183759][bookmark: _Toc47342601][bookmark: _Toc51769302][bookmark: _Toc59095654][bookmark: _Hlk62237316]5.15.7.1	General
A 5GS supports Network Slicing and might need to interwork with the EPS in its PLMN or in other PLMNs as specified in clause 5.17.2. The EPC may support the Dedicated Core Networks (DCN). In some deployments, the MME selection may be assisted by a DCN-ID provided by the UE to the RAN (see TS 23.401 [26]).
Mobility between 5GC to EPC does not guarantee all active PDU Session(s) can be transferred to the EPC.
[bookmark: _Hlk529515718]During PDN connection establishment in the EPC, the UE allocates the PDU Session ID and sends it to the SMF+PGW-C via PCO, regardless of whether N1 mode is enabled or disabled in the UE. An S-NSSAI associated with the PDN connection is determined based on the operator policy by the SMF+PGW-C, e.g. based on a combination of SMF+PGW-C address and APN, and is sent to the UE in PCO together with a PLMN ID that the S-NSSAI relates to. In Home Routed roaming case, the UE receives a HPLMN S-NSSAI value from the SMF+PGW-C. If the SMF+PGW-C supports more than one S-NSSAI and the APN is valid for more than one S-NSSAI, the SMF+PGW-C should only select an S-NSSAI that is mapped to the subscribed S-NSSAIs of the UE. The UE stores this S-NSSAI and the PLMN ID associated with the PDN connection. The UE derives Requested NSSAI by taking into account of the received PLMN ID. The Requested NSSAI is included in the NAS Registration Request message and, subject to the conditions in clause 5.15.9, the RRC message carrying this Registration Request when the UE registers in 5GC if the UE is non-roaming or the UE has Configured NSSAI for the VPLMN in roaming case. If the UE has no Configured NSSAI of the VPLMN, the UE includes the HPLMN S-NSSAIs in the NAS Registration Request message as described in clause 5.15.5.2.1.
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