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	The voice support capability of SNPN impacts on the SNPN selection for a voice centric UE. It is concluded in TR 23.700-07 that the SNPN mode UE maintains a list of SNPNs not supporting IMS voice and take the list into account for SNPN selection. The UE also retry the SNPNs in the list to check if voice support capability of these SNPNs has changed.
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	A voice centric UE operating in SNPN access mode stores the identifiers of SNPNs which do not provide IMS voice service into a list. The UE takes SNPNs in the list as unavailable SNPNs both for further automatic and manual SNPN network selection. To avoid the stored SNPNs not supporting IMS voice service never being retried again even when they support voice service later, the SNPNs in the list should be retried by the UE to verify voice services support.  
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FIRST CHANGE
[bookmark: _Toc20150088][bookmark: _Toc27846887][bookmark: _Toc36188018][bookmark: _Toc45183923][bookmark: _Toc47342765][bookmark: _Toc51769467][bookmark: _Toc68015807]5.30.2.4	Network selection in SNPN access mode
[bookmark: _Toc68015808]5.30.2.4.1	General
An SNPN-enabled UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode the UE only selects and registers with SNPNs over Uu as described in clause 5.30.2.4.
Emergency services are not supported in SNPN access mode.
NOTE 1:	Voice support with emergency services in SNPN access mode is not specified in this release.
If a UE is not set to operate in SNPN access mode, even if it is SNPN-enabled, the UE does not select and register with SNPNs. A UE not set to operate in SNPN access mode performs PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17]. For a UE capable of simultaneously connecting to an SNPN and a PLMN, the setting for operation in SNPN access mode is applied only to the Uu interface for connection to the SNPN. Clause D.4 provides more details.
An SNPN-enabled UE that supports access to an SNPN using credentials from a Credentials Holder and that is equipped with a PLMN subscription needs to first enter SNPN access mode to be able to select SNPNs. Once the UE has entered SNPN access mode, SNPN selection is performed as described in clause 5.30.2.4. Once an SNPN has been selected the UE attempts registration in the SNPN using the PLMN credentials.
NOTE 2:	Details of activation and deactivation of SNPN access mode are up to UE implementation.
When a UE is set to operate in SNPN access mode the UE does not perform normal PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17].
UEs operating in SNPN access mode read the information described in clause 5.30.2.2 from the broadcast system information and take them into account during network selection.
A "voice centric" UE operating in SNPN access mode stores the identifiers of SNPNs which do not provide IMS voice service into a list. When a SNPN is selected, it indicates the UE whether it supports IMS voice service using IMS voice over PS Session Supported Indication over 3GPP access during registration procedure as specified in clause 5.16.3.2. The UE takes SNPNs in the list as unavailable SNPNs both for further automatic and manual SNPN network selection. To avoid the stored SNPNs not supporting IMS voice service never being retried again even when they support voice service later, the SNPNs in the list should be retried by the UE to verify voice services support, e.g. when no directly available SNPN or by timer expiry. The detail of PLMN selection procedures is defined in clause 4.4 of TS 23.122 [17].
5.30.2.4.2	Automatic network selection
NOTE 1:	If the UE has multiple SNPN subscriptions it is assumed that the subscription to use for automatic selection is determined by implementation specific means prior to network selection.
For automatic network selection the UE selects and attempts registration on available and allowable SNPNs in the following order:
-	the SNPN the UE was last registered with (if available);
-	the SNPN identified by the PLMN ID and NID for which the UE has SUPI and credentials.;
-	If the UEs supports access to an SNPN using credentials from a Credentials Holder then the UE continues by selecting and attempting registration on available and allowable SNPNs which broadcast the indication that access using credentials from a Credentials Holder is supported in the following order:
-	SNPNs in the user controlled prioritized list of preferred SNPNs (in priority order);
-	SNPNs in the Credentials Holder controlled prioritized list of preferred SNPNs (in priority order);
-	SNPNs, which additionally broadcast a GIN contained in the Credentials Holder controlled prioritized list of preferred GINs (in priority order);
NOTE 2:	If multiple SNPNs are available that broadcast the same GIN, the order in which the UE selects and attempts a registration with those SNPNs is implementation specific.
-	SNPNs, which additionally broadcast an indication that the SNPN allows registration attempts from UEs that are not explicitly configured to select the SNPN, i.e. the broadcasted NID or GIN is not present in the Credentials Holder controlled prioritized lists of preferred SNPNs/GINs in the UE.
NOTE 3:	If multiple SNPNs are available that broadcast the indication that the SNPN allows registration attempts from UEs that are not explicitly configured to select the SNPN, the order in which the UE selects and attempts a registration with those SNPNs is implementation specific.
When a UE performs Initial Registration to an SNPN, the UE shall indicate the PLMN ID and NID as broadcast by the selected SNPN to NG-RAN. NG-RAN shall inform the AMF of the selected PLMN ID and NID.
[bookmark: _Toc68015809]5.30.2.4.3	Manual network selection
For manual network selection UEs operating in SNPN access mode provide to the user the list of SNPNs (each is identified by a PLMN ID and NID) and related human-readable names (if available) of the available SNPNs the UE has respective SUPI and credentials for. If the UEs supports access to an SNPN using credentials from a Credentials Holder, the UE also presents available SNPNs which broadcast the "access using credentials from a Credentials Holder is supported" indication.
NOTE:	The details of manual SNPN selection are defined in TS 23.122 [17].
When a UE performs Initial Registration to an SNPN, the UE shall indicate the selected PLMN ID and NID as broadcast by the selected SNPN to NG-RAN. NG-RAN shall inform the AMF of the selected PLMN ID and NID.
END OF CHANGES

