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	Reason for change:
	CT4(C4-211521) asks whether N3IWF Emergency FQDN is needed or not. The difference between N3IWF and ePDG for emergency service is that the specific ePDG supporting emergency service needs to be selected for emergency registration, while there is no specific requirement on N3IWF to support emergency registration. From this perspective, any N3IWF can support emergency service. Therefore there is no need to define N3IWF Emergency FQDN.

	
	

	Summary of change:
	Visited Country non-3GPP Emergency FQDN is used to determine which PLMNs in the visited country support emergency services in non-3GPP access.

After PLMN selection for emergency service, if UE determines to select N3IWF, it shall use the Operator Identifier N3IWF FQDN or Tracking Area Identity N3IWF FQDN to select the address of an N3IWF in selected PLMN.
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	Consequences if not approved:
	The N3IWF selection for Emergency service is ambiguous.
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UE initiates PLMN selection for emergency services when it detects a user request for emergency session and determines that untrusted non-3GPP access shall be used for the emergency access.
Unless the UE is attached to 5GC via an N3IWF or to EPC via an ePDG that has indicated support for the emergency services and the N3IWF or ePDG is located in the same country the UE is currently located in, the UE deregisters from the 5G Core non-3GPP access or terminates the existing ePDG connection, if any, and performs PLMN selection for emergency services. Otherwise, the UE should reuse the existing N3IWF or ePDG connection.
PLMN selection for emergency services is performed as follows:
-	The UE determines whether it is located in the home country or a visited country;
-	If the UE is located in the home country, and the UE is equipped with a UICC, then the UE selects the HPLMN for emergency services based on the configured Operator Identifier Emergency FQDN;
-	If the UE is located in a visited country, the UE performs a DNS query using the Visited Country non-3GPP Emergency FQDN, as specified in TS 23.003 [19] to discover the regulatory requirements and to determine which PLMNs in the visited country support emergency services in non-3GPP access as follows:.
-	If the DNS response contains one or more records, the UE selects a PLMN that supports emergency services in non-3GPP access for the UE. Each record in the DNS response shall contain the identity of a PLMN in the visited country supporting emergency services in non-3GPP access.
-	The UE shall consider these PLMNs based on their priorities in the Non-3GPP Access Node Selection Information. If the UE cannot select a PLMN based on in the Non-3GPP Access Node Selection Information, it shall attempt to select any PLMN in the list of PLMNs returned in the DNS response.
-	If the DNS response does not contain any record, or if the DNS response contains one or more records but the UE fails to select a PLMN that supports emergency services in non-3GPP access, or if the Emergency Registration procedure in non-3GPP access has failed for all PLMNs in the DNS responsesupporting emergency services in non-3GPP access, the UE notifies the user that emergency session cannot be established.
When a PLMN has been selected, the UE determines whether to proceed with N3IWF selection or with ePDG selection in that PLMN according to the Non-3GPP Access Node Selection Information for that PLMN. For ePDG selection, the UE shall use the Operator Identifier Emergency ePDG FQDN and or the Tracking/Location Area Identity Emergency ePDG FQDN or Visited Country Emergency ePDG FQDN to select the address of an ePDG in selected PLMN as specified in TS 23.401 [26] clause 4.5.4a.2. For N3IWF selection, the UE shall use the Operator Identifier N3IWF FQDN or Tracking Area Identity N3IWF FQDN to select the address of an N3IWF in selected PLMN as specified in clause 6.3.6.2.
If the UE is not equipped with a UICC, the UE shall perform the emergency ePDG/N3IWF selection procedure without using the Non-3GPP Access Node Selection Information, i.e., the UE may construct the Operator Identifier Emergency ePDG FQDN format or Operator Identifier N3IWF FQDN based on a PLMN ID obtained via implementation specific means.
When a N3IWF has been selected, the UE initiates an Emergency Registration. If the Emergency Registration fails, the UE shall attempt to select an ePDG before selecting another PLMN supporting emergency services in non-3GPP access. When an ePDG has been selected, the UE initiates an Emergency Registration. If the Emergency Registration fails, the UE shall attempt to select a N3IWF before selecting another PLMN supporting emergency services in non-3GPP access.
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