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* * * * Start of Change * * * * 
6.2.8.2.1	Connection establishment between UE Application and AF
The UE Application receives the data collection configuration from ASP. The configuration information is as described in clause 6.2.8.1.
The UE Application establishes a user plane connection to the AF. Data collection procedure from the UE is performed via the user plane connection.
NOTE 1:	Whether multiple user plane connections are established, or a single user plane connection is established for different applications between the UE and AF is based on implementation that is out of 3GPP scope.
NOTE 2:	The Connection establishment procedure from the UE Application to the AF as above is out of scope of the present specification. For the 3GPP defined services, the Connection establishment procedure is in the scope of SA WG4. For the non-3GPP defined services, the Connection establishment procedure is out of 3GPP's scope.
[bookmark: _GoBack]NOTE 3:	In order to preserve resources (e.g. battery, quota) for the end user, a user plane connection to the AF should canonly be established only when the UE has an active PDU Session for the UE Application and it is actively using the network (i.e. it the user plane connection to the AF should is not needed to be established when the UE Application is inactive, or used in an off-line mode).
Both direct data collection procedure (from the UE Application to the AF, either in trusted domain or untrusted domain) and indirect data collection procedure (from the UE Application to the Application server and from the Application server to the AF) shall be supported. The data collection procedure is out of scope of the present specification.
Editor's note:	Appropriate reference to SA4 specification for data collection procedure is needed.
The UE Application provides the External Application ID to the AF. The AF stores the information from the UE Application along with the retrieved IP address of the UE (in the PDU session used) in order to request data collection from the UE Application. The UE IP address is used by the AF to identify the user plane connection.
Editor's note:	The procedure on how AF obtains the External Application ID will be added once SA4/SA3 develops the procedure.

* * * * End of Changes * * * *

