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Abstract: This contribution is to determine the DST L2 ID for group member discovery.
1.	Discussion
This pCR tries to further clarify how to determine the DST L2 ID of group member discovery based on last meeting progress. 

Last meeting it is agreed to remove the Discovery group ID and its functionality can be replaced with the Application Layer group ID. Thus the usage of the Application layer group ID needs to consider both public safety and commercial case, refer to determination of DST L2 ID for groupcast communication in clause 5.8.2.3 “Identifiers for groupcast mode 5G ProSe direct communication”, the DST L2 ID for group member discovery can be:

-	If an Application Layer Group ID has a configured Layer-2 Group ID, which is provisioned as specified in clause 5.1.2.1, the UE uses this Layer-2 Group ID as the Destination Layer-2 ID, 
-	otherwise, the UE converts the Application Layer Group ID into a Destination Layer-2 ID.
NOTE:	The mechanism for converting the application layer provided Application Layer Group ID to the Destination Layer-2 ID is defined in Stage 3.

Since the discovery group ID is replaced with application layer group ID, corresponding alignment needs to be done in the 6.3.2.2.2 Procedure for Group Member Discovery
2.	Proposal
It is proposed to capture the following changes into TS 23.304.
* * * * First change * * * *
[bookmark: _Toc66701853][bookmark: _Toc69883519][bookmark: _Toc73625531][bookmark: _Toc66692649][bookmark: _Toc66701828][bookmark: _Toc69883486]5.8.1.2	Destination Layer 2 ID
Destination Layer 2 ID is defined in clause 5.6.1 of TS 23.287 [2].
The Destination Layer-2 ID for 5G ProSe Direct Discovery with Model A is selected based on the configuration as described in clause 5.1.2.1. The Destination Layer-2 ID for a Solicitation message for Model B is selected based on the configuration as described in clause 5.1.2.1.
For Group member discovery: in clause 6.3.2.2, the Layer-2 Group ID is taken as the Destination Layer-2 ID for sending and receiving the Group Member Discovery Announcement message and Group Member Discovery Solicitation message.
-	If an Application Layer Group ID has a configured Layer-2 Group ID, which is provisioned as specified in clause 5.1.2.1, the UE uses this Layer-2 Group ID as the Destination Layer-2 ID, 
-	otherwise, the UE converts the Application Layer Group ID into a Destination Layer-2 ID.
NOTE:	The mechanism for converting the application layer provided Application Layer Group ID to the Destination Layer-2 ID is defined in Stage 3.
* * * * Next change * * * *
[bookmark: _Hlk61535196][bookmark: _Toc66692723][bookmark: _Toc66701905][bookmark: _Toc69883579][bookmark: _Toc73625596]6.3.2.2.2	Procedure for Group Member Discovery with Model A
[bookmark: _Hlk61535158]Depicted in Figure 6.3.2.2.2-1 is the procedure for Group Member Discovery with Model A.


Figure 6.3.2.2.2-1: Group Member Discovery with Model A
1.	The announcing UE sends a Group Member Discovery Announcement message. The Group Member Discovery Announcement message includes Announcer Info and Application LayerDiscovery Group ID (See clause 5.8.1)..
	The Destination Layer-2 ID and Source Layer-2 ID used to send the Group Member Discovery Announcement message are specified in clause 5.8.1.2 and clause 5.8.1.3.
	The Monitoring UE determines the Destination Layer-2 ID for signalling reception as specified in clause 5.8.1.2.
NOTE:	A UE may send multiple Group Member Discovery Announcement messages (Model A) if the UE belongs to more than one discovery group.
[bookmark: _Toc66692724][bookmark: _Toc66701906][bookmark: _Toc69883580][bookmark: _Toc73625597]6.3.2.2.3	Procedure for Group Member Discovery with Model B
Depicted in Figure 6.3.2.2.3-1 is the procedure for Group Member Discovery with Model B.


Figure 6.3.2.2.3-1: Group Member Discovery with Model B
1.	The discoverer UE sends a Group Member Discovery Solicitation message. The Group Member Discovery Solicitation message includes Discoverer Info, Application LayerDiscovery Group ID and Target Info (see clause 5.8.1).
	The Destination Layer-2 ID and Source Layer-2 ID used to send the Group Member Discovery Solicitation message are specified in clause 5.8.1.2 and clause 5.8.1.3.
	How the Discoveree UE determines the Destination Layer-2 ID for signalling reception is specified in clause 5.8.1.2.
2.	The discoveree UEs that match the values of the parameters contained in the solicitation message based on the Application Layer Group ID, respond to the discoverer UE with a Group Member Discovery Response message. The Group Member Discovery Response message includes Discoveree Info and Application LayerDiscovery Group ID (see clause 5.8.1).
	The Source Layer-2 ID used to send the Group Member Discovery Response message is specified in clause 5.8.1.3. The Destination Layer-2 ID is set to the Source Layer-2 ID of the received Group Member Discovery Solicitation message.

* * * * End of changes * * * *
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