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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc75440889]5.30.2.3	UE configuration and subscription aspects
An SNPN-enabled UE is configured with the following information for each subscribed SNPN:
-	PLMN ID and NID of the subscribed SNPN;
-	Subscription identifier (SUPI) and credentials for the subscribed SNPN;
-	Optionally, an N3IWF FQDN and an identifier of the country where the configured N3IWF is located;
-	Optionally, if the UE supports access to an SNPN using credentials from a Credentials Holder:
-	User controlled prioritized list of preferred SNPNs;
-	Credentials Holder controlled prioritized list of preferred SNPNs;
-	Credentials Holder controlled prioritized list of GINs.
The Credentials Holder controlled prioritized lists of preferred SNPNs and GINs may be updated by the Credentials Holder using the Steering of Roaming (SoR) procedure as defined in Annex C of TS 23.122 [17]. Updating Credentials Holder controlled prioritized lists of preferred SNPNs and GINs via the Steering of Roaming (SoR) procedure is not applicable for Credentials Holder with AAA server.
A subscriber of an SNPN is either:
-	identified by a SUPI containing a network-specific identifier that takes the form of a Network Access Identifier (NAI) using the NAI RFC 7542 [20] based user identification as defined in clause 28.7.2 of TS 23.003 [19]. The realm part of the NAI may include the NID of the SNPN; or
-	identified by a SUPI containing an IMSI.
In the case of access to an SNPN using credentials owned by a Credentials Holder as specified in clause 5.30.2.9.2 and clause 5.30.2.9.3, the SUPI shall also contain identification for the Credentials Holder (i.e. the realm in the case of Network Specific Identifier based SUPI or the MCC and MNC in the case of an IMSI based SUPI).
NOTE 1:	When Credentials Holder is an SNPN, and the MCC and MNC of the SNPN is not unique, then IMSI based SUPI is not supported as the MCC and MNC need not be unique always; instead USIM credentials are supported using Network Specific Identifier based SUPI.
NOTE 2:	Network Specific Identifier are not supported for the case the Credentials Holder is provided by a PLMN.
In the case of access to an SNPN using credentials owned by a Credentials Holder using AAA-S as specified in clause 5.30.2.9.2, only Network Specific Identifier based SUPI is supported.
An SNPN-enabled UE that supports access to an SNPN using credentials from a Credentials Holder and that is equipped with a PLMN subscription may additionally be configured with the following information for SNPN selection and registration using the PLMN subscription in SNPN access mode:
-	User controlled prioritized list of preferred SNPNs;
-	Credentials Holder controlled prioritized list of preferred SNPNs;
-	Credentials Holder controlled prioritized list of preferred GINs.
The Credentials Holder controlled prioritized lists of preferred SNPNs and GINs may be updated by the Credentials Holder using the Steering of Roaming (SoR) procedure as defined in Annex C of TS 23.122 [17]. Updating Credentials Holder controlled prioritized lists of preferred SNPNs and GINs via the Steering of Roaming (SoR) procedure is not applicable for Credentials Holder with AAA server.
[bookmark: _Toc27846933][bookmark: _Toc36188064][bookmark: _Toc45183969][bookmark: _Toc47342811][bookmark: _Toc51769513][bookmark: _Toc59095865]When the Credentials Holder updates a UE with the Credentials Holder controlled prioritized lists of preferred SNPNs and GINs the UE may perform SNPN selection again, e.g., to potentially select a higher prioritized SNPN.
* * * * Second change * * * *
[bookmark: _Toc75440891]5.30.2.4.1	General
An SNPN-enabled UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode the UE only selects and registers with SNPNs over Uu as described in clause 5.30.2.4.
[bookmark: _GoBack]Emergency services are supported in SNPN access mode. If the UE is in limited service state, the UE shall attempt to camp on an acceptable cell of any available SNPN supporting emergency calls (irrespective of SNPN ID or GIN) or on any available PLMN supporting emergency calls (irrespective of PLMN ID). SNPN-capable UEs that are not in SNPN access mode and non-SNPN capable UEs cannot camp on an SNPN cell supporting emergency services to obtain emergency services.
If a UE is not set to operate in SNPN access mode, even if it is SNPN-enabled, the UE does not select and register with SNPNs. A UE not set to operate in SNPN access mode performs PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17]. For a UE capable of simultaneously connecting to an SNPN and a PLMN, the setting for operation in SNPN access mode is applied only to the Uu interface for connection to the SNPN. Clause D.4 provides more details.
An SNPN-enabled UE that supports access to an SNPN using credentials from a Credentials Holder and that is equipped with a PLMN subscription needs to first enter SNPN access mode to be able to select SNPNs. Once the UE has entered SNPN access mode, SNPN selection is performed as described in clause 5.30.2.4. Once an SNPN has been selected the UE attempts registration in the SNPN using the PLMN credentials.
NOTE:	Details of activation and deactivation of SNPN access mode are up to UE implementation.
When a UE is set to operate in SNPN access mode the UE does not perform normal PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17].
UEs operating in SNPN access mode read the information described in clause 5.30.2.2 from the broadcast system information and take them into account during network selection.

* * * * End of changes * * * *

