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	Reason for change:
	1. There is a NOTE in clause 6.1.3.5 of 23.503 to describe the category of satellite backhaul that can be deployed. 
“NOTE2:	The type (i.e. GEO, MEO, LEO or OTHERSAT) of the satellite involved in the backhaul is referred as the satellite backhaul category. Only a single backhaul category can be indicated.”
Since “satellite backhaul category” is debut in clause 5.8.2.15 of 23.501, it is preferable to move such description to this clause to make clearer the specific category that can be used.

	
	

	Summary of change:
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*************** First change ***************
[bookmark: _Toc45194840][bookmark: _Toc47594252][bookmark: _Toc51836883][bookmark: _Toc59101317][bookmark: _Toc83301789]5.8.2.15	Reporting of satellite backhaul to SMF
[bookmark: _GoBack]If the AMF is aware that a satellite backhaul with long delay is used towards 5G AN, the AMF may report this to SMF as part of the PDU Session establishment procedure as described in clause 4.3.2 of TS 23.502 [3]. If AMF is aware that satellite backhaul category changes (e.g. at handover), the AMF reports the current satellite backhaul category and indicates the satellite backhaul category change to SMF.
NOTE1:	It is assumed that the AMF can determine the Satellite backhaul category for the notification to the SMF based on local configuration, e.g. based on Global RAN Node IDs associated with satellite backhaul.
NOTE2:	The type (i.e. GEO, MEO, LEO or OTHERSAT) of the satellite involved in the backhaul is referred as the satellite backhaul category. Only a single backhaul category can be indicated.
*************** End of changes ***************

