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Abstract of the contribution: Update Solution 7 to address editor’s notes.
Background

This Solution Update addresses the Editor’s Notes added during the last meeting related to items that needed more investigation to provide clarity on how the solution works.

Proposal

The following updates to solution 7 is proposed for the study.
* * * Start of change * * * 

6.7
Solution #7: Network based UE Sidelink Positioning  

6.7.1
Introduction

This solution relates the KI#5 and proposes a solution where the network perform the UE positioning estimation based on network assisted Sidelink positioning.

6.7.2
Functional Description

This solution addresses KI#5 for MT-LR case, and the following principles are used:

-
UE within the network coverage, either directly over Uu or via a L2 U2N relay, is in a location where Uu based positioning is not possible

-
MT-LR procedure is triggered by the network as specified in TS 23.273 [11] clause 6.1.

-
UE is requested to perform positioning measurements by the LMF

-
The UE check whether the UE can perform positioning measurements on other RAN nodes or needs to use Sidelink positioning methods. The UE determines that Uu based positioning is not possible and needs to perform Sidelink positioning. The UE search for another UE that is able to estimate it's own location based on Uu measurements and support Ranging service.

NOTE 1:
The discovery of the second UE depends on solution for KI#3 "Ranging/Sidelink Positioning device discovery"
-
The UE performs ranging estimate measurements of the second UE and provides either the ranging estimate or the ranging measurements data to the LMF. The UE also include the UE ID of the second UE.
NOTE 2:
LPP (TS 37.355 [10]) may need to be enhanced to support new measurement message to support Sidelink positioning. 

-
When the network received the information from the UE, the network can use a known location of the second UE or trigger a new location estimate from the second UE. The LMF triggers any of the location procedures specified in TS 23.273 [11] clause 6.11 to estimate the second UE's position.

-
Based on the position estimate of the second UE, the LMF can estimate the UE position, the UE being the UE that the first positioning request was sent to.

NOTE 3:
The RAN study on Sidelink Positioning will determine the accuracy of Sidelink position e.g. whether multilateration positioning estimate(s) are needed or not.

6.7.3
Procedures

6.7.3.1
Network based UE Sidelink Positioning estimation (MT-LR).
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Figure 6.x.3.1-1: Network based UE Sidelink Positioning estimation (MT-LR) 

0.
The AMF is triggered to initiate location reporting procedure for UE1 as specified in TS 23.273 [11]. UE1 may either be in network coverage and communicates over Uu, or UE1 uses a Layer-2 UE-to-Network Relay to communicate with the network. The Layer-2 UE-to-Network Relay can be the second UE or a different UE that can offer Layer-2 UE-to-Network service.
NOTE 1: UE1 and UE2 may be registered and served by different AMFs. 
1.
The AMF sends the initial request to the LMF as specified in TS 23.273 [11]

2.
The LMF sends the DL Positioning message to the UE1 using the Namf_Communication_N1N2messageTransfer as specified in TS 23.273 [11] clause 6.11.1.

3.
The UE1 determines that it is unable to perform legacy Uu positioning measurements and instead decides to perform discovery procedure to find a UE that supports sidelink positioning and Uu based measurements. The UE1 selects UE2.
NOTE 2: The UE logic to determine that Uu positioning is not possible is based on UE implementation, but it could e.g. be based on the number of cells that UE1 can detect is limited.

NOTE 3:
It is assumed that solutions for discovery addressing the KI#3 can used. During the discovery procedure UE1 will get the UE_ID of UE2 to be used here.
4.
The UE1 perform Ranging/Sidelink relative distance measurements to the UE2.

NOTE 4:
It is assumed that solutions addressing KI#4 can used.

5.
The UE1 send the UL Positioning message to the LMF. This message includes both the Ranging/Sidelink positioning data and the UE_ID of UE2.


6.
The LMF resolves the received UE_ID of UE2 by querying the DDNMF and triggers the location determination of UE2. The LMF may need to query the UDM to find the AMF that is serving the UE2 to initiate the positioning procedures.
7.
The LMF triggers the serving AMF to initiate the positioning procedure. The LMF receives from the AMF the LCS Correlation ID and cell-ID for UE2 and performs one or more of the positioning procedures described in clause 6.11.1, 6.11.2 and 6.11.3 in TS 23.273 [11] to determine the location of UE2. The LMF determines the location of UE1 based on the SL positioning data received in step 5 and the location of UE2.


8.
The LMF provides the UE1 location to the AMF as a response to the request in step 1.

6.7.4
Impacts on services, entities and interfaces

UE:

-
Support Ranging and Sidelink positioning

LMF:

-
Support the Ranging and Sidelink positioning data and ability to calculate the location of a UE based on this data set and the location of the second UE (UE2).

-
Resolve the UE_ID of the second UE (UE2). The UE_ID being received in the UL positioning message together with the SL position data.

* * * End of change * * * 
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