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[bookmark: OLE_LINK6]Abstract of the contribution: This contribution proposes to update the mapping of solutions to KIs.
1	Discussion
[bookmark: _Hlk87257355]This contribution proposes to update the mapping of solutions to KIs:
Solution #20 UPF based PDU Set identification, addresses KI#4. Whether this solution addresses also KI#5 is FFS.
Solution #22 N6 tunnelling and GTP-U header extension for conveyance of PDU Set-related information, addresses Key Issues #4 and #5. One aspect of the solution (i.e. XR Multi-modal Data identifier) also relates to Key Issues #1 and #2, although it does not propose a complete solution.
Solution #31 5GS Policy enhancements to minimize the jitter, addresses KI#7, not KI#1.
2 Proposal
[bookmark: _Hlk513714389]It is proposed to update TR 23.700-60 as follows.
[bookmark: _Toc97155715][bookmark: _Toc22214903][bookmark: _Toc23254036][bookmark: _Hlk92215149]First change
[bookmark: _Toc22192650][bookmark: _Toc23402388][bookmark: _Toc23402418][bookmark: _Toc26386423][bookmark: _Toc26431229][bookmark: _Toc30694627][bookmark: _Toc43906649][bookmark: _Toc43906765][bookmark: _Toc44311891][bookmark: _Toc50536533][bookmark: _Toc54930305][bookmark: _Toc54968110][bookmark: _Toc57236432][bookmark: _Toc57236595][bookmark: _Toc57530236][bookmark: _Toc57532437][bookmark: _Toc97526924][bookmark: _Toc101526076][bookmark: _Toc16839382]6.0	Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
	Solutions
	
	Key Issues

	
	1
	2
	3
	4
	5
	6
	7
	8
	9

	#1:Tactile and multi-modality traffic flows coordination transmission for one UE
	X
	
	
	
	
	
	
	
	

	#2: Group policy for Multi-modal Traffic among Multiple UEs
	
	X
	
	
	
	
	
	
	

	#3: Same PCF selection for Multiple UEs with XRM services
	
	X
	
	
	
	
	
	
	

	[bookmark: _PERM_MCCTEMPBM_CRPT72080000___7]#4：QoS policy coordination for multiple UEs' QoS flows
	
	X
	
	
	
	
	
	
	

	#5: Exposure of the UE data rate, normal data transmission interruption event and congestion information
	
	
	X
	
	
	
	
	
	

	#6: Mean bit rate change report
	
	
	X
	
	
	
	
	
	

	#7: Identification and importance of packets in PDU set
	
	
	
	X
	X
	
	
	
	

	#8: Introduction of PDU Set information in RTP extension header and related QoS parameters
	
	
	
	X
	
	
	
	
	

	#9: GTP extension header for PDU Set Sequence Number, and, Number of PDUs in the PDU Set
	
	
	
	X
	
	
	X
	
	

	#10: different bearers for PDUs with different importance levels
	
	
	
	X
	X
	
	
	
	

	#11: Handling PDU Set within QoS flow
	
	
	
	X
	X
	
	
	
	

	#12: PDU Set integrated QoS handling
	
	
	
	X
	
	
	
	
	

	#13: DL data handling
	
	
	
	
	X
	
	
	
	

	#14: PDU Set integrated packet handling
	
	
	
	X
	
	
	
	
	

	#15: Leverage RTP layer info for PDU Set handling
	
	
	
	X
	X
	
	
	
	

	#16: RTP/SRTP based PDU Set identification
	
	
	
	X
	X
	
	
	
	

	#17: Sub QoS Flow based QoS and PCC Architecture
	
	
	
	X
	X
	
	
	
	

	#18: PDU Set Identification and Marking
	
	
	
	X
	X
	
	
	
	

	#19: Application-aware QoS
	
	
	
	X
	X
	
	
	
	

	#20: UPF based PDU Set identification
	
	
	
	X
	X
	
	
	
	

	#21: PDU Set ID in the GTP-U header
	
	
	
	X
	
	
	
	
	

	#22: N6 tunnelling and GTP-U header extension for conveyance of PDU Set-related information
	X
	X
	
	X
	X
	
	
	
	

	#23: PDU set related packet handling enhancements
	
	
	
	X
	
	
	
	
	

	#24: Support differentiated QoS Handling for different PDU Sets
	
	
	
	
	X
	
	
	
	

	#25: PDU Set QoS Profile, QoS Flow parameters and QoS Characteristics
	
	
	
	X
	
	
	
	
	

	#26: Provisioning XR traffic configuration to 5GS
	
	
	
	X
	X
	
	
	
	

	#27: RT latency split for two QoS flows used for UL and DL respectively
	
	
	
	
	
	X
	
	
	

	#28: RAN split RT latency for single QoS flow
	
	
	
	
	
	X
	
	
	

	#29: Two Way Delay Budget
	
	
	
	
	
	X
	
	
	

	#30: Policy enhancements to minimize jitter
	
	
	
	
	
	
	X
	
	

	#31: 5GS Policy enhancements to minimize the jitter
	
	
	
	
	
	
	X
	
	

	#32: Periodicity Jitter Control for XRM Service
	
	
	
	
	
	
	X
	
	

	#33: Support of CDRX enhancement for power saving handling
	
	
	
	
	
	
	
	X
	

	#34:5GC and UE Assistance to RAN for CDRX Optimization
	
	
	
	
	
	
	
	X
	X

	#35: Provision of conditional QoS profile(s)
	
	
	
	
	
	
	
	
	X


[bookmark: startOfAnnexes]
Next change
[bookmark: _Toc101526285]6.31.1	Key Issue mapping
This solution is for Key Issue #17, which addresses following aspects:
-	Potential policy enhancements to minimize the jitter, focusing on i.e. requirement provisioning from AF, extension of PCC rule.
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