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1.
Discussion
This paper is proposing resolution for the Editor's Notes that exist in solution #24. 
Editor's note:
Support of the encrypted content reception is FFS.

Proposal: This Editor's Note exists in all solutions of KI#2 and refer to security, so it should be resolved by SA3. It proposed to keep it.

Editor's note:
Whether additional information is needed beyond the afID to allocate the TMGI range precisely for the specific content is FFS.

afID is formatted according to TS 29.532 as “string” so it can contain any value that can be understood in NEF/MBSF to identify the service for which TMGI is to be requested 

Proposal: Use afID “as is” no extension is necessary. Remove the Editor's Note. 
Editor's note:
Details will be confirmed by the RAN WGs.

Editor's note:
It is FFS whether NG-RAN should avoid establishing UP resources for the second and later broadcast MBS sessions for more saving.
These Editor's Notes refer to the RAN procedures on how to handle the establishment of MBS session and UP resources. They are generic Editor's Notes that should be resolved after consultation with RAN3.
Proposal: These Editor's Note exist in other solutions of KI#2 and to RAN procedures, so it should be resolved in collaboration wih RAN3. It proposed to keep them.

2.
Text proposal
It is proposed to agree the following changes vs. TS 23.700-47:
>>>>BEGINNING OF CHANGES<<<<
6.24
Solution #24: Solution based on configuration in RAN to support MOCN RAN Sharing

6.24.1
Introduction

This solution addresses Key Issue #2.

6.24.2
Functional description

This solution relies on RAN configuration does not need any new parameter as proposed in existing solutions but the service-id part of the TMGI of the RAN sharing partners that corresponds to the same content is configured in RAN.

For example, if PLMNs with MCC=234, MNC=15 (operator A) and MCC=234, MNC=10 (operator B) are doing MBS RAN sharing, the corresponding RAN nodes are already configured with the PLMN-ids of each of the sharing partner and can be configured with the specific respective service-id (6 digits numbers) of the TMGIs of two PLMNs that correspond to the same content or even range of service-ids. For instance, service-id=123456 (for operator A) and service-id=001234 (for operator B) corresponds to content from "TV channel X". This means that the corresponding MB-SMF in each PLMN will allocate the service ids for the TMGI based on the specific range expected for the same content. Then the RAN node can populate accordingly the MCCH with the respective TMGI of the RAN sharing partners. Based on rel.17 RRC encoding, it is possible to have common MTCH configuration and same G-RNTI mapped to different TMGIs. Based on RAN OAM configuration, it is possible to identify which TMGIs (belonging to different PLMNs in this case) providing same broadcast service.
In the service announcement for the broadcast MBS sessions delivering the same content, the respective MBSFs of each PLMN can indicate the PLMN specific TMGI to the UEs.

Editor's note:
Support of the encrypted content reception is FFS.

6.24.3
Procedures

6.24.3.1
General
6.24.3.2
MBS Session Creation

As in clauses 7.1.1.2 and 7.1.1.3 of TS 23.247 [4] for each PLMN.
6.24.3.3
MBS Session Start for Broadcast
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Figure 6.24.3.3-1: Existing MBS Session Start for Broadcast for MOCN RAN sharing (as in clause 7.3.1 of TS 23.247 [4])
The following modifications apply compared to clause 7.3.1 of TS 23.247 [4] when MBS Session Start for the second and later broadcast MBS sessions:

1.
Each PLMN needs to allocate the TMGIs based on the specific service-ids or ranges of service-ids. For example, MB-SMF of operator A allocates service-id=123456 and MB-SMF of operator B service-id=001234. This can happen in different ways:

a)
NEF/MBSF pass the afID defined in Nnef_TMGI_Allocate to MB-SMF using Nmbsmf_TMGI_Allocate and therefore allow MB-SMF to have a "policy" in TMGI allocation based on identification of AF. The afID is currently enconded in "string" format according to TS 29.532 [x], it needs to provide enough information to NEF/MBSF in order to allocate the TMGI according to the required "policy". 
b)
MB-SMF can delegate a TMGI range to NEF to allocate for that purpose and keep the afID so it can assign based on some policy

c)
(if MBSF is used) MB-SMF can delegate a TMGI range to MBSF to allocate for that purpose and it can assign the TMGI based on some "policy" depending on the identification of AF


No changes required in steps 2-8.

9.
Since NG-RAN is configured with the list of the associated specific service-ids or ranges of service-ids of the TMGIs of each RAN sharing partner whose content has been delivered over the air, the NG-RAN propagates the TMGI for the new PLMN for which the second or later broadcast session is established.


For example, if the service-id=123456 (for operator A) and service-id=001234 (for operator B) corresponds to content from "TV channel X" and MCCH already advertised TMGI= 123456 234 15, it also adds in MCCH TMGI= 001234 234 10.


NG-RAN configures the same MTCH for both TMGIs.


The UE from operator B, having received the service announcement is able to read the TMGI (001234 234 10) and receive the content.

15.
Since NG-RAN understands the broadcast MBS Session is associated with another Broadcast MBS Session identified by the corresponding TMGI whose content has been delivered over the air, the NG-RAN can silently drop packets received in this broadcast MBS session, and do not deliver them again.

Editor's note:
Details will be confirmed by the RAN WGs.

Editor's note:
It is FFS whether NG-RAN should avoid establishing UP resources for the second and later broadcast MBS sessions for more saving.
6.24.3.4
MBS Session Release for Broadcast
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Figure 6.24.3.4-1: MBS Session Release for Broadcast for MOCN RAN sharing

The following modifications apply compared to clause 7.3.2 of TS 23.247 [4] when MBS Session Release for the broadcast MBS session which is created firstly:

5.
If the NG-RAN intends to perform MBS Session Release for operator A but determines there are other corresponding broadcast MBS sessions for other PLMNs available, it removes only the TMGI for operator A from the MCCH while keeping the rest of the TMGIs. NG-RAN should switch to another MBS session to receive data (e.g. MBS session for operator B).

Editor's note:
Details will be confirmed by the RAN WGs.

6.24.4
Impacts on services, entities and interfaces.

Functional entities defined in clause 5.3.2 of TS 23.247 [4] are reused exception for the following additions:

NG-RAN:

-
RAN is configured with specific service-ids or service-id ranges corresponding to the same content for each of their RAN sharing partners.

-
During MBS Session starts for each of the MOCN PLMNs NG-RAN adds to the MCCH the corresponding TMGI.

-
During MBS Sessions releases for each of the MOCN PLMNs NG-RAN removes from the MCCH the corresponding TMGI.

-
RAN configures the same MTCH for each of the TMGI corresponding the same content as allowed by existing Rel-17 RRC.

Depending on which option is used for TMGI allocation by the PLMN (a, b, or c) different impacts apply:

In case of a)

MB-SMF:

-
MB-SMF of each PLMN is configured with specific service-ids or service-id ranges corresponding to the same content based on AF ID provide from NEF.

In case of b)

NEF:

-
NEF to allocate TMGI and keep the afID so it can assign TMGI based on some policy that applies per AF.

In case of c)

MBSF:

-
MBSF to allocate TMGI and keep the afID so it can assign TMGI based on some policy that applies per AF.
No other impacts in AF, and UE.

>>>>NEXT CHANGE<<<<
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