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1. Overall Description:
SA2 has concluded the KI#6 “Adapting downstream scheduling based on RAN feedback for low latency communication” as described in clause 8.4 of TR 23.700-25. Both Proactive feedback and Reactive feedback shall be supported in normative phase.  Reactive feedback does not need the AF to provide Burst Arrive Time (i.e. there can be no BAT in TSCAI to the RAN). 

There is an editor’s note related to Reactive feedback: ” Editor’s note: the need for UL BAT adaptation and the associated RRC signalling as described above is to be confirmed by RAN2.” The background is: Considering RAN will use semi-persistent scheduling for TSC traffic and will not know the exact arrive time for UL packets, SA2 think the feedback from UE may be required as described in clause 8.4 of TR 23.700-25.

SA2 would like to ask if to support UE feedback, whether RAN2 see it is feasible to support interaction between UE and RAN via RRC signalling.



2. Actions:
To RAN2 group.
ACTION: 	SA2 asks RAN2 group to 
Kindly provide the feedback of the above two bullets.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #154		Nov 14 – 18, 2022				Toulouse
TSG-SA2 Meeting Adhoc   	Jan 16 – 20, 2023				Elbonia
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