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Abstract of the contribution: This document proposes the update of Sol#3 and remove the Editor's notes.
1. [bookmark: _Toc50468387][bookmark: _Toc50468657][bookmark: _Toc50630903][bookmark: _Toc50468928][bookmark: _Toc50631405][bookmark: _Toc50467043]Discussion
In the Solution#66, there is an Editor's note as follows:
Editor's note:	Whether and how to guarantee the same SMF and UPF can be selected or reselected for the group UE(s) of the XRM service is FFS.
According to the discussion of KI#2 during the past meetings, it cannot guarantee that the same PCF selected for the PDU session related to XRM services of the group UEs always, e.g. Load balance deployment for multi-PCFs. Thus, The ENs can be removed with the clarification that the solution is suitable for the scenarios that the same PCF can be selected.
Based on the above, it is proposed to remove the Editor’s note and add the description for clarification.
2. [bookmark: _Toc2086459][bookmark: _Toc43806245][bookmark: _Toc50630907][bookmark: _Toc50631409][bookmark: _Toc43806552]Proposal
It is proposed to capture the following update in TR 23.700-60.
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When SM NAS procedures are performed the existing 5QI-based QoS policies are applied. In order to support multi-modality communication, NG-RAN and UPF may schedule the packet delivery based on the SMF's enforcement, which follows the multi-modality QoS policies, as the system fulfills the requirement of delay difference among XR dedicated QFIs of UE(s).
NOTE 1:	The delay difference is introduced some new QoS policy to solve correlated requirements among XR dedicated QFIs of UE(s).
And, based on the DNN and S-NSSAI dedicated to an XR service, same SMF and UPF are selected for the UE(s) during PDU session establishment which the user enjoys the XR service by.
Editor's note:	Whether and how to guarantee the same SMF and UPF can be selected or reselected for the group UE(s) of the XRM service is FFS.
NOTE 2:	It cannot guarantee that the same PCF selected for the PDU session related to XRM services of the group UEs always, e.g. Load balance deployment for multi-PCFs. The solution is suitable for the scenarios that the same SMF and UPF are selected for the Group UEs, e.g. dedicated DNN and S-NSSAI or Group ID as the binding indication for the NF selction of the UEs during the PDU session establishment or modification procedures.
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