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The Access Network Discovery & Selection policy is an optional policy that may be provided to UE by the network.
In this release of the specification, the Access Network Discovery & Selection policy shall contain only rules that aid the UE in selecting a WLAN access network. Rules for selecting other types of non-3GPP access networks are not specified.
The WLAN access network selected by the UE with the use of Access Network Discovery & Selection policy may be used for direct traffic offload (i.e. sending traffic to the WLAN outside of a PDU Session) and for registering to 5GC using the non-3GPP access network selection information.
If the UE supports non-3GPP access to 5GC, it shall support ANDSP.
The procedure for WLAN access network selection is defined in clause 6.6.1.3, the procedure for N3IWF selection is defined in clause 6.3.6.1 of TS 23.501 [2].
The Access Network Discovery & Selection policy shall contain one or more WLAN Selection Policy (WLANSP) rules defined in clause 4.8.2.1.6 of TS 23.402 [9].
The Access Network Discovery & Selection policy may contain information to select ePDG or N3IWF by the UE as specified in TS 23.501 [2]
Table 6.6.1-1: Access Network Discovery & Selection Policy
	Information name
	Description
	Category
	PCF permitted to modify in a UE context
	Scope

	WLANSP rules
	1 or more WLANSP rules as specified in 4.8.2.1.6 of TS 23.402 [9]
	Mandatory
	Yes
	UE context

	Extended WLANSP information for network slice
	extended parameters within the WLANSP rule to support TNGF selection based on the S-NSSAI(s) needed by the UE
	Optional
	Yes
	UE context

	ePDG identifier configuration
	The UE uses this information to select ePDG as defined in clause 6.3.6.1 of TS 23.501 [2]
	Optional
	Yes
	UE context

	N3IWF identifier configuration
	The UE uses this information to select N3IWF as defined in clause 6.3.6.1 of TS 23.501 [2]
	Optional
	Yes
	UE context

	Extended Home N3IWF identifier configuration
	The UE uses this information to select N3IWF based on the slices that the UE intends to access as defined in clause 6.3.6.1 of TS 23.501 [2]
	Optional
	Yes
	UE context

	Non-3GPP access node (N3AN) selection information
	The UE uses this information to select ePDG or N3IWF as defined in clause 6.3.6.1 of TS 23.501 [2]
	Optional
	Yes
	UE context

	Slice-specific N3IWF prefix configuration
	The UE uses this information to determine the prefix to be used for the Prefixed N3IWF OI or TA FQDNs as defined in clause 6.3.6.1 and clause 6.3.6.3 of TS 23.501 [2]
	Optional
	Yes
	UE context



The extended WLANSP information for network slice contains the association of the set of slices that the UE is allowed to access to with SSID(s) and TNGF ID(s). 
NOTE:	The details of extended WLANSP rule will be specified by CT1.
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