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	Reason for change:
	On the EN related to QoS Monitoring for backhal:
“Editor’s Note: In this case, whether PCF can request QoS monitoring for the backhaul only, i.e. without receiving delay values including RAN part delay, is FFS.”
According to the descriptions on QoS monitoring in clause 5.33.3.3 of TS 23.501, clause 6.1.3.21 of TS 23.503 and clause 5.24 of TS 29.244, 
1) the SMF can request to activate QoS monitoring for the GTP-U path(s) between all UPF(s) and the (R)AN based on locally configured policies. While the SMF doesn’t support to report the QoS monitoring result to the PCF in the current TS. 
2) The PCF sends QoS monitoring policy included in PCC rule to SMF, the SMF activates QoS monitoring of this PDU session based on GTP-U path monitoring. The UPF reports the packet delay of the requested QoS flow(s) from UE to PSA to the SMF.
Based on the above description, in current specification the PCF cannot request QoS monitoring for backhaul only. This contribution proposes to introduce QoS monitoring for dynamic satellite backhaul to cover the conclusion described in clause 8.1 of TS 23.700-27.

	
	

	Summary of change:
	1. The PCF sends a QoS monitoring policy for dynamic satellite backhaul which only requests packet delay on backhaul. 
2. Based on the QoS monitoring policy for dynamic satellite backhaul, the SMF requests the PSA UPF to only report the packet delay between RAN and PSA UPF.
3. The PSA UPF calculates the packet delay between RAN and PSA UPF and reports the result to the SMF.

	
	

	Consequences if not approved:
	QoS monitoring for dynamic satellite backhaul only is not supported.
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[bookmark: _Toc122440773]5.43.5	QoS monitoring when dynamic Satellite Backhaul is used
[bookmark: _Hlk124195349]If dynamic satellite backhaul is used, QoS monitoring can be used to obtain packet delay as specified in clause 5.33.3.
If AMF informs SMF that the dynamic satellite backhaul is used, the SMF informs this to PCF. Based on the received Satellite backhaul category from SMF, Tthe PCF may trigger QoS monitoring for backhaul as specified in clause 5.33.3 of TS 23.501 [4] if dynamic satellite backhaul is used. QoS monitoring in clause 5.33.3 of TS 23.501 [4] is reused with the following differences:	Comment by Huawei:  
The interaction between AMF and SMF is described in other clauses. No need to describe it again.
Editor's note:	In this case, whether PCF can request QoS monitoring for the backhaul only, i.e. without receiving delay values including RAN part delay, is FFS.
The PCF sends QoS Monitoring policy which indicates the packet delay for the backhaul is to be monitored. Based on the QoS Monitoring policy included in the PCC rule, the SMF indicates the PSA UPF to only report he packet delay between RAN and PSA UPF. In this case, the PSA UPF calculates packet delay between RAN and the PSA UPF of the QoS Flow and reports the result to the SMF. Then the SMF reports the packet delay to the PCF.
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